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Our  goal  in  this  project  has  been  to  explain  the  details  of  some  of  the  problem  solving 
and  learning  processes  employed  by  novice  problem  solvers  as  they  become  more  expert. 
In  particular,  we  have  investigated  the  effects  of  individual  problem  solving  and  learning 
experiences  on  later  problem  solving  in  the  context  of  troubleshooting. 

In  year  1  of  the  project,  we  collected  and  analyzed  protocols  of  students  solving  several 
sequences  of  diagnostic  problems  in  the  domain  of  car  mechanics.  A  theoretical  analysis 
of  these  protocols  led  us  to  several  working  hypotheses  about  problem  solving  and  learning 
(Lancaster  &  Kolodner,  1987,  1988). 

First,  we  found  three  types  of  knowledge  necessary  for  diagnosis. 

•  The  qualitative  causal  model  provides  knowledge  about  what  system  behaviors 
derive  from  other  system  behaviors  or  states.  It  is  eventually  made  up  of  two  parts: 
the  model  of  how  the  system  works  and  the  model  of  how  it  malfunctions, 

•  Symptom-fault  pairs  provide  associational  knowledge  that  associates  symptoms  and 
other  contextual  factors  with  potential  faults  and  allows  the  reasoner  to  index  into  the 
causal  model. 

•  Reasoning  strategies  provide  knowledge  about  what  actions  to  take  in  solving  a 
problem. 
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Together,  the  three  types  of  knowledge  make  up  a  reasoner  s  mcutal  uiodcl  of  a  device. 
The  first  two  types  of  knowledge  tell  the  reasoner  how  the  device  works.  The  third  type  of 
knowledge  tells  him  how  to  use  the  first  two  types  in  order  to  solve  problems  or  troubleshoot. 

The  knowledge  and  organization  of  these  different  kinds  of  knowledge  changes  with  expe¬ 
rience.  In  the  causal  model,  there  are  two  notable  changes  that  happen  through  experience. 
First,  connections  between  parts  of  the  model  are  learned.  The  novice,  for  example,  is  clearly 
unaware  of  the  possibility  that  electronic  failures  can  affect  things  like  fuel  delivery,  since  he 
knows  little  about  the  dependencies  between  the  fuel  system  and  the  electrical  system,  while 
the  more  advanced  mechanic  not  only  knows  that  such  relationships  exist,  he  considers  them 
a  highly  common  source  of  failures.  Second,  the  organization  of  the  model  becomes  more 
hierarchical  as  students  learn  which  parts  are  subsumed  by  or  part  of  other  systems.  While 
initial  representations  of  the  causal  model  seem  to  be  flat  (our  interpretation  of  the  way 
novices  went  about  solving  problems),  after  considerable  experience,  the  model  becomes  a 
more  complex,  hierarchical  system.  A  novice  car  mechanic,  for  example,  might  consider  the 
carborator  of  a  car  on  equal  footing  with  every  other  part  of  the  engine,  and  in  diagnosing 
a  particular  problem  might  consider  each  part  of  the  engine  individually.  More  advanced 
mechanics,  on  the  other  hand,  seen  to  organize  the  parts  of  the  engine  into  systems.  The 
data  suggest  that  for  experienced  mechanics,  components  are  organized  hierarchically  under 
their  respective  systems  and  are  never  directly  considered  unless  their  system  is  determined 
to  house  the  failure,  or  at  least  to  be  the  source  of  information  crucial  to  locating  the  failure. 
Similarly,  the  number,  organization,  and  accuracy  of  the  symptom-fault  sets  changes  with 
increasing  experience. 

Building  partly  on  these  changes  in  the  knowledge  structures,  and  partly  on  indepen¬ 
dent  effects  of  experience  on  decision  processes,  the  mechanic’s  reasoning  strategies  also 
change.  For  example,  procedures  and  guidelines  for  accepting  hypotheses  as  diagnoses  be¬ 
come  increasingly  focussed  on  information  that  allow  a  causal  interpretation  of  the  behavior 
observed.  At  the  same  time,  the  developing  knowledge  structures  allow  the  mechanic  to 
search  for  and  aquire  more,  and  more  accurate,  information  from  his  symptom-fault  sets  and 
his  causal  model. 

The  interaction  of  these  changes  in  both  knowledge  and  process  lead  to  the  more  accurate 
and  efficient  problem  solving  seen  in  experts.  His  overall  level  of  knowledge  is  increasing, 
the  organization  and  integration  of  his  knowledge  structures,  both  the  symptom-fault  sets 
and  the  causal  model,  are  increasing;  and  his  processes  and  criteria  for  reaching  diagnoses 
are  becoming  more  accurate,  more  efficient,  and  more  focussed  on  causal  information. 

Based  on  analysis  of  the  same  protocols,  we  have  identified  five  different  real-world  learn¬ 
ing  procedures  used  by  the  students  and  several  roles  a  teacher  or  more  experienced  third 
party  must  play  in  helping  a  student  to  learn  at  various  stages. 

•  Learning  by  understanding  explanations  is  the  process  by  which  students  in¬ 
tegrate  a  teacher’s  explanation  of  how  to  solve  a  problem  with  their  own  diagnostic 
knowledge. 
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•  Active  gap  filling  allows  a  student  to  fill  in  known  gaps  in  his  knowledge  by  asking 
questions  or  looking  in  source  books, 

•  Learning  from  interpreting  feedback  is  used  when  the  student  is  unable  to  evaluate 
test  results  he  has  obtained.  Interpretation  may  or  may  not  require  intervention  of  a 
teacher,  depending  upon  the  student’s  knowledge  state. 

•  Abstraction  lets  the  student  reorganize  his  knowledge  in  better  ways.  It  can  be  done 
independently  by  a  student  or  pointed  out  by  a  teacher. 

•  Case-based  reasoning  allows  the  student  to  improve  his  problem  solving  without 
having  a  full  understanding  of  how  things  work,  and  guides  students  in  the  building 
of  abstractions.  The  cases  students  remember  might  be  their  own  attempts  to  solve 
problems  or  the  explanations  given  by  a  teacher  of  how  to  solve  a  problem.  We  have 
identified  three  circumstances  under  which  students  seem  to  retain  their  experiences: 
when  an  experience  was  unexplainable,  when  it  provided  the  first  introduction  to  some 
concept, and  when  a  serious  mistake  was  made. 

Appendix  A  explains  this  work  in  more  detail. 

Later  work  has  followed  up  on  these  observations  and  hypotheses,  both  through  exper¬ 
imentation  and  through  the  implementation  and  evaluation  of  cognitive  models  of  problem 
solving  and  learning  activities. 

Work  on  the  psychology  side  in  Years  2  and  3  was  on  three  tasks: 

•  continuing  the  theoretical  analysis  of  the  first  year  in  an  attempt  to  describe  it  more 
rigorously,  and  in  particular,  to  come  up  with  a  set  of  dimensions  useful  for  assessing 
observed  learning, 

•  building  an  instruction  tool  called  MECH  that  can  be  used  to  run  experiments  to  find 
out  more  detail  about  what  people  are  learning  and  what  instructional  methods  work 
best  in  teaching  those  things, 

•  deriving  experimental  techniques  and  experiments  that  will  allow  us  to  rigorously  de¬ 
scribe  both  the  learning  students  do  and  the  contexts  in  which  they  do  it. 

Our  implementations  of  cognitive  models  on  the  computer  has  focused  on  providing 
more  detail  about  the  learning  processes  and  representational  structures  suggested  by  the 
protocols.  Work  has  been  in  four  areas: 

•  an  in-depth  investigation  of  learning  by  understanding  explanations^  a  learning  process 
in  which  the  student  integrates  what  the  teacher  presents  into  his/her  current  mental 
model,  implemented  in  two  programs  -  EDSELl  and  EDSEL2, 
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•  investigation  of  the  case-based  reasoning  processes  employed  during  problem  solving, 
implemented  in  a  program  called  CELIA, 

•  the  creation  of  a  representation  of  the  knowledge  used  in  troubleshooting  that  inte¬ 
grates  general  and  case  knowledge  and  that  supports  all  of  the  diagnosis  and  learning 
procedures  we  have  been  studying, 

•  the  creation  of  memory  models  that  integrate  the  three  different  kinds  of  knowledge 
problem  solvers  use  and  that  support  both  learning  processes  that  we  have  been  inves¬ 
tigating,  implemented  in  several  different  versions  of  a  program  called  CORA. 


We  explain  each  in  turn,  referring  to  published  papers  in  the  appendices  of  this  report 
for  those  parts  of  the  research  that  have  been  published. 

1  Mental  Models:  Representation  and  Use 

The  protocol  studies  we  did  in  year  one  provided  several  hypotheses  for  us  about  the  structure 
of  mental  models,  how  their  pieces  can  be  accessed,  and  what  needs  to  be  learned  to  use 
them  well.  We  followed  up  that  study  with  a  study  of  the  literature,  and  based  on  the 
combination  of  protocols  and  literature,  we  have  been  able  to  derive  a  more  substantial  and 
rigorous  description  of  some  of  the  knowledge  used  in  reasoning  about  devices.  We  have 
also  come  up  with  dimensions  for  assessing  whether  and  how  well  this  knowledge  has  been 
learned. 


1.1  Principles  of  Mental  Models 

We  have  found  that  the  following  representational  assumptions  and  entities  go  a  long  way 
in  accounting  for  the  structural  aspects  of  mental  models.  First,  any  mental  model  is  based 
on  the  following  three  representational  assumptions: 

1.  ANALOGICAL  MAPPING:  There  is  generally  a  1:1  mapping  of  components  and  re¬ 
lations  in  a  phvsical  device  to  representations  of  components  and  relations  in  a  mental 
model  (Johnson-Laird,  1983). 

•  CAVEAT  lA:  Not  all  components  and  relations  in  a  physical  device  may  be 
represented  in  a  mental  model. 

•  CAVEAT  IB:  Components  and  relations  may  not  be  correctly  represented. 
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2.  HIERARCHICAL  ORGANIZATION:  To  the  extent  the  organization  of  a  physical 
device  is  hierarchical,  the  organization  of  a  mental  model  will  be  hierarchical.  More 
specifically,  the  device  and  the  mental  model  both  decompose  to  subsystems,  which 
in  turn  decompose  to  more  specific  subsystems,  etc.,  before  decomposing  to  terminal 
components.  Components  belonging  to  two  subsystems  may  occasionaly  violate  the 
strict  hierarchical  organization  of  components.  Even  with  these  violations,  it  is  still 
possible  to  decompose  a  device  in  a  quasi-hierarchical  manner  that  serves  as  a  useful 
organization  of  components.  In  a  small  engine,  decomposition  may  procede  from  the 
engine  to  the  ignition  and  fuel  systems,  from  the  ignition  system  to  the  magneto  and 
spark  plug,  from  the  magneto  to  the  breaker  points  and  coil,  from  the  breaker  points 
to  terminal  components  such  as  the  stationary  point  and  moving  point. 

3.  MULTIPLE  MODELS:  A  given  mental  model  may  be  one  of  many  possible  for  the 
same  physical  device.  There  are  many  ways  models  can  differ.  There  can  be  be  simple 
ways  in  which  different  people  represent  the  same  device  in  slightly  different  ways, 
with  there  being  more  similarity  than  dissimilarity  between  models.  On  the  other, 
there  may  be  multiple  models  for  the  same  device  that  capture  fundamentally  different 
kinds  of  I/O  relations  and  serve  fundamentally  different  kinds  of  reasoning  goals  (e.g., 
White  and  Fredericksen,  1986). 


Any  hierarchically-organized  mental  model  contains  the  following  representational  enti¬ 
ties: 

•  COMPONENTS:  These  include  representations  of  the  specific  subsystems  that  com¬ 
pose  a  more  general  subsystem,  as  well  as  the  terminal  components  of  the  most  specific 
subsystems.  In  a  small  engine,  components  of  the  engine  include  the  fuel  system  and 
ignition  system  (decomposition  of  a  general  subsystem  to  more  specific  subsystems); 
components  of  the  coil  include  the  primary  wire  and  secondary  wire  (decomposition  of 
a  subsystem  to  terminal  components). 

•  INTERNAL  RELATIONS:  These  are  representations  of  the  input/output  relations 
between  components  of  a  subsystem.  In  the  ignition  system,  these  include  passage  of 
current  from  the  magneto  to  the  breaker  points  to  the  spark  plug;  in  the  fuel  system, 
these  include  passage  of  fuel  from  the  tank  to  the  fuel  pickup  pipe  to  the  carburetor. 

•  EXTERNAL  RELATIONS:  These  are  representations  of  input/output  relations  from 
one  subsystem  to  another.  External  relations  are  only  possible  when  a  hierarchical 
decomposition  of  a  mental  model  exists.  Note  that  external  relations  in  some  sense 
provide  violations  of  hierarchical  structure,  since  they  criss-cross  the  decomposition 
hierarchy  in  ways  that  violate  class  inclusion.  In  a  small  engine,  these  include  passage 
of  current  from  the  ignition  system  to  the  cylinder  assembly  and  displacement  of  the 
drive  train  by  the  cylinder  assembly. 
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Another  kind  of  entity  related  to  mental  models  seems  quite  interesting  and  important. 
It  is  similar  to  what  Murphy  and  Medin  (1985)  and  Schank,  Collins,  and  Hunter  (1986)  have 
argued  structures  categories: 

•  GENERAL  PHYSICAL  MECHANISMS:  These  are  representations  of  general  physical 
mechanisms  that  in  some  way  help  integrate  (at  least  initially)  the  components  and 
relations  of  mental  models.  Examples  of  such  mechanisms  include  the  generation  and 
amplification  of  electrical  energy,  the  combustion  of  air-fuel  mixture,  the  build-up  and 
dissipation  of  heat,  lubrication,  and  so  forth.  One  way  to  think  about  these  mechanisms 
is  as  very  abstract  input /output  relations  between  very  abstract  components.  Once 
these  mechanisms  are  understood,  they  become  mapped  into  more  specific  applications 
to  help  produce  mental  models.  An  interesting  question  is  whether  acquiring  them  can 
precede  acquiring  a.  mental  model  for  a  physical  system  or  whether  they  are  more  easily 
acquired  after  having  gained  knowledge  of  how  at  least  one  physical  system  works.  It  is 
possible  that  the  acquisition  of  a  new  mechanism  may  cause  a  person  to  fundamentally 
restructure  a  mental  model  (Collins,  Salter,  Sz  Tenney,  198?). 

1.2  Processing  Mental  Models 

We  have  found  that  three  kinds  of  knowledge  account  for  much  of  the  reasoning  we  see  people 
doing  about  mental  models.  They  are: 

1.  QUALITATIVE  REASONING  KNOWLEDGE:  This  knowledge  specifies  how  the  out¬ 
puts  from  one  component  determine  the  outputs  of  another.  People  use  this  knowledge 
to  simulate  performance  of  the  device.  Series  of  these  rules  may  be  applied  to  see  how 
an  input  to  one  component  produces  effects  over  paths  of  relations  that  emanate  from 
the  component.  Following  Hegerty  et  al.  (1988),  the  operation  of  these  rules  depends 
on  the  properties  of  the  the  respective  components,  as  well  as  on  the  inputs  they  receive 
(e.g.,  the  rate  of  fuel  flow  through  a  tube  depends  on  its  diameter,  as  well  as  on  the 
amount  of  fuel  it  receives  as  input).  These  properties  and  inputs  provide  constraints 
on  the  behavior  of  components.  Qualitative  reasoning  knowledge  captures  these  con¬ 
straints  and  allows  qualitative  prediction  about  performance.  More  specific  forms  of 
this  knowledge  may  allow  quantitative  prediction. 

2.  SYMPTOM-FAULT  ASSOCIATIONS:  These  rules  start  with  observed  problematic 
symptoms  and  provide  hypotheses  about  what  components  might  be  at  fault.  For  a 
small  engine,  a  symptom-fault  rule  might  state  that  whenever  there  s  a  strong  gas  smell 
during  engine  operation,  there’s  a  good  chance  the  choke  is  broken.  A  more  specific 
symptom-fault  rule  might  state  that  if,  in  addition  to  a  strong  gas  smell,  the  engine 
type  is  Briggs  and  Stratton,  the  condenser  might  be  broken. 
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3.  REASONING  STRATEGIES:  These  include  guidelines  about  how  the  topology  of  a 
mental  model  should  be  searched  to  find  a  fault  (e.g.,  breadth-first  versus  depth-first); 
rules  about  the  transitivity  of  qualitative  reasoning  rules  (e.g.,  if  component  X  produces 
an  input  to  component  Y,  and  if  component  Y  produces  an  input  to  component  Z,  then 
X  produces  the  input  to  Z);  rules  about  how  to  handle  remindings;  etc.  In  contrast 
to  qualitative  reasoning  and  symptom-fault  knowledge,  reasoning  strategies  are  fairly 
domain  independent.  In  general,  reasoning  strategies  guide  the  executive  control  of 
troubleshooting  by  setting  goals,  deciding  how  to  handle  errors,  handling  interuptions 
and  unexpected  results,  etc.  (cf.  Norman  &  Shallice,  1986). 


An  organizational  principle  also  seems  important  to  processing: 


•  COMPILATION:  With  practice  at  using  any  sequence  of  inferences  repeatedly,  the 
sequence  may  become  compiled  into  a  procedure  that  produces  more  efficient  processing 
in  the  future.  Sequences  of  qualitative  reasoning  rules  may  become  automated  for 
frequent  kinds  of  qualitative  reasoning.  Sequences  (or  simultaneous  sets)  of  symptom- 
fault  rules  may  become  automated  to  zero  in  quickly  on  suspected  faults.  Sequences 
of  meta-rules  mav  become  automated  to  minimize  wasted  resources  and  non-optimal 
behavior.  Moreover,  combinations  of  different  types  of  rules  may  become  automated 
to  the  extent  they  frequently  occur  in  a  systematic  pattern. 


1,3  Learning  Mental  Models 

There  appear  to  be  two  important  kinds  of  learning  that  can  occur  for  mental  models.  (1) 
learning  a  mental  model  and  (2)  learning  to  use  a  mental  model  for  troubleshooting  a  physical 
device.  Learning  mental  models  is  addressed  in  this  section;  learning  how  to  troubleshoot  is 
addressed  in  the  next. 

Learning  a  mental  model  can  be  assessed  on  the  following  dimensions: 

1.  ACQULSTION  OF  COMPONENTS:  To  what  extent  are  the  components  of  the  phys¬ 
ical  device  represented  in  the  mental  model?  What  do  these  representations  look  like 
(content  and  structure)?  How  do  they  change  over  time?  By  what  processes  do  they 
change?  What  triggers  these  changes? 

2.  ACQUISITION  OF  HIERARCHICAL  STRUCTURE:  To  what  extent  is  the  hierar¬ 
chical  organization  of  components  in  a  physical  device  represented  in  the  hierarchical 
organization  of  components  in  the  mental  model?  How  does  that  change  over  time? 
By  what  processes?  What  triggers  these  changes? 
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ACQUISITION  OF  INTERNAL  RELATIONS:  Assuming  components  are  hierarchi¬ 
cally  organized  in  a  mental  model,  to  what  extent  are  the  components  within  a  partic¬ 
ular  subsystem  integrated  by  the  appropriate  input/output  relations?  What  does  the 
representation  look  like  (content  and  structure)?  How  does  it  change  over  time.  By 
what  processes?  What  triggers  these  changes? 


4.  ACQUISITION  OF  EXTERNAL  RELATIONS:  Assuming  subsystems  are  hierarchi¬ 
cally  organized  in  a  mental  model,  to  what  extent  are  they  integrated  by  the  appropri¬ 
ate  input/output  relations?  What  is  the  content  of  the  integration  (i.e.,  what  relations 
are  there)?  How  does  it  change  over  time?  By  what  processes?  What  triggers  change? 


5.  ACQUISITION  OF  GENERAL  PHYSICAL  MECHANISMS:  To  the  extent  that  gen¬ 
eral  physical  mechanisms  are  important  to  properly  integrating  the  components  of  a 
mental  model,  to  what  extent  are  these  mechanisms  represented  and  integrated  with 
the  model?  What  does  the  representation  look  like?  How  does  it  change  over  time. 
By  what  processes?  What  triggers  change? 

6.  ACQUISITION  OF  MULTIPLE  MENTAL  MODELS:  To  the  extent  that  fundamen¬ 
tally  different  models  can  usefully  represent  the  same  device,  to  what  extent  have  they 
been  represented  and  integrated?  What  does  the  integration  look  like.  By  what  pro¬ 
cesses  does  the  integration  happen?  How  does  it  change  over  time?  What  triggers 

change? 


The  mental  model  includes  both  a  model  of  how  the  device  functions  normally  an  a 
model  of  how  it  malfunctions.  Questions  above  must  be  applied  to  both  of  those  models,  n 
addition,  we  must  find  out  how  these  two  models  are  integrated  with  each  other.  By  w  a 
processes?  How  that  integration  changes  over  time?  What  triggers  these  changes. 


1.4  Learning  to  Troubleshoot 

Learning  how  to  use  a  mental  model  during  troubleshooting  can  be  assessed  on  the  following 
five  dimensions: 

1  USE  OF  REMINDINGS:  To  what  extent  do  people  use  previous  problem  solving 
'  episodes  to  solve  new  problems  (Ross,  1984)?  The  natural  contrast  is:  To  what  extent 
do  people  use  strategies  such  as  breadth-  first  search  to  solve  problems.  Related  is¬ 
sues  include:  What  characteristics  of  the  current  problem  trigger  a  reminded  episode. 
What  information  about  a  previous  problem  gets  stored  in  an  episode?  What  informa¬ 
tion  is  utilized  from  an  episode?  How  is  this  information  used  in  the  current  problem. 
What  kind  of  generalization  takes  place  as  a  result? 
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2.  ACQUISITION  OF  SYMPTOM-FAULT  RULES:  To  what  extent  do  people  develop 
symptom- fault  rules?  Are  they  generalized  from  a  single  episode  or  from  several?  If 
several,  how  many?  What  information  do  they  keep?  What  information  do  they  throw 
away?  Note  that  other  information  besides  symptoms  may  constitute  the  triggering 
conditions  of  these  rules  (e.g.,  kind  of  engine,  maintenance  history,  etc.)  How  are 
symptom-fault  rules  related  in  memory  to  the  episodes  that  produced  them?  How  are 
they  represented  in  the  mental  model?  How  are  they  integrated  with  other  knowledge 
in  the  mental  model?  How  are  they  accessed  once  acquired? 

3.  ACQUISITION  OF  QUALITATIVE  REASONING  RULES:  To  what  extent  have  rules 
been  acquired  that  allow  accurate  simulation  with  the  model?  To  the  extent  these 
rules  are  present,  accurate  prediction  of  how  the  system  will  behave  should  be  possible 
given  an  input.  Of  interest  is  whether  predictions  about  normal  functioning  are  more 
accurate  than  predictions  about  how  the  engine  functions  when  broken.  Both  the 
models  of  a  functioning  device  and  a  non-functioning  device  must  be  examined  here. 

4.  ACQUISITION  OF  REASONING  STRATEGIES:  To  what  extent  do  people  develop 
various  high-level  rules  and  strategies  such  as  breadth-first  search  to  support  trou¬ 
bleshooting?  To  what  extent  are  reasoning  strategies  created  for  troubleshooting  the 
current  device,  versus  being  adapted  from  some  other  domain  or  specialized  from  an 
abstract  strategy?  What  aspects  of  the  current  troubleshooting  create  or  modify  these 
rules?  What  exactly  do  these  strategies  look  like  for  troubleshooting? 

5.  FURTHER  ACQUISITION  OF  THE  MENTAL  MODEL:  To  what  extent  do  people 
continue  developing  knowledge  of  the  mental  model  during  troubleshooting?  All  six 
kinds  of  knowledge  described  in  the  previous  section  can  be  learned.  To  the  extent 
such  learning  takes  place,  what  conditions  promote  it?  What  processes  allow  it?  Which 
items  are  best  learned  by  which  processes? 

2  MECH:  An  experimental  tool  for  studying  the  ac¬ 
quisition  of  device  models  and  troubleshooting  knowl¬ 
edge 

In  order  to  systematically  study  the  acquisition  of  problem  solving  knowledge  from  expe¬ 
rience,  we  have  had  to  design  an  experimental  tool  that  could  be  used  both  to  present 
problems  to  students  and  to  collect  data.  MECH  is  both  a  device  simulator  and  experimen¬ 
tal  tool,  functioning  as  a  presentation  and  data  collection  tool  and  also  giving  students  a 
way  to  manipulate  the  device  they  are  troubleshooting.  MECH  is  an  especially  important 
part  of  the  work  done  on  this  contract.  As  an  experimental  tool  built  to  record  the  results 
of  experiments  in  a  teaching  environment,  it  has  the  potential  to  serve  several  functions. 
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•  It  provides  a  simulation  environment  for  problem  solving,  including  graphics  and  help 
facilities.  Thus,  with  the  right  knowledge  in  it,  it  could  be  used  by  students  to  practice 
what  thev  have  learned  without  the  need  for  the  particular  device  they  have  learned 
about  being  available. 

•  It  provides  an  environment  for  teaching.  It  has  facilities  for  providing  feedback,  for 
providing  explanations  to  students,  and  for  choosing  problems  to  work  on.  It  could 
therefore  be  used  as  a  teaching  tool. 

•  It  provides  an  environment  for  experimentation.  It  records  key  strokes  and  keeps  track 
of  latency  times.  It  also  allows  for  different  kinds  of  teaching/learning  situations  to 
be  set  up,  thus  allowing  an  experimenter  to  both  explore  the  learning  and  problem 
solving  procedures  students  are  using  and  evaluate  the  differences  between  several 
different  teaching  strategies. 

While  MECH’s  current  knowledge  allows  it  to  be  used  to  teach  automotive  troubleshoot¬ 
ing,  it  has  been  designed  with  generality  in  mind.  We  believe  that  MECH  has  much  to 
offer  the  military  in  terms  of  training  its  personnel  about  the  structure  of  devices  and  how  to 
troubleshoot  them.  Once  the  necessary  data  base  for  a  particular  device  has  been  developed, 
MECH  can  be  used  for  a  number  of  purposes: 

1.  MECH  could  be  used  to  train  a  user  quickly  about  the  systems  and  components  in  a 
device,  along  with  the  qualitative  relations  between  them. 

2.  MECH  could  be  used  as  a  teaching  device,  with  instructors  using  it  to  demonstrate  var¬ 
ious  troubleshooting  techniques  (e.g.,  breadth-first  search,  symptom-fault  rules,  quali¬ 
tative  reasoning). 

3.  MECH  could  be  used  to  provide  students  with  simulated  practice  at  troubleshooting 
on  their  own.  Frequent  types  of  repairs  could  be  demonstrated,  as  well  as  pitfalls  that 
can  occur  by  misreading  symptoms  or  following  faulty  decision  procedures. 

4.  MECH  could  be  used  as  an  online  manual  to  remind  someone  of  a  device’s  components 
and  their  relations  to  one  another. 

5.  MECH  could  be  used  as  an  online  troubleshooting  aid.  Because  its  database  contains 
all  possible  diagnostic  tests  and  repairs  for  a  device,  a  user  can  look  up  what  could 
possibly  be  wrong.  MECH  currently  has  no  information  about  symptoms  and  theii 
relations  to  faults.  However,  this  could  be  easily  integrated  into  MECH  in  its  current 
form. 

.Appendix  B  explains  MECH  in  detail. 
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Experimental  Techniques  for  Studying  the  Learn¬ 
ing  and  Troubleshooting  of  Mental  Models 

The  final  task  of  our  psychology  team  in  following  up  on  the  year  1  study  was  to  derive 
experimental  techniques  for  studying  subjects  learning  mental  models  and  reasoning  about 
them  and  to  run  some  pilot  experiments.  In  particular,  we  were  interested  in  the  role 
individual  experiences  play  in  the  acquisition  of  knowledge  about  devices  and  troubleshooting 
and  the  evolution  over  time  of  the  knowledge  and  reasoning  capabilities  of  our  subjects.  The 
techniques  we  have  come  up  with  are  sensitive  to  these  things.  These  techniques  are  being 
used  in  follow-up  experimentation  in  the  next  phase  of  the  project,  supported  by  a  follow-on 
contract.  In  this  section,  we  detail  the  experimental  techniques  we  derived.  In  Appendix 
C,  we  excerpt  relevant  sections  of  the  Interim  Report  from  the  follow-on  contract  to  show 
where  some  of  these  ideas  have  led. 


3.1  Measuring  the  Acquisition  of  Mental  Models 

Earlier  we  presented  six  parts  of  the  mental  model  that  are  learned:  components,  hierarchical 
structure,  internal  relations,  external  relations,  general  physical  mechanisms,  and  multiple 
mental  models.  In  the  context  of  using  MECH,  we  are  not  currently  able  to  study  the 
acquisition  of  general  physical  mechanisms  or  multiple  mental  models  (although  MECH 
could  be  made  to  handle  these  with  a  moderate  amount  of  effort).  Consequently,  we  are 
only  in  a  position  to  address  the  acquisition  of  components,  hierarchical  organization,  internal 
relations,  and  external  relations.  Arguably,  however,  these  are  the  most  basic  aspects  of 
mental  models  to  study. 

1.  TIMECOURSE  ISSUES.  There  are  four  timecourse  issues  that  must  be  considered  in 
assessing  acquisition.  They  are: 

(a)  RELATIVE  ACCRUAL  OF  COMPONENTS  AND  RELATIONS:  What  kinds  of 
information  accrue  early  in  the  acquisition  of  a  mental  model?  What  kinds  of  in¬ 
formation  come  in  late?  Do  components  generally  precede  internal  relations?  Do 
external  relations  generally  precede  internal  relations?  Some  theories  make  these 
predictions.  On  the  other  hand,  these  various  types  of  information  may  accrue 
at  relatively  equal  rates.  Another  issue  concerns  the  heigth  of  information  in  the 
topology  of  the  engine.  Are  components  and  relations  from  higher-level  subsys¬ 
tems  acquired  faster  than  components  and  relations  from  lower-level  subsystems? 

(b)  RELATIVE  ACCRUAL  OF  ORGANIZATION:  How  does  the  organization  of  a 
mental  model  change  over  time?  Are  early  models  relatively  unhierarchical,  with 
later  models  becoming  increasingly  differentiated  according  to  subsystems?  Or  are 
early  models  primarily  organized  hierarchically  in  terms  of  components,  with  later 
models  become  organized  more  functionally  by  internal  and  external  relations? 
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(c)  RELATIVE  LOSS  OF  COMPONENTS  AND  RELATIONS:  After  a  model  has 
been  acquired,  which  kinds  of  information  are  retained  the  longest  and  which  are 
forgotten  most  rapidly?  For  example,  are  components  better  remembered  than 
relations?  Are  external  relations  remembered  better  than  internal  relations?  Are 
components  that  are  involved  in  more  relations  better  remembered  than  compo¬ 
nents  involved  in  fewer  relations?  Is  information  higher  in  the  hierarchy  better 
remembered  than  information  lower  in  the  hierarchy? 

(d)  RELATIVE  LOSS  OF  ORGANIZATION:  To  what  extent  is  organizational  infor¬ 
mation  lost  over  time?  What  kinds  of  organizational  information  are  best  remem¬ 
bered?  Is  loss  of  organizational  information  dependent  on  hierarchical  height?  Is 
organizational  information  lost  more  rapidly  than  component  information? 

2.  EXPERIMENTAL  TECHNIQUES.  The  following  experimental  techniques  can  be  used 
to  address  these  questions: 

(a)  MEASURING  MENTAL  MODELS  AT  VARIOUS  POINTS  IN  LEARNING. 
Subjects  could  receive  multiple  tutoring  sessions  on  a  physical  device,  with  the 
same  material  being  presented  in  each  session  (i.c.,  utilizing  MECH  under  exper¬ 
imenter  control).  At  the  end  of  each  session,  we  could  assess  a  subject’s  current 
model  with  various  recall  and  recognition  measures.  By  coding  responses  with 
respect  to  components,  internal  relations,  external  relations,  organization,  and 
hierarchical  height,  we  can  assess  how  much  of  each  kind  of  learning  occurred. 
By  comparing  these  measures  across  sessions,  we  can  see  what  kinds  of  learning 
occur  early  versus  late  during  acquistion  of  the  model.  In  other  words,  we  can 
track  the  timecourse  of  learning  for  these  various  aspects  of  the  mental  model. 
Another  way  to  do  this  study  would  be  to  allow  subjects  to  use  MECH  however 
they  wish  to  tutor  themselves  (i.e.,  utilizing  MECH  under  subject  control).  We 
could  stop  subjects  at  various  points  and  assess  their  memory  for  the  different 
kinds  of  information.  Subjects  could  return  for  subsequent  sessions  of  a  similar 
type.  By  also  seeing  how  subjects  search  through  the  tutor  to  learn,  we  can  also 
get  a  sense  of  the  kinds  of  information  they  want  to  see  early  in  learning  versus 
the  kind  of  information  they  want  to  see  late. 

(b)  MEASURING  MENTAL  MODELS  AFTER  VARYING  DELAYS.  After  subjects 
have  achieved  some  criterial  level  of  learning,  we  can  test  them  after  varying 
delays  (c.g.,  immediately,  1  day,  1  week,  2  weeks,  4  weeks,  3  months,  6  months,  1 
year).  This  could  be  done  both  between  and  within  subjects.  Between-subjects 
testing  would  allow  the  best  assessment  of  what  kinds  of  information  are  lost  at 
what  rate  over  time.  Within-  subject  testing,  in  conjunction  with  between-subject 
testing,  would  allow  assessing  the  extent  to  which  testing  maintains  the  mental 
model  in  memory.  More  specifically,  subjects  could  be  tested  after  1  week,  again 
after  1  month,  again  after  6  months,  and  again  after  1  year.  Of  interest  would  be 
seeing  how  their  forgetting  at  each  point  in  time  compared  to  the  forgetting  of 
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the  comparable  between-subjects  group.  Another  useful  manipulation  would  be  to 
run  a  third  condition  in  which  subjects  received  tutoring  instead  of  testing.  More 
specifically,  subjects  could  be  tutored  again  after  1  week,  again  after  1  month, 
again  after  6  months,  and  again  after  1  year.  Of  interest  would  be  seeing  how 
their  forgetting  at  each  point  in  time  compared  to  the  forgetting  of  the  comparable 
within-subjects,  testing  group.  Does  subsequent  tutoring  or  testing  best  maintain 
a  mental  model  in  memory? 

(c)  MODERATION  BY  LEARNING  CONDITIONS.  Actually,  assessing  the  accrual 
and  loss  of  information  in  mental  models  may  be  moderated  by  learning  con¬ 
ditions.  For  example,  some  learning  conditions  may  optimize  the  learning  of 
components,  others  may  optimize  the  learning  of  relations,  etc.  Several  examples 
of  learning  conditions  are: 

•  LEARNING  COMPONENTS  FIRST  WITHOUT  LEARNING  RELATIONS 
OR  ORGANIZATION 

•  LEARNING  INTERNAL  RELATIONS  WHILE  LEARNING  COMPONENTS 

•  LEARNING  THE  HIERARCHICAL  ORGANIZATION  OF  COMPONENTS 
WHILE  LEARNING  COMPONENTS 

•  LEARNING  HIERARCHICAL  ORGANIZATION  AND  EXTERNAL  RE¬ 
LATIONS  WHILE  LEARNING  COMPONENTS 

The  central  issue  in  the  above  learning  methods  concerns  the  proper  mix  of  infor¬ 
mation  to  give  subjects  at  various  points  in  learning.  Does  compartmentalizing 
information  lead  to  faster  or  slower  learning,  and  does  it  lead  to  better  or  poorer 
memory?  Or  does  mixing  various  types  of  information  optimize  learning  and 
memory?  If  mixing  is  better,  then  what  are  the  optimal  mixes?  Over  what  time- 
course?  The  basic  way  to  answer  these  questions  is  simply  to  manipulate  learning 
conditions  and  observe  the  effects  on  learning  and  retention.  Another  interesting 
learning  mode  is: 

•  LEARNING  ABOUT  COMPONENTS,  RELATIONS,  AND  ORGANIZA¬ 
TION  IN  THE  CONTEXT  OF  TROUBLESHOOTING 

Subjects  may  acquire  information  about  a  mental  model  faster  if  they  are  trying 
to  troubleshoot  it  than  if  their  task  is  simply  to  memorize  the  material.  This  kind 
of  learning  may  also  produce  the  best  retention  of  mental  models.  One  problem 
is  that  the  haphazardness  of  problem  solving  may  make  it  difficult  for  subjects  to 
receive  systematic  and  exhaustive  coverage  of  the  engine’s  structure  and  function. 
Consequently,  a  mix  of  troubleshooting  and  tutoring  may  be  optimal. 


3.2  Measuring  the  Acquisition  of  Troubleshooting 

Earlier  we  presented  four  kinds  of  learning  that  could  occur  during  troubleshooting,  remind¬ 
ings,  symptom-fault  rules,  qualitative  reasoning  knowledge,  and  reasoning  strategies.  In  the 
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context  of  using  MECH,  we  are  currently  able  to  study  all  four. 

The  following  nine  paradigms  may  provide  various  insights  into  the  role  that  remindings, 
symptom-fault  rules,  qualitative  reasoning  knowledge,  and  reasoning  strategies  play  in  the 
development  of  troubleshooting  expertise; 

1.  THE  DISTRIBUTION  OF  STRATEGY  TYPES  OVER  THE  DEVELOPMENT  OF 
EXPERTISE 

2.  FACTORS  THAT  DETERMINE  REMINDINGS 

3.  FACTORS  THAT  DETERMINE  THE  USE  OF  SYMPTOM-FAULT  RULES 

4.  FACTORS  THAT  DETERMINE  THE  USE  OF  QUALITATIVE  REASONING  RULES 

5.  FACTORS  THAT  DETERMINE  THE  USE  OF  REASONING  STRATEGIES 

6.  THE  EFFECT  OF  MENTAL  MODELS  ON  TROUBLESHOOTING 

7.  THE  EFFECT  OF  TROUBLESHOOTING  ON  MENTAL  MODELS 

8.  THE  ORGANIZATION  OF  TROUBLESHOOTING  EPISODES  IN  MEMORY 

9.  THE  CONTENT  OF  EPISODES  AND  SYMPTOM-FAULT  RULES. 

Each  of  these  nine  paradigms  is  discussed  in  turn. 

1.  THE  DISTRIBUTION  OF  STRATEGY  TYPES  OVER  THE  DEVELOPMENT  OF 
EXPERTISE.  The  basic  question  is:  To  what  relative  extents  do  subjects  use  remind¬ 
ings,  symptom-fault  rules,  qualitative  reasoning  rules,  and  reasoning  strategies  over 
the  development  of  expertise.  Do  novices  initially  use  reasoning  strategies  such  as 
breadth-first  and  depth-first  search  to  find  faults?  Do  they  sometimes  use  qualitative 
reasoning  to  map  symptoms  onto  possible  faults?  After  subjects  have  performed  a 
number  of  troubleshooting  episodes,  do  they  start  using  remindings  to  guide  search? 
Once  they  have  been  reminded  a  few  times,  do  they  start  using  symptom-fault  rules 
that  are  generalizations  of  remindings?  After  subjects  have  acquired  symptom-fault 
rules,  what  do  they  do  upon  receiving  a  problem  that  bears  no  resemblance  to  a  pre¬ 
vious  problem?  Are  they  more  likely  now  to  use  qualitative  reasoning,  or  do  they  fall 
back  on  reasoning  strategies?  Does  the  likelihood  of  qualitative  reasoning  increase  or 
decrease  with  experience? 

We  can  study  these  questions  by  giving  subjects  problem  sets  of  100  problems  over 
several  hours,  for  example,  where  each  problem  presents  a  broken  engine  with  one 
or  more  faults.  By  manipulating  the  similarity  of  job  characteristics  across  problems 


14 


(i.e.,  customer,  engine  type  and  model,  symptoms,  maintenance  history,  previous  re¬ 
pairs,  customer  observations,  and  faults),  we  can  create  conditions  that  will  produce 
remindings  and  generalizations.  We  can  identify  the  use  of  various  strategies  using  the 
following  techniques: 

(a)  REASONING  STRATEGIES.  If  subjects  are  using  reasoning  strategies  such  as 
breadth-first  and  depth-first  search,  then  we  will  be  able  to  determine  this  by  the 
pattern  of  their  keystrokes  (which  are  stored  completely  during  troubleshooting). 
Subjects  using  breadth-first  search,  for  example,  should  test  all  the  highest-level 
systems  first  before  proceeding  to  more  specific  subsystems  and  terminal  compo¬ 
nents. 

(b)  QUALITATIVE  REASONING  RULES.  If  subjects  are  using  qualitative  reason¬ 
ing  rules,  then  we  should  see  two  sorts  of  patterns  in  their  keystrokes.  First,  if 
subjects  draw  qualitative  inferences  from  symptoms  to  faults,  we  should  see  them 
go  directly  to  the  correct  fault  without  going  through  something  like  breadth-first 
or  depth-first  search.  For  example,  the  symptom  ’’strong  smell  of  gas  while  engine 
is  running”  is  connected  by  various  qualitative  rules  to  the  choke,  throttle,  and 
air  intake.  If  the  subject  immediately  tests  these  components,  we  can  assume 
they  are  pursuing  qualitative  reasoning  of  a  sort.  Second,  subjects  may  use  the 
outcome  of  a  test  to  direct  search,  rather  than  continuing  with  a  meta-rule.  For 
example,  if  a  subject  discovers  that  no  fuel  is  reaching  the  cylinder  and  that  the 
intake  valve  is  not  broken,  then  the  subject  may  reason  that  something  in  the 
carburetor  must  be  clogged  or  broken. 

(c)  REMINDINGS.  If  subjects  are  using  remindings,  then  upon  receiving  a  job  that 
shares  characteristics  with  one  previous  job,  they  should  immediately  test  the 
component(s)  at  fault  in  the  previous  job.  They  should  not  use  a  meta-rule  or 
qualitative  reasoning  to  determine  search. 

(d)  SYMPTOM-FAULT  RULES.  If  subjects  are  using  symptom-fault  rules,  then  upon 
receiving  a  job  that  shares  characteristics  with  two  or  more  previous  jobs,  they 
should  immediately  test  the  component(s)  at  fault  in  the  previous  job.  It  is  es¬ 
sential  to  note  that  subjects  could  be  using  remindings  at  this  point.  In  general, 
it  is  difficult  if  not  impossible  to  discriminate  exemplar  from  generalization  mod¬ 
els,  empirically  speaking.  There  may  be  a  fundamental  indeterminacy  problem 
here  that  can  not  be  resolved,  much  like  the  indeterminacy  problenis  for  serial 
versus  parallel  processing  and  imaginal  representations  versus  propositional  rep¬ 
resentations.  Nevertheless,  we  may  discover  that  there  are  ways  to  differentiate 
these  accounts,  and  we  will  attempt  to  do  so.  Otherwise,  we  will  probably  make 
a  theoretical  assumption  that  subjects  who  show  learning  after  receiving  two  or 
more  problems  of  a  particular  type  have  extracted  a  symptom-fault  rule.  Issues 
concerning  the  induction  of  symptom-fault  rules  are  addressed  in  a  later  section. 

In  summary,  we  will  use  patterns  in  subjects’  keystroke  files,  in  conjunction  with  our 
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knowledge  of  the  problems  they  have  received,  to  assess  their  strategies  in^  locating 
faults.  Again,  our  primary  interest  will  be  to  see  the  relative  extent  to  which  these 
strategies  are  used  over  the  development  of  expertise. 

2.  FACTORS  THAT  DETERMINE  REMINDINGS.  Basic  questions  include:  To  what 
extent  must  the  current  job  overlap  in  features  with  a  previous  job  for  the  previous 
job  to  be  reminded?  What  kinds  of  features  produce  the  most  frequent  remindings, 
holding  amount  of  overlap  constant?  Are  remindings  more  likely  to  occur  early  in 
learning  rather  than  late?  To  what  extent  must  a  previous  job  have  occurred  recently 
for  it  to  be  reminded?  Finally,  imagine  that  a  previous  job  (the  ’’target  job’)  is  similar 
to  the  current  job  on  several  features.  Further  imagine  that  we  vary  the  extent  to 
which  other  previous  jobs  are  similar  to  target  job  on  features  different  from  those 
shared  by  the  target  and  current  jobs.  Does  this  decrease  or  increase  the  probability 
of  the  current  job  reminding  the  target  job?  In  other  words,  if  the  target  job  is  part 
of  a  cluster  that  may  have  been  generalized,  how  does  this  affect  accessibility  of  the 
target? 

We  can  study  all  of  these  questions  in  MECH  by  constructing  pairs  of  problems  that 
overlap  on  certain  features.  We  can  manipulate  the  number  of  shared  features,  the  type 
of  shared  features,  the  number  of  intervening  problems,  and  whether  the  pair  occurs 
early  or  late  in  learning  (holding  the  number  of  intervening  problems  constant).  We 
can  also  manipulate  the  similarity  of  previous  problems  to  the  target.  In  all  cases,  we 
can  assume  reminding  has  occurred  if  a  subject  first  tests  the  same  component  that 
was  at  fault  in  the  target  problem. 

3.  FACTORS  THAT  DETERMINE  THE  USE  OF  SYMPTOM-FAULT  RULES.  Basic 
questions  include;  To  what  extent  must  two  or  more  jobs  overlap  in  features  for  a 
symptom-fault  rule  to  be  constructed?  What  kinds  of  features  are  most  likely  to 
produce  a  symptom-fault  rule,  holding  amount  of  overlap  constant?  How  does  the 
probability  of  forming  a  symptom-fault  rule  increase  with  the  number  of  similar  jobs? 
Are  symptom-fault  rules  more  likely  to  develop  late  in  learning  rather  than  early  in 
learning?  Are  massed  or  distributed  episodes  more  likely  to  produce  symptom-fault 
rules?  When  a  symtpom- fault  rule  is  formed,  what  information  is  extracted?  Only 
information  that  can  be  related  to  the  fault  by  qualitative  reasoning?  Or  irrelevant 
information  as  well?  If  irrelevant  information  is  included,  is  it  just  as  likely  to  trigger 
the  symptom-fault  rule  as  is  relevant  information?  Finally,  how  are  symptom- fault 
rules  related  in  memory  to  the  episodes  that  produced  them?  Are  they  clustered 
together  such  that  activating  the  symptom-fault  rules  also  activates  the  episodes?  Or 
are  they  stored  separately? 

We  can  study  all  of  these  questions  in  MECH  by  constructing  sets  of  problems  that 
overlap  on  certain  features.  We  can  manipulate  the  number  of  shared  features,  the  type 
of  shared  features,  and  the  number  of  problems  sharing  features.  We  can  manipulate 
whether  similar  jobs  are  massed  or  distributed  and  whether  they  occur  early  or  late 
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in  learning.  We  can  see  whether  the  conditions  for  a  symptom-fault  rule  contain 
irrelevant  as  well  as  relevant  information  by  seeing  if  later  problems  that  only  contain 
the  irrelevant  information  fire  the  rule.  In  all  cases,  we  can  assume  that  a  symptom- 
fault  rule  has  been  formed  if  a  subject  first  tests  the  same  component  that  was  at 
fault  in  the  previous  problems  that  produced  the  rule.  Again  it  is  important  to  note 
the  difficulty  of  disciminating  pure  exemplar  accounts  from  generalization  accounts. 
Whether  a  symptom-fault  rule  is  stored  with  its  episodes  is  addressed  in  the  paradigm 
that  addresses  the  organization  of  episodes,  discussed  below. 

4.  FACTORS  THAT  DETERMINE  THE  USE  OF  QUALITATIVE  REASONING  RULES. 
Basic  questions  include:  Does  prior  training  on  the  structure  and  function  of  a  phys¬ 
ical  device  transfer  to  qualitative  reasoning  during  troubleshooting?  If  a  subject  first 
learns  internal  and  external  relations  from  a  tutor,  does  this  later  facilitate  reasoning 
about  how  a  symptom  might  be  produced  by  a  faulty  component?  Or  about  how  a 
faulty  component  might  affect  another  component?  Perhaps  subjects  really  only  learn 
to  reason  qualitatively  in  the  process  of  troubleshooting.  If  so,  then  what  types  of 
troubleshooting  experience  best  promote  the  acquis tion  of  qualitative  reasoning  rules? 
To  the  extent  problems  form  predictable  clusters  and  produce  predictive  symptom- 
fault  rules,  do  subjects  not  learn  to  reason  qualitatively?  To  the  extent  problems  don  t 
have  much  predictive  structure  at  all,  do  subjects  primarily  use  meta-rules  and  forego 
qualitative  reasoning?  Does  qualitative  reasoning  primarily  develop  when  subjects 
are  faced  with  relatively  novel  problems,  where  knowing  qualitative  relations  between 
components  can  facilitate  search?  If  so,  do  these  problems  promote  better  qualitative 
reasoning  skills  than  learning  about  qualitative  relations  from  a  tutor? 

We  can  study  these  problems  in  MECH  in  a  couple  of  ways.  First,  we  can  vary  the  kind 
of  tutoring  a  subject  receives  before  troubleshooting  to  see  if  tutoring  affects  the  ability 
to  reason  qualitatively.  If  tutoring  can  promote  this  skill,  then  we  should  see  benefits 
from  some  types  of  tutoring  but  not  others.  Second,  we  can  study  qualitative  reasoning 
by  controlling  the  composition  of  the  problem  set.  We  can  manipulate  the  amount  and 
type  of  predictive  structure  in  the  problem  set  to  see  if  these  factors  determine  how 
well  subjects  reason  qualitatively. 

Measuring  the  ability  to  reason  qualitatively  can  be  done  in  two  ways.  First,  we  can  ask 
subjects  specific  questions  about  the  relations  between  two  components.  For  example, 
”If  the  magneto  is  broken,  what  other  components  might  not  function  properly? 
Or,  ”If  the  magneto  is  not  working  properly  but  is  not  broken,  what  other  components 
might  be  broken,  thereby  causing  the  magnetoto  malfunction?”  Second,  we  can  observe 
qualitative  reasoning  indirectly  by  looking  at  how  subjects  search  for  faults.  On  some 
problems,  symptoms  may  be  qualitatively  related  to  the  faults.  If  subjects  are  good 
at  qualitative  reasoning,  they  should  make  the  connection  and  find  the  fault  quickly. 
On  other  problems,  we  can  direct  subjects  to  a  component  that  is  not  broken  but  that 
is  not  working  properly.  If  subjects  are  good  at  qualitative  reasoning,  they  should 
converge  quickly  on  the  faulty  component  that  is  making  the  unbroken  component 
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perform  improperly. 

5.  FACTORS  THAT  DETERMINE  THE  USE  OF  REASONING  STRATEGIES.  Basic 
questions  includes  Do  subjects  generally  prefer  breadth-first  or  depth-first  search? 
What  conditions  promote  these  preferences?  What  other  general  rules  do  subjects 
develop  to  direct  problem  solving? 

To  see  whether  subjects  prefer  breadth-first  to  depth-first  search,  we  will  in  some  cases 
present  them  with  problem  sets  that  have  no  predictive  structure  and  see  what  they 
do.  To  see  whether  different  conditions  promote  these  two  types  of  search,  we  will 
simply  note  situations  where  a  particular  type  of  search  is  preferred.  At  this  point,  it 
is  not  clear  what  these  situations  might  be.  As  far  as  other  general  rules,  we  again 
don’t  have  any  specific  hypotheses  and  will  simply  be  on  the  look  out  for  systematic 
patterns  that  suggest  the  use  of  meta-rules. 

6.  THE  EFFECT  OF  MENTAL  MODELS  ON  TROUBLESHOOTING.  The  ba^ic  ques¬ 
tion  here  is:  What  effect  does  prior  tutoring  on  a  mental  model  have  on  troubleshoot¬ 
ing?  Are  subjects  any  better  at  troubleshooting  after  having  learned  the  structure  and 
function  of  the  device  to  be  repaired?  If  so,  then  are  particular  types  of  tutoring  better 
than  others  at  promoting  troubleshooting  skill?  Does  focusing  on  hierarchical  structure 
during  tutoring  encourage  breadth-first  and  depth-first  search  during  troubleshooting? 
Does  exposing  subjects  to  all  the  possible  tests  and  repairs  during  tutoring  lead  to  bet¬ 
ter  troubleshooting  later?  If  so,  does  presenting  tests  and  repairs  work  best  when  they 
are  presented  breadth-  first,  depth-first,  or  following  paths  of  qualitative  reasoning? 

To  assess  this  question,  we  will  tutor  subjects  in  various  ways  described  in  Section  5 
and  see  what  kinds  of  tutoring  produce  the  best  troubleshooting.  We  will  also  include  a 
condition  with  no  troubleshooting  to  see  if  these  subjects  do  as  well  as  tutored  subjects. 
The  measure  of  troubleshooting  ability  will  simply  be  how  quickly  subjects  find  faults 
(i.e.,  how  closely  actual  costs  approximate  ideal  costs  in  the  payoff  structure).  We  will 
also  look  more  specifically  at  the  abilities  to  reason  qualitatively,  to  use  meta-rules, 
and  to  construct  symptom-fault  rules,  all  of  which  may  be  affected  by  various  kinds  of 
tutoring. 

7.  THE  EFFECT  OF  TROUBLESHOOTING  ON  MENTAL  MODELS.  The  basic  ques¬ 
tion  is:  What  effect  does  troubleshooting  have  on  learning  mental  models?  Do  people 
learn  mental  models  better  in  the  context  of  troubleshooting  than  in  a  tutoring  con¬ 
text?  If  troubleshooting  primarily  serves  to  increase  the  quality  of  a  mental  model, 
what  kinds  of  changes  does  it  produce? 

We  can  explore  these  questions  by  assessing  people’s  mental  models  after  troubleshoot¬ 
ing,  using  all  the  same  measures  described  earlier  in  Section  5  (c-g-?  knowledge  of 
components,  internal  relations,  external  relations,  hierarchical  organization).  If  trou¬ 
bleshooting  alone  produces  better  learning  than  tutoring  alone  (given  a  constant  amount 
of  time  spent),  then  troubleshooting  subjects  should  score  higher  on  these  measures 
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than  tutoring  subjects.  To  see  how  troubleshooting  changes  already  established  models, 
we  can  first  tutor  subjects  on  a  mental  model,  then  have  them  perform  troubleshoot¬ 
ing,  and  then  assess  their  mental  model.  We  can  compare  these  subjects  to  others  who 
were  tutored  but  who  did  not  perform  troubleshooting.  We  can  then  see  what  kinds 
of  differences  exist  between  the  mental  models  of  these  two  groups  on  our  variety  of 
memory  measures. 

8.  THE  ORGANIZATION  OF  TROUBLESHOOTING  EPISODES  IN  MEMORY.  The 
basic  question  is:  How  are  episodes  integrated  with  symptom-fault  rules  and  qualitative 
reasoning  rules?  If  subjects  store  episodes  with  the  rules  that  identified  their  faults, 
then  subjects  should  later  cluster  episodes  that  share  a  common  rule.  For  example,  if 
several  episodes  involved  the  same  qualitative  reasoning  rule,  then  these  episodes  should 
be  recalled  together.  If  several  episodes  involved  the  same  symptom-fault  rule,  then 
these  episodes  should  be  recalled  together.  Another  possibility  is  that  subjects  store 
episodes  according  to  the  topology  of  the  model,  with  each  episode  being  associated 
with  its  fault(s)  or  with  every  component  that  was  tested. 

We  can  assess  this  issue  by  asking  subjects  to  recall  all  previous  jobs  at  the  end  of 
troubleshooting.  To  the  extent  that  subjects  have  organized  exemplars  according  to 
particular  organizational  principles,  we  should  see  jobs  clustered  in  those  ways. 

9.  THE  CONTENT  OF  EPISODES  AND  SYMPTOM-FAULT  RULES.  The  basic  ques¬ 
tion  is:  What  information  is  recorded  in  memory  for  episodes  and  symptom  fault  rules. 
Are  memories  of  episodes  biased  toward  information  relevant  to  finding  the  fault?  Or 
is  irrelevant  information  remembered  well,  too?  Do  symptom-fault  rules  contain  only 
predictive  information?  Or  do  subjects  also  generalize  over  irrelevant  information  that 
is  not  predictive? 

To  assess  these  questions,  we  can  ask  subjects  to  recall  information  about  previous  jobs 
and  about  the  conditions  of  symptom-fault  rules.  For  episodes,  we  can  give  subjects 
enough  information  to  identify  a  job  and  then  ask  them  to  recall  the  remaining  details. 
We  can  further  probe  their  memories  by  specifically  asking  them  to  recall  the  type  of 
engine,  the  maintenence  history,  etc.  For  symptom-fault  rules,  we  can  give  subjects  a 
fault  that  occurred  in  more  than  one  job  and  ask  them  to  provide  characteristics  shared 
by  jobs  having  that  fault.  Again  we  can  probe  subjects  by  specifically  asking  them  to 
recall  the  type  of  engine,  the  maintenence  history,  etc.  Losing  these  recall  techniques, 
we  can  assess  the  information  stored  with  episodes  and  symptom- fault  rules. 


4  Exploring  learning  processes  through  AI  modeling 

Our  other  major  thrust  has  been  to  build  computational  models  of  some  of  the  processes 
we  saw  our  subjects  using  to  find  out  more  about  how  these  processes  might  work.  Our 
intention  in  building  systems  has  been  to  find  out  more  about  what  knowledge  is  needed  and 
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what  knowledge  is  helpful  in  learning  how  to  solve  problems  and  under  what  circumstances 
it  is  easy  to  acquire  that  knowledge  from  experience.  Modeling  reasoning  processes  on  the 
computer  gives  a  means  of  investigating  how  processes  work  in  ways  that  are  not  possi- 
ble  using  people.  It  also  gives  us  a  way  to  state  concretely  the  steps  involved  in  carrying 
out  the  reasoning.  In  essense,  we  have  been  building  a  model  of  the  ideal  novice  problem 
solver.  Feedback  from  this  model  building  process  serves  two  purposes:  It  informs  subse> 
quent  systematic  experimentation  with  people,  showing  where  effort  should  be  placed  in 
experimentation,  and  it  might  ultimately  provide  us  with  guidelines  for  developing  teaching 
strategies  and  systems  that  teach. 


4*1  The  Active  Learner 

Work  on  CELIA  has  been  aimed  at  modelling  the  reasoning  and  learning  processes  of  a 
student  learning  by  watching  and  listening  to  a  teacher  explain  particular  troubleshooting 
cases.  A  novel  feature  of  this  model  is  its  commitment  to  case-based  reasoning  as  a 
natural  reasoning  process  of  the  learner.  Using  case-based  reasoning,  a  reasoner  solves  new 
problems  by  making  reference  to  previous  situations  similar  to  the  current  one  and  adapting 
the  solutions  to  the  old  problem  to  the  new  situation. 

The  model  we  have  developed  based  on  the  protocols  collected  in  Year  1  is  a  model  of 
the  student  as  an  active  intentional  learner.  As  this  active  learner  watches  and  listens  to 
a  teacher  performing  some  troubleshooting  task,  he/she/it  predicts  what  the  teacher  will 
do  or  say  next.  When  predictions  don’t  match  what  the  teacher  says  or  does,  the  reasoner 
attempts  to  explain  the  discrepancy  and  learns  from  it.  Case-based  reasoning  s  major  role 
is  in  aiding  the  prediction  process.  Predictions  that  the  student  makes  often  come  from 
previous  troubleshooting  cases  remembered  in  the  course  of  reasoning. 

Descrepancies  play  a  large  role  in  the  model.  The  program  compares  its  predictions  with 
what  the  teacher  does  and  when  they  differ,  sets  up  explicit  learning  goals.  To  do  that,  it 
characterizes  the  reasoning  failure  and  figures  out  what  it  would  have  needed  to  know  to  get 
it  right.  This  results  in  learning  goals  that  the  reasoner  then  attempts  to  pursue  through 
appropriate  plans. 

The  framework  is  a  general  approach  that  can  be  used  to  unify  learning  of  several  different 
kinds  of  concepts  learned  during  troubleshooting: 

•  learning  an  unknown  goal  (e.g.,  the  reasoner  didn’t  know  that  a  complaint  needs  to  be 
verified) 

•  learning  feature  salience  (i.e.,  under  what  conditions  certain  features  are  important  to 
attend  to) 

•  Learning  By  Understanding  Explanations  (i.e.,  filling  in  gaps  in  one  s  causal  knowledge 
by  integrating  a  teacher’s  explanations  with  what  is  already  known) 
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In  addition,  it  is  a  framework  that  can  support  several  other  learning  processes: 

•  Adjusting  selection  of  predictions  from  possibilities 

•  Filling  a  gap  when  faced  with  reference  to  unfamiliar  information 

•  Filling  a  gap  when  lacking  an  answer  to  an  instructor’s  question 

•  Learning  by  asking  focused  questions. 

•  Integrating  an  instructor’s  hint  into  domain  knowledge 

•  Directed  reading 

Articles  that  further  describe  CELIA  and  the  model  it  implements  can  be  found  in 
Appendices  D  and  E. 

4.2  Learning  by  Understanding  Explanations 

Within  this  framework  for  intentional  learning,  one  area  we  have  studied  extensively  is  learn¬ 
ing  by  understanding  an  instructor’s  explanations  (LBUE),  one  of  the  learning  processes  we 
observed  in  student  car  mechanics.  In  LBUE,  the  motivated  student  searches  for  explana¬ 
tions  of  why  the  instructor  performed  a  particular  action  or  proposed  a  particular  solution. 
The  instructor’s  role  is  to  help  the  student  complete  explanations  when  the  student  s  un¬ 
derstanding  of  the  domain  is  somehow  deficient.  The  instructor  does  this  by  revealing  some 
hidden  but  necessary  reasoning  of  which  the  student  might  not  be  aware.  The  student  then 
uses  this  information  to  help  complete  his  understanding  of  the  example.  A  more  com¬ 
plete  understanding  permits  more  learning.  LBUE  tells  us  much  about  both  learning  and 
instruction.  Papers  in  Appendix  D  explain  LBUE  in  detail. 

Figure  1  summarizes  the  general  LBUE  process.  Essentially,  the  instructor  presents  the 
problem,  an  appropriate  action  or  solution,  and  any  hidden  reasoning  that  the  instructor 
considers  useful  to  the  student.  The  student  uses  the  supplied  hidden  reasoning  to  under¬ 
stand  or  explain  why  the  instructor’s  action  or  solution  is  appropriate.  In  general,  a  student 
or  learning  system  applying  this  algorithm  has  a  background  domain  model  that  is  not  nec¬ 
essarily  complete  or  consistent  and  a  set  of  procedural  or  declarative  rules  that  help  direct 
the  search  for  explanations  in  the  given  domain. 


1.  For  each  example,  the  instructor  states  and  refines  the  problem  description  and  goals. 

2.  The  student  attempts  to  generate  an  appropriate  action  or  solution  for  the  problem. 

3.  If  necessary,  the  instructor  generates  a  correct  action  or  solution. 
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4.  The  student  then  attempts  to  explain  this  action  by  reasoning  in  both  directions,  from  the  problem 
description  and  from  the  solution. 

•  small  gaps  are  filled  by  some  form  of  plausible  inference,  and  complete  explanations  can  be 
generalized. 

5.  If  necessary,  the  instructor  provides  a  partial  explanation  revealing  some  subset  of  the  hidden  results 
or  processes. 

6.  The  student  then  incorporates  any  unknown  information  about  these  hidden  results  or  processes  and 
attempts  to  complete  the  explanation,  repeating  step  4. 


Figure  1:  General  LBUE  Algorithm. 

LBUE  predicts  many  types  of  student  learning.  First,  the  student  has  the  opportunity 
to  learn  about  intermediate  results  or  hidden  processes  that  would  assist  in  completing  an 
explanation  for  the  current  example  and  for  future  examples.  This  permits  students  to  fill  in 
gaps  in  their  domain  models.  Second,  the  students  can  learn  more  efficient  organizations  of 
their  knowledge  by  using  Explanation-Based  Learning  techniques  to  generalize  the  conditions 
under  which  the  given  action  or  solution  was  appropriate.  LBUE  can  potentially  produce  a 
system  more  efficient  than  a  standard  inductive  system  and  can  learn  truly  new  knowledge 
unlike  standard  EBL. 

In  troubleshooting,  as  in  the  general  model,  learning  is  triggered  when  a  complete  expla¬ 
nation  cannot  be  found  for  an  instructor’s  proposed  solutions.  In  diagnosis,  these  solutions 
are  statements  of  hypotheses.  The  instructor  presents  an  automobile  that  is  malfunction¬ 
ing,  and  he  generates  possible  hypotheses  of  the  underlying  cause.  The  student  or  learning 
system  then  attempts  to  explain  why  the  hypothesis  is  appropriate.  One  way  to  explain 
hypotheses  is  to  attempt  causal  chaining. 

Often  a  student  will  not  have  enough  information  to  explain  the  hypothesis.  For  example, 
a  student  may  not  know  what  a  cracked  distributor  cap  can  cause.  In  general,  the  student  s 
model  of  a  domain  cannot  be  expected  to  be  complete  and  consistent.  When  important 
information  is  missing,  the  instructor’s  explanation  can  be  useful.  LBUE  permits  three 
types  of  learning  in  any  domain,  including  diagnosis. 

•  If  the  instructor’s  partial  explanation  represents  a  new  causal  relation,  such  as  X  causes 
Y,  the  partial  explanation  can  be  added  directly  to  the  causal  domain  model  with  high 
credibility.  For  example,  when  the  instructor  says  that  a  cracked  distributor  cap  can 
allow  moisture  to  collect  inside  the  distributor,  that  information  can  be  added  reliably 
to  the  student’s  causal  domain  model. 

•  The  instructor’s  partial  explanation  may  allow  bridging  a  gap  to  complete  a  causal 
chain^  thus  enabling  the  student  to  add  a  collapsed  causal  chain  as  a  new  association 
in  the  causal  knowledge,  as  in  EBL.  In  our  example,  once  the  student  has  been  told 
the  partial  explanation,  she  can  then  realize  that  moisture  in  the  distributor  cap  could 
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interfere  with  the  electricity,  causing  a  lack  of  electricity  reaching  the  spark  plug,  which, 
in  turn,  would  prevent  the  spark  plug  from  firing.  A  complete  explanation  has  been 
formed. 

•  A  final  type  of  learning  can  occur  when  the  explanation  does  not  complete  a  chain.  In 
this  situation,  the  student  may  still  infer  a  causal  relationship  that  fills  a  gap  in  the 
explanation.  For  example,  if  the  student  did  not  know  that  moisture  in  the  distributor 
cap  could  interfere  with  the  electricity,  then  there  would  still  be  a  gap  in  the  student  s 
explanation.  This  might  be  able  to  be  filled,  depending  on  available  general  knowledge. 

LBUE,  as  applied  to  learning  automobile  diagnosis  from  examples,  uses  a  very  straight¬ 
forward  learning  algorithm.  An  outline  of  this  algorithm  as  implemented  in  EDSELl  and 
EDSEL2  is  shown  in  Figure  2.  This  algorithm  describes  the  details  of  the  general  LBUE 
process  (Figure  1)  from  a  diagnostic  student’s  point  of  view. 


1.  When  the  symptom  is  presented,  attempt  to  causally  chain  backward  toward  possible  root  causes, 
trying  to  determine  what  could  cause  the  symptom. 

2.  As  each  hypothesis  is  presented,  attempt  to  causally  chain  forward  toward  possible  effects,  trying  to 
determine  what  the  hypothesized  state  could  cause. 

3.  If  the  symptom  causal  chain  meets  a  hypothesis  causal  chain,  then  the  EBL  generalization  is  added 

to  the  causal  domain  model. 

4.  If  the  causal  chains  do  not  meet, 

(a)  Causal  chain  backwards  from  the  instructor’s  partial  causal  explanation  toward  the  hypotheses. 

(b)  Chain  forward  from  that  partial  explanation  toward  the  symptom.  ,  ■  •  j  i 

(c)  If  both  directions  can  be  linked,  then  the  most  general  relationship  (cause  hypothesis  symptom; 

can  be  learned. 

(d)  If  a  gap  still  exists,  then  try  to  infer  the  missing  causal  links. 

5.  If  necessary,  add  the  partial  causal  explanation  to  the  causal  domain  model. 


Figure  2:  LBUE  Algorithm  Specialized  for  Diagnosis. 

After  this  learning,  the  causal  domain  model  (mental  model)  is  more  capable  of  complet¬ 
ing  an  explanation,  and  diagnosis  is  more  efficient  and  more  powerful  for  the  same  or  similar 
problems.  In  general,  less  knowledgeable  students  will  have  bigger  gaps  to  fill,  such  that 
many  plausible  inferences  are  possible.  Large  inferential  leaps  can  be  refined  and  corrected 
by  further  diagnostic  episodes.  The  LBUE  process  is  able  to  augment  and  correct  a  causal 
model,  and,  as  with  people,  what  is  learned  is  strongly  influenced  by  what  is  already  known. 


4*3  Case-Based  Reasoning 


Of  particular  import  in  this  model  of  a  student  is  case-based  reasoning.  In  case-based 
reasoning,  inferences  are  made  based  on  particular  experiences  rather  than  based  on  general 
knowledge  or  first  principles.  Old  cases  that  are  remembered  in  the  course  of  reasoning  serve 
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several  purposes:  proposing  shortcuts  to  solutions  and  warning  the  reasoner  of  the  potential 
for  problems.  Case-based  reasoning  allows  a  reasoner  to  make  inferences  by  association 
rather  than  by  tracing  through  a  complex  causal  model.  Of  particular  interest  in  case-based 
reasoning  is  how  to  index  into  a  case  memory  to  choose  appropriate  cases.  Our  work  has  led 
us  to  hypothesize  five  ways  in  which  troubleshooting  cases  are  indexed  in  memory. 

•  Symptoms,  along  with  other  features,  are  used  to  recall  cases  that  can  predict  faults 
(hypotheses) 

•  Hypotheses,  along  with  other  features,  are  used  to  recall  cases  that  can  suggest  tests 
to  be  done. 

•  Tests  and  their  results,  along  with  other  features,  are  used  to  recall  cases  that  can 
suggest  hypotheses  or  interpretations. 

•  Faults,  along  with  other  features,  are  used  to  recall  cases  that  can  suggest  repairs. 

•  Symptoms,  along  with  other  features,  are  used  to  recall  cases  that  can  suggest  repairs 
when  faults  cannot  be  tracked  down. 

^‘Other  features”,  in  each  of  the  descriptions  above,  are  particular  to  each  individual  case 
and  are  the  features  that  in  addition  to  the  one  of  the  type  specified  are  predictive  in  the 
right  way.  Some  symptoms,  along  with  a  make  and  year  of  car,  for  example,  are  predictive 
of  a  particular  fault.  The  same  symptom,  along  with  some  other  feature,  such  as  who  fixed 
the  car  last,  might  predict  a  different  fault. 

Also  of  interest  in  case-based  reasoning  is  the  representation  of  cases.  \Ve  have  discovered 
that  a  representation  that  breaks  cases  into  case  pieces  is  most  advantageous.  Case  pieces 
represent  hypothesis-test-result  triples  and  sequences,  and  are  stored  in  memory  indexed  off 
of  the  engine  part  or  system  that  is  hypothesized  to  be  broken.  Case  pieces  include  any 
information  needed  to  explain  why  the  hypothesis  was  made,  the  hypothesis  itself,  the  test 
that  was  done,  the  result,  and  any  information  that  can  help  explain  the  result.  Pieces  of 
the  same  case  point  to  each  other  in  such  a  way  that  a  whole  case  can  be  leconstructed  from 
the  pieces.  Cases  are  used  for  a  variety  of  problem  solving  tasks.  The  description  of  index 
types  above  gives  an  idea  of  the  inferences  they  can  help  with. 

Appendix  E  holds  papers  about  case  representation. 

4.4  Memory  Organization  and  Representation 


If  case-based  reasoning  and  explicit  reasoning  about  a  causal  model  are  both  used  in  solv¬ 
ing  problems,  then  another  issue  of  importance  is  the  integration  of  cases  and  knowledge 
about  devices  and  cases.  We  have  spent  considerable  time  on  developing  representations 
of  mechanical  devices  and  organizing  those  representations  in  a  memory.  There  are  several 
principles  we  base  our  representations  and  organization  on: 
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•  Memory  must  represent  both  general  knowledge  about  mental  models  and  specific 
knowledge  about  particular  cases.  Both  should  be  in  the  same  form  and  accessible  by 
the  same  retrieval  algorithms. 

•  Memory  organization  must  integrate  general  knowledge  and  specifics  of  cases  in  a 
natural  way.  That  is,  if  a  case  was  used  to  build  or  elaborate  some  part  of  the  model, 
it  should  be  associated  with  that  part  of  the  model.  Conversely,  if  a  case  illustrates  or 
specializes  some  part  of  the  model,  it  should  be  associated  with  that  part  of  the  model. 

•  Models  of  normal  function  and  models  of  malfunction  should  be  appropriately  inte¬ 
grated.  We  do  it  by  associating  both  with  the  part  or  system  they  go  with. 

•  Since  people  can  make  inferences  based  on  either  the  general  model  or  specific  cases, 
inference  mechanisms  should  be  able  to  work  on  both. 

•  The  mental  model  must  represent  normal  function,  malfunction,  physical  struccture, 
flow,  and  causality.  People  use  all  of  these  in  troubleshooting. 

•  In  representing  cases  (experience),  the  order  in  which  hypotheses  were  made  is  impor¬ 
tant  and  should  be  explicitly  represented. 

•  On  the  other  hand,  access  to  cases  suggests  that  they  should  be  represented  and  stored 
in  pieces  with  connection  between  the  pieces  and  separate  indexes  to  each  piece.  Pieces 
seem  to  be  associated  with  hypotheses  made  during  troubleshooting. 

These  principles  result  in  memory  orgnaization  that  is  hierarchical  in  several  ways.  First, 
a  partonomic  hierarchy  reflects  the  system/subsystem  aspects  of  the  model.  Second,  a 
generalization/specialization  hierarchy  reflects  the  progression  from  general  knowledge  (a 
carborator  has  the  following  parts)  to  more  specific  knowledge  (carborators  in  Nissan  Stanzas 
have  an  additional  part  called  an  x  with  the  following  features)  to  very  specific  knowledge 
(the  carborator  in  Kolodner’s  Nissan  Stanza  won’t  hold  its  idle  setting.  As  a  result,  gum 
has  been  put  around  the  idle  control  to  hold  it  in  place.)  Generalization/specialization 
hierarchies  are  used  to  represent  both  general  knowledge  and  experience  with  both  normally 
functioning  and  malfunctioning  cars. 

Each  part  represented  in  memory  has  topological  relations  specified  (near  what,  connected 
to  what),  input  and  output,  and  function.  Each  has  a  set  of  inferences  describing  it  in 
normal  functioning  mode  and  a  set  describing  its  various  malfunctions  (how  to  recognize 
them,  results  of  malfunction,  how  to  test  for  it,  how  to  fix  it).  These  form  the  normal 
function  and  malfunction  model  of  the  part. 

Cases  are  integrated  with  general  knowledge  by  breaking  them  into  pieces  based  on  the 
hypotheses  made  about  malfunctions.  Each  hypothesis  is  associated  with  a  malfunctioning 
part  of  the  car,  and  each  case  piece  lives  in  a  generalization/ specialization  hierarchy  associ¬ 
ated  with  the  part  its  hypothesis  is  about.  Case  pieces  hold  connections  to  other  case  pieces 
they  come  before  or  after  or  predict. 
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We  also  need  to  designate  what  access  functions  look  like.  How  are  these  different  kinds 
of  knowledge  retrieved?  We  want  retrieval  processes  to  model  people  s  processes.  This  is 
the  way  we  can  predict  what  learning  situations  are  effective,  what  people  will  recall  in  any 
situation,  and  the  kinds  of  external  memory  organizations  that  will  be  effective.  Several 
principles  for  memory  retrieval  are: 

•  More  specific  information  should  take  preference  over  less  specific  upon  retrieval. 

•  The  same  procedure  should  recall  both  specific  and  general  knowledge,  hence  both 
should  be  organized  and  indexed  the  same  way. 

•  Retrieval  should  not  slow  down  with  the  addition  of  information  to  the  memory. 

•  Update  processes  should  access  memory  as  retrieval  processes  do,  putting  new  infor¬ 
mation  in  correct  places. 

We  have  worked  on  two  approaches  to  this  problem  -  one  in  the  context  of  CELIA,  the 
other  in  a  separate  memory  model.  CELIA’s  model  is  presented  in  papers  in  Appendix 
E.  CORA  is  the  separate  memory  model,  and  it  begins  to  implement  a  model  with  the 
constraints  above.  Appendix  F  holds  papers  with  details  about  CORA.  CORA  is  novel 
in  the  realm  of  AI  memory  models  in  being  based  on  conditional  probabilities.  Cases  in 
CORA  are  stored  overlapped  with  other  cases  in  such  a  way  as  to  allow  case  reconstruction. 
This  overlapping  storage  is  achieved  by  maintaining  conditional  probabilities  between  case 
pieces.  In  a  sense,  the  memory  does  not  store  cases  individually,  but  rather  stores  the 
information  necessary  to  rebuild  the  case  given  a  partial  description  of  its  features.  Cases 
are  retrieved  from  CORA’s  memory  by  incrementally  adding  the  most  probable  correlates 
to  the  retrieval  cue.  CORA  is  capable  of  rapidly  retrieving  the  best-match  case  or  cases 
from  a  very  large  case  store.  As  well,  CORA  automatically  generates  generalizations  by 
similarity-based  learning,  and  upon  retrieval  of  a  case  that  is  a  lot  like  several  others,  it  will 
recall  the  generalizations  it  made,  returning  a  composite  rather  than  an  exact  case.  CORA 
uses  its  conditional  probabilities  to  index  on  unusual  features  or  attributes. 

The  motivation  for  CORA  was  based  on  results  from  the  study  of  human  memory.  Human 
memory  for  categories  and  language  has  often  been  described  as  representing  correlational 
feature  structure  (Rosch,  1978;  Medin  &  Schaffer,  1983;  Billman,  Heit,  Sz  Dorfman,  1987), 
and  this  structure  may  provide  a  basis  for  the  initial  learning  of  these  types  of  information 
(Billman,  Heit,  &  Dorfman,  1987).  Anderson  (1988)  further  argues  that  a  Bayesian  analysis 
is  the  most  appropriate  way  to  describe  and  explain  memory  retrieval,  skill  learning,  and  the 
representation  of  category  structure.  The  application  of  these  ideas  to  a  machine  memory 
constitutes  an  important  contribution  to  artificial  intelligence  in  the  fields  of  conceptual  clus¬ 
tering  and  representation,  knowledge  acquisition  in  general,  and  knowledge  access  from  large 
databases.  Conditional  probabilities  have  been  used  in  several  machine  learning  projects, 
most  notably  those  of  Schlimmer  (1987)  and  Fisher  (1987). 
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Abstract 

Problem  solving  is  known  to  vary  in  some  predictable  ways  as  a  function 
of  experience.  This  work  has  sought  to  uncover  the  particular  processes  by 
which  problem  solving  knowledge  is  acquired  from  experience  and  integrated 
with  already-known  knowledge  to  be  used  in  later  problem  solving.  Protocol 
collection  and  analysis  have  allowed  us  to  uncover  some  of  the  problem  solving 
and  learning  processes  used  by  novice  and  more  experienced  mechanics,  as  well 
2is  the  knowledge  they  have  available.  Work  on  representing  that  knowledge  in 
a  way  that  can  support  the  problem  solving  processes  we  observed  allowed  us 
to  begin  extending  our  understanding  of  these  processes.  This  report  describes 
a  series  of  protocol  experiments  and  their  analysis,  and  some  initial  attempts 
at  representing  the  knowledge  used  by  the  subject  mechanics# 

*This  research  was  supported  in  part  by  the  Army  Research  Institute  for  the  Behavioral  Sci¬ 
ences  under  Contract  No.  MDA-903-86-C-173.  Thanks  to  Phyllis  Koton,  Joel  Martin,  and  Michael 
Redmond  for  commenting  on  earlier  drafts  of  the  paper. 
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1  Introduction 


In  many  domains,  it  is  obvious  that  expertise  is  a  function  more  of  experience 
than  of  formal  training  or  success  in  passing  examinations.  Nevertheless,  research 
on  problem  solving  and  on  the  nature  of  expertise  hzis  often  examined  variables 
unrelated  to  the  individual  experiences  of  the  learner,  or  even  the  course  of  the 
learner’s  study.  In  earlier  work  on  problem  solving  for  example,  the  variable  of 
interest  was  most  often  the  number  of  steps  required  to  complete  a  problem  or 
the  number  of  correctly  solved  problems  within  a  set.  As  research  turned  to  more 
and  more  complex  domains,  the  differences  between  novices  and  experts  began 
to  reflect  interesting  qualitative  shifts  in  the  nature  of  problem  solving  and  in  the 
knowledge  used  in  solving  problems.  As  a  consequence,  researchers  began  to  concern 
themselves  with  characterizing  those  differences  and  shifts.  Much  has  been  learned 
over  the  past  twenty  years  about  differences  between  novices  and  experts  (e.g., 
Bhaskar  &  Simon,  1977;  Chi,  Glaser  &  Rees,  1982;  Glaser,  1985),  but  to  date  little 
has  been  said  about  the  role(s)  of  speciflc  experiences  in  the  process  of  becoming 
an  expert. 

This  work  has  been  conducted  to  enhance  our  understanding  of  the  roles  that 
speciflc  experiences  and  interactions  can  have  on  a  novice’s  changing  knowledge  and 
problem  solving  behavior.  In  order  to  consider  this  issue,  we  first  examined  three 
characteristics  of  the  knowledge  held  by  problem  solvers:  availablity  of  knowledge 
before  solving  any  problems;  available  knowledge  for  the  solution  or  later  problems; 
and  knowledge  organization.  We  then  explored  the  learning  processes  used  at  dif¬ 
ferent  levels  of  expertise  in  order  to  identify  the  kinds  of  learning  aids  that  might 
be  provided  for  students,  and  identified  the  circtimstances  under  which  particular 
experiences  are  memorable. 

The  task  domain  selected  was  auto  mechanics.  This  domain  is  particularly 
appropriate  for  several  reasons.  It  is  highly  complex  in  that  the  automobile  engine 
consists  of  several  interacting  systems  that  combine  to  produce  the  desired  effect 
(motion  of  the  car).  Failures  in  one  component  or  system  may  be  manifested  purely 
within  that  system,  or  may  have  compound  effects  that  reveal  themselves  in  a 
malfunction  within  another  system.  These  observable  symptoms  are  used  to  locate 
the  failure,  but  are  not  generally  interpretable  by  the  amateur.  The  domain  is 
knowledge-rich  and  the  depth  of  knowledge  and  ability  to  use  it  are  both  important 
^  in  making  a  good  diagnosis.  Schools  teach  about  cars  in  general,  but  since  there 
are  so  many  different  kinds  of  cars,  each  having  its  own  peculiarities,  textbooks 
and  schools  cannot  teach  everything.  Diagnosing  a  particular  car  may  depend  as 
much  on  the  age  and  style  of  engine  as  on  the  given  symptoms.  In  addition,  the 
problem  description  given  by  the  owner  to  the  mechanic  is  frequently  incomplete 
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and/or  inaccurate.  Thus  experience  with  many  different  types  of  cars  and  problems 
is  essential  to  gaining  expertise. 


2  Methods 

The  results  reported  here  are  based  on  an  analysis  of  two  sets  of  problem  solving 
protocols  collected  in  separate  studies.  In  both,  student  mechanics  were  observed  at 
weekly  intervals  while  diagnosing  car  failures.  Each  failure  was  introduced  deliber¬ 
ately  into  the  car  and  each  problem  was  caused  by  only  one  failed  part.  Think-aloud 
protocols  were  collected  while  the  students  worked  and  were  transcribed  and  coded 
for  later  analysis.  During  the  first  study,  the  instructor  demonstrated  the  correct 
or  optimum  troubleshooting  sequence  for  diagnosis  of  each  failure  after  ail  subjects 
were  finished.  Thus,  each  student  had  an  opportunity  to  obtain  feedback  on  his 
performance  and  an  explanation  of  the  car’s  problem  whether  or  not  he  had  diag¬ 
nosed  it  correctly.  In  the  second  study,  the  problems  were  specifically  sequenced  so 
that  we  could  see  the  effects  of  earlier  learning  on  later  problem  solving.  In  this  set, 
the  instructor’s  demonstrations  were  omitted. 

Analysis  of  the  data  derived  from  these  observations  focused  on  the  knowledge 
and  strategies  used  by  students  at  different  levels  of  training,  how  their  knowledge 
was  organized,  and  how  their  knowledge  and  strategies  changed  with  experience. 
We  expected  that  the  more  experienced  student  would  solve  more  problems  and 
would  give  evidence  of  having  a  more  organized  knowledge  base  than  the  less  ex¬ 
perienced  students.  In  addition,  we  expected  that  individuals  would  show  evidence 
over  the  series  of  problems  of  acquiring  new  diagnostic  skills  and  new  knowledge 
and  connections  within  their  knowledge.  Protocols  from  the  second  set  were  also 
analyzed  for  evidence  of  case-based  reasoning. 

2.1  Subjects 

The  subjects  were  student  volunteers  at  a  post  secondary  technical  school.  The 
technical  program  is  a  two-year,  eight-quarter  program.  During  much  of  the  second 
year,  the  students  work  in  a  shop  setting  within  the  school.  Cars  belonging  to  school 
'  personnel  and  friends  of  the  students  and  instructors  are  diagnosed  and  repaired 
by  students.  In  addition,  the  school  owns  several  cars  that  can  be  Tised  in  teaching 
students  to  teach  about  specific  problems. 

Each  of  the  student  volimteers  was  at  a  different  point  in  the  program.  The 
novice  student  in  Set  1  was  in  his  first  quarter  of  the  program  and  had  no  prior 
training  or  experience.  Intermediate  students  were  at  the  beginning  of  the  second 
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year  in  the  program  and  had  no  relevant  work  experience.  The  advanced  students 
were  near  the  end  of  the  second  year.  One  advanced  student,  who  participated  in 
both  sets,  also  held  a  part-time  job  as  a  mechanic  outside  of  school.  Each  student 
worked  on  at  least  fovir  of  six  problems  in  the  problem  set  he  participated  in. 

2.2  Procedure 

The  procedure  used  for  protocol  collection  was  the  same  for  both  problem  sets.  In 
each  session,  the  student  was  led  to  the  car  and,  with  the  experimenter  posing  as 
a  customer,  told  that  the  car  was  exhibiting  a  particular  symptom.  The  student 
was  then  allowed  to  perform  any  tests  desired  on  the  car  and  its  engine,  with  the 
exception  of  a  driving  road  test,  prohibited  primarily  by  the  symptoms  presented  by 
the  car.  The  student  was  instructed  to  think  aloud  as  he  worked  to  find  the  failed 
component  in  the  car.  His  comments  were  tape  recorded  by  the  experimenter,  who 
also  served  as  an  assistant  to  the  student  when  necessary.  Subjects  were  observed 
once  a  week  while  diagnosing  an  actual  problem  in  a  car. 

The  problems  used  were  selected  by  an  instructor  in  the  program  in  consultation 
with  the  experimenter.  The  problems  used  in  Set  1  and  the  information  given  as 
the  customer’s  complaint  are  described  in  Table  1.  Comparable  information  for  the 
problems  in  Set  2  is  given  in  Table  2.  Each  fault  wzis  introduced  into  a  car  by  the 
instructor  or  by  a  student  not  in  the  study  under  the  direction  of  the  instructor. 
The  cars  used  were  all  owned  by  the  school  with  one  exception:  For  one  problem  in 
the  first  set  (IB),  we  used  a  car  brought  in  by  a  school  official  that  had  symptoms 
we  had  been  presented  to  the  students  in  the  previous  week.  In  every  case,  a 
single  complaint  was  given  and  a  single  fault  could  be  traced  to  accoimt  for  the 
complaint.  Students  were  told  to  track  down  the  fault,  but  not  to  fix  it  unless 
repair  was  necessary  to  confirm  the  diagnosis. 


2.3  Coding 

Both  sets  of  protocols  were  coded  the  same  way.  After  all  protocols  were  tran¬ 
scribed,  each  statement  was  coded  into  one  of  six  categories,  shown  in  Table  3. 
Statements  coded  as  hypotheses  were  those  in  which  a  specific  system  or  compo- 
^  nent  was  first  named  as  a  possible  source  of  the  failure  or  in  which  the  system  or 
component  was  accepted  or  rejected  as  the  source  of  the  failure.  Hypotheses  were 
numbered  in  order  of  appearance  and,  each  time  one  was  mentioned,  its  statiis  was 
noted.  Its  status  could  be  open,  accepted,  confirmed,  or  rejected.  Rules  were  state¬ 
ments  giving  known,  constant  information  about  an  engine  or  about  the  process  of 
diagnosis.  Statements  coded  as  information  gathering  were  generally  descriptions 
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Table  1:  Problems  in  Set  1 


PROBLEM  # 

CAUSE  (fault) 

SYMPTOM  (complaint) 

lA 

blockage  in  gas  line 

cranks  but  will  not  start 

IB 

bad  cell  in  battery  -  will  not  hold  charge 

cranks  slowly  when  starting 

1C 

bad  connection  behind  fuse  panel  and  fuel 
pump  fuse 

cranks  but  will  not  start 

ID 

loose  ground  wires  from  Electronic  Control 
Module  (computer) 

cranks  but  will  not  start 

IE 

open  tack  circuit 

cranks  but  will  not  start 

IF 

poorly  adjusted  timing 

detonation  on  acceleration 

Table  2:  Problems  in  Set  2 


PROBLEM  # 

CAUSE 

SYMPTOM 

#  SOLVING/ATTEMPTING 

2A 

bad  plug  wire 

will  not  start 

3/3 

2B 

closed  plug  gap 

will  not  start 

4/4 

2C 

rocker  arm  gone 

will  not  start 

2/4 

2D 

restricted  fuel 

engine  surges 

0/2 

2E 

restricted  fuel 

engine  surges 

2/4 

2F 

vacuum  line  hole 

engine  surges 

0/3 
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Table  3:  Coding  Categories  for  Protocols 


CATEGORY 

ADDITIONAL  SPECIFICA- 
TIONS 

EXAMPLES 

Hypotheses 

Number  and  Status 

Could  be  starved  for  gas  (N-Pl) 

It  could  be,  could  be  the  starter  (N- 
P2) 

Rules 

Topic  (Failure,  normal  func¬ 
tioning,  or  troubleshooting) 

Fuel  Pump  should  come  on  for  3  sec¬ 
onds  (I-P4) 

First  of  all,  I  have  to  locate  the  con¬ 
nector  to  the  back  of  the  fuel  pump 
(A.P3) 

Information 

Gathering 

Source  of  information  ob¬ 
tained 

Before  I  look  in  the  book,  Pm  going  to 
check  the  fuse  (A-P3) 

Observation 

Topic  (hypothesis(number)  or 
complaint) 

What  we  don’t  have  is  fuel  to  the 
throttle  body  (A-P3) 

I  don’t  believe  I  hear  it  running  (A- 
P3) 

Restatements 

Topic  (complaint  or  summary 
of  observations) 

to  rephrase  that-the  throttle  body  is 
not  injecting  fuel  (A-P3) 

of  the  actions  being  taken  by  the  subject  at  the  time.  Such  actions  could  elicit  or 
obtain  information  from  the  ciistomer,  from  a  book,  or  via  a  procedure  or  test  ap¬ 
plied  to  the  engine.  Observations  were  statements  giving  the  information  obtained 
from  the  action  taken.  Restatements  were  repetitions  of  previously  stated  or  col¬ 
lected  information  rather  than  new  information.  Each  statement  falling  into  one  of 
the  last  three  categories  was  identified  with  a  specific  hypothesis  by  its  number  if 
possible.  All  other  statements  were  uncodable  and  were  marked  as  such. 


2.4  Analysis 

The  coded  protocols  were  then  analyzed  for  several  different  things:  what  subjects  at 
different  levels  of  expertise  knew  and  how  their  knowledge  was  organized;  how  their 
knowledge  changed  (i.e.,  what  they  learned)  as  they  progressed;  and  the  processes 
by  which  they  learned. 

To  analyze  what  each  student  knew  and  how  his  knowledge  was  organized,  we 
sximmarized  the  coded  data  for  each  problem  in  two  ways.  First,  each  coding  from 
a  protocol  was  listed  down  a  vertical  column.  From  this  information,  we  coimted 
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the  number  of  different  hypotheses  used  by  a  student  for  a  given  problem  and  the 
nximber  of  correct  diagnoses  made  by  each  student.  These  columns  were  then  placed 
side  by  side,  and  any  tise  of  information  novel  to  the  student  in  one  problem  that 
was  used  easily  in  a  later  problem  was  marked  by  connecting  the  two  codings.  This 
information  was  useful  as  a  rough  measure  of  whether  or  not  the  students  were 
learning  from  the  problems.  In  the  second  summarization,  each  hypothesis,  action, 
or  conclusion  of  a  student  on  a  given  problem  was  noted  in  a  short  verbal  form 
(e.g.,  HYP:  Bad  fuel  pump;  check  vacuum  lines  for  leaks;  check  carb  for  dirt  or  gas; 
manipulate  throttle  by  hand).  Alongside  each,  we  noted  the  justification  or  rule 
used  to  support  the  action,  hypothesis  or  conclusion.  When  all  protocols  had  een 
summarized,  we  composed  models  of  the  engine  and  of  diagnostic  possibilities  and 
procedures  held  by  each  student  by  collecting  all  statements  about  the  normal  state 
of  the  engine  into  the  engine  model,  all  hypotheses  into  the  symptom-fault  model, 
and  all  procedures  into  a  procedure  model.  Using  the  information,  we  compared 
both  the  amount  and  nature  of  the  models  held  by  each  student.  The  results  of 
these  comparisons  are  discussed  in  Section  4. 

In  order  to  analyze  the  learning  that  each  of  our  subjects  accomplished,  and  the 
methods  by  which  they  learned,  we  chose  two  sequential  protocols  for  each  student 
after  protocols  were  coded.  The  two  protocols  were  selected  to  have  the  same 
initial  symptom,  but  different  failures.  For  each  of  these  protocols,  a  description  of 
the  knowledge  used  and  sought  by  the  student  during  diagnosis  was  compiled.  The 
descriptions  of  the  two  protocols  were  then  compared  and  differences  were  noted.  Of 
particular  interest  were  occasions  in  which  the  student  appeared  to  use  knowledge 

iolving  the  second  problem  that  he  did  not  have  in  solving  the  first  problem. 
L  ..anges  in  the  knowledge  used  showed  us  what  students  learned  between  solving 
the  two  cases.  We  then  examined  the  protocols  and  the  instructor’s  explanation 
of  how  to  solve  the  first  problem  to  see  if  we  could  identify  how  these  items  were 
learned.  Sometimes  this  was  obvious  -  a  student  had  sisked  a  question  previously 
or  the  instructor  had  presented  the  relevant  material  in  a  previous  explanation. 
Sometimes  it  was  not  obvious  —  what  was  learned  could  have  been  presented  in 
class  between  the  two*  exercises.  We  focused  on  those  learned  items  for  which  we 
could  identify  the  situation  in  which  the  new  concepts  were  learned. 


3  General  capabilities  of  novices  and  experts 

As  expected,  the  ability  of  the  students  to  correctly  diagnose  the  problems  changed 
substantially  between  the  novice  level  and  the  intermediate  and  advanced  levels. 
The  diagnoses  given  by  each  subject  and  the  number  of  hypotheses  considered  are 
shown  in  Table  4  for  the  first  set  of  problems.  The  novice  correctly  diagnosed  only 
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Table  4:  Final  Diagnoses  and  Number  of  Hypotheses  Considered  by  Each  Subject 


PROBLEM 

NOVICE 

INTERMEDIATE 

ADVANCED 

lA 

not  getting  fuel(4) 

clogged  fuel  line(3) 

IB 

dead  battery  cell  (5) 

starter (4) 

dead  battery  cell(6) 

1C 

fuel  pump  relay (5) 

fuel  pump  fuse(5) 

ID 

fuel  pximp(3) 

no  diagnosis(6) 

injector  solenoid  (9) 

IE 

no  diagnosis  (0) 

open  tach  circuit(9) 

IF 

bad  timing(lO) 

bad  timing(2) 

one  of  four  problems  attempted,  while  the  intermediate  student  correctly  diagnosed 
three  of  six  and  the  advanced  student  three  of  four.  In  addition,  the  number  of 
hypotheses  considered  increased  with  expertise.  The  novice  generated  a  mean  of 
3.0  hypotheses  per  problem  and  the  intermediate  and  advanced  students  generated 
6.8  and  5.0  hypotheses  per  problem  respectively. 

4  What  was  known;  what  was  learned 


In  general,  the  diagnostic  behavior  we  saw  was  similar  to  that  reported  by  other 
researchers  (Hunt,  1981;  Rasmussen,  1978;  1979;  Rasmussen  &  Jensen,  1974).  Stu¬ 
dents  generated  one  or  more  possible  hypotheses  for  the  failure  immediately  after 
observing  the  symptom(s) .  These  hypotheses  were  then  tested  in  a  fairly  systematic 
(albeit  sometimes  idiosyncratic)  way  either  by  observation  of  the  inputs  to  and  out¬ 
puts  from  specific  components  and  systems  or  by  performance  of  specific  diagnostic 
tests.  In  successful  cases,  a  single  diagnosis  ultimately  was  given,  accompanied  by 
an  explanation  of  how  or  why  that  failure  would  generate  the  observed  s3miptom(s). 


4.1  Knowledge  Structures  and  Organization 

We  interpret  this  process  as  being  indicative  of  an  interaction  between  two  types  of 
knowledge  structures.  The  first,  a  causal  model  of  the  car’s  engine,  contains  knowl- 
V  edge  about  individual  components  and  their  inputs,  outputs,  and  normal  behavior; 
relates  components  within  a  system  to  one  another;  and  describes  the  relationships 
and  connections  between  systems.  It  is  used  to  evaluate  hypotheses  in  light  of  the 
evidence  obtained  from  the  failed  engine  and  to  lead  the  mechanic  through  the  en¬ 
gine  to  the  source  of  the  problem  in  a  systematic  way.  The  causal  model  is  generally 
quite  large,  and  the  second  type  of  knowledge  structure,  symptom-fault  sets,  is  used 
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to  index  into  the  causal  model  at  appropriate  places.  Symptom-fault  sets  represent 
the  relationships  between  particular  symptoms  or  sets  of  symptoms  and  failures. 
For  example,  given  the  symptom  ”  the  cax  cranks  but  will  not  start" ,  the  symptom- 
fault  sets  will  identify  three  systems  as  possible  locations  for  the  failure:  the  fuel 
system,  the  air  intake  system,  and  the  ignition  system.  Within  each  of  these  sys¬ 
tems,  additional  symptom-fault  sets  will  identify  individual  components  that  may 
cause  the  symptom(s).  For  the  fuel  system,  these  would  be  a  failed  fuel  pump,  an 
empty  gas  tank,  or  a  blocked  fuel  line.  For  the  ignition  system,  these  would  be  a 
bad  distributor,  bad  spark  plug  wires,  or  bad  spark  plugs.  These  symptom-fault 
sets  are  used  to  derive  initial  hypotheses,  directing  the  mechanic  to  look  at  only 
appropriate  places  in  the  causal  model. 

If,  in  fact,  mechanics  are  using  these  two  types  of  knowledge  structures  during 
troubleshooting,  then  we  can  predict  several  changes  in  these  structures  as  a  result 
of  experience,  and  from  those,  we  can  predict  the  processing  differences  that  would 
result  from  these  changes.  First,  we  predict  that  through  experience,  a  mechanic’s 
set  of  symptom-fault  sets  increases  and  that  the  sets  he  already  knows  become  more 
accurate.  As  a  result  of  these  changes,  the  mechanic  should  have  better  ways  to 
index  into  the  causal  model,  leading  to  more  efficient  searches  for  the  correct  failure. 
Second,  the  causal  model  should  become  more  filled  out  with  experience,  both 
through  the  addition  of  components  and/or  systems  that  were  previously  unknown 
and  through  the  addition  of  relationships  and  dependencies  between  the  known 
components.  The  causal  model,  like  symptom-fault  sets,  should  also  become  more 
accTirate.  As  a  result  of  having  a  better  causal  model,  a  mechanic  should  be  better 
able  to  systematically  reason  about  the  way  the  car  works,  allowing  him  to  find 
engine  failures  more  systematically  and  in  more  cases. 

We  did,  in  fact,  see  clear  differences  between  students  at  different  levels  of  expe¬ 
rience  reflecting  exactly  these  changes  in  their  knowledge  structures.  First,  we  saw 
evidence  that  both  the  organization  and  number  of  symptom-fault  sets  increased 
with  experience.  The  advanced  student  seemed  to  know  more  symptom-fault  sets 
than  the  novice,  as  evidenced  by  the  larger  number  of  hypotheses  he  was  able  to 
generate  for  each  problem.  In  addition,  the  advanced  student  seemed  to  organize  his 
symptom-fault  sets  differently  than  the  novice,  evidenced  by  the  more  systematic 
procedure  he  used  for  generating  and  testing  hypotheses.  The  advanced  student’s 
^  procedure  was  to  zero  in  on  one  of  the  engine’s  subsystems  and  then  to  consider 
which  component  of  that  system  was  faulty,  while  the  novice  did  not  differentiate 
between  systems  and  components  of  systems  in  diagnosis.  While  for  the  novice,  all 
faults  are  equal  and  an  hypothesis  at  the  component  level  was  as  likely  to  be  selected 
as  the  first  to  investigate  as  an  hypothesis  at  the  system  level,  the  more  advanced 
troubleshooter  seemed  to  organize  his  symptom-fault  sets  into  two  categories,  each 
used  for  different  purposes.  One  set  pointed  to  faulty  subsystems  witlun  the  car 
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(e.g.,  fuel  system,  electrical  systems)  and  was  used  early  in  diagnosis  to  zero  in  on 
the  faulty  subsystem,  while  the  second  set  pointed  to  faulty  components  of  these 
systems  (e.g.,  the  fuel  pump,  the  battery)  and  was  used  to  diagnose  the  problem 
within  that  system.  Such  a  change  reqmres  that  the  mechanic  also  reorganize  his 
knowledge  about  the  car’s  engine  in  a  more  hierarchical  way  that  differentiates  be¬ 
tween  systems  and  components  of  systems.  Figure  1  shows  a  portion  of  the  novice 
and  advanced  student’s  organizations  of  the  causal  model  of  the  engine. 

We  also  saw  evidence  that  content  of  the  causal  model  changed  with  experience. 
The  causal  model  of  the  more  advanced  students  contained  not  only  more  knowledge 
about  individual  components,  but  also  more  knowledge  about  the  interconnected 
nature  of  the  engine’s  systems.  The  behavior  of  the  students  during  troubleshooting 
illiistrates  these  findings.  Consider,  for  example,  the  behavior  of  the  advanced 
student  in  Problem  ID.  His  reasoning  went  as  follows:^ 

The  first  thing  you  want  to  do,  which  is  the  easiest  thing  to  do,  is  look 
and  see  if  we  have  any  fuel,  because  you  gotta  have  fuel,  air,  and  heat... 

Don’t  have  fuel.. The  first  thing  I  want  to  do  is  check  the  fuse... they’re 
OK...  hook  this  jumper  lead  to  the  bypass  to  the  fuel  pump.. .the  fuel 
pump  is  running...  check  and  see  our  connection  up  here  to  the  ener¬ 
gizer.. .going  from  the  ECM  up  to  the  injector  is  OK. ..try  to  energize 
this  solenoid  by  hand. ..check  to  see  if  we  got  any  geis...all  the  lines  are 
alright.. .got  gas  to  the  throttle  body...  my  diagnosis  is  the  solenoid  is 
bad  because  everything  else  checks  out. 

The  hypotheses  generated  by  this  student  are  in  an  order  that  reflects  the  mxilti- 
level  and  highly  integrated  organization  of  both  his  causal  model  and  his  symptom- 
fault  sets.  He  first  determined  which  of  three  possible  systems  of  the  engine  was 
affected  and  then  investigated  its  components  and  others  that  could  impinge  on 
the  behavior  of  the  system  under  focus.  In  fact,  his  primary  focus  was  on  the 
electronic  (or  computer  controlled)  influences  on  the  behavior  of  the  fuel  piimp 
and  fuel  injectors.  This  Teasoning  showed  an  awareness  (reflected  in  the  student’s 
causal  model)  of  the  interdependencies  between  subsystems.  His  reasoning  shows 
that  he  knows  that  systems  (such  as  the  fuel  and  electronic  systems)  may  intersect 
at  several  points  and  that  an  apparently  or  possibly  failed  component  in  one  system 
(.  may  reflect  an  action,  or  lack  of  action  in  another  system. 

In  contrast,  the  novice  generated  relatively  few  hypotheses  for  any  given  prob¬ 
lem.  His  protocols  indicate  that  this  is  because  he  has  little  knowledge  about  the 
relationships  between  given  symptoms  and  their  causes  and  also  because  his  causal 

^For  a  full  protocol  of  the  session,  write  to  the  second  author. 
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NOVICE 


Level  of  Abstraction 
Highest: 


Values 


ADVANCED 


Level  of  Abstraction  Values 

Highest: 


Battery  Coil  Distributor  Spark-Plug  G^i^Tank  Fuel-Pump  Carburetor  Air-Filter 


model  is  inadequate.  In  solving  the  same  problem  the  advanced  student  was  working 
on  above,  the  novice  reasoned: 

This  problem  could  be  in  the  fuel  system,  ignition  system... we  know  it’s 
not  in  the  starting  system  because  the  car  will  crank  over.. .One  small 
drop  of  fuel. ..in  that  bowl. ..so  it’s  in  the  fuel  system.. .the  fuel  pump’s... 
supposed  to  turn  for  10  to  15  seconds...!  can’t  hear  it.. .It  might  just  be 
a  bad  fuel  pump. 

We  can  see  little  evidence  of  an  integrated  hierarchy  of  levels  in  his  organization 
of  symptom-fault  sets.  While  his  hypotheses  were  sometimes  at  the  system  level 
(i.e.,  fuel  system)  and  sometimes  at  the  component  level  (i.e.,  fuel  pump  is  bad), 
in  only  one  problem  (this  one)  did  he  clearly  consider  first  a  system  and  then  a 
component  within  that  system.  More  commonly,  he  generated  hypotheses  at  both 
levels  and  then  investigated  only  specific  components.  Furthermore,  he  showed  a 
similar  lack  of  integration  in  his  causal  model.  Specifically,  he  never  considered 
the  possibility  that  one  system  could  affect  the  behavior  of  another.  His  knowl¬ 
edge  appeared  to  stop  at  the  individual  component’s  behavior  and  did  not  include 
the  possibility  that  the  actions  of  another  system  (the  electronic  system)  could  be 
affecting  the  behavior  of  the  component  he  was  considering  (the  fuel  pump). 

While  the  novice  knew  about  many  of  the  components  of  the  car’s  engine  and 
about  what  their  connections  were  within  a  single  system,  he  did  not  know  how  the 
systems  and  the  components  in  different  systems  were  interrelated.  The  advanced 
student,  on  the  other  hand,  knew  both  the  connections  between  components  and 
the  connections  between  systems.  Thus  the  advanced  student  had  a  more  integrated 
and  complete  imderstanding  of  the  car’s  engine,  while  the  novice’s  understanding 
seemed  to  be  highly  disjoint. 

Figure  2  shows  our  interpretation  of  what  the  novice  and  advanced  students 
knew  about  the  fuel  pump,  for  example.  Note  that  the  general  information  about 
pumps  is  available  to  both  the  novice  and  the  advanced  student  in  a  declarative 
form.  However,  the  information  that  the  fuel  pump  requires  an  energy  source  which 
is  the  electrical  system  of  the  car  is  not  part  of  the  novice’s  representation  of  the  fuel 
pump.  If  asked  “What  makes  the  fuel  pump  run?”,  the  novice  is  able  to  construct 
V  the  appropriate  answer  by  using  the  more  general  information  about  pumps,  but  he 
does  not  use  this  knowledge  dining  problem  solving.  The  same  pattern  is  probably 
true  of  knowledge  about  systems  and  components.  The  novice  can  undoubtedly 
tell  an  inquirer  what  system  of  the  engine  a  particular  component  resides  in,  but 
he  does  not  maintain  this  information  where  it  is  readily  usable  during  problem 
solving. 
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PUMP  Source:  a  container 

Substance:  a  substance  in  the  container 
Conduit:  a  pipe 
Destination:  a  container 
Energy-Source:  an  energy  device 


NOVICE  ADVANCED 

FUEL  PUMP  ISA  PUMP  FUEL  PUMP  ISA  PUMP 

Source:  gas  tank  Source:  gas  tank 

Substance:  gasoline  Substance:  gasoline 

Conduit:  hose  Conduit:  hose 

Destination:  carburetor  Destination:  carburetor 

Energy-Source:  electrical  system 

Figure  2:  Novice  and  Advanced  Student  Representations  of  a  Fuel  Pump 

We  also  saw  within-subject  changes  in  these  knowledge  structures  over  the  course 
of  the  experiment.  These  changes  were  most  evident  in  the  intermediate  student. 

Two  examples  will  serve  to  demonstrate  changes  across  problems.  In  working  on 
problem  three,  the  intermediate  student  made  a  long  and  protracted  search  for  the 
fuel  pump  relay  using  both  written  reference  materials  and  extended  visual  exam¬ 
ination  of  the  engine.  While  working  on  Problem  ID,  he  was  able  to  immediately 
loc  -ce  and  check  the  same  part.  This  component,  and  its  physical  relationship  to 
others,  had  been  incorporated  into  the  causal  model  dtiring  or  following  problem 
three.  Similsurly,  the  symptom-fault  sets  changed  as  new  information  was  acquired. 

For  exzimple,  the  first  hypothesis  the  intermediate  student  checked  at  the  compo¬ 
nent  level  for  problern  four  was  the  fuel  pump  fuse,  which  was  the  correct  diagnosis 
for  problem  three.  He  made  the  point  as  he  worked  that  he  was  checking  this  pos¬ 
sibility  out  first  becaiise  of  the  previous  case.  (”I’m  gonna  check  the  fuel  pump  fuse 
first  [this  time].”) 

In  addition  to  seeing  changes  in  the  organization  and  content  of  the  causal  model 
and  symptom-fault  sets  of  the  students  over  the  series  of  problems,  we  also  saw  them 
developing  some  additional  knowledge  structures:  sets  of  diagnostic  strategies  and 
a  malfunction  model  of  the  engine. 

The  set  of  diagnostic  strategies  stored  the  mechanic’s  knowledge  about  which 
tests  could  be  used  to  evaluate  which  hypotheses  and  w.  ch  values  for  the  test 
results  indicated  properly  functioning  components  and  which  values  indicated  failed 
components  or  systems.  A  more  complete  discussion  of  the  implications  of  having 


13 


this  knowledge  can  be  found  in  the  next  subsection. 

The  malfunction  model  of  the  car  was  similar  to  the  causal  model  already  dis¬ 
cussed.  However,  its  content  reflected  the  likely  behaviors  of  individual  components, 
systems,  and  the  entire  engine  in  the  context  of  a  variety  of  known  engine  failures. 
This  model  enabled  the  advanced  student  to  test  his  hypotheses  directly  against  the 
knowledge  of  how  the  system  should  behave  if  his  hypothesis  were  correct  rather 
than  needing  to  always  compare  the  engine’s  actuad  behavior  against  the  working 
model  of  the  engine. 

4.2  Diagnostic  Strategies 

In  addition  to  the  changes  experience  makes  in  knowledge  structures  and  organiza¬ 
tion,  we  also  saw  differences  in  diagnostic  style.  Diagnostic  strategies  seemed  to  be 
used  differently  by  subjects  at  different  levels  of  expertise  and  evaluation  criteria 
changed  significantly  with  experience.  Some  of  these  changes  are  due  to  the  devel¬ 
opment  of  better  strategies  for  testing  and  confirming  hypotheses  with  experience 
while  others  appear  to  result  from  the  differences  in  the  knowledge  available  for 
diagnosis  as  a  mechanic  gets  more  experienced. 

The  change  in  how  the  mechanics  tested  and  confirmed  hypotheses  was  strik¬ 
ing.  As  the  example  above  showed,  the  novice  student  was  willing  to  accept  an 
hypothesis  when  preliminary  evidence  could  be  interpreted  as  congruent  with  that 
hypothesis  sind  not  pmrsuing  the  task  any  further  (i.e.  ’’can’t  hear  the  fuel  pump”). 
In  contrast,  the  advanced  student  sought,  for  each  hypothesis,  specifically  confirm¬ 
ing  or  disconfirming  evidence  that  was  part  of  a  causal  explanation.  While  he  was 
willing  to  select  an  hypothesis  to  pursue  on  the  basis  of  prelincdnary  evidence,  he 
would  not  accept  or  reject  it  without  causally  based  information  (e.g.,  ”the  fuel 
p;imp’s  not  running,  now  we  have  to  find  out  why”). 

The  changes  in  diagnostic  strategies  that  resulted  from  chamges  in  the  knowledge 
structures  were  more  apparent  in  the  eflBciency  of  diagnosis.  As  the  causal  model 
gets  filled  out,  it  allows  the  mechanic  to  pursue  a  longer  systematic  search  through 
the  engine  and  to  evaluate  information  in  more  detail  and  with  more  concern  for 
the  real  eSectsof  the  behavior  observed.  At  the  same  time,  as  the  number  and 
complexity  of  symptom-fault  sets  increases,  long  searches  become  less  necessary, 
because  the  mechanic  is  able  to  index  into  his  model  in  more,  and  more  effective, 
locations. 

These  two  types  of  changes  in  the  mechanic’s  diagnostic  strategies  work  together 
to  produce  the  results  we  saw.  As  the  mechanic  gains  experience  making  correct 
and  incorrect  diagnoses,  he  gains  a  sense  of  what  kind  and  how  much  information  is 
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"enough”  to  validate  his  opinions.  In  addition,  as  his  causal  model  and  symptom- 
fault  sets  become  more  complete  and  accurate,  he  is  more  able  to  select  appropriate 
hypotheses  for  investigation  and  to  continue  invgesti gating  a  problem  to  the  point 
that  only  one  hypothesis  remains  as  a  possible  diagnosis.  Consequently,  the  condi¬ 
tions  under  which  he  will  accept  an  hypothesis  as  a  final  diagnosis  will  become  more 
accurate  and  the  path  by  which  he  reaches  his  diagnosis  will  become  more  efficient. 

This  resxilt  is  clearly  evident  in  protocols  of  the  novice  and  advanced  students. 
When  the  novice’s  working  hypothesis  was  a  that  a  particular  component  was  faulty, 
he  either  accepted  it  or  rejected  it  as  the  cause  of  the  symptom.  He  never  investi¬ 
gated  other  effects  on  or  inputs  to  that  component.  For  example,  in  Problem  IB, 
the  failure  was  a  dead  battery  cell  which  caused  the  car  to  crank  very  slowly.  The 
novice  based  his  diagnosis  on  the  following  information: 

First  of  all,  we’ll  have  to  check  this  battery.. .it  could  be  the  starter...  it 
could  be  the  alternator... it  could  be  a  voltage  loss...could  be  a  dead  cell 
in  the  battery... we’ve  only  got  10  volts  in  the  battery-each  battery  cell 
is  2  volts  and  there’s  6  cells  in  the  battery,  so  dead  battery  cell. 

Here  we  see  the  novice  generating  both  system  and  component  level  hypotheses, 
but  because  his  knowledge  is  not  hierarchically  organized,  not  pursuing  them  in  that 
order.  Rather,  he  looks  first  at  the  battery  charge.  Because  it  is  low,  he  accepts  the 
hypothesis  of  a  dead  cell.  His  diagnostic  strategy  does  not  reqxiire  that  he  consider 
any  hypotheses  relating  to  why  the  battery  might  be  low,  such  as  a  malfunction  in 
another  system. 

In  contrast,  the  advanced  student  generally  collected  more  information  before 
giving  a  diagnosis.  If  possible,  he  confirmed  his  diagnosis  by  visually  finding  the 
condition  that  created  the  symptom  (i.e.,  the  disabled  fuse  pjmel  connection  in 
Problem  IC).  When  that  was  not  possible,  he  jiistified  his  diagnosis  within  his 
causal  model.  For  example,  in  Problem  IB,  the  failure  could  not  be  confirmed 
by  visual  evidence.  Instead,  the  advanced  student  reaches  his  diagnosis  with  the 
following  information: 

...check  the  starter  draw.. .it’s  pulling  enough  down  to  get  the  starter  to 
go  alright.. .We  put  the  battery  under  load,  you  can  see  the  amps  rising 
and  it’s  charging  the  battery.. .So  the  alternator’s  working  OK...what  I 
believe  we  have  is  the  cell  is  dead  in  the  battery...Try  the  test  on  the 
VAT. ..As  you  see  on  the  indicator  is  also  showing  that  it  needs  charging 
for  the  battery  is  bad.. .So  what  we  have  here  is  a  battery  with  a  couple 
of  cells  dead,  and  it’s  a  seaded  battery  and  you  cannot  check  the  specific 
gravity  with  a  hydrometer  to  check  and  see  which  one’s  dead. 
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He  reached  and  justified  his  diagnosis  by  eliminating  all  other  possibilities  from 
his  S3rmptom-fault  sets  and  the  causal  model.  In  other  words,  he  tested  and  verified 
normal  functioning  of  both  the  starting  system  (”it’s  pulling  enough  down  to  get 
the  starter  to  go  alright”)  and  the  charging  system  (”So  the  alternator’s  working 
OK”).  These  are  the  only  two  systems,  other  than  accessories  such  as  headlights  and 
radio,  that  affect  the  level  of  charge  in  the  battery.  Consequently,  according  to  the 
student’s  causal  model,  if  the  battery’s  charge  is  low  and  the  starting  and  charging 
systems  are  functioning  correctly,  the  only  remaining  component  in  which  the  failure 
can  be  located  is  the  battery  itself.  In  some  types  of  batteries,  this  conclusion  can  be 
tested  directly,  but  in  the  car  used  in  this  problem,  the  battery  is  sealed.  Therefore, 
the  mechanic  must  stop  with  his  explanation  rather  than  attempt  to  verify  the 
diagnosis  any  further.  In  comparison  to  the  novice,  he  selected  his  hypotheses  more 
efficiently,  first  eliminating  competing  systems  from  consideration.  In  addition,  he 
based  his  acceptance  of  the  diagnosis  on  a  full  causal  explanation  rather  than  on 
superficial  evidence. 

4.3  Summary:  What  was  learned 

As  reported  above,  all  of  the  students  seemed  to  possess  the  same  types  of  knowl¬ 
edge  structures;  a  causal  model  of  the  engine,  symptom-fault  sets  linking  particular 
symptoms  to  the  failures  they  might  indicate,  and  a  collection  of  troubleshoot¬ 
ing  guidelines  and  procedures.  However,  the  students  at  various  levels  of  training 
differed  in  both  the  amount  of  knowledge  they  had  and  the  organization  of  that 
knowledge.  The  novice’s  knowledge  was  imorganized,  sparse,  and  sometimes  wrong. 
The  intermediate  students  had  a  better  organization  on  their  knowledge  (e.g.,  they 
grouped  parts  in  the  same  system  together)  and  some  misconceptions  IumI  been 
corrected,  but  it  was  still  incomplete.  The  advanced  students  had  a  much  more 
complete  knowledge  base,  and  many  of  the  misconceptions  of  the  novice  and  in¬ 
termediate  students  were  corrected.  In  particular,  advanced  students  knew  more 
about  what  failures  normally  look  like  than  did  intermediate  students,  who  knew 
more  about  how  the  cac  was  supposed  to  work  than  about  its  malfunctions.  The 
novice  knew  almost  nothing  about  malfunctions. 

The  novice  student,  having  learned  the  rudiments  of  how  a  car  works  in  class¬ 
room  instruction,  was  primarily  focused  on  acquiring  the  necessary  organization  of 
V  the  causal  model  to  allow  systematic  tracking  through  the  engine  in  search  of  a 
failure.  For  example,  diagnosing  a  fuel  system  restriction  in  the  earlier  problem, 
the  novice  moved  directly  from  the  symptom  (car  cranks  but  will  not  start)  to  the 
hypothesis  that  it  was  not  getting  enough  fuel  and  concluded  that  the  fuel  line 
was  restricted.  In  a  later  case  with  the  same  symptom,  the  novice  student  instead 
showed  that  he  had  subsumed  the  fuel  restriction  hypothesis  under  a  more  global 
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hypothesis  of  fuel  system  failure.  He  first  checked  the  end  point  of  the  fuel  sys¬ 
tem  for  evidence  of  failure  and  then  began  checking  components  within  the  system. 
Thus  he  had  modified  his  knowledge  base  in  an  important  way  between  cases.  He 
had  collected  the  fuel  system  components  into  a  system,  allowing  him  to  consider 
the  system  as  a  whole  as  his  first  hypothesized  failxire  source.  As  a  consequence,  his 
trouble-shooting  behavior  became  more  systematic  as  he  only  considered  specific 
components  of  a  system  if  the  system  as  a  whole  was  shown  to  be  the  source  of  the 
failure.  This  type  of  learning  can  be  termed  knowledge  reorganization. 

The  novice  also  improved  his  problem  solving  skills.  In  solving  Problem  lA,  he 
did  not  take  action  to  confirm  his  diagnosis.  Rather  he  was  content  to  accept  the 
hypothesis  on  the  basis  of  its  being  a  possible  failure  matched  to  the  symptom.  After 
attempting  to  solve  the  problem  himself,  he  listened  to  the  instructor’s  explanation 
of  how  to  diagnose  the  a  car’s  problem.  The  instructor,  as  part  of  his  explanation, 
showed  that  it  is  necessary  to  confirm  any  hypotheses  that  are  made.  In  the  second 
case  he  solved,  the  novice  had  learned  that  confirming  hypotheses  is  a  necessary 
component  of  problem  solving.  He  was  thus  also  refining  his  problem  solving  skills. 

In  contrast,  the  intermediate  students,  having  established  the  basic  hierarchical 
organization  of  his  causal  model  and  symptom-fault  sets,  were  primarily  engaged  in 
adding  new  information  to  his  knowledge  bases.  Specifically,  they  showed  evidence 
of  adding  to  the  faults  associated  with  a  given  symptom  in  their  symptom  fault  sets, 
learning  new  procedures  for  diagnosis,  and  identifying  the  locations  and  functions  of 
new  components.  For  example,  on  an  early  problem,  an  intermediate  student  made 
a  protracted  search  for  the  fuel  pump  relay.  On  a  later  case,  he  was  able  to  locate  and 
test  the  relay  at  the  appropriate  time  with  ease.  Thxis,  we  see  that  he  had  learned 
not  only  its  location  but  also  how  it  was  connected  within  the  fuel  system.  Similarly, 
he  employed  techniques  on  a  later  problem  that  he  had  apparently  not  known  when 
solving  an  earlier  problem,  leading  to  more  efficient  testing  of  hypotheses  and  an 
increased  likelihood  of  getting  correct,  useful  information  from  his  testing. 

Advanced  students,  engaged  in  yet  another  type  of  learning  that  we  have  termed 
refinement.  They  already  knew  most  of  the  information  needed  to  successfully  solve 
every  problem  presented.  The  changes  in  their  knowlege  between  cases  reflected  pri¬ 
marily  a  reordering  of  faults  in  the  symptom-faults  sets  to  reflect  new  probabilities 
of  occurrence.  In  other  words,  after  solving  a  case  in  which  the  correct  hypothesis 
was  one  he  considered  late  in  his  troubleshooting  procedures,  advanced  students 
returned  to  that  hypothesis  earlier  in  the  sequence  on  the  later  problem.  None 
showed  notable  changes  in  the  overall  organization  or  content  of  their  knowledge 
between  problems. 

In  addition,  the  advanced  students  seemed  to  have  an  additional  model  avail¬ 
able  to  them  that  the  intermediate  and  novice  students  were  missing:  a  model  of  a 
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malfunctioning  car.  Both  the  novice  and  intermediate  students  seemed  to  diagnose 
faults  by  first  zeroing  in  on  a  system  that  might  be  faulty  and  then  checking  the 
behavior  of  the  car  against  the  expected  behavior  of  a  working  car.  What  differ¬ 
entiated  the  novice’s  behavior  from  that  of  the  intermediate  students  was  that  the 
novice  might  focus  on  a  particular  part,  while  the  intermediate  students  focused  on 
a  system.  The  more  advanced  students  (and  the  instructor),  however,  seemed  to 
know  what  to  expect  in  a  malfunctioning  car.  In  other  words,  they  not  only  had 
a  working  model  of  the  car,  but  they  also  had  a  malfunction  model  of  the  car.  We 
can  see  this  in  the  behavior  of  the  students  when  the  testing  equipment  was  faulty 
(Problem  IB).  The  advanced  student  was  the  only  one  of  the  students  who  worked 
on  this  problem  who  could  recognize  that  the  readings  he  was  getting  from  the  test 
equipment  were  faulty.  The  intermediate  student  who  worked  on  this  problem  was 
unable  to  differentiate  a  bad  reading  on  test  equipment  from  a  faulty  car. 


5  Learning  Processes 

Most  researchers  studying  learning  have  investigated  unsupervised  learning  or  learn¬ 
ing  where  the  teacher  gives  an  example  but  no  explanations.  However,  our  observa¬ 
tions  show  that  much  of  the  learning  that  goes  on  early  in  problem  solving  depends 
on  a  teacher  to  give  an  explanation  of  the  procedures  for  solving  a  problem  and 
the  knowledge  needed  to  solve  it.  The  causal  model  describing  how  a  car  func¬ 
tions  properly,  the  one  describing  what  malfunctions  look  like,  associations  between 
symptoms  and  faults,  and  the  problem  solving  procedures  the  instructor  finds  useful 
motivate  an  instructor’s  explanations. 

Early  in  learning,  students  don’t  know  enough  to  be  able  to  learn  exclusively 
from  their  own  problem  solving  experiences.  For  example,  the  novice  who  tracks 
down  the  error  to  the  fuel  pump  when  it  is  the  fuel  pump  relay  that  is  faulty  (i.e., 
the  fuel  pump’s  imputs  are  causing  it  to  malfunction,  not  the  pump  itself)  can 
learn  only  if  he  is  given  extensive  opportunity  to  attempt  to  fix  the  problem  or  if  a 
teacher  intervenes  to  show  him  what  he  was  doing  wrong.  And,  when  the  student 
is  a  rank  novice,  the  experience  of  trying  to  fix  it  himself  may  be  so  overwhelming 
that,  in  the  worst  case,  nothing  is  learned,  while  in  the  best  case,  learning  takes 
a  long  time.  It  might  take  several  attempts,  for  example,  trying  to  put  in  a  new 
V  fuel  pump  before  the  student  will  start  thinking  that  something  else  is  the  matter, 
and  at  that  point,  there  are  so  many  things  that  could  have  gone  wrong  during  his 
previous  attempts  (e.g.,  the  new  fuel  pump  may  be  faulty,  he  may  have  connected 
it  up  wrong  in  a  whole  range  of  different  ways)  that  he  may  only  be  able  to  track 
down  the  problem  if  he  is  lucky  in  his  initial  guesses. 
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Nor  did  our  intermediate  student  seem  capable  of  learning  without  supervision. 
While  he  didn’t  need  help  with  simple  diagnostic  procedures,  he  was  unable  to 
differentiate  between  instrument  readings  produced  by  faulty  parts  and  instrument 
readings  produced  by  faulty  instruments.  In  other  words,  his  missing  knowledge 
about  what  faults  look  like  required  that  an  instructor  intervene  to  instruct  him  on 
that  subject. 

Not  only  did  students  need  to  know  how  things  work  (i.e.,  have  a  nearly  complete 
working  model)  to  learn  in  a  completely  unsupervised  setting,  but  they  also  need 
to  know  how  things  can  go  wrong  and  what  things  are  in  the  normal  realm  of 
possibility.The  advanced  student,  who  was  by  no  means  an  expert,  was  able  to  do 
quite  a  bit  more  learning  by  himself  because  he  knew  both  of  these  things.  He, 
however,  also  needed  help  from  time  to  time  when  the  knowledge  he  needed  to 
solve  a  problem  by  himself  was  missing  or  faulty. 

Several  learning  processes  were  identified  by  examining  the  protocols: 

Learning  by  understanding  explanations:  After  the  students  had  diag¬ 
nosed  each  problem,  the  instructor  demonstrated  the  correct,  or  optimal,  diagnostic 
path  for  the  problem.  In  doing  so,  he  enumerated  both  the  reasons  for  considering 
each  hypothesis  and  the  diagnostic  and  test  procedures  he  was  using.  The  stu¬ 
dents  attempted  to  modify  their  knowledge  to  match  the  instructor’s  wherever  his 
procedures,  hypotheses,  or  explanations  differed  from  theirs.  We  have  termed  this 
process  learning  by  understanding  explanations  (Redmond  is  Martin,  1988,  Martin 
is  Redmond,  1988).  It  is  a  comb;  ation  of  lea  ig  by  observing  an  expert  (Mit^’-ell, 
et  al.,  1985)  and  learning  by  b  ;  told.  In  .  .ning  by  understanding,  the  lea-  sr 
has  an  opportunity  to  observe  a. .other  person  ^in  this  study,  the  instructor)  solving 
the  same  case  while  providing  an  ongoing  explanation  of  the  knowledge  and  pro¬ 
cesses  used.  The  learner  notices  those  points  at  which  the  instructor’s  knowledge 
differs  from  his  own  and  modifies  his  knowledge  to  bring  it  into  agreement  with  the 
instructor’s.  There  are  a  variety  of  things  that  can  be  learned  by  this  method:  new 
organizational  structures,  as  when  the  novice  collected  the  fuel  system  components 
into  a  system;  new  diagnostic  strategies,  as  when  the  novice  learned  to  test  system 
endpoints  or  when  the  intermediate  student  leaxned  how  to  use  trouble  trees;  new 
causal  connections  in  the  causal  model;  new  test  procedures;  and  refinements  of  smy 
of  these  things. 

A  more  complete  explanation  of  this  process  can  be  found  in  (Redmond  is 
Martin,  1988)  or  (Martin  is  Redmond,  1983).  In  short,  a  student  learning  by 
this  method  attempts  to  explain  each  of  ths  hings  the  teacher  is  doing,  and  then 
uses  the  teacher’s  additional  comments  ana  explanations  to  bridge  the  gaps  in 
his  understanding.  Thus,  if  the  teacher  proposes  a  particular  hypothesis  given 
a  particular  set  of  symptoms,  the  student  (internally)  attempts  to  explain  why 
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that  is  a  good  hypothesis.  The  student  may  not  know  why  a  particular  hypothesis 
is  appropriate,  but  the  teacher’s  explanation  allows  him  to  fill  in  the  gaps  in  his 
attempted  explanation.  Without  the  teacher’s  explanations,  the  best  the  student 
can  do  is  to  draw  associations.^ 

Active  gap  filling:  While  engaged  in  diagnosis,  a  student  would  sometimes 
realize  that  he  did  not  know  a  specific  piece  of  knowledge  about  the  behavior  of  a 
component,  or  the  connections  between  a  component  and  the  rest  of  the  engine  that 
was  needed  to  solve  the  current  problem.  For  example,  his  diagnostic  procedures 
might  have  told  him  that  he  needed  to  check  the  input  to  some  component,  but  he 
might  not  have  known  what  the  input  source  was.  To  find  the  missing  knowledge, 
he  woTild  consult  an  outside  reference  source,  such  as  a  book  or  a  more  experienced 
individual.  The  information  thus  obtained  was  then  incorporated  into  his  knowledge 
base  and  was  available  during  later  diagnostic  sessions.  This  is  the  process  by  which 
the  intermediate  student  learned  the  location  of  and  connections  to  the  fuel  pump 
relay.  While  he  knew  that  he  needed  to  find  the  fuel  pump  relay,  he  was  unfamiliar 
with  the  particular  car  he  was  diagnosing.  He  knew  that  manuals  provided  this 
kind  of  information  and  went  to  the  manual  to  find  out.  He  went  directly  to  the 
appropriate  schematic  in  the  manual  and  then  spent  considerable  time  using  that 
schematic  as  a  map  of  the  engine  and  eventually  finding  the  part  he  was  looking 
for.  In  other  words,  he  used  an  outside  source  (in  this  case,  the  manual)  to  find  out 
exactly  the  specific  piece  of  information  he  was  missing. 

We  have  termed  this  learning  process  active  gap  filling  in  recognition  of  the 
intentional  nature  of  the  learning.  To  engage  in  active  gap  filling,  the  individual 
must  have  enough  knowledge  about  the  system,  enough  problem  solving  knowledge 
to  know  what  he  ought  to  be  doing,  and  an  adequate  organizational  structme  to 
allow  him  to  recognize  where  the  gaps  in  his  knowledge  might  be,  or  at  least  to 
realize  when  an  apparent  dead  end  in  his  diagnosis  might  be  the  result  of  a  lack  of 
easily  obtained  information  rather  than  something  more  extensive.  Possibly  because 
of  this  requirement  for  a  fairly  complete  and  well  organized  knowledge  base,  active 
gap  filling  was  primarily  used  by  the  intermediate  and  advanced  students  as  a 
learning  tool.  Our  protocols  show  that  knowledge  learned  through  active  gap  filling 
is  remembered  and  available  for  use  in  later  problem  solving. 

Learning  from  interpreting  feedback:  When  a  diagnostic  procedure  was 
not  yielding  the  results  the  student  expected,  or  when  he  could  not  interpret  the 

^Thifl  process  may  remind  people  of  Mitchell  et  al’s  (1985)  learning  by  observing  an  expert, 
built  into  the  LEAP  system.  Learning  by  understanding  explanations  assumes  that  the  learner 
has  incomplete  knowledge  and  that  the  task  of  the  learner  is  to  augment  its  knowledge.  LEAP’S 
method,  as  well  as  other  methods  employing  EBL  and  EBG  (DeJong  Sc  Mooney,  1986,  Mitchell,  et 
aL,  1986),  assume  that  the  learner  has  complete  knowledge,  and  allow  the  learner  to  better  package 
that  knowledge. 
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results  from  a  test,  students  had  to  ask  for  help.  In  essence,  learning  from  interpret¬ 
ing  feedback  is  a  combination  of  active  gap  filling  and  learning  by  understanding 
explanations.  As  in  learning  by  active  gap  filling  the  student  is  aware  of  a  gap  in 
his  knowledge.  He  may  not,  however,  know  what  that  gap  is.  And,  while  active  gap 
filling  is  usually  a  process  of  finding  out  about  some  feature  of  an  object,  learning  by 
interpreting  feedback  focuses  on  procedures:  in  particular,  “what  went  wrong”  with 
a  particular  procedme.  Learning  by  interpreting  feedback  can  result  in  correcting 
a  faulty  causal  model,  but  more  often  involves  correcting  and  refining  knowledge 
about  how  to  do  things.  This  process  is  similar  to  learning  by  understanding  expla¬ 
nations,  since  the  instructor  may  provide  a  causal  explanation  of  some  phenomenon 
or  offer  idvice  about  carrying  out  procedures.  It  is  a  more  active  and  goal-directed 
process,  however,  initiated  by  some  complication  the  student  is  experiencing  while 
solving  a  problem. 

Learning  by  interpreting  feedback  is  invoked  when  the  student  cannot  interpret 
the  unexpected  results  of  his  problem  solving.  The  process  of  explaining  those  re- 
sTilts  can  be  done  by  the  student  or  by  asking  the  instructor.  When  an  intermediate 
student  foimd  that  he  was  getting  test  results  that  he  could  not  interpret  he  went  to 
the  instructor  for  help.  On  the  same  problem,  the  advanced  student  figured  out  for 
himself  that  the  test  equipment  was  faulty,  and  was  able  to  learn  on  his  own  which 
ranges  of  test  results  predicted  faulty  equipment.  The  advanced  student  could  do 
this,  while  the  intermediate  one  could  not,  because  he  had  knowledge  telling  him 
what  things  look  like  when  they  malfunction.  This  experience  told  him  what  mal¬ 
function  of  a  particular  instrument  looks  like.  The  intermediate  student,  on  the 
other  hzind,  did  not  know  enough  to  hypothesize  by  himself  that  the  test  equipment 
might  be  faulty.  On  another  occasion,  however,  the  advanced  student  needed  the 
instructor  to  provide  an  explanation  to  him.  He  was  trying  to  energize  the  fuel 
pump  from  the  battery  using  a  test  light  to  connect  them  together.  He  could  not 
get  the  fuel  pump  to  go  on.  He,  like  the  intermediate  student  in  the  previous  exam¬ 
ple,  knew  what  the  results  should  look  like  (in  this  case,  he  thought  the  fuel  pump 
should  go  on)  but  did  not  know  why  the  results  he  was  getting  were  different.  He 
asked  the  instructor  what  he  wzis  doing  wrong.  The  instructor  told  him  that  he 
needed  to  use  a  lead  (a  wire  with  no  bulb  attached)  to  energize  the  fuel  pump,  since 
with  a  light  attached,  the  bulb  consumes  the  power  from  the  energy  before  it  gets 
to  the  pump.  In  this  case,  the  advanced  student’s  causal  model  of  electricity  was 
faulty. 

Abstraction:  Another  learning  process  that  was  noted  was  abstraction.  It 
seemed  that  any  new  information  acquired  by  a  student  between  problems  was  in¬ 
corporated  into  the  knowledge  base  at  several  different  levels.  We  can  see  this  most 
clearly  in  the  novice  student’s  behavior.  Recall  that  in  one  problem,  he  tracked 
the  failure  to  the  fuel  pump  but  did  not  examine  the  system  further  to  distinguish 
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whether  the  problem  was  in  the  fuel  pTunp  or  in  the  input  to  the  fuel  pump.  The  in¬ 
structor  followed  that  session  with  an  explamation  of  how  to  diagnose  the  fuel  pump 
problem.  In  his  explanation,  he  stated  that  the  endpoints  of  the  fuel  system  had 
to  be  checked  for  evidence  of  a  problem.  The  student  learned  this  (by  imderstand- 
ing  the  instructor’s  explanation)  and  in  the  next  problem  applied  it.  The  student 
also  apparently  learned  the  abstract  principle  the  instructor  was  illustrating:  that 
system  endpoints  need  to  be  checked  for  problems  when  diagnosing  any  system. 
Abstraction  is  sometimes  done  spontaneously,  as  in  the  example  just  given,  and 
is  sometimes  induced  by  the  instructor  dtiring  explanation.  For  example,  in  one 
instaince  the  instructor  walked  students  through  an  engine  they  hadn’t  seen  before, 
and  stated  that  parts  with  a  particular  function  had  to  be  foimd.  He  then  explained 
what  those  parts  look  like  in  general.This  abstract  knowledge  allows  the  student  to 
identify  the  part  no  matter  what  type  of  car  he  is  looking  at. 

Case-Based  Reasoning:  A  final  process  that  facilitated  learned  was  cast- 
based  reasoning.  In  case-based  reasoning,  a  previous  case  that  a  problem  solver  is 
reminded  of  provides  an  answer  to  a  new  problem  or  focuses  him  on  the  knowledge 
needed  to  solve  the  problem  (Kolodner  &  Simpson,  1984,  Hammond,  1986).  While 
in  the  previous  paragraphs,  we  have  referred  to  learning  processes  that  allow  a 
problem  solver  to  learn  new  facts,  case-based  reasoning  is  a  problem  solving  method 
that  allows  a  problem  solver  to  improve  its  performance  without  full  understanding 
of  the  facts.  Remembering  previous  cases  allows  a  problem  solver  to  solve  a  new 
problem  better  than  an  old  one  even  when  the  problem  solver  is  missing  a  causal 
explanation  of  why  the  previous  solution  did  or  did  not  work.  Our  hypotheses  about 
case-based  reasoning  in  experts  predict  that  those  cases  that  are  diflferent  than  what 
is  expected  are  the  ones  that  are  remembered  (Kolodner,  1982,  1983,  Kolodner  & 
Simpson,  1984,  Schank,  1982).  But  novices  don’t  always  know  the  norms,  so  they 
can’t  recognize  that  something  is  different. 

The  data  we  collected  in  this  study  show  three  situations  in  which  novices  stored 
cases  for  later  problem  solving.  First,  if  a  case  serves  as  a  strong  justification  for 
doing  a  procedure,  then  the  case  was  "kept”  and  referred  to  later.  The  advanced 
student,  in  an  early  problem,  spent  45  minutes  trying  to  solve  a  problem  that  he 
could  have  solved  instantly  with  visual  inspection.  In  the  next  problem,  he  did  a 
visual  inspection  immediately,  saying  “what  we  want  to  do  is  check  the  wire.. .like 
we  did  the  last  time” . 

^  Second,  cases  were  maintained  in  memory  if  they  served  as  an  example  of  a 
particularly  complex  or  unusual  situation.  This  includes,  among  other  things,  cases 
where  a  set  of  symptoms  predict  a  highly  unusual  fault  and  cases  where  some  set 
of  symptoms  predict  a  fairly  commonplace  fault  that  is  hard  to  diagnose.  Both 
students  who  solved  problem  2C  (one  intermediate  and  one  advanced),  in  which 
a  rocker  arm  had  been  removed,  for  example,  were  able  to  do  it  on  the  basis  of 
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remembering  a  previous  case  in  which  a  rocker  arm  had  been  broken.  A  broken 
rocker  arm  is  a  highly  unusual  problem.  In  almost  all  C2ises,  rocker  arms  outlive 
the  cars  they  are  in.  The  other  students,  who  had  never  seen  such  a  problem,  were 
unable  to  solve  the  problem  (one  intermediate  and  one  novice) .  These  two  students 
were  able  to  determine  that  none  of  the  possible  common  causes  of  the  symptoms 
were  responsible  for  the  failure  of  the  car,  but  they  were  not  able  to  pursue  their 
investigations  beyond  that  point.  The  two  successful  students  were  reminded  (based 
on  the  particular  sound  of  the  car)  early  in  their  diagnosis  of  a  car  they  had  worked 
with  in  the  previous  quarter  that  had  the  same  problem.  This  reminding  led  both  of 
them  to  try  the  diagnostic  procedures  that  would  lead  them  to  the  correct  diagnosis 
and,  thus,  to  the  diagnosis. 

A  third  instance  in  which  a  previous  case  was  kept  was  when  it  illustrated 
something  that  was  not  known  previous  to  that  case.  The  case  was  remembered 
until  what  was  learned  from  it  was  confirmed  by  a  later  case.  While  one  of  the  other 
procedures  might  have  been  used  to  learn  a  general  concept,  the  case  in  which  it  was 
learned  seemed  to  remain  available  to  the  students  until  the  new  item  of  information 
was  confirmed  by  another  case.  We  could  not  determine,  however,  whether  the 
general  knowledge  or  the  C2ise  was  accessed  first  in  later  problem  solving. 


6  Summary  and  Conclusions 

We  have  attempted  to  outline  the  knowledge  that  student  problem  solvers  at  various 
levels  of  expertise  have  available  to  them  as  they  solve  real  world  problems  and  the 
learning  procedures  by  which  they  augment  and  refine  that  knowledge. 

Diagnostic  behavior  seems  to  require  the  interaction  between  two  major  types 
of  knowledge  structures:  caused  models  and  symptom^ fault  sets.  The  knowledge  and 
organization  of  these  knowledge  structures  changes  with  experience.  In  the  causal 
model,  the  most  notable  change  is  the  increasing  complexity  of  the  model,  refiected 
in  the  growing  awareness  of  the  interconnectedness  of  systems  within  the  engine. 
The  novice  is  clearly  unaware  of  the  possibility  that  electronic  failures  can  affect 
things  like  fuel  delivery,  since  he  knows  little  about  the  dependencies  between  the 
fuel  system  and  the  electrical  system,  while  the  more  advanced  mechanic  not  only 
^  knows  that  such  relationships  exist,  he  considers  them  a  highly  common  source  of 
failures.  Similarly,  the  number,  organization,  and  accuracy  of  the  symptom-fault 
sets  changes  with  increasing  experience.  Ultimately,  they  are  able  to  represent  a 
complex,  hierarchical  system  of  relationships.  The  data  suggest  that  components 
are  organized  hierarchically  under  their  respective  systems  and  are  never  directly 
considered  unless  their  system  is  determined  to  house  the  failure,  or  at  least  to  be 
the  source  of  information  crucial  to  locating  the  failure. 


23 


Bmlding  partly  on  these  changes  in  the  knowledge  structures,  and  partly  on 
independent  effects  of  experience  on  decision  processes,  the  mechanic’s  procedures 
and  guidelines  for  accepting  hypotheses  as  diagnoses  also  change.  The  processes  or 
procedures  used  become  increasingly  focussed  on  information  that  will  allow  a  causal 
interpretation  of  the  behavior  observed.  At  the  same  time,  the  developing  knowledge 
structures  allow  the  mechanic  to  search  for  and  aquire  more,  and  more  accurate, 
information  from  his  symptom-fault  sets  and  his  causal  model.  The  interaction  of 
these  changes  in  both  knowledge  and  process  lead  to  the  more  accurate  and  efficient 
problem  solving  seen  in  experts. 

Thus,  we  see  that  experience  is  providing  the  mechanic  with  three  things.  His 
overall  level  of  knowledge  is  increasing;  the  organization  and  integration  of  his 
knowledge  structures,  both  the  symptom-fault  sets  and  the  causal  model,  are  in- 
crecising;  and  his  processes  and  criteria  for  reaching  diagnoses  are  becoming  more 
accurate,  more  efficient,  and  more  focussed  on  causal  information. 

We  have  also  identified  five  different  real-world  learning  procedures  used  by  the 
students  and  several  roles  a  teacher  must  play  in  helping  a  student  to  learn  at 
various  stages.  Learning  by  understanding  explanations  is  the  process  by  which  stu¬ 
dents  integrate  a  teacher’s  explanation  of  how  to  solve  a  problem  with  their  own 
diagnostic  knowledge.  Active  gap  filling  allows  a  student  to  fill  in  known  gaps  in 
his  knowledge  by  asking  questions  or  looking  in  source  books.  Learning  from  inter¬ 
preting  feedback  is  used  when  the  student  is  unable  to  evaluate  test  results  he  has 
obtained.  Interpretation  may  or  may  not  require  intervention  of  a  teacher,  depend¬ 
ing  upon  the  student’s  knowledge  state.  Abstraction  lets  the  student  reorganize  his 
knowledge  in  better  ways.  It  can  be  done  independently  by  a  student  or  pointed 
out  by  a  teacher.  Case-based  reasoning  allows  the  student  to  improve  his  problem 
solving  without  having  a  full  imderstanding  of  how  things  work.  The  cases  students 
remember  might  be  their  own  attempts  to  solve  problems  or  the  explanations  given 
by  a  teacher  of  how  to  solve  a  problem.  We  have  identified  three  circumstances 
under  which  students  seem  to  retain  their  experiences:  when  an  experience  was 
unexplainable,  when  it  provided  the  first  introduction  to  some  concept,and  when  a 
serious  mistake  was  made. 

While  much  research  has  gone  into  unsupervised  learning,  little  research  has 
focused  on  processes  by  which  a  student  learns  from  a  teacher.  Among  the  learn¬ 
ing  processes  we  have  identified,three  require  extensive  interaction  with  a  teacher: 
learning  by  imderstanding  explanations,  active  gap  filling,  and  learning  by  inter¬ 
preting  feedback.  The  particular  interactions  depend  on  the  knowledge  the  student 
already  hzis.  More  research  in  this  area  is  surely  needed  if  we  want  to  develop  better 
te«iching  technologies  and  practices. 
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Abstract 

MECH  is  a  computer  interface  for  providing  instruction  on  mental  models  and  troubleshooting 
skills  and  for  performing  research  on  these  topics.  Section  1  describes  MECH's  general 
characteristics.  MECH  currently  runs  on  IBM  PC  class  computers,  is  relatively  domain- 
independent,  and  does  not  require  programming  to  use.  Instead,  authors  must  only  construct 
text  files  with  a  text  editor  to  configure  MECH  for  a  particular  domain.  Using  hypertext  and 
hypergraph  mechanisms,  MECH  provides  students  with  structural  and  functional  knowledge  of 
a  domain  at  a  conceptual  level.  MECH  does  not  currently  provide  high-fidelity  experience,  nor 
simulate  the  system  it  models.  Although  MECH  does  not  simulate  a  domain,  it  uses  simple, 
easily-constructed  production  systems  to  provide  a  dynamic  and  realistic  troubleshooting 
environment.  MECH  also  teaches  functional/qualitative  reasoning,  symptom-fault  rules,  and 
domain-independent  strategies  that  underlie  troubleshooting.  MECH  does  not  currently  teach 
actual  test  and  repair  procedures.  Section  II  presents  the  theoretical  principles  that  underlie 
MECH’s  design.  Section  III  presents  an  overview  of  MECH's  utilities  and  how  they  work. 
Sections  IV  and  V  describe  how  MECH  can  be  configured  for  a  wide  variety  of  instructional 
and  experimental  settings.  MECH  stores  a  complete  record  of  keystrokes,  millisecond  latencies 
between  keystrokes,  and  screen  information  from  each  session.  These  keystroke  files  provide  a 
rich  source  of  data  and  can  also  be  used  to  control  MECH  during  later  sessions  in  a  wide  variety 
of  manners.  MECH  has  a  payoff  structure  that  can  be  used  to  motivate  students  and  measure 
their  troubleshooting  ability.  MECH  also  includes  a  timed  true-false  test  that  can  be  run 
optionally.  Section  VI  describes  how  to  obtain  the  MECH  software  at  no  cost  and  configure  it. 
This  section  also  provides  complete  instructions  on  how  to  perform  demonstration  sessions  and 
how  to  perform  all  possible  operations  within  MECH.  Section  VII  provides  complete 
instructions  on  how  to  author  files  for  a  new  domain  and  on  how  to  alter  already  existing  files. 
Section  VIII  describes  numerous  suggestions  for  further  developing  and  improving  MECH 
through  reprogramming. 
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Section  I 


I.  Introduction 

A.  What  MECH  Is 

MECH--a  computer  program  currently  developed  for  IBM  PC  class  computers-provides 
students  with  training  on  the  structure  and  function  of  conceptual  domains.  Consider  the 
domain  of  small  lawn  mower  engines,  for  which  we  have  currently  configured  MECH.  Through 
graphics  and  text  utilities  that  decompose  domain  structure,  MECH  teaches  the  hierarchical 
organization  of  the  engine.  For  example,  MECH  teaches  the  systems  that  compose  the  highest 
level  of  engine  structure,  namely,  the  fuel,  ignition,  cylinder,  drive  train,  lubrication,  and  cooling 
systems.  In  turn,  MECH  illustrates  the  composition  of  these  systems.  For  example,  the  ignition 
system  decomposes  into  the  magneto,  breaker  points,  and  spark  plug.  Decomposition  continues 
until  MECH  reaches  the  level  of  terminal  components.  For  example,  the  breaker  points 
decompose  into  terminal  components  for  the  plunger,  moving  arm,  spring,  moving  point,  and 
stationary  point. 

MECH  also  teaches  students  functional  organization,  showing  the  functional/qualitative 
relations  underlying  each  system.  For  example,  MECH  might  show  how  air  and  fuel  enter  the 
carburetor,  how  they  are  mixed  in  the  carburetor,  and  where  the  carburetor  sends  air-fuel 
mixture. 

Note  that  MECH  only  provides  students  with  an  abstract  conceptual  account  of  a  domain  and 
does  not  provide  direct  sensori-motor  experience.  Students  who  learn  about  small  engines  from 
MECH  would  probably  not  know  what  a  carburetor  looks  like  or  how  to  find  one  in  an  actual 
engine.  Instead  students  using  MECH  would  acquire  conceptual  understandings  of  the 
carburetor's  internal  structure  and  function,  as  well  as  how  it  interacts  with  other  parts  of  the 
engine.  In  Section  VIII.K,  we  suggest  how  MECH  could  be  extended  to  provide  sensori-motor 
training,  along  with  conceptual  training. 

There  are  a  wide  variety  of  applications  across  which  such  a  conceptually-oriented  tutor  may  be 
useful.  Some  possibilities  are  as  follows: 

(1)  In  instructional  domains,  students  may  often  need  to  acquire  a  conceptual 

understanding  of  how  something  works.  For  example,  a  student  taking  a  non¬ 
performance  course  on  mechanical  devices  may  need  to  acquire  abstract  accounts  of 
device  structure  and  function. 

(2)  A  manager  may  want  a  rudimentary  understanding  of  how  the  equipment  works  that 

his  or  her  assistants  operate. 

(3)  Someone  who  does  troubleshooting  completely  according  to  fixed  procedures  ("by  the 

book")  may  want  a  conceptual  understanding  of  the  domain  simply  out  of  curiosity. 

(4)  Someone  who  does  troubleshooting  in  a  domain  where  fi.xed  procedures  do  not  exist, 

and  where  functional/qualitative  reasoning  is  necessary  for  isolating  tault.s,  may  tind 
conceptual  tutoring,  not  only  helpful,  but  necessary  in  preparing  for  troubleshooting. 
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session  can  be  used  to  show  a  second  group  of  subjects  the  second  technique.  Both 
groups  can  then  perform  troubleshooting  on  a  common  problem  set  to  see  which 
technique  promotes  the  best  learning. 

To  run  MECH  under  "keystroke"  control,  a  student  simply  presses  the  <  ENTER  > 
key  continually.  Each  time  the  student  presses  <  ENTER  >,  MECH  implements  the 
next  keystroke  from  the  keystroke  control  file,  just  as  if  it  had  been  entered  at  the 
keyboard.  A  wide  variety  of  manipulations  can  be  constructed  through  this 
mechanism. 

(4)  MECH  contains  a  timed  true-false  test  that  can  be  performed  at  the  end  of  a  session, 

if  so  desired.  Responses  are  measured  with  millisecond  accuracy. 

(5)  MECH  presents  students  with  extensive  feedback  about  the  success  of  their 

troubleshooting  efforts,  as  well  as  associated  costs.  This  payoff  structure  can  be 
used  to  motivate  subjects  in  various  ways  and  to  measure  individual  differences  in 
troubleshooting  skill. 

Turning  to  implementation,  MECH  has  been  designed  for  use  across  a  wide  range  of  domains. 
We  have  identified  what  we  believe  are  domain-independent  principles  of  mental  models  and 
troubleshooting  and  have  developed  MECH  around  them.  Although  we  have  currently 
configured  MECH  for  the  domain  of  small  engines,  it  could  be  configured  for  a  wide  variety  of 
other  domains,  including  other  mechanical  devices,  electronic  devices,  social  organizations, 
computer  programs,  and  so  forth.  In  fact,  our  programmer  has  configured  MECH  to  teach 
programmers  about  itself,  so  that  programmers  can  easily  make  alterations  if  they  wish.  If  a 
reader  is  interested  in  obtaining  this  particular  implementation  of  MECH,  they  can  do  so  by 
writing  us  and  including  a  floppy  disk  (see  Section  VI.A  for  disk  requirements). 

However,  MECH  does  not  require  any  programming  to  be  used  across  a  wide  range  of  domains 
and  applications.  If  a  user  wants  to  configure  MECH  for  some  other  domain  besides  small 
engines,  he  or  she  only  needs  a  text  editor  to  construct  the  input  files  that  MECH  requires. 
Section  VII  completely  describes  how  to  construct  every  input  file  that  MECH  uses.  Similarly, 
if  a  user  wants  to  revise  our  input  files  for  small  engines.  Section  VII  provides  all  the  necessary 
information  about  how  to  do  tljis.  If  a  user  is  interested  in  reprogramming  MECH,  Section  VIII 
contains  some  relevant  guidelines. 

B.  What  MECH  Is  Not 

MECH  does  not  provide  students  with  a  high-fidelity  simulation  of  a  system.  Students  do  not 
receive  perceptual  training  that  would  allow  them  to  actually  identify  the  components  of  a 
system  or  malfunctioning  components.  Similarly,  students  do  not  receive  procedural  training  in 
actually  performing  tests  and  making  repairs.  For  these  reasons,  MECH  is  not  sufficient  for 
teaching  troubleshooting,  although  it  may  be  a  useful  accompaniment  to  hands-on  training  or  to 
a  high-fidelity  simulator.  Because  hands-on  training  and  high-fidelity  simulators  provide  so 
much  sensori-motor  information,  students  may  have  trouble  simultaneously  extracting  and 
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II.  MECH's  Design  Principles 

In  this  section  we  present  the  theoretical  assumptions  that  underlie  MECH's  design.  Please 
note  that  we  do  not  cite  much  previous  work  relevant  to  our  interests.  Instead  our  goal  here  is 
primarily  to  describe  the  system  we  have  constructed.  Later  reports  will  make  more  contact 
with  the  literature. 

A.  Representing  Mental  Models 

We  assume  that  the  following  representational  assumptions  apply  to  most  mental  models; 

1.  Analogical  mapping.  People  generally  try  to  acquire  a  one-to-one  mapping  between  the 
components  and  relations  of  their  mental  model  and  the  components  and  relations  in  the 
corresponding  physical  device  (Johnson-Laird,  1983).  A  person’s  mental  model  may  not 
represent  all  the  components  and  relations  in  the  corresponding  physical  device.  Components 
and  relations  that  are  represented  may  be  incorrect. 

2.  Hierarchical  organization.  To  the  extent  that  the  organization  of  a  physical  device  is 
hierarchical,  the  organization  of  a  mental  model  may  typically  be  hierarchical  as  well.  More 
specifically,  the  device  and  the  mental  model  both  decompose  into  high-level  systems,  which  in 
turn  decompose  into  lower-level  systems,  and  so  forth,  before  decomposing  into  terminal 
components.  Components  belonging  to  two  systems  may  occasionally  violate  strict  hierarchical 
organization.  For  example,  the  spark  plug  can  be  viewed  as  belonging  both  to  the  ignition 
system  and  the  cylinder  assembly.  Even  with  these  violations,  it  is  still  possible  to  decompose  a 
device  in  a  quasi-hierarchical  manner  that  serves  as  a  useful  organization  of  components.  In  a 
small  engine,  decomposition  may  proceed  from  the  engine  to  the  ignition  and  fuel  systems,  from 
the  ignition  system  to  the  magneto  and  spark  plug,  from  the  magneto  to  the  coil,  and  from  the 
coil  to  terminal  components  such  as  the  primary  and  secondary  wires. 

3.  Multiple  models.  A  given  mental  model  may  be  one  of  many  possible  for  the  same 
physical  device.  There  are  many  ways  models  can  differ.  There  can  be  simple  ways  in  which 
different  people  represent  the  same  device  somewhat  differently.  Or  there  may  be  multiple 
models  for  the  same  device  that  capture  fundamentally  different  kinds  of  input/output  relations 
and  serve  fundamentally  different  kinds  of  reasoning  goals  (e.g.,  White  and  Fredericksen,  1986). 

We  assume  that  any  hierarchically-organized  mental  model  contains  the  following  three  types  of 
representational  entities: 

4.  Components.  These  include  representations  of  the  specific  systems  that  compose  a  more 
general  system,  as  well  as  the  terminal  components  of  the  most  specific  systems.  In  a  small 
engine,  components  of  the  engine  include  the  fuel  system  and  ignition  system  (decomposition  of 
a  general  system  to  more  specific  systems);  components  of  the  coil  include  the  primary  wire  and 
secondary  wire  (decomposition  of  a  system  to  terminal  components). 
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changes  in  one  component  affect  the  qualitative  states  of  connected  components  (e.g.,  as  the  the 
throttle  valve  is  increasingly  opened,  increasingly  large  amounts  of  fuel  enter  the  carburetor). 

As  numerous  theorists  have  suggested,  people  use  functional/qualitative  rules  to  simulate 
performance  of  a  device.  Series  of  rules  can  be  applied  to  see  how  the  input  to  one  component 
produces  effects  over  paths  of  relations  that  emanate  away  from  it.  Following  Hegerty,  Just, 
and  Morrison  (1988),  the  operation  of  these  rules  depends  on  the  properties  of  the  respective 
components,  as  well  as  on  the  inputs  they  receive  (e.g.,  the  rate  of  fuel  flow  through  a  tube 
depends  on  its  diameter,  as  well  as  on  the  amount  of  fuel  it  receives  as  input).  Both  properties 
and  inputs  provide  constraints  on  the  behavior  of  components.  Functional/qualitative 
reasoning  rules  capture  these  constraints  and  enable  predictions  about  performance.  More 
specific  forms  of  these  rules  may  on  occasion  allow  quantitative  prediction. 

2.  Symptom-fault  rules.  These  rules  start  with  observed  problematic  symptoms  and  provide 
hypotheses  about  what  components  might  be  at  fault.  For  a  small  engine,  a  symptom-fault  rule 
might  state  that  whenever  there's  a  strong  gas  smell  during  engine  operation,  check  to  see  if  the 
choke  is  broken.  Another  rule  might  state  that  whenever  the  engine  type  is  Briggs  and  Stratton, 
check  to  see  if  the  condenser  is  broken.  Symptoms  may  either  be  causally  related  to  faults,  or 
they  may  be  incidental  features  that  correlate  with  faults. 

3.  Meta-rules.  These  include  rules  about  how  the  structure  of  a  mental  model  should  be 
searched  to  find  a  fault  (e.g.,  breadth-first  versus  depth-first);  rules  about  the  transitivity  of 
qualitative  reasoning  (e.g.,  if  component  X  produces  an  input  to  component  Y,  and  if 
component  Y  produces  an  input  to  component  Z,  then  A'  produces  a  distant  input  to  Z);  rules 
about  how  to  handle  remindings;  etc.  In  contrast  to  qualitative  reasoning  and  symptom-fault 
rules,  meta-rules  may  be  fairly  domain-independent.  In  general,  meta-rules  guide  the  executive 
control  of  troubleshooting  by  setting  goals,  deciding  how  to  handle  errors,  handling 
interruptions  and  unexpected  results,  etc.  (cf.  Norman  &  Shallice,  1986). 

An  organizational  principle  also  seems  important  to  processing: 

4.  Compilation.  With  practice  at  using  any  sequence  of  the  above  rules  repeatedly,  the 
sequence  may  become  compiled  into  a  procedure  that  produces  more  efficient  processing  in  the 
future.  Sequences  of  qualitative  reasoning  rules  may  become  automated  for  frequent  kinds  of 
qualitative  reasoning.  Sequences  of  symptom-fault  rules  may  become  automated  to  zero  in 
quickly  on  suspected  faults.  Sequences  of  meta-rules  may  become  automated  to  minimize 
wasted  resources  and  non-optimal  behavior.  Moreover,  combinations  of  different  types  of  rules 
may  become  automated  to  the  extent  they  frequently  occur  in  a  systematic  pattern. 

V 

The  above  seven  principles  of  representation  and  four  principles  of  processing  guided  our 
design  of  MECH.  As  described  in  later  sections,  MECH  can  be  used,  at  least  to  some  extent, 
for  training  students  on  each  of  these  principles.  Again,  by  no  means  do  we  claim  that  MECH  is 
sufficient  for  providing  students  with  complete  understanding  or  skill  in  any  domain. 
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Figure  2 

Examples  of  Nested  Diagrams  for  a  Small  Lawnmower  Engine 
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Currently,  MECH  does  not  use  bit-mapped  diagrams.  Instead  its  diagrams  must  be  constructed 
in  ASCII  and  extended  ASCII  (see  Section  V1I.A.4).  As  discussed  in  Section  VIII.D,  future 
versions  of  MECH  will  incorporate  bit-mapped  graphics  as  an  option. 

The  MOVE  module  allows  students  to  move  quickly  and  easily  through  the  space  of  diagrams. 
Except  in  a  few  situations,  a  diagram  is  always  present  on  the  screen.  To  move  to  a  new 
diagram,  students  call  MOVE  and  implement  one  of  the  functions  from  its  menu.  These 
functions  include  moving  to  the  root  diagram  for  the  engine,  moving  up  one  level  in  the 
hierarchy  from  the  current  diagram,  or  moving  down  to  a  lower  system.  Students  can  quickly 
and  clearly  view  decomposition  of  the  engine  using  these  three  "vertical"  functions.  Two  further 
functions  allow  traversing  external  input  and  output  relations.  By  tracing  back  through  the 
inputs  to  a  system,  students  can  discover  how  various  forces  and  substances  converge  on  that 
system.  Following  the  outputs  out  of  a  system  allows  students  to  see  how  the  current  system 
affects  other  systems.  Students  can  quickly  and  clearly  view  the  functionality  of  the  engine  using 
these  two  "horizontal"  functions. 

Using  MOVE  is  essential  to  the  TUTOR,  TEST,  and  REPAIR  utilities.  Tutoring,  testing,  and 
repairing  at  any  point  during  program  use  are  always  limited  to  the  current  diagram.  For 
example,  if  a  student  is  currently  viewing  the  diagram  for  the  breaker  points,  he  or  she  can  only 
learn  about,  test,  or  repair  the  breaker  points.  To  learn  about,  test,  or  repair  some  other  part  of 
the  engine,  the  student  must  move  there  first. 

An  advantage  of  this  design  is  that  it  allows  us  to  track  what  parts  of  the  system  a  student  is 
currently  examining.  Because  MECH  records  all  keystrokes  (described  in  Section  III.E),  we  can 
follow  a  student's  path  through  the  model.  We  can  see  when  they  needed  tutoring,  when  they 
ran  tests,  and  when  they  attempted  repairs.  Because  we  also  store  the  latency  for  each 
keystroke,  we  can  see  how  much  time  a  student  spent  at  each  point  in  the  model  performing  an 
operation.  Sections  III.E  and  VI.J  discuss  keystroke  data  files  in  greater  detail. 

3.  TUTOR.  The  diagrams  provide  some  tutoring,  given  they  represent  the  components  and 
relations  for  each  system.  TUTOR,  through  text,  can  describe  these  components  and  relations 
in  much  greater  detail.  Analogous  to  the  diagrams,  text  units  are  organized  hierarchically.  The 
root  contains  the  text  describing  the  engine  as  a  whole  at  a  very  general  level.  Texts  associated 
with  subordinate  nodes  of  the  engine  topology  describe  increasingly  specific  systems  that 
constitute  decomposition  of  the  engine. 

For  each  diagram,  students  can  access  one  system  description  of  the  diagram  as  a  whole  and  one 
component  description  for  every  component  in  the  diagram.  The  system  description  provides  a 
general  description  of  how  the  system  functions  as  a  whole  and  how  it  interacts  with  external 
systems.  Each  component  description  describes  the  structure  and  local  function  of  a  specific 
component  in  the  current  diagram.  Section  VII.B  provides  detailed  information  about  the 
descriptions  used  by  TUTOR. 
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Whenever  a  student  performs  a  test,  he  or  she  receives  feedback  about  the  results.  The  test 
may  have  been  unnecessary,  or  it  may  have  any  number  of  other  possible  outcomes.  The 
outcome  of  a  test  depends  on  productions  stored  in  a  file  written  specifically  for  the  current  job. 
This  file,  and  the  productions  in  it,  are  easily  constructed  with  a  text  editor.  Section  VII. D.2 
describes  these  productions  in  complete  detail.  More  generally,  each  production  has  a  set  of 
broken  conditions  and  a  set  of  working  conditions  that  trigger  it.  Broken  conditions  are 
components  that  must  be  broken  for  the  production  to  fire  (i.e.,  faults  that  haven't  been 
repaired  yet).  Working  conditions  are  components  that  must  be  working  for  the  production  to 
fire  (i.e.,  faults  that  have  been  repaired).  If  both  sets  of  conditions  are  completely  met,  the 
message  associated  with  the  production  is  presented  to  the  student  as  the  outcome  of  the  test. 

One  advantage  of  this  approach  is  that  the  outcome  of  a  given  test  can  vary  widely,  depending 
on  the  current  state  of  other  systems  and  components  in  the  engine.  For  example,  imagine  that 
there  are  obstructions  in  the  carburetor,  both  for  air  and  fuel  intake.  Further  imagine  that  a 
student  tests  the  cylinder  to  see  whether  it  is  admitting  air-fuel  mixture.  If  neither  the  air  or  fuel 
intake  has  been  repaired,  students  receive  a  message  saying  that  nothing  is  entering  the 
cylinder;  if  the  air  problem  has  been  repaired,  students  receive  a  message  saying  that  only  air  is 
entering;  if  the  fuel  problem  has  been  repaired,  students  receive  a  message  saying  that  only  fuel 
is  entering;  if  both  have  been  repaired,  students  receive  a  message  saying  that  the  test  revealed 
no  fault. 

As  can  be  seen  from  this  example,  a  test  can  report  that  a  component  is  not  working  properly 
even  though  it  is  not  a  fault  (e.g.,  the  intake  value  of  the  cylinder  may  report  not  receiving  air- 
fuel  mixture,  not  because  the  valve  is  broken,  but  because  other  components  connected  by 
external  relations  are  broken).  By  taking  advantage  of  such  relations,  we  can  orient  students 
toward  causal  reasoning  about  symptoms  and  faults.  Moreover,  because  a  given  problem  takes 
both  broken  and  working  conditions  into  account,  it  provides  a  dynamic  testing  environment  in 
which  the  outcomes  of  tests  can  vary  over  the  course  of  troubleshooting.  Sections  VII.C  and 
VII.D  provide  a  complete  account  of  how  MECH  handles  tests  and  repairs  during 
troubleshooting. 

6.  REPAIR.  A  student  is  free  to  make  any  repair  at  any  time,  regardless  of  whether  it  needs 
to  be  done.  If  the  repair  was  necessary,  students  receive  a  message  saying  that  the  repair  was 
needed.  If  the  repair  was  unnecessary,  students  receive  feedback  saying  the  repair  was 
unnecessary.  When  a  repair  is  made,  the  fault  disappears,  thereby  changing  which  test 
productions  will  fire.  To  see  if  the  current  engine  has  been  completely  repaired,  the  student  can 
try  to  start  the  engine  at  any  time.  If  no  faults  remain,  then  no  productions  will  fire.  MECH 
will^tate  that  the  engine  has  been  repaired  and  that  the  student  should  go  on  to  the  next 
problem.  Students  must  try  to  start  the  engine  after  every  repair  before  attempting  any 
additional  tests  or  repairs. 

D.  Payoffs  During  Troubleshooting 

A  cost  is  associated  with  every  test  and  repair.  Section  VII.C  describes  how  the  author  of  a 
MECH  configuration  assigns  costs.  Students  receive  constant  information  about  how  much 
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E.  Keystroke  Data  Files  and  SHOVVKEYS 

Every  time  MECH  runs,  it  stores  a  complete  record  of  all  keystrokes  and  their  millisecond 
latencies.  For  each  keystroke,  MECH  stores  the  current  diagram  on  the  screen,  the  current 
menu  on  the  screen,  the  particular  options  selected  from  the  menu,  and  the  time  since  the 
previous  selection  from  a  menu.  MECH  stores  this  information  originally  in  a  compact  file  that 
is  somewhat  difficult  to  read  (by  humans).  Consequently,  we  wrote  SHOWKEYS,  which 
transforms  a  keystroke  data  file  into  a  larger  file  that  is  easily  readable.  Once  one  has  become 
familiar  with  the  diagrams  and  menus  in  a  domain,  one  can  read  a  file  produced  by 
SHOWKEYS  easily,  thereby  following  what  the  subject  did. 

F.  Keystroke  Control  and  Split  Control 

MECH  is  designed  such  that  the  keystrokes  provided  by  one  user  can  be  used  to  control  MECH 
for  other  users.  At  the  start  of  each  session,  MECH  asks  if  the  session  will  use  keystroke 
control.  If  keystroke  control  is  used,  MECH  loads  a  keystroke  file  constructed  from  a  previous 
session.  To  operate  MECH,  a  student  simply  presses  the  <  ENTER  >  key  to  present  each  new 
screen  of  information.  Upon  receiving  each  <  ENTER  >,  MECH  implements  the  next 
keystroke  in  the  keystroke  control  file,  just  as  if  it  had  been  entered  at  the  keyboard. 

Keystroke  control  can  be  used  in  a  number  of  ways.  For  example,  an  instructor  could  present 
high-level  systems  to  students  on  one  occasion  and  low-level  systems  on  another.  Similarly,  an 
instructor  could  demonstrate  breadth-first  search  for  a  fault  on  one  occasion  and  qualitative 
reasoning  on  another.  Using  keystroke  control,  an  instructor  can  present  any  part  of  MECH's 
data  files  to  a  student,  combined  with  any  of  MECH’s  operations,  in  any  order.  Experimentally, 
keystroke  control  can  be  used  to  implement  a  large  variety  of  independent  variables.  Sections 
IV  and  V  describe  various  possibilities  concerning  keystroke  for  instruction  and  research. 

MECH  also  allows  split  control.  When  split  control  is  invoked  at  the  start  of  a  session,  the 
student  starts  out  under  keystroke  control.  But  once  the  last  keystroke  in  the  control  file  has 
been  implemented,  control  reverts  to  the  student  (note  that  MECH  ends  the  session  at  this 
point  under  normal  keystroke  control).  Split  control  can  be  used  to  present  information  to 
students  initially  but  then  allow  them  to  perform  further  exercises  on  their  own  afterward. 

* 

Prior  to  beginning  keystroke  control  or  split  control,  MECH  presents  an  instruction  file  to 
students  about  how  to  control  MECH  during  keystroke  control.  Once  keystroke  control  ends, 
MECH  presents  another  instruction  file  describing  what  students  should  do  next  (e.g.,  go  on  to 
self-control  if  split  control  is  invoked,  or  wait  for  the  instructor  if  the  MECH  session  ends).  The 
content  of  both  instruction  files  is  determined  by  the  person  authoring  MECH's  data  files  (see 
Section  VII.F). 

G.  The  Timed  True-False  Test 

MECH  provides  the  option  of  performing  a  timed  true-false  test  at  the  end  of  a  session.  When 
initially  configuring  MECH,  the  instructor  specifies  that  the  test  should  be  run  and  specifies  the 
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rV.  MECH  as  an  Instructional  Environment 

As  described  in  Section  I,  MECH  can  be  used  to  provide  people  with  conceptual  knowledge 
about  the  structure  of  a  domain  and  with  practice  on  a  variety  of  troubleshooting  skills.  Again 
we  note  that  MECH  is  not  a  substitute  for  high-fidelity  training  situations.  Instead,  its  optimal 
use  may  be  in  situations  where  only  an  abstract  conception  of  a  device  is  required,  or  in 
situations  where  conceptual  training  is  integrated  with  high-fidelity  training. 

A.  Learning  Mental  Models 

The  following  subsections  suggest  possible  ways  MECH  can  be  used  to  teach  mental  models  to 
students. 

1.  Keystroke  control.  An  instructor  can  use  MOVE  and  TUTOR  to  construct  a  sequence  of 
diagrams  and  descriptions  that  serve  a  particular  instructional  goal.  Once  the  instructor  exits 
MECH,  the  keystroke  file  saved  from  the  session  can  later  be  "run"  to  direct  students  through 
the  sequence  of  diagrams  and  descriptions  viewed  by  the  instructor.  A  large  variety  of  "lessons" 
can  be  constructed  in  this  manner. 

For  example,  a  "general  lesson"  that  provides  a  rough  idea  of  the  domain  could  be  constructed 
by  only  traversing  the  top-level  systems  of  the  domain.  Later  lessons  could  be  constructed  by 
traversing  each  of  these  systems  in  depth.  From  our  configuration  for  small  engines,  a  "general 
lesson"  might  only  present  the  high-level  diagrams  and  descriptions  for  the  fuel  system,  ignition 
system,  lubrication  system,  cooling  system,  cylinder  assembly,  and  drive  train.  Six  subsequent 
"specialized  lessons"  could  then  cover  each  of  these  high-level  systems  in  depth.  For  example, 
the  lesson  on  the  fuel  system  would  cover  the  fuel  tank,  fuel  pick-up  system,  and  carburetor. 

The  lessons  described  so  far  primarily  follow  the  hierarchical  structure  of  the  domain, 
structuring  lessons  around  the  decomposition  of  systems.  Alternatively,  lessons  can  be 
organized  along  paths  of  functional  relations.  For  example,  a  lesson  could  trace  the  path  of  fuel 
through  an  engine;  another  could  trace  the  path  of  electricity;  another  could  trace  mechanical 
forces  produced  by  the  drive  train. 

Further  flexibiliQr  can  be  achieved  by  manipulating  the  diagram  and  description  files.  Different 
lessons  could  us^difierent  diagram  and/or  description  files  that  focus  on  different  aspects  of 
training.  For  ex^iple,  students  could  be  tutored  on  electronic  circuits  at  two  levels:  a 
qualitative  level  and  a  physical  level  (White  &  Fredericksen,  1986).  One  set  of  diagrams  and 
descriptions  might  present  the  qualitative  structure  of  the  domain;  whereas  another  set  might 
present  physical  mechanisms.  Similarly,  different  sets  of  diagrams  could  be  used  to  teach  the 
structure  of  a  device  and  procedures  for  repairing  it.  One  set  of  diagrams  and  descriptions 
might  present  structure,  whereas  another  set  might  present  procedures. 

2.  User  control.  Rather  than  being  under  keystroke  control,  students  could  control  MECH 
themselves  during  learning.  An  instructor  could  allow  a  student  to  browse  MECH's  diagrams 
and  descriptions  with  no  direction.  Alternatively,  instruction  files  could  orient  students  toward 
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problem,  jobs  with  the  problem  can  be  created,  which  the  instructor  solves.  Subjects  can  first 
read  about  the  problem  in  the  instructions  that  start  keystroke  control  and  then  watch  the 
instructor  solve  instances  of  the  problem.  If  split  control  is  used,  students  can  subsequently 
solve  instances  of  the  problem  themselves. 

Note  that  job  descriptions  can  be  used  to  teach  students  about  problems.  For  example,  various 
information  in  the  job  fields  could  provide  students  with  information  about  engine  models, 
engine  ages,  engine  maintenance  histories,  and  engine  symptoms  for  common  kinds  of  problems 
(see  Section  III.C.4  and  VII.D.l).  Even  information  about  the  actual  faults  and  strategies  for 
finding  them  could  be  included  (e.g.,  in  the  OBSERVATIONS  field).  With  a  sufficient  number 
of  lessons,  students  could  be  exposed  to  the  full  range  of  problems  known  to  occur  for  the 
system.  In  a  sense,  such  training  would  develop  subjects'  ability  to  categorize  symptoms  into 
fault  categories. 

Fourth,  lessons  can  be  constructed  to  teach  functional/qualitative  reasoning.  An  instructor 
could  first  access  a  job  description  that  specifies  a  non-working  component  and  then  run  a  test 
on  that  component.  The  message  fired  by  the  production  controlling  the  test  could  state,  first, 
that  the  component  is  malfunctioning  and  not  broken,  and  second,  that  something  in  the  path  of 
the  component  must  be  malfunctioning.  At  this  point,  the  instructor  could  use  the  FOLLOW 
INPUT  option  of  the  MOVE  menu  to  trace  inputs  into  the  component,  stopping  at  each 
previous  component  and  testing  it.  In  this  way,  the  student  could  learn  two  important  things 
about  troubleshooting  in  situations  where  domain-independent  strategies  and  symptom-fault 
rules  are  not  optimal.  First,  the  student  could  learn  that  it  is  important  to  reason 
functionally/qualitatively.  By  seeing  the  instructor  do  it  across  a  number  of  problems,  the 
student  could  learn  the  general  strategy.  Second,  the  student  could  learn  specific  functional 
paths  within  the  system  that  might  frequently  be  relevant  to  problem  solving.  For  example,  the 
instructor  could  trace  the  flow  of  fuel  through  the  engine,  the  flow  of  electricity,  or  the  flow  of 
mechanical  force.  The  instructions  that  start  keystroke  control  could  orient  students  to  the 
strategy,  and  subsequent  problems  could  allow  students  practice  at  using  it. 

Lessons  on  functional/qualitative  reasoning  could  also  be  run  in  the  opposite  direction.  The 
instructor  could  start  with  a  broken  component  and  then  use  the  FOLLOW  AN  OUTPUT 
option  in  the  MOVE  menu  to  trace  the  effects  of  the  broken  component  through  the  system. 

Or  lessons  could  similarly  addr-ess  both  forward  and  backward  reasoning.  The  instructor  could 
begin  by  tracing  the  causal  effects  of  a  broken  component  forward,  running  tests  on  components 
that  receive  faulty  outputs  from  the  broken  component.  Subsequently,  the  path  could  be  run  in 
reverse,  showing  students  how  to  trace  the  reverse  path  of  inputs  during  troubleshooting. 

V 

Finally,  learning  about  mental  models  can  be  mixed  with  troubleshooting.  An  instructor  could 
first  present  a  problem.  He  or  she  could  then  use  the  MOVE  and  TUTOR  utilities  to  teach 
students  about  the  relevant  part  of  the  system.  The  instructor  could  then  list  relevant  tests  and 
repairs  and  then  solve  the  problem.  Learning  mental  models  may  be  optimal  under  conditions 
in  which  students  are  also  troubleshooting,  and  possibly  vice  versa. 
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V.  MECH  as  a  Research  Environment 

MECH  has  a  number  of  characteristics  that  make  it  useful  for  conducting  research: 

(1)  MECH  is  easily  configured  for  a  wide  variety  of  experiments.  An  experimenter  can 

vary  instruction  files,  diagram  files,  description  files,  test-repair  files,  job  files,  help 
files,  and  keystroke  control  files.  All  these  variations  allow  an  experimenter  to 
construct  an  indefinitely  large  class  of  independent  variables. 

(2)  MECH  collects  rich  information  on  dependent  measures.  MECH  stores  every 

keystroke  plus  its  millisecond  latency,  along  with  complete  information  about  the 
screen  the  subject  was  perceiving  at  the  time  (i.e.,  diagram  and  menu  information). 
From  this  information,  it  is  possible  to  reconstruct  completely  the  conditions 
subjects  experience  and  the  physical  operations  they  perform.  These  data  can  be 
used  in  a  variety  of  ways  to  assess  the  effects  of  the  independent  variables  in  (1). 

(3)  MECH  contains  a  timed  true-false  test  that  can  be  used  to  assess  student's  knowledge 

at  the  end  of  a  session.  Many  other  tests  can  also  be  used  to  measure  subjects' 
knowledge  at  the  end  of  a  session,  including  free  recall,  cued  recall,  organizational 
tests,  and  ratings.  We  have  not  implemented  any  of  these  other  tests  in  MECH  so 
far  and  instead  perform  them  with  paper  and  pencil. 

(4)  MECH  runs  on  IBM  PC's,  which  are  widely  available  as  laboratory  computers.  As 

described  in  Section  VIII.C,  we  plan  to  extend  MECH  to  a  wider  range  of 
processors  such  that  it  will  be  still  more  accessible  to  experimenters.  One  important 
extension  would  be  to  have  MECH  run  on  battery-operated  lap-top  computers  that 
are  highly  transportable. 

(5)  MECH  can  be  used  to  explore  a  wide  range  of  issues  on  learning  and  troubleshooting. 

MECH  can  be  easily  configured  to  perform  experiments  on  all  the  topics  just 
covered  in  Section  IV.  We  do  not  review  these  topics  here.  Instead  we  suggest  that 
readers  with  experimental  interests  return  to  Section  IV  and  reassess  it  from  the 
perspective  of  an  experimentalist.  Later  sections  also  suggest  a  variety  of  ways  in 
which  MECH  can  serve  experimental  goals. 
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2.  The  SOURCE  2  Disk 


Root  Directory 


Filename 

Description 

move.inc 

MOVE  menu  module  (MECH) 

params4.inc 

parameters  module  for  initialization  (MECH) 

readfalt.inc 

processes  broken/working  conditions  for  utility4.pas  (MECH) 

read  jobs,  inc 

reads  job  information  for  init4.pas  (MECH) 

repair,  inc 

REPAIR  menu  module  (MECH) 

test.inc 

TEST  menu  module  (MECH) 

tutor,  inc 

TUTOR  menu  module  (MECH) 

video.inc 

screen  access  utilities  (MECH) 

DIAGRAMS  Directory 


Filename 

Description 

diagcomb.com 

looker.com 

setrv.com 

show.com 

snapshot.com 

combines  binary  screen  images  into  MECH’s  diagram  file 
displays  binary  screen  image  files 
converts  UPPERCASE  fields  in  diagrams  to  inverse  video 
displays  ASCII  diagrams  so  that  snapshot.com  can  capture  them 
captures  ASCII  diagrams 

ASCII  Diagram _ Binary  Screen  Image _ Description 


OOOO.asc 

diagram.O 

engine 

tOOO.asc 

diagram.  1 

fuel  system 

2000.asc 

diagram.2 

ignition  system 

3000.asc 

diagram.3 

lubrication  system 

4000.asc 

diagram.4 

cooling  system 

SOOO.asc 

diagram.5 

cylinder  assembly 

SOOO.asc 

diagram.6 

drive  train 

I200.asc 

diagram.7 

fuel  tank 

I300.asc 

diagram.d 

carburetor 

I230.asc 

diagram.9 

fuel  pick-up  system 

2100.asc 

diagram.  10 

breaker  points 

2200.asc 

diagram.  11 

condenser 

2300.asc 

diagram.*l2 

magneto 

2400.asc 

diagram.  13 

spark  plug 

2500.asc 

diagram.  14 

stop  switch 

2340.asc 

diagram.  15 

coil 

3300.asc 

diagram.  16 

oil  pump 

620(t:asc 

diagram.  17 

crankshaft 

6300.asc 

diagram.  18 

camshaft 
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Filename 

Description 

joblist.1 

example  of  a  job  list  file  for  small  engines 

joblist.2 

example  of  a  job  list  file  for  small  engines 

showkeys.exe 

executable  file  for  SHOWKEYS 

11. fit 

example  of  a  problem  fault  file  for  small  engines 

12.flt 

example  of  a  problem  fault  file  for  small  engines 

I3.flt 

example  of  a  problem  fault  file  for  small  engines 

14.flt 

example  of  a  problem  fault  file  for  small  engines 

IS.fIt 

example  of  a  problem  fault  file  for  small  engines 

le.fit 

example  of  a  problem  fault  file  for  small  engines 

21  .fit 

example  of  a  problem  fault  file  for  small  engines 

jobs,  hip 

example  of  a  help  file  for  JOBS  (MECH) 

move,  hip 

example  of  a  help  file  for  MOVE  (MECH) 

repair.hip 

example  of  a  help  file  for  REPAIR  (MECH) 

test,  hip 

example  of  a  help  file  for  TEST  (MECH) 

tutor.hlp 

example  of  a  help  file  for  TUTOR  (MECH) 

kshelpl.ins 

example  of  instructions  for  starting  keystroke  control 

kshelp2.ins 

example  of  instructions  for  ending  keystroke  control 

ksstart.ins 

example  of  instructions  for  starting  keystroke  control 

ksstop.ins 

example  of  instructions  for  stopping  keystroke  control 

tfstart.ins 

example  of  instructions  for  starting  the  timed  true-false  test 

tfstop.ins 

example  of  instructions  for  ending  the  timed  true-false  test 

11. job 

example  of  a  job  description  file  for  small  engines 

12.  job 

example  of  a  job  description  file  for  small  engines 

l3.job 

example  of  a  job  description  file  for  small  engines 

14.  job 

example  of  a  job  description  file  for  small  engines 

15.  job 

example  of  a  job  description  file  for  small  engines 

16.  job 

example  of  a  job  description  file  for  small  engines 

21  .job 

example  of  a  job  description  file  for  small  engines 

kshelp.key 

example  of  a  keystroke  data/control  file 

kshfordikey 

example  of  a  keystroke  data/control  file 

hford.par 

example  of  parameter  file 

kshelp.par 

example  of  parameter  file 

kshford.par 

example  of  parameter  file 

tftest.tst 

example  of  a  true-false  test  for  small  engines 

V 
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In  general,  if  you  have  trouble  getting  MECH  to  run,  you  might  check  the  config.sys  and 
autoexec.bat  files  to  see  if  they  are  configuring  your  system  in  a  way  that  interferes  with  MECH. 
If  you  see  something  that  looks  suspicious,  delete  it  (after  saving  it  somewhere),  reboot  your 
computer,  and  try  to  run  MECH.  If  MECH  now  runs,  what  you  deleted  is  the  problem.  In  this 
case,  you  might  want  to  construct  a  boot  disk  specifically  for  using  MECH,  which  does  not 
contain  your  normal  config.sys  and/or  autoexec.bat  file.  See  Section  VI.C.2  for  one  line  you 
may  need  to  include  in  your  config.sys  file. 

C.  Setting  Up  Disks  and  Drives 

In  setting  up  disks  and  drives,  the  following  clusters  of  files  must  not  be  split.  Files  within  these 
clusters  must  not  be  placed  in  different  directories: 

Cluster  1 

All  the  files  on  the  DRIVE  A  disk  (MECH  program  files). 

Cluster  2 

All  the  parameter  files  (*.par)  on  the  DRIVE  B  disk. 

Cluster  3 

All  the  help  files  (*.hlp),  instruction  files  (*.ins),  and  keystroke  control  files  (*.key) 
on  the  DRIVE  B  disk. 

Cluster  4 

A1  the  job  files  (joblist.*,  ‘.job,  '.fit)  and  the  true-false  test  (tftesttst)  on  the 
DRIVE  B  disk. 

Cluster  5 

A1  the  keystroke  data  files  and  all  the  true-false  data  files  that  MECH  produces 
(i.e.,  ‘.key  and  ’.tf).  No  such  files  currently  exist  on  any  of  your  disks  (although  the 
keystroke  control  files  are  technically  keystroke  data  files). 

The  files  within  each  cluster  must  always  be  in  the  same  directory.  For  example,  you  could  not 
put  the  HELP  files  from  cluster  3  in  one  directory  and  the  instruction  files  from  cluster  3  in 
another  directory.  Note,  however,  that  these  clusters  can  be  combined  into  larger  clusters  if  so 
desired.  For  example,  you  could  combine  clusters  2, 3, 4,  and  5  into  a  single  directory  if  you 
wanted  (and  as  we  have  done  on  the  DRIVE  B  disk). 

1.  Running  MECH  from  floppy  disks.  The  first  thing  you  should  do  is  create  back-up 
copies  of  the  original  MECH  disks  on  four  additional  floppy  disks.  If  you  are  using  a  machine 
with  1.2  MB  floppies,  you  can  backup  up  the  original  disks  on  a  single  disk. 

When  you  want  to  run  MECH,  place  the  DRIVE  A  disk  in  drive  A  of  your  machine  and  place 
the  DRIVE  B  disk  in  drive  B.  You  are  now  ready  to  run  MECH. 
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If  you  are  using  any  other  configuration  of  drives  and  disks,  you  will  have  to  edit  the  respective 
parameter  files  before  you  can  run  the  demonstrations.  This  is  actually  quite  simple,  as 
described  in  Section  VT.F.  If  you  are  using  some  other  configuration  and  want  to  run  the 
demonstrations,  read  Section  VI. F  first.  Then  change  the  parameter  files  described  in  the 
demonstrations  below  to  handle  your  configuration.  This  will  simply  amount  to  specifying  the 
drives  where  MECH  can  find  the  files  it  uses  for  the  demonstrations. 

1.  Demonstration  1:  Overview.  This  demonstration  first  provides  examples  of  the  MOVE 
and  TUTOR  commands.  It  then  accesses  a  job  and  repairs  the  engine.  To  run  this 
demonstration,  perform  the  following  steps: 

Step  1.  Be  sure  that  the  root  directory  is  the  default  directory  on  drives  A  and  B. 

Step  2.  Log  onto  drive  A. 

Step  3.  Type  "mech". 

Step  4.  When  prompted  for  the  drive  containing  parameter  files,  type  "b". 

Step  5.  When  presented  with  a  list  of  parameter  files,  type  the  number  corresponding  to 
the  parameter  file  called  "kshford.par". 

Step  6.  When  the  parameter  screen  appears,  type  "29". 

Do  not  change  anything  in  the  parameter  screen,  unless  you  have  read  Section  VI.F  and 
are  assigning  new  drives  to  fit  your  configuration. 

Step  7.  When  the  MECH  logo  appears  (i.e.,  a  spark  plug  at  the  top  and  the  message 
"Please  wait  for  the  instructor"  at  the  bottom),  hold  down  the  <  ALT>  key  and  type  "200" 
on  the  numeric  key  pad.  You  must  type  the  "200"  on  the  numeric  key  while  simultaneously 
holding  down  the  <  ALT>  key.  This  obscure  sequence  is  used  to  prevent  students  and 
subjects  from  controlling  MECH  at  critical  points  (see  Section  VI.E.  for  details). 

Step  8.  MECH  will  take  about  60  sec  to  initialize.  Subsequently,  you  will  receive  a  page 
of  instructions,  which  will  tell  you  how  to  proceed  through  the  demonstration  (these  are 
the  instructions  to  start  keystroke  control  described  earlier).  Note  that  the  demonstration 
is  being  controlled  by  a  keystroke  file,  which  we  constructed  during  a  previous  MECH 
session.  When  the  session  is  over,  you  will  receive  the  instructions  that  end  keystroke 
^  control. 

Step  9.  The  MECH  session  will  end  automatically  once  you  have  completed  the  session. 

2.  Demonstration  2:  The  HELP  utility.  This  demonstration  takes  you  through  MECH's 
HELP  utility.  If  you  want  to  learn  about  the  MOVE,  TUTOR,  JOBS,  TEST,  and  REPAIR 
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We  use  this  obscure  stop  sequence  so  that  students  can't  end  MECH  themselves,  either 
intentionally  or  accidentally.  As  described  in  Section  VI. H,  this  same  key  sequence  also 
initiates  the  timed  true-false  test. 

F.  Setting  Up  Parameter  Screens  and  Files 

Once  you  start  MECH,  it  aslcs  you  for  the  drive  containing  the  parameter  files.  Enter  the  letter 
for  the  drive  (see  Section  VI.C)  followed  by  <  ENTER  > .  Do  not  follow  the  letter  with  a  colon 
(as  occurs  when  setting  the  default  drive  in  DOS). 

MECH  then  produces  a  list  of  all  the  parameter  files  it  can  find  on  the  drive  you  entered.  To 
select  a  parameter  file,  type  the  number  to  the  left  of  the  filename,  followed  by  <  ENTER  >.  If 
you  want  to  construct  a  completely  new  parameter  file,  select  the  number  for  that  option. 

MECH  then  presents  the  parameter  screen.  An  example  of  a  parameter  screen  is  shown  in 
Figure  3,  where  the  parameter  options  are  shown  in  UPPERCASE,  and  the  values  for  these 
options  shown  are  in  lowercase.  To  set  each  option,  simply  enter  its  number  when  the  prompt 
shown  at  the  bottom  of  Figure  3  is  on  the  screen.  We  next  describe  how  to  set  each  option. 

1- CURRENT  PARAMETER  FILE.  If  you  selected  a  parameter  file  when  you 
initiated  MECH,  the  name  of  this  file  will  fill  Field  1,  and  any  values  stored  for  this  file 
will  fill  other  fields  on  the  screen.  Note  that  there  is  actually  a  parameter  file  called 
"hford.par"  on  the  DRIVE  B  disk.  However,  the  values  in  this  file  are  not  the  same  as 
those  shown  in  Figure  3. 

If  you  selected  the  option  to  create  a  new  parameter  file.  Field  1  and  all  other  fields  will 
be  blank.  Your  first  step  in  creating  a  new  parameter  file  should  be  to  enter  a  name  for 
the  parameter  file.  To  do  this,  type  "1"  followed  by  <  ENTER  >  to  signal  that  you  want  to 
enter  a  value  for  Field  1.  Then  type  the  name  of  the  new  parameter  file  followed  by 
<ENTER>. 

2- NAME.  This  field  contains  the  name  of  the  person  performing  the  MECH  session. 
This  field  can  be  left  blank,  given  it  currently  performs  no  function  in  MECH.  As 
described  in  Section  VIH.A,  future  versions  will  store  this  information  in  all  data  files. 

3- DATE.  This  field  contains  the  date  of  the  MECH  session.  This  field  can  be  left  blank, 
given  it  currently  performs  no  function  in  MECH.  As  described  in  Section  VIII.A,  future 

^  versions  will  store  this  information  in  all  data  files. 

4- CONDITION.  If  the  person  performing  the  MECH  session  is  in  an  e.xperimental 
condition,  the  name  of  this  condition  can  be  entered  in  this  field.  This  field  can  be  left 
blank,  given  it  currently  performs  no  function  in  MECH.  As  described  in  Section  VIII.A, 
future  versions  will  store  this  information  in  all  data  files. 


I 
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5- NUMBER.  If  the  person  performing  the  MECH  session  has  a  subject  number,  it  can 
be  entered  in  this  field.  This  field  can  be  left  blank,  given  it  currently  performs  no 
function  in  MECH.  As  described  in  Section  VIII.A,  future  versions  will  store  this 
information  in  all  data  files. 

6- RESULT  FILE  DRIVE.  This  drive  contains  the  files  in  cluster  5  (see  Section  VI.C). 
Specifically,  MECH  will  store  the  keystroke  data  file  and  the  true-false  data  file  from  the 
current  session  in  the  directory  assigned  to  this  drive. 

7- RESULT  FILE  PREFIX.  The  value  for  this  field  becomes  the  prefix  of  the 
keystroke  data  file  and  true-false  data  file  that  MECH  produces  for  this  session.  MECH 
automatically  assigns  ".key"  and  ".tf  as  the  extensions  for  these  files,  respectively.  For  this 
reason,  do  not  add  an  extension  to  the  result  file  prefix,  or  MECH  will  not  operate 
properly.  Both  result  files  will  be  stored  on  the  drive  specified  in  Field  6. 

8- KEYSTROKE  CONTROL?  If  all  or  part  of  this  session  should  be  under  keystroke 
control,  enter  "y".  If  all  of  this  session  will  be  under  user  control,  enter  "n". 

9- TRUE-FALSE  TEST?.  If  the  timed  true-false  test  is  to  occur  at  the  end  of  this 
session,  enter  "y".  If  not,  enter  "n". 

10- PROBLEM  FILE  DRIVE.  This  drive  contains  the  files  in  cluster  4  (see  Section 
VI.C).  Specifically,  MECH  will  look  for  job  files,  fault  files,  joblist  files,  keystroke  control 
files,  and  the  true-false  test  file  in  the  directory  assigned  to  this  drive. 

11- PROBLEM  FILE.  This  field  contains  the  name  of  the  file  listing  the  jobs  to  be 
performed  during  troubleshooting  (i.e.,  the  joblist  file  described  in  Section  VII.D.3).  If 
troubleshooting  will  not  be  performed,  this  field  must  still  contain  a  filename,  or  the 
program  will  not  run. 

12- OPTIMAL  WAGE.  This  is  the  optimal  amount  that  students  can  earn  per  problem. 
To  see  how  it  is  used  in  computing  a  student's  actual  wage,  see  Section  III.D.  Note  that 
the  value  for  this  field  must  include  a  decimal. 

13- DELAY  FACTOR.  The  value  of  this  field  determines  the  pause  between  each 
keystroke  and  subsequent  screen.  Note  that  you  should  enter  an  integer  value  and  that  it 
represents  milliseconds.  If  you  want  the  screen  to  change  immediately  following  each 
keystroke  command,  enter  "0"  or  some  other  small  number  (e.g.,  "30"  works  well).  If  you 
want  the  delay  to  be  longer,  enter  a  larger  number  (e.g.,  "2000"  produces  a  delay  of  2 
seconds).  Note  that  long  values  in  the  range  of  "2000"  are  necessary  when  using  keystroke 
control.  If  the  value  is  short,  students  can  not  see  which  options  in  the  menus  have  been 
selected.  When  the  values  are  long,  students  have  time  to  see  which  option  has  been 
selected,  thereby  providing  them  with  greater  opportunity  to  learn. 
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28- SAVE  THE  CURRENT  SETTINGS.  If  you  have  created  a  new  parameter  file, 
or  if  you  have  edited  an  old  parameter  file,  select  this  option  to  save  your  work.  The  next 
time  you  initiate  MECH,  you  can  quickly  reinstate  these  parameters  by  selecting  the 
parameter  file  currently  named  in  Field  1. 

29- CONTINUE  MECH.  If  you  do  not  need  to  change  any  parameter,  or  if  you  are 
through  editing  parameters,  select  this  option  to  begin  a  MECH  session.  If  you  edited 
parameters,  you  do  not  have  to  save  them  before  continuing. 

After  you  select  this  option,  MECH  will  present  the  screen  that  contains  its  logo.  At  the 
bottom  of  this  screen  will  be  a  message  to  wait  for  the  instructor.  When  you  are  ready  to 
continue  the  MECH  session,  hold  down  the  <  ALT>  key  and  simultaneously  type  "200" 
on  the  number  pad  of  your  keyboard  (see  Section  Vl.E  for  details). 

After  you  type  <  ALT>  200,  MECH  will  spend  about  one  minute  initializing.  If  MECH  is 
under  user  control,  MECH  will  then  present  the  0000  diagram  and  the  main  menu.  From 
this  point  on,  you  can  select  any  option  you  wish.  If  MECH  is  under  keystroke  control, 
you  will  receive  the  instruction  file  named  in  Field  23. 

30- EXIT  MECH.  If  you  do  not  wish  to  continue  the  MECH  session,  selecting  this 
option  will  return  you  to  the  DOS  prompt. 

Important  note  about  parameter  files!  You  can  not  rename  a  parameter  file  with  the 
DOS  "rename"  command  and  expect  the  parameter  file  to  work.  All  creation,  editing,  renaming, 
and  saving  of  parameter  files  must  be  done  within  MECH. 

G.  Using  Keystroke  Control 

To  use  keystroke  control,  you  must  first  create  a  keystroke  data  file  under  user  control.  After 
you  have  finished  creating  a  keystroke  data  file  under  user  control,  you  need  to  move  the  file  to 
the  directory  that  contains  the  files  for  cluster  4.  You  can  then  use  this  file  to  control  MECH  on 
any  subsequent  occasion.  To  do  so,  you  must  first  set  up  the  parameter  file  as  just  described  in 
Section  VI.F: 

Step  1.  If  you  wish  to  Have  complete  keystroke  control.  Enter  "y"  in  Field  8  of  the 
parameter  screen. 

Step  2.  If  you  wish  to  have  split  control.  Enter  "y"  in  Fields  8  and  14  of  the  parameter 
'  screen. 

Step  3.  Enter  the  name  of  the  keystroke  control  file  in  Field  22  of  the  parameter  screen. 
Step  4.  Specify  names  for  the  keystroke  instruction  files  in  Fields  23  and  24. 
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Step  4.  Return  to  the  MAIN  menu  (press  FIO  from  whatever  menu  you  are  in). 

Step  5.  Once  you  have  MAIN  menu  on  the  screen,  hold  down  the  <  ALT>  key  and 
simultaneously  type  "200"  on  the  number  pad  of  your  keyboard  (see  Section  VI.E  for 
details). 

Step  6.  The  instructions  named  in  Field  26  of  the  parameter  screen  will  appear. 

Step  7.  Once  the  student  has  read  these  instructions,  MECH  initiates  the  true-false  test. 
The  instructions  we  have  included  in  the  tfstart.ins  file  on  the  DRIVE  B  disk  describe  how¬ 
to  perform  MECH's  timed  true-false  test. 

Step  8.  When  MECH  has  finished  the  true-false  test,  it  will  save  the  results  and  present 
the  instructions  named  in  Field  27  of  the  parameter  screen. 

Step  9.  When  MECH  has  finished  presenting  these  instructions,  it  returns  to  the  DOS 
prompt. 

Details  on  the  data  stored  for  the  timed  true-false  test  are  described  in  Section  VII.G. 

I.  Using  MOVE,  TUTOR,  JOBS,  TEST,  REPAIR,  and  HELP 

We  do  not  describe  how  to  use  the  MOVE,  TUTOR,  JOBS,  TEST,  and  REPAIR  utilities  here. 
Everything  you  need  to  know  about  how  to  use  these  utilities  is  described  in  the  HELP  files  we 
have  constructed,  namely,  move.hlp,  tutor.hlp,  jobs. hip,  test.hlp,  and  repair.hlp,  all  of  which 
reside  on  the  DRIVE  B  disk. 

You  can  read  these  files  in  several  ways.  First,  you  could  run  Demonstration  2  in  Section 
VI.D.2,  which  presents  all  the  HELP  files  under  keystroke  control.  Second,  you  could  run 
Demonstration  3  in  Section  VI.D.3  and  explore  the  HELP  utility  under  user  control.  Third,  you 
could  use  the  DOS  "type"  or  "print"  commands  to  review  the  contents  of  the  HELP  files  on  the 
DRIVE  B  disk. 

9 

J.  Using  SHOWKEYS  to  Read  a  Keystroke  File 

MECH  stores  its  data  files  in  a  compact  form  to  minimize  storage  space.  As  a  result,  these  files 
are  not  very  readable  (although  they  are  readable  by  data  analysis  programs).  To  make 
keystroke  files  readable  to  the  human  eye,  we  constructed  SHOWKEYS.EXE,  which  resides  on 
your  DRIVE  B  disk. 

To  use  SHOWKEYS,  perform  the  following  steps: 

Step  1.  Log  onto  the  directory  containing  SHOWKEYS.EXE. 
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VII.  Authoring  or  Altering  MECH's  Input  Files 

The  instructions  in  this  section  allow  you  to: 

(1)  author  entirely  new  files  for  a  domain  other  than  small  engines 

(2)  alter  files  we  have  constructed  for  small  engines 

We  generally  assume  throughout  this  section  that  the  reader  is  interested  in  authoring  new  files. 
However,  everything  we  say  also  applies  to  altering  old  files.  If  you  are  only  interested  in  using 
the  configuration  of  MECH  that  we  have  developed  for  small  engines,  and  if  you  do  not  wish  to 
change  it  in  any  way,  then  you  can  skip  this  section.  If  you  plan  to  use  our  configuration,  you 
may  want  to  construct  your  own  jobs  for  troubleshooting,  your  own  instruction  files,  and  your 
own  true-false  test.  If  so,  then  you  should  probably  read  subsections  D,  F,  and  G,  respectively, 
in  Section  VII. 

Most  of  the  work  in  configuring  MECH  for  a  new  domain  involves  authoring  the  files  we 
describe  in  this  section.  More  importantly,  the  success  of  a  MECH  application  will  probably 
rely  to  a  large  extent  on  how  well  these  files  are  constructed.  As  described  later  in  Section 
VIII.J,  we  hope  to  develop  an  authoring  environment  at  a  later  time  to  facilitate  this  process. 

Please  note  the  following  points  about  working  with  MECH  input  files: 

(1)  When  constructing  or  altering  files  with  a  text  editor,  always  be  sure  to  save  the  files 

unformatted.  If  MECH  finds  any  formatting  commands  in  an  input  file,  it  will 
probably  crash.  If  MECH  crashes,  you  might  check  your  files  for  formatting. 

(2)  Once  you  create  or  alter  one  of  MECH's  files,  be  sure  to  place  it  in  the  proper 

directory  where  MECH  can  find  it.  See  Sections  VI.C  and  VI.F  for  relevant 
instructions.  If  MECH  can't  find  a  file  it  needs,  it  tells  you  and  then  terminates. 

(3)  We  do  not  specify  the  formats  for  files  specifically.  For  example,  we  typically  do  not 

state  exactly  how  many  spaces  must  lie  between  adjacent  fields  in  a  line.  Instead,  we 
assume  that  authors  will  determine  the  appropriate  formats  from  the  example  files 
we  have  constructed  for  MECH.  The  proper  format  is  readily  discernable  from 
these  examples  (more  discernable  than  if  we  tried  to  describe  it). 

A.  Diagram  File  for  MOVE 

This  lengthy  section  contains  instructions  for  creating  and  editing  MECH's  diagram  file. 

Because  MECH's  utilities  for  MOVE,  TUTOR,  TEST,  REPAIR,  and  JOBS  are  hierarchically 
organized  around  a  common  addressing  scheme,  critical  topics  in  this  section  include 
hierarchical  organization  and  addressing.  Sections  2  and  3  below  describe  how  to  construct 
such  a  scheme  for  your  application. 
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Table  1 

A  Design  Hierarchy  and  Addressing  Scheme  for  Small  Lawn  Mower  Engines 


Svstem /Terminal  Component 

Address 

Diagram 

Order 

External  Relations 
Incuts  OutDuts 

ENGINE 

0000 

0 

FUEL  SYSTEM 

1000 

1 

0 

air  filter 

1100 

FUEL TANK 

1200 

7 

P,Q 

tank 

1210 

gas  cap 

1220 

FUEL  PICK-UP  SYSTEM 

1230 

9 

P 

tank 

1231 

fuel  pipe 

1232 

fuel  pipe  filter 

1233 

fuel  flow  ball 

1234 

metering  holes 

1235 

high-speed  ad),  screw 

1236 

CARBURETOR 

1300 

8 

P.Q 

0 

chamber 

1310 

choke 

1320 

venturi 

1330 

throttle  valve 

1340 

low-speed  adj.  screw 

1350 

IGNITION  SYSTEM 

2000 

2 

E.C 

N 

BREAKER  POINTS 

2100 

10 

E.I 

L,M 

plunger 

2110 

moving  arm 

2120 

spring 

2130 

moving  point 

2140 

stationary  point 

2150 

CONDENSER 

2200 

11 

M 

housing 

2210 

gasket 

2220 

spring 

2230 

tin  foil 

2240 

insulation 

2250 

^  MAGNETO 

2300 

12 

C,L 

I.J.K 

flywheel 

2310 

magnet 

2320 

armature 

2330 

COIL 

2340 

15 

L 

l,J,K 

housing 

2341 

primary  wire 

2342 

secondary  wire 

2343 
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(2)  Each  component  at  levels  nvo  through  four  can  only  be  decomposed  into  nine 
sub-components  each.  In  Table  1,  "ENGINE"  decomposes  into  six  systems 
(e.g.,  FUEL  SYSTEM,  IGNITION  SYSTEM).  We  could  have  decomposed 
"ENGINE"  into  three  more  systems  at  the  most.  Similarly,  the  largest  number 
of  components  the  carburetor  could  have  had  would  have  been  nine  (it 
actually  had  five). 

As  described  in  Section  VIII.E,  later  implementations  will  not  be  constrained  in  these  two 
ways. 

It  is  important  to  note  that  one  can  be  quite  creative  in  designing  hierarchies.  For 
example,  imagine  you  wanted  to  tutor  people  on  electronic  circuits  at  two  levels:  a 
qualitative  level  and  a  physical  level  (White  &  Fredericksen,  1986).  The  root  of  your 
hierarchy  could  have  two  branches,  one  that  presents  qualitative  structure  and  one  that 
presents  physical  mechanisms.  As  another  example,  imagine  you  want  to  train  people 
about  three  devices.  The  root  of  your  hierarchy  could  have  three  branches,  one  that 
presents  a  subhierarchy  for  each  device.  As  still  another  example,  imagine  you  wanted  to 
teach  people  about  the  structure  of  a  device  and  procedures  for  repairing  it.  The  root  of 
your  hierarchy  could  have  two  branches,  one  that  presents  structure  and  one  that  presents 
procedures. 

Alternatively,  you  could  construct  completely  separate  hierarchies  for  different  purposes. 
Instead  of  only  using  one  hierarchy,  you  would  construct  several,  each  of  which  could  be 
stored  in  a  different  diagram  file  for  use  in  different  sessions.  For  example,  you  could 
load  the  hierarchy  for  a  qualitative  level  in  one  session  and  load  the  hierarchy  for  a 
physical  level  in  another  session. 

Step  2:  Determine  internal  relations.  Once  you  have  constructed  the  hierarchical 
decomposition  of  your  domain,  you  need  to  determine  the  internal  relations  within  each 
decomposable  system  (in  Table  1,  decomposable  systems  are  shown  in  UPPERCASE). 
Figure  2  in  Section  III.C.2  provides  examples  of  internal  relations.  In  the  ignition  system 
diagram,  for  example,  the  magneto  sends  high  voltage  current  to  the  sparkplug.  In  the 
magneto  diagram,  movement  of  the  magnet  produces  magnetic  reversal  in  the  coil. 

At  this  point,  it  may  be  useful  to  sketch  out  each  diagram,  including  its  components  and 
the  internal  relations  between  them.  You  may  want  to  draw  your  diagrams  along  the  lines 
of  those  shown  in  Figure  2.  Or  you  may  want  to  draw  them  in  some  other  way. 

Step  3:  Determine  external  relations.  For  each  diagram  you  sketch,  identify  the 
following  two  kinds  of  external  relations:  (1)  inputs  the  system  receives  from  other  parts 
of  the  system,  and  (2)  outputs  the  system  sends  to  the  rest  of  the  system.  All  the  external 
relations  that  we  use  in  our  current  implementation  are  shown  in  Table  1.  Each  relation 
needs  to  have  a  label,  which  must  be  a  capital  letter  (as  described  in  Section  VIII.A.  this 
constraint  will  be  removed  in  later  versions).  Consider  an  example  from  Table  1.  P, 
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(1)  The  maximum  length  of  a  diagram  file  is  18  lines.  This  is  because  the  menu  system 

uses  the  remaining  lines  at  the  bottom  of  the  screen.  The  number  of  lines  in  a 
diagram  can  be  less  than  18. 

(2)  The  maximum  length  of  any  single  line  within  a  diagram  file  is  79  characters. 

(3)  DO  NOT  name  any  of  your  ASCII  files  "diagram".  The  binary  screen  images  created 

from  these  files  in  Section  VII.A.6  will  be  given  file  names  of  "diagram.#"  by  the 
SNAPSHOT.COM  program.  Using  this  name  for  any  ASCII  file  will  create 
unwanted  problems. 

(4)  We  suggest  that  you  name  your  ASCII  diagram  files  as  follows:  Use  the  address  of 

the  diagram  (from  your  addressing  scheme)  for  the  prefix  of  the  filename.  For  the 
suffix,  use  "asc"  to  remind  yourself  that  these  are  ASCII  files.  For  examples  of  such 
filenames,  see  the  names  for  the  ASCII  files  in  Section  VI.A.2  (e.g.,  OOOO.asc, 
lOOO.asc,  6200.asc) 

(5)  Within  each  diagram,  the  name  of  any  component  that  decomposes  should  be  in 

UPPERCASE.  In  Figure  2,  for  example,  the  magneto  in  the  ignition  system 
diagram  decomposes  into  the  diagram  for  the  magneto  below.  Consequently, 
MAGNETO  is  in  UPPERCASE  in  the  ignition  system  diagram.  As  described  in 
Section  VII.A.7,  UPPERCASE  names  in  diagrams  will  appear  in  inverse  video. 

This  makes  them  more  salient  in  the  diagrams,  thereby  making  it  clearer  to  subjects 
which  components  decompose  and  which  do  not. 

Note  that  extended  ASCII  characters  can  be  used  to  construct  lines,  comers,  t-junctions,  arrows, 
shading,  etc.  in  your  diagram  files.  Use  of  the  extended  character  set  can  produce  surprisingly 
good  diagrams.  The  trick  is  finding  a  text  editor  that  will  allow  you  to  enter  them  into  a  file. 
Microsoft  WORD  allows  a  user  to  enter  extended  ASCII  characters  by  conjoining  the  use  of  the 
<  ALT>  key  and  the  numeric  key  pad.  For  examples  of  how  ASCII  characters  can  be  used  to 
construct  diagrams,  see  the  diagrams  we  constructed  for  our  current  configuration  of  MECH. 

As  described  in  Section  VIII.D,  we  plan  to  add  bit-mapped  graphics  to  MECH  in  the  future. 
Once  we  have  done  that,  the  basic  routine  we  describe  in  Section  VILA  for  constructing 
diagram  files  should  be  much  the  same.  The  only  difference  would  be  that  diagrams  are 
constructed  with  a  graphics  editor  instead  of  with  a  text  editor. 

On^e  you  have  constructed  your  ASCII  diagrams,  your  working  directory  should  contain  the  five 
utility  files  described  in  V1I.A.1  and  the  ASCII  diagrams  you  created  with  your  text  editor. 

5.  Order  the  diagrams.  Next  you  must  calculate  the  order  of  the  diagrams  for  your 
configuration  of  MECH.  To  see  how  we  ordered  the  diagrams  for  small  engines,  see  the 
"Diagram  Order"  column  in  Table  1.  You  may  be  able  to  discern  the  ordering  principle  more 
easily  from  seeing  how  diagrams  are  ordered  in  Table  1  than  from  the  more  abstract  procedure 
we  describe  shortly. 
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decomposable  systems  that  have  not  been  added,  namely,  1200  and  1300.  If  the 
systems  from  1000  have  already  been  added,  assign  the  current  node  to  be  2000, 
assuming  its  decomposable  systems  have  not  been  added  yet.  If  they  have,  continue 
on  across  the  descendents  of  0000,  seeing  if  any  have  decomposable  systems  that 
have  not  been  added.  Go  to  Step  1. 

Step  2b.  If  the  answer  is  "no"  and  the  current  node  is  0000,  you  are  done.  If  the 
answer  is  "no"  and  the  current  node  is  anything  but  0000,  then  change  the  current 
node  to  the  superordinate  of  the  current  node.  For  example,  if  the  current  node  is 
1200,  assign  its  superordinate,  1000,  to  be  the  new  current  node.  Go  to  Step  1. 

As  you  construct  the  diagram  order,  write  the  position  of  each  diagram  next  to  its  address.  This 
information  will  be  necessary  in  later  steps.  For  an  example,  see  Table  1. 

6.  Create  binary  screen  images.  The  next  step  is  to  create  a  binary  screen  image  for  each 
of  the  ASCII  diagrams  that  you  created  in  Seaion  VII.A.4.  In  creating  these  binary  screen 
images  you  will  use  the  SHOW.COM,  SNAPSHOT.COM,  and  SETRV.COM  programs  that 
reside  in  your  working  directory. 

Step  1;  Load  SNAPSHOT.COM  into  memory  by  simply  typing  "snapshot"  at  the  DOS 
prompt.  Because  SNAPSHOT  is  a  memory  resident  program,  you  only  need  to  run  it 
once  during  a  session  in  which  you  create  binary  screen  images. 

Step  2:  This  step  is  iterative,  being  repeated  once  for  each  ASCII  diagram  that  you  want 
to  convert  to  a  binary  screen  image.  For  example,  if  you  want  to  convert  19  ASCII 
diagrams  to  binary  screen  images,  you  would  repeat  this  step  19  times. 

Most  importantly,  you  must  perform  these  conversions  according  to  the  diagram  order  you 
just  constructed  in  Section  VII.A.5.  You  must  start  with  the  first  diagram  in  the  order, 
and  continue  with  the  remaining  diagrams  until  the  last  diagram  in  the  order  has  been 
converted.  If  you  do  not  convert  diagrams  in  the  correct  order,  MECH  will  not  run 
properly. 

To  convert  each  ASCII  diagram,  type  ”shov/  filename",  where  filename  is  the  full  name  of 
the  ASCn  file  that  you  wish  to  convert  to  a  binary  screen  image.  For  example,  type  "show 
OOOO.asc"  to  convert  the  ASCII  file  for  the  engine  to  a  binary  screen  image.  This  displays 
the  file  on  the  screen.  Note  that  when  the  diagram  is  displayed,  no  DOS  prompt  will  be 
V  present.  Once  the  diagram  has  been  displayed,  SHOW  will  pause,  waiting  for  further 
input  from  you.  At  this  point,  press  the  <CTRL>  and  <BREAK>  keys  simultaneously. 
This  will  cause  SNAPSHOT,  which  is  resident  in  memory,  to  create  a  binary  screen  image 
of  the  displayed  ASCII  diagram. 

Repeat  the  complete  process  outlined  in  this  step  until  all  ASCII  diagrams  have  been 
converted  to  binary  screen  images.  As  SNAPSHOT  creates  each  new  binary  screen 
image,  it  automatically  assigns  a  filename  to  the  new  image.  The  first  binary  screen  image 


Section  VTI 


51 


(1)  The  conversion  utilities. 

(2)  The  ASCII  diagrams  you  created  with  your  text  editor, 

(3)  The  binary  screen  images,  with  inverse  video,  that  you  created  with  SHOW. 

SNAPSHOT,  and  SETRV. 

8.  Create  a  single  diagram  file.  The  binary  screen  images  must  now  be  combined  into  a 
single  data  file  for  use  by  MECH.  This  is  done  through  the  use  of  the  DIAGCOMB.COM 
utility,  as  outlined  next. 

Step  1:  At  the  DOS  prompt,  type  "diagcomb"  followed  by  <  ENTER  >. 

Step  2:  When  DIAGCOMB's  menu  appears,  select  option  "c"  to  implement 
combination. 

Step  3:  This  is  an  iterative  step  that  must  be  performed  once  for  each  diagram.  After 
you  press  "c"  in  the  previous  step,  diagram.O  will  appear  on  the  screen,  and  a  counter  will 
appear  below  it.  To  incorporate  diagram.O  into  the  final  diagram  file,  press  <  ENTER  > . 
At  this  point,  diagram.  1  will  appear  on  the  screen.  To  incorporate  this  diagram  into  the 
final  diagram  file,  press  <  ENTER  > .  Continue  with  this  sequence  until  all  diagrams  have 
been  incorporated  into  the  final  diagram  file 

Step  4:  Once  combination  has  finish,  select  the  "e"  to  end  the  session. 

Your  working  directory  will  now  contain  a  file  called  "diagram.dat".  This  is  the  file  that  MECH 
uses  to  present  diagrams.  Note  that  the  name  of  the  diagram  file  MECH  uses  must  be  called 
"diagram.dat."  As  described  in  Section  VIII.A,  the  name  of  this  file  will  be  a  variable  in  future 
implementations.  Be  sure  to  place  the  "diagram.dat"  file  in  the  directory  that  contains  your 
cluster  1  files  (see  Section  VI.C) 

9.  Editing  diagrams.  If  you  decide  to  change  a  particular  diagram  once  you  have  created 
the  diagram.dat  file,  first  edit  the  ASCII  file  for  the  diagram.  Then  convert  it  to  a  binary  screen 
image,  using  SHOW  and  SNAPSHOT,  and  then  convert  its  UPPERCASE  strings  to  inverse 
video,  using  SETRV.  Finally,  run  DIAGCOMB  to  integrate  your  edited  diagram  into  a  new 
diagram.dat  file. 

10.  Viewing  screen  images.  Whereas  DIAGCOMB  allows  you  to  view  binary  screen 
images  within  diagram.dat,  the  LOOKER.COM  utility  allows  you  to  view  individual  binary 
screen  images. 

V 

Step  1.  At  the  DOS  prompt,  type  "looker"  followed  by  <  ENTER  >. 

Step  2.  Once  LOOKER  has  been  loaded,  it  will  prompt  you  for  a  screen  mode.  Select 
option  two  for  80  column  text. 
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DIAGRAM = lubrication  system 

ADDRESS =3000 

SPECIFIC  DESCRIPTIONS  =  1  2  3 

NODES  BELOW =3 

DECOMPOSITIONS =3 

INPUTS  =  F-6300  R-6000 

OUTPUTS  =  S-5000  T-6000 

GENERAL  DESCRIPTION  =  LUBRICATION  SYSTEM 

The  lubrication  system  minimizes  friction  and  wear  on  engine  components. 

thereby  maintaining  optimum  operating  conditions.  At  one  point  in  the 

rotation  of  the  camshaft,  oil  is  pulled  into  the  oil  pump  through  suction. 

At  a  subsequent  point  in  rotation,  oil  is  forced  out  of  the  oii  pump  and 
into  the  intake  port.  Oil  is  then  forced  out  of  the  port  injector  in  the 
form  of  a  mist.  This  mist  falls  onto  the  internal  surface  of  the  cylinder 
assembly  and  onto  the  drive  train  to  keep  them  lubricated. 

1=  INTAKE  PORT 

The  intake  port  is  a  small  area  at  the  end  of  the  oil  line  just  before  the 
port  injector.  It  collects  oil  that  is  to  be  forced  out  of  the  port 
injector  and  onto  the  cylinder  assembly  and  drive  train  areas. 

2= PORT  INJECTOR 

The  port  injector  is  a  small  nozzle  on  the  side  of  the  intake  port. 

Because  of  the  nozzle's  small  opening,  oil  forced  out  of  it  is  turned  into 
a  mist.  Consequently  the  port  injector  turns  the  oil  into  a  form  suitable 
for  distribution  over  the  internal  surface  of  the  cylinder  assembly  and 
over  the  drive  train. 

3  =  OILPUMP 

The  oil  pump  transfers  oil  from  the  crankcase  to  the  intake  port.  Rotation 
of  the  drive  train  causes  oil  to  be  pulled  into  the  pump  from  the 
crankcase,  where  oii  is  stored.  Further  drive  train  rotation  forces  oil 
out  of  the  pump  and  into  the  intake  port. 


V 
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specific  description  (see  the  SPECIFIC  DESCRIPTIONS  field).  Consequently,  the 
lubrication  system  has  specific  descriptions  for  the  intake  port,  port  injector,  and  oil  pump. 

Important  note!  The  description  just  described  can  contain  no  blank  lines.  When  a 
blank  line  is  encountered,  MECH  assumes  that  the  description  has  ended. 

2.  Create  entries  for  terminal  components.  Table  3  shows  an  example  of  an  entry  for  a 
terminal  component.  As  can  be  seen,  only  four  fields  need  to  be  specified; 

DUGRAM  must  contain  "none",  because  terminal  components  do  not  have  their  own 
diagrams. 

ADDRESS  contains  the  address  of  the  terminal  component. 

NODES  BELOW  is  0,  because  this  is  a  terminal  component. 

GENERAL  DESCRIPTION  contains  the  name  of  the  terminal  component  on  the 
same  line. 

Note  that  no  general  description  of  the  terminal  component  follows.  This  is  because  the 
specific  description  for  this  component  exists  in  the  entry  for  its  superordinate.  For  example, 
the  specific  description  for  the  intake  port  is  in  the  entry  for  the  lubrication  system  (see  Table 
2). 


3.  Order  the  entries.  Organizing  entries  is  similar  to  organizing  diagrams,  as  diseased  in 
Section  VII.A.5.  To  see  how  we  ordered  the  entries  for  small  engines,  see  the  tutor.dat  file  on 
the  DRIVE  A  disk.  You  may  be  able  to  discern  the  ordering  principle  more  easily  from  seeing 
how  entries  are  ordered  in  tutor.dat  than  from  the  more  abstract  procedure  we  describe  shortly. 

As  can  be  seen  in  tutor.dat,  the  entry  for  engine  is  first,  followed  by  entries  for  the  six  systems 
that  compose  it  at  the  next  level  down  (fuel,  ignition,  lubrication,  cooling,  cylinder,  drive  train). 
The  next  entries  are  for  the  components  of  the  fuel  system,  beginning  with  an  entry  for  the  gas 
cap,  which  is  a  terminal  component.  The  next  two  entries  are  for  the  fuel  tank  and  carburetor, 
thereby  exhausting  the  immediate  descendents  of  the  fuel  system.  The  next  entries  are  for  the 
immediate  descendents  of  the  fuel  tank,  followed  by  the  immediate  descendents  of  the  fuel 
pick-up  system,  and  finally  by  the  immediate  descendents  for  the  carburetor.  At  this  point, 
entries  for  the  ignition  system  begin  to  be  added. 

V 

More  precisely,  the  general  procedure  for  ordering  entries  is  as  follows: 

Step  0.  Assign  0000  to  be  the  "current  node."  Also  create  0000  as  the  first  entry  in 
tutor.dat. 
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Step  1.  For  the  current  node,  determine  if  entries  for  its  immediate  descendents  have 
been  placed  in  tutor.dat.  For  example,  if  the  current  node  is  0000,  determine  if  entries  for 
1000,  2000,  3000,  4000,  5000,  and  6000  have  been  added. 

Step  la.  If  the  answer  is  "no,"  create  an  entry  for  each  immediate  descendent,  in 
numerical  order.  If  an  immediate  descendent  is  decomposable,  enter  information  as 
described  in  Section  VII. B.l  above.  If  an  immediate  descendent  is  a  terminal 
component,  enter  information  as  described  in  Section  VII.B.2  above.  For  example, 
if  the  current  node  is  0000,  first  add  1000,  then  2000,  then  3000,  then  4000,  then 
5000,  and  then  6000.  Exhaustively  add  all  components  that  are  immediate 
descendents  before  continuing  to  Step  2. 

Step  lb.  If  the  answer  is  "yes,"  then  go  to  Step  2. 

Step  2.  Determine  if  any  entries  remain  to  be  added  from  the  immediate  descendents  of 
the  current  node  at  any  level.  For  example,  if  the  current  node  is  0000,  determine  if  any 
entries  have  not  been  added  for  descendents  of  1000,  2000,  3000,  4000,  5000,  or  6000  at 
any  level. 

Step  2a.  If  the  answer  is  "yes,"  change  the  current  node  to  the  first  decomposable 
descendent  having  entries  that  remain  to  be  added.  For  example,  from  0000,  assign 
the  current  node  to  be  1000,  because  it  is  the  first  decomposable  descendent  having 
entries  that  remain  to  be  added,  namely,  1100,  1200  and  1300.  If  all  components 
from  1000  at  all  levels  have  been  added,  assign  the  current  node  to  be  2000, 
assuming  it  has  descendents  with  entries  that  remain  to  be  added.  If  all  the  entries 
for  2000  have  been  added,  continue  on  across  the  descendents  of  0000,  seeing  if  any 
have  entries  have  not  been  added.  Go  to  Step  1. 

Step  2b.  If  the  answer  is  "no"  and  the  current  node  is  0000,  you  are  done.  If  the 
answer  is  "no"  and  the  current  node  is  anything  but  0000,  then  change  the  new 
current  node  to  the  superordinate  of  the  current  node.  For  example,  if  the  current 
node  is  1200,  assign  its  superordinate,  1000,  to  be  the  new  current  node.  Go  to  Step 

1. 

It  is  essential  that  you  save  the  tutor.dat  file  unformatted.  If  your  text  editor  adds  formatting 
commands  to  the  file,  MECH  will  not  be  able  to  read  it  properly. 

C.  Description  File  for  TEST  and  REPAIR 

V 

This  ne.xt  file  contains  the  tests  and  repairs  used  by  TEST  and  REPAIR.  ITie  name  of  this  file 
must  be  "testrep.dat".  As  described  in  Section  VIII.A,  the  name  of  this  file  will  be  a  variable  in 
future  implementations.  A  fragment  of  the  testrep.dat  file  that  we  constructed  for  small  engines 
is  shown  in  Table  4. 

There  are  eight  constraints  on  designing  and  ordering  entries  in  testrep.dat: 
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(1)  The  maximum  number  of  tests/repairs  is  three  per  component.  As  described  later  in 

Section  VIII.E,  we  plan  to  remove  this  constraint  in  future  implementations. 

(2)  Tests  and  repairs  are  yoked:  For  every  test  in  testrep.dat,  there  must  also  be  a  repair 

(or  lack  of  repair,  as  described  next). 

(3)  There  may  be  no  repair  for  a  test.  In  general,  there  may  be  no  repairs  for  tests  of 

high-level  systems  because  the  repairs  must  take  place  at  the  level  of  more  specific 
components.  Nevertheless,  a  description  of  some  sort  must  be  included  for  these 
"non-repairs"  in  entries  where  they  occur  (e.g.,  see  repair  #1  for  the  carburetor). 

(4)  A  cost  must  be  included  for  each  test  and  repair.  These  are  used  to  calculate  payoffs 

to  subjects.  If  there  is  no  repair  for  a  test,  the  repair  receives  a  cost  of  $  .00. 

(5)  Tests  specify  whether  the  engine  needs  to  be  "on",  "off,  or  "either"  when  they  are 

performed.  Repairs  similarly  specify  whether  the  engine  needs  to  be  "on",  "off,  or 
"either",  assuming  a  repair  exists.  If  a  repair  does  not  exist,  it  receives  a  value  of 
"none"  for  the  engine's  on/off  status  (e.g.,  see  repair  #1  for  the  carburetor). 

(6)  The  description  of  a  test  can  be  up  to  2  lines  long,  with  each  line  containing  a 

maximum  of  72  characters  and  ending  with  a  return.  The  description  of  a  repair  can 
also  be  up  to  2  lines  long,  with  each  line  containing  a  maximum  of  72  characters  and 
ending  with  a  return.  As  described  in  Section  VIII.E,  we  plan  to  remove  the 
constraints  on  number  of  lines  in  future  implementations. 

(7)  Each  line  of  information  in  an  entry  must  be  followed  by  a  line  containing  an  to 

separate  it  from  the  next  line  of  information. 

(8)  Entries  in  the  testrep.dat  file  must  be  ordered  according  to  the  procedure  described 

for  tutor.dat  in  Section  VII.B.3. 

To  see  the  basic  format  for  constructing  entries  in  testrep.dat,  consider  the  tests  and  repairs  for 

the  carburetor  in  Table  4.  More  specifically,  each  entry  should  be  structured  as  follows: 

« 

Line  1  contains  the  following  three  pieces  of  information: 

(1)  the  address  of  the  component  (1300) 

(2)  the  number  of  yoked  tests/repairs  ( 2) 

^  (3)  the  name  of  the  component  (carburetor). 

Line  3  contains  the  following  five  pieces  of  information: 

(1)  the  number  of  the  test/repair  (#1) 

(2)  the  cost  of  the  test  (dcost  =  $  4.00);  the  "d"  stands  for  "diagnostic" 

(3)  whether  the  engine  must  be  "on",  "off,  or  "either"  to  run  the  test  ("off) 

(4)  the  cost  of  the  repair  (rcost  =  $  000.00) 
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PROBLEM  =21 

NAME  =  fuel  system  tune  up,  adjust  high-  and  low-speed  adjustment  sere 

IDEAL  COST  =  $  16.00 
* 

CUSTOMER  =  1 

Owned  by  the  Ann  Arbor  Parks  Department. 

MODEL  =  1 

Made  by  Tecumseh.  Heavy-duty  model. 

AGE  =  1 

About  1  year  old. 

USE  =  1 

Used  five  days  a  week  to  cut  lawns  in  city  parks. 

MAINTENANCE  =  1 

Has  received  no  maintenance  in  1  year. 

CURRENT  PROBLEM  =  2 

Engine  stalls  when  running  at  low  speeds. 

Engine  doesn't  go  fast  enough  at  high  speeds. 

PREVIOUS  PROBLEM  =  1 
None. 

OBSERVATIONS  =  1 

Operator  thinks  that  the  fuel  system  might  be  out  of  adjustment. 


PROBLEM  =11 

NAME  =  malfunction  at  spark  plug  ->  broken  secondary  wire  (explicit  #1) 
IDEAL  COST  =  $  32.00 
* 

CUSTOMER  =  1 

Owned  by  the  Sea  Palms  Apartment  Complex. 

MODEL  =  1 

Made  by  Craftsman.  Made  in  the  United  States.  Discount  model. 

AGE  =  1 

About  1  year  old. 

USE  =  0 

MAINTENANCE  =  0 

CURRENT  PROBLEM  =  1 

The  engine  will  not  start. 

PREVIOUS  PROBLEM  =  0 
OBSERVATIONS  =  2 

A  mechanic  friend  of  the  customer  checked  out  the  engine  a  little  and 
fouVid  that  the  spark  plug  is  not  producing  a  spark. 


Section  VII 


63 


field  will  not  appear  in  any  form  when  MECH  runs.  From  the  student's  perspective, 
these  fields  will  not  exist. 

As  described  in  Section  VIII.A,  later  versions  of  MECH  will  allow  job  files  to 
contain  optional  fields  of  any  description,  not  just  these  eight. 

Each  optional  field  is  defined  by  a  first  line  that  (a)  defines  the  field,  and  (b) 
specifies  how  many  lines  will  subsequently  constitute  its  value.  Consider  the  field 
for  CURRENT  PROBLEM  in  Job  21.  "CURRENT  PROBLEM  =  2"  defines  the 
field  and  specifies  that  two  lines  for  it  follow.  In  Job  11,  when  "0"  follows  the  name 
of  a  field,  this  means  that  neither  the  field  nor  the  value  will  appear  in  MECH's  job 
descriptions.  Only  those  fields  and  values  having  at  least  one  line  are  shown. 

The  value  for  each  field  can  contain  any  number  of  lines.  Each  line  must  be  a 
maximum  of  79  characters  and  end  with  a  return. 

2.  Fault  files.  An  example  of  a  fault  file  is  shown  in  Table  6.  This  is  the  file,  21. fit,  on  your 
DRIVE  B  disk.  Additional  examples  of  fault  files  reside  on  the  DRIVE  B  disk  as  well. 

The  following  six  constraints  apply  to  constructing  a  fault  file: 

(1)  Analogous  to  job  files,  the  maximum  number  of  fault  files  is  1000. 

(2)  The  prefix  of  each  filename  must  always  be  a  number  from  0  to  999.  The  extension  of 

each  filename  must  always  be  ".fit".  Examples  of  filenames  include  ll.flt,  21.flt, 
142.flt,  etc. 

(3)  The  prefix  of  each  fault  file  should  be  the  same  as  the  prefix  of  the  corresponding  job 

file.  For  example,  ll.job  and  ll.flt  form  a  pair,  as  do  21.job  and  21. fit.  If  you  do  not 
use  identical  prefixes  in  this  manner,  MECH  will  not  operate  properly. 

(4)  The  first  five  lines  shown  in  Table  6  must  begin  every  fault  file.  The  subsequent  lines 

are  optional,  as  described  in  Sections  VII.D.2.a  and  VII.D.2.b  below. 

(5)  Line  1  contains  the  number  of  faults  for  the  current  problem.  A  fault  corresponds  to 

a  particular  repair  of  a  particular  component  that  must  be  made  before  the  problem 
is  solved.  A  problem  can  have  any  number  of  faults. 

'  (6)  Line  2  contains  the  specific  repairs  that  must  be  made  to  eliminate  the  n  faults 
introduced  in  Line  1.  Each  repair  is  indexed  by: 

(a)  the  address  of  the  component  that  needs  to  be  repaired 

(b)  the  number  of  the  repair  for  that  component  that  needs  to  be  performed. 


Section  VII 


65 


For  example,  "1236  2"  means  that  the  high-speed  adjustment  screw  in  the  fuel-pick 
up  system  must  be  opened  to  repair  the  first  fault  (i.e.,  test  #2  of  component  1236). 
"1350  2"  means  that  the  low-speed  adjustment  screw  in  the  carburetor  must  be 
opened  to  repair  the  second  fault  (i.e.,  test  #2  of  component  1350).  Line  3  must 
contain  an 

As  each  needed  repair  is  made,  MECH  "erases"  that  repair  from  what  is  currently 
wrong  with  the  system.  This  changes  the  productions  that  fire  when  the  student 
starts  the  system  and  runs  tests,  as  described  in  Sections  VII.D.2.a  and  VII.D.2.b 
below. 

Important  note!  If  a  component  is  duplicated  in  your  system  hierarchy,  you 
probably  should  not  assign  it  as  a  fault  during  troubleshooting.  Consider  the 
flywheel,  which  is  duplicated  several  times  in  our  hierarchy  for  small  engines.  If  the 
flywheel  is  at  fault,  one  or  all  of  the  nodes  for  the  flywheel  could  be  specified  as 
faults.  If  only  one  is  specified,  then  tests  on  different  nodes  for  the  flywheel  would 
yield  different  results,  which  is  obviously  inappropriate.  Worse  yet,  if  all  flywheel 
nodes  are  specified  as  faults,  then  the  flywheel  would  have  to  be  repaired  several 
times  before  the  problem  was  solved.  This,  too,  is  clearly  inappropriate. 

One  way  to  handle  this  problem  would  be  to  designate  one  node  as  the  one  that 
subjects  test  and  repair.  For  all  other  nodes,  the  Test  #1  and  Test  #2  descriptions 
would  state  that  tests  and  repairs  could  not  be  done  for  the  current  diagram.  In 
addition,  these  descriptions  would  direct  the  user  to  the  one  diagram  where  the  tests 
and  repairs  could  be  performed.  For  example,  the  Test  #1  message  could  state, 
"The  flywheel  can  not  be  tested  here.  Go  to  the  crankshaft  diagram  to  test  the 
flywheel."  This  is  how  we  have  handled  repetition  for  the  flywheel  and  (fuel)  tank  in 
our  current  configuration  for  small  engines. 

(7)  Line  4  must  contain  the  number  of  test  messages,  where  each  test  message  is  a 

production.  The  number  of  productions  (test  messages)  is  unlimited.  There  are  two 
different  types  of  productions: 

(a)  "System  productions"  that  apply  to  starting  the  system  (described  in  Section 

VII.D.2.a  below). 

(b)  "Test  productions"  that  apply  to  running  particular  tests  on  particular 

components  (described  in  Section  VII.D.2.b  below). 

(8)  Line  5  must  contain  an 

a.  System  productions.  System  productions  apply  to  starting  the  system.  Certain  tests  and 
repairs  may  require  that  a  student  start  the  system  before  performing  them  (see  Sections  1II.C.5 
and  III.C.6).  Furthermore,  every  time  a  student  makes  a  repair,  MECH  requires  that  the 
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(c)  Line  2  specifies  the  "working  conditions"  of  the  production.  If  the  production  is  to 

fire,  it's  working  conditions  must  match  the  current  state  of  the  engine.  In  other 
words,  the  production  must  find  that  the  tests  specified  by  these  conditions  do  not 
reveal  faults.  To  do  this,  it  simply  looks  up  the  current  list  of  faults  for  the  engine. 
The  maximum  number  and  format  of  working  conditions  are  the  same  as  for  broken 
conditions. 

In  general,  either  working  or  broken  conditions  alone  are  sufficient  to  specify  the 
conditions  of  a  production  fully.  We  have  included  both  so  that  users  have  more 
flexibility  in  designing  problems. 

(d)  Line  3  and  Line  4  (if  used)  specify  the  "action"  or  message  that  the  production 

produces.  If  the  production's  working  and  broken  conditions  are  met  fully,  the 
production  "fires"  by  presenting  its  message  to  the  student.  A  message  can  contain  a 
maximum  of  two  lines,  each  containing  a  maximum  of  79  characters  and  ending  by  a 
return.  As  described  in  Section  VIII.E,  the  constraint  on  number  of  lines  will  be 
removed  in  future  implementations. 

b.  Test  productions.  Test  productions  apply  to  performing  tests.  Every  time  a  student 
attempts  to  run  a  test,  MECH  searches  for  productions  that  apply  to  the  test.  If  one  matches 
the  current  fault  state  of  the  system  (as  just  described  in  Section  VII.D.2.a),  then  it  fires  its 
message.  If  no  productions  fire,  then  MECH  assumes  that  the  test  found  nothing  wrong  and 
responds  with  a  default  message  stating  that  the  test  found  no  fault. 

A  general  rule  of  thumb  is  that  test  productions  need  to  be  written  for ; 

(a)  Components  whose  tests  exhibit  faults  (e.g.,  the  last  two  productions  in  Table  6). 

(b)  Components  whose  tests  are  affected  by  existing  faults  (e.g.,  the  productions  for  1000 

2  and  for  1200  2  in  Table  6).  Note  that  1000  2  and  1200  2  are  not  faults  themselves. 
Instead  the  fuel  system  (1000)  and  the  carburetor  (1200)  are  malfunctioning 
because  of  other  faults  that  exist  in  the  system. 

Knowing  which  productions  of  type  (b)  to  construct  is  the  trickiest  part  of  authoring  MECH 
files.  In  our  examples,  we  simply  reasoned  intuitively  about  faults  to  produce  these  productions. 
For  example,  we  assumed  that  improperly  adjusted  low-  and  high-speed  adjustment  screws 
would  affect  the  carburetor  and  fuel  system  and  that  these  faults  would  affect  no  other  test  in 
the  system.  In  some  cases,  producing  productions  in  this  intuitive  manner  may  be  sufficient  for 
constructing  an  application. 

Other  applications,  however,  may  require  that  test  productions  be  designed  more  rigorously. 
You  may  need  to  consult  an  expert  or  a  text  to  determine  which  non-broken  components  of  a 
system  are  affected  by  a  particular  fault.  As  we  discuss  in  Section  VIII.L,  if  an  actual  simulation 
of  a  system  exists,  it  can  be  used  to  define  these  productions.  Moreover,  it  should  be  possible  to 
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21 

11 

12 

15 

16 
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Table  8  presents  fragments  of  the  true-false  test  we  constructed.  If  you  wish  to  browse  through 
the  rest  of  the  test,  see  the  tftest.tst  file  on  the  DRIVE  B  disk. 

The  first  line  of  the  file  must  specify  the  total  number  of  probes.  Each  subsequent  set  of  three 
lines  corresponds  to  a  probe  item.  The  format  for  these  items  is  as  follows: 

Linel  contains  a  code  for  each  item,  taking  up  the  first  eight  character  fields  of  the  line. 
Note  that  blank  spaces  in  these  fields  count  as  O’s.  The  contents  of  these  eight  character 
fields  are  defined  as  follows: 

(a)  The  first  three  characters  fields  of  the  code  specify  the  item’s  number.  Because  the 

first  three  characters  for  the  first  item  in  Table  8  are  "  1",  this  means  that  the  item's 
number  is  "001." 

(b)  The  fourth  character  field  indicates  whether  the  item  is  true  or  false.  As  can  be  seen 

from  Table  8,  "1"  indicates  that  the  correct  response  is  "true,"  and  "2"  indicates  that 
the  correct  response  is  "false." 

(3)  The  fifth  character  field  specifies  the  type  of  item.  As  can  be  seen  from  Table  8,  "1" 

items  test  components,  "2"  items  test  internal  relations  (i.e.,  relations  shown  income 
diagram),  "3"  items  test  relations  not  shown  in  any  diagram  that  must  be  inferred, 
and  "4"  item  test  relations  that  involve  the  environment. 

(4)  The  sixth  character  field  specifies  the  level  of  the  probe  in  the  diagram  hierarchy.  As 

can  be  seen  from  Table  8,  "1"  items  occur  at  the  level  immediately  below  0000,  "2" 
items  occur  one  level  lower,  etc.  For  the  "3"  and  "4"  items  just  described  above  for 
(3),  the  sixth  character  field  specifies  the  hierarchical  level  of  the  lowest  occurring 
component  in  the  relation. 

(5)  The  seventh  character  field  is  always  blank. 

(6)  The  eighth  character  field  only  applies  to  the  "3"  and  "4"  items  just  described  above 

for  (3).  For  these  items,  the  eighth  character  field  specifies  the  hierarchical  level  of 
the  highest  occurring  component  in  the  relation. 

Line  2  and  Line  3  for  each  item  contain  the  information  presented  to  subjects.  Each  of 
these  two  lines  can  be  a  maximum  of  79  characters  and  must  end  with  a  return.  If  an  item 
t  only  requires  one  line,  the  second  line  must  nevertheless  be  left  blank. 

Important  note!  You  can  define  fields  4-8  in  whatever  way  you  want.  You  do  not  need 
to  define  them  as  we  have  defined  them.  However,  fields  1-3  must  be  used  to  represent 
the  number  of  the  probe. 

The  test  can  contain  up  to  212  items.  As  described  in  Section  VllI.E,  this  limit  will  be  removed 
in  future  versions  of  MECH.  Items  mu.st  be  ordered  by  number,  as  defined  by  the  first  three 
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characters  of  each  line  (see  (a)  above).  When  MECH  presents  the  test  to  a  student,  it  presents 
the  probes  in  a  random  order. 

Note  that  MECH  stores  the  following  information  for  each  item  in  the  true-false  data  file  after 
running  the  true  false  test: 

(1)  The  item  number  (characters  1-3  of  the  item  code). 

(2)  The  remainder  of  the  eight-character  item  code. 

(3)  The  subject's  response  (true  or  false). 

(4)  The  subject's  confidence  in  their  response  (1  =  low,  2  =  moderate,  3  =  high). 

(5)  The  subject's  reaction  time  in  milliseconds. 

MECH  does  not  compute  any  results  based  on  fields  four  through  eight  of  the  item  code. 
Instead  this  information  is  stored  for  use  by  external  data  analysis  programs.  MECH  stores  the 
data  for  probes  according  to  their  order  in  the  file  from  which  they  were  read.  MECH  does  not 
currently  store  the  position  of  the  probe  in  the  test  sequence.  As  described  in  Section  VIII.A 
future  versions  will  also  record  this  information. 
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(5)  In  the  JOB  INFORMATION  menu  that  lists  the  characteristics  of  previous  jobs,  we 

need  to  include  the  faults  that  were  repaired.  These  could  simply  be  read  out  ot  the 
fault  file  that  accompanies  the  job  file. 

(6)  In  the  JOB  INFORMATION  menu  that  lists  the  characteristics  of  previous  jobs,  the 

menu  option  "FIO  Return  to  prev  menu"  should  be  changed  to  "FIO  Return  to 
previous  menu". 

(7)  A  number  of  options  need  to  be  added  the  parameter  screen.  Later  sections 

(referenced  below  in  parentheses)  describe  these  options  in  greater  detail.  Adding 
all  these  options  may  require  a  second  "page"  in  the  parameter  screen,  where  each 
page  can  accessed  by  a  "switch  page"  option  in  the  other. 

(a)  Add  options  for  files  whose  names  are  currently  constants  in  the  MECH 

program.  In  particular,  add  options  for: 

(a)  The  name  of  the  diagram  file  used  by  MOVE  (curently  diagram.dat). 

(b)  The  name  of  the  description  file  used  by  TUTOR  (currently  tutor.dat). 

(c)  The  name  of  the  description  file  used  by  TEST  and  REPAIR  (currently 

testrep.dat). 

(d)  The  name  of  the  logo  screen  (currently  nameplat.dat). 

(b)  Add  an  option  for  the  file  containing  menus  and  messages  (see  Section  VIII.B). 

(c)  Add  three  options  for: 

(a)  Type  of  diagram  (ASCII  or  bit-mapped). 

(b)  Screen  driver  (standard  monochrome,  Hercules  monochrome,  CGA, 

EGA,  or  VGA). 

(c)  Menu  control  (keyboard,  mouse,  or  both). 

See  Section  VIII.D  for  discussion  of  these  additions. 

(d)  Add  an  option  for  the  filename  of  the  COMMENT  file  (see  Section  VIII.F). 

(e)  Add  an  option  that  asks  whether  a  video  disk  is  being  used  (see  Section  VIII.K). 

V  (f)  Add  an  option  that  asks  whether  a  qualitative  simulation  is  being  used  (see 

Section  VIII.L). 

(8)  Options  for  filenames  need  to  be  blocked  by  cluster  in  the  parameter  screen,  as 

defined  in  Section  VI.C.  Each  block  should  be  preceded  directly  by  the  option  tor 
the  drive  that  contains  the  cluster  below. 
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( 17)  In  Section  VIJ  we  discussed  a  problem  in  using  SHOWKEYS,  namely,  that  MECH 
requires  the  original  parameter  file  to  be  unchanged.  To  remove  this  problem,  and 
to  remove  having  to  access  the  parameter  file  altogether,  MECH  should  extract 
whatever  it  needs  from  the  parameter  file  and  store  it  with  the  data  files  when  they 
are  originally  created. 

B.  Implementing  Complete  Domain-Independence 

We  originally  thought  we  had  implemented  complete  domain  independence  in  MECH,  only  to 
discover  that  a  few  domain-dependent  features  remain  in  the  menus  and  messages  of  the  core 
program  and  in  the  description  fields  of  job  files.  For  example,  domain-dependent  menu 
options  include  "Start  the  engine"  and  "Stop  the  engine".  Domain-dependent  messages  include 
"The  engine  will  not  start".  Domain-dependent  job  fields  include  "MODEL  and 
"MAINTENANCE".  If  someone  wanted  to  configure  MECH  for  an  electronic  circuit,  these 
options,  messages,  and  fields  would  not  be  suitable. 

,What  we  plan  to  do  is  make  the  contents  of  menus,  messages,  and  job  fields  ht  file-dependent. 
Rather  than  being  part  of  the  source  code,  the  contents  of  menus,  messages,  and  job  fields 
would  exist  in  MECH's  input  files.  Although  users  could  not  change  the  structure  of  the  menus, 
the  location  of  the  messages,  or  the  processing  of  job  fields,  they  could  change  the  names  of 
menus,  the  names  of  menu  options,  the  contents  of  messages,  and  the  names  of  job  fields. 

For  example,  users  could  edit  the  "surface  aspects"  of  menus  and  messages  in  a  menu/message 
input  file,  much  like  those  constructed  for  MOVE  and  TUTOR.  The  name  of  this  file  would  be 
an  option  in  the  parameter  screen.  Upon  initializing,  MECH  would  incorporate  the  contents  of 
this  file  into  its  configuration  for  the  current  session. 

For  job  fields,  MECH  could  simply  read  the  job  fields  in  the  file  for  each  job,  where  each  field 
is  indicated  by  a  preceding  @  (see  Section  VIII.A,  item  8). 

Important  note!  If  a  user  wants  to  configure  MECH  for  a  domain,  but  does  not  want  to 
reprogram  MECH  to  handle  menus,  messages,  and  job  fields  flexibly,  then  menus,  messages, 
and  job  fields  could  be  changed  easily  by  editing  the  source  files  for  MECH.  Such  changes 
would  only  require  retyping  those  character  strings  that  constitute  menu  names,  menu  options, 
messages,  and  job  fields.  Once  these  changes  had  been  made,  MECH  would  have  to  be 
recompiled. 

C.  Implement  Extensions  to  Other  Processors 

MECH  currently  runs  on  a  limited  set  of  computers  (see  Section  VI.B.l).  Whatever  aspects  ot 
MECH  limit  it  to  these  machines  must  be  generalized  such  that  MECH  can  run  on  any 
computer  using  the  DOS  operating  system  (e.g.,  IBM,  Compaq,  Zenith,  AST)  or  processor  (e.g.. 
8088,  8086,  80282,  80386).  We  also  hope  to  develop  a  version  that  runs  in  the  APPLE 
environment. 
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(5)  A  maximum  of  36  working  conditions  and  36  broken  conditions  for  productions  in 

fault  files. 

(6)  A  maximum  of  two  lines  for  the  message  of  a  production  in  fault  files. 

(7)  A  maximum  of  1000  jobs  in  a  joblist  file. 

(8)  A  maximum  of  212  probes  on  the  true-false  test. 

All  other  relevant  aspects  of  MECH  are  unconstrained  in  size,  as  far  as  we  know, 

F.  Add  the  COMMENT  UTILITY 

We  need  a  general  utility  that  can  present  a  file  of  information  at  any  point  during  a  MECH 
session.  For  example,  this  utility  could  be  included  in  keystroke  control  to  present  instructions, 
strategies,  etc.  at  various  points  during  learning.  Or  this  utility  could  be  triggered  to  provide 
hints  when  students  under  user  control  experience  difficulty  while  troubleshooting. 

More  specifically,  the  COMMENT  utility  should  be  a  procedure  that  creates  and  implements 
productions  of  the  following  form: 

Condition:  An  eliciting  keystroke  sequence  or  event. 

Action:  Presentation  of  a  file. 


There  appear  to  be  two  primary  ways  such  productions  could  be  constructed,  one  for  keystroke 
control  and  another  for  user  control.  For  keystroke  control,  the  eliciting  condition  could  be  a 
fixed  keystroke  sequence,  such  as  "<  ALT  >  100".  Whenever  an  instructor  enters  "<  ALT  >  100" 
under  user  control,  MECH  would: 

(1)  Ask  for  the  name  of  the  file  that  should  be  presented  at  this  point  later  during 

keystroke  control. 

(2)  Record  the  filename. 

(3)  Ask  whether  the  full  screen  should  be  used  to  present  the  file,  or  whether  the  file 

should  be  presented  in  the  lower  menu  area  below  the  diagram. 

(4)  Store  a  call  to  COMMENT  in  the  keystroke  file  that  specifies  the  information  in  (2) 

and  (3)  as  arguments. 

Subsequently,  the  keystroke  file  is  used  for  keystroke  control,  encountering  this  call  to 
COMMENT  will  automatically  present  the  student  with  the  file.  Note  that  the  student  should 
not  see  steps  (1)  *  (4)  above.  Instead  MECH  should  simply  present  the  file  at  the  appropriate 
tim^  and  at  the  appropriate  place  on  the  screen.  As  in  all  our  other  text  presentations,  MECH 
should  allow  the  user  to  scroll  through  the  file  if  it  is  larger  than  the  window  in  which  it  is 
presented. 

COMMENT  could  be  utilized  under  user  control  for  troubleshooting  as  follows.  Another 
option  could  be  added  to  the  parameter  screen  for  a  "comment  file".  In  this  file  would  be 
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point,  MECH  would  show  the  map  in  the  diagram  part  of  the  screen  and  state  where  the  user  is 
in  the  lower  part  of  the  screen. 

This  conception  of  the  MAP  utility  is  actually  quite  simplistic.  It  really  doesn't  add  much 
information  to  our  current  use  of  paths  on  the  upper-left  corners  of  menus  (as  described  in 
Section  III.B).  It  should  be  possible,  however,  to  conceive  of  more  powerful  versions  of  this 
utility.  If  users  find  that  our  current  use  of  paths  is  sufficient,  the  MAP  utility  may  not  be 
necessary. 

H.  Add  the  SEARCH  Utility 

Imagine  that  someone  wants  to  use  MECH  for  online  support  during  actual  troubleshooting. 
One  way  to  provide  such  support  would  be  for  the  user  to  access  a  SEARCH  option  from  the 
MAIN  menu.  The  SEARCH  menu  would  allow  three  options. 

(1)  The  user  enters  symptoms  from  a  real  job  into  a  register. 

(2)  The  user  receives  a  known  list  of  symptoms  in  alphabetical  order  and  enters  those 

into  the  register  that  describe  symptoms  in  the  current  problem.  The  list  would  be 
the  union  of  symptoms  from  all  job  files  in  the  current  configuration  of  MECH 
(such  a  list  could  be  quite  long). 

This  menu  option  would  be  useful  when  the  symptoms  entered  in  (1)  above  don  t 
retrieve  any  cases  in  (3)  below.  This  could  occur  if  a  user  does  not  describe 
symptoms  in  the  same  terms  that  describe  symptoms  in  the  job  files. 

(3)  The  user  could  use  whatever  symptoms  were  placed  in  the  register  by  (1)  and/or  (2) 

to  search  all  the  pairs  of  job  and  fault  files  in  the  current  configuration  of  MECH. 
The  symptoms  in  the  register  could  be  combined  by  a  Boolean  'and  or  or  to  form 
different  types  of  probes  for  search.  Any  Job  matching  the  current  probe  would  be 
retrieved. 

As  jobs  matching  the  symptoms  are  retrieved,  the  user  could  browse  through  them,  looking  at 
their  faults  and/or  other  characteristics.  This  information  could  provide  hypotheses  about  what 
the  fault(s)  might,  be  in  the  current  problem. 

Besides  adding  the  SEARCH  routine  to  MECH,  it  would  be  necessary  for  authors  to  construct 
large  sets  of  job  and  fault  files  that  represent  the  variety  of  problems  that  occur  in  a  domain. 
The  problems  could  represent  real  or  fictional  jobs.  To  the  extent  it  is  possible  to  identify  a 
fairly  exhaustive  set  of  problems,  and  to  the  extent  they  are  all  represented  in  job/fault  files, 
MECH  could  serve  as  a  means  to  access  this  data  base  in  ways  that  might  be  useful  during  real 
troubleshooting. 

The  SEARCH  utility  might  also  be  useful  in  training  students  to  troubleshoot.  Rather  than 
solving  problems  when  given  symptoms,  students  could  look  up  known  cases  when  given 
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show  an  arrow  pointing  to  that  component.  For  example,  if  a  user  wanted  to  see 
where  the  venturi  is  in  the  carburetor,  the  video  disk  could  now  show  the  carburetor 
with  an  arrow  pointing  at  the  venturi. 

Integrating  conceptual  and  visual  information  in  this  manner  may  be  a  particularly 
powerful  way  of  training  students  about  a  system,  because  they  learn  about  it  at 
multiple  levels.  Students  would  simultaneously  learn  about  the  hierarchical 
organization  of  components,  the  functional  organization  of  components,  and  how  to 
identify  real  instances  of  components. 

(2)  Video  footage  could  be  associated  with  every  address  in  the  testrep.dat  file.  New 

options  in  the  TEST  and  REPAIR  menus  could  then  allow  users  to  see  how  a  given 
test  or  repair  is  actually  performed.  For  example,  a  user  could  actually  watch 
someone  testing  the  ratio  of  air  to  fuel  in  the  air-fuel  mixture.  Or  a  user  could 
actually  watch  someone  replacing  the  spark  plug.  In  this  way,  students  could  acquire 
some  degree  of  procedural  knowledge. 

Again,  integrating  conceptual  and  perceptual  training  may  be  ideal.  From  our 
current  MECH  utilities,  students  learn  domain-independent  strategies,  symptom- 
fault  rules,  and  functional/qualitative  reasoning.  From  the  video  disk,  students 
could  learn  how  to  perform  these  skills. 

(3)  When  students  access  information  about  jobs,  the  video  disk  could  show  pictures  of 

the  actual  device  that  needs  to  be  repaired  and  the  problematic  symptoms  it 
exhibits.  Associating  this  visual  information  with  the  more  abstract  information 
currently  provided  by  MECH  would  greatly  enhance  the  categorization  skills  that 
underlie  fault  diagnosis. 

If  video  disk  technology  were  added  to  MECH,  an  option  for  using  or  not  using  it  would  have  to 
be  added  to  the  parameter  screen. 

L.  Add  an  Interface  for  Qualitative  Simulations 

Currently,  an  author  has  to  wrjte  productions  for  every  problem.  As  described  in  Section 
VII.D.2,  the  basis  for  these  productions  could  lie  in  intuition,  be  obtained  from  experts,  or  be 
obtained  indirectly  from  a  simulation.  However,  MECH  could  be  interfaced  directly  to  a 
simulation,  thereby  allowing  the  following  functions: 

(1)  An  instructor  could  "break"  part  of  the  simulation,  thereby  creating  jobs  (i.e.,  fault 

files  would  contain  information  about  which  part  of  the  simulation  to  break). 

(2)  When  initially  presented  with  a  job,  a  user  could  try  to  start  the  simulation  and 

acquire  symptom  information  about  what  is  not  working  properly. 


Section  VIII 


85 


References 

Collins,  A.,  Salter,  W.,  &  Tenney.  Y.  ( 1987).  Contract  progress  report.  Bolt,  Beranek,  and 
Newman.  Cambridge,  MA. 

Hegerty,  M.,  Just,  M.A.,  &  Morrison,  I.R.  (1988).  Mental  models  of  mechanical  systems: 

Individual  differences  in  qualitative  and  quantitative  reasoning.  Cognitive  Psychology,  20, 
191-236. 

Johnson-Laird,  P.N.  (1983).  Mental  models.  Cambridge,  MA:  Harvard  University  Press. 

Murphy,  G.L.,  &  Medin,  D.L.  (1985).  The  role  of  theories  in  conceptual  coherence. 
Psychological  Review,  92,  289-316. 

Norman,  D.A.,  &  Shallice,  T,  (1986).  Attention  to  action:  Willed  and  automatic  control  of 
behavior.  In  R.J.  Davidson,  G.E.  Schwartz,  &  D.  Shapiro  (Eds.),  Consciousness  and  self¬ 
regulation:  Advances  in  research  and  theory  (Vol.  4).  New  York:  Plenum  Press. 

Schank,  R.C.,  Collins,  G.C.,  &  Hunter,  L.E.  (1986).  Transcending  inductive  category  formation 
in  learning.  The  Behavioral  and  Brain  Sciences,  9,  639-651. 

White,  B.Y.,  &  Frederiksen,  J.R.  (1986).  Intelligent  tutoring  systems  based  upon  qualitative 
model  evolutions.  In  the  proceedings  of  AAAI-86:  The  national  conference  on  artificial 
intelligence.  Philadelphia. 


Appendix  C 

The  First  Round  of  Follow-up  Experimentation 
Excerpts  from  Interim  Report 
ARI  Contract  No.  MDA903-90-K-0112 

The  psychology  group  has  performed  many  experiments  in  the  first  year  of  this  project, 
investigating  the  different  types  of  knowledge  used  in  troubleshooting  and  the  effects  of 
each  on  learning  and  assessing  the  role  of  third-party  explanations  and  self-explanations  in 
troubleshooting  and  learning  how  to  troubleshoot. 


0.1  The  role  of  device  topography  and  causal  knowledge  in  trou¬ 
bleshooting 

The  earliest  experimentation  was  on  the  role  of  device  topography  and  causal  knowledge  in 
troubleshooting.  Of  interest  were  the  roles  that  these  two  factors  play  in  people’s  ability  to 
acquire  symptom-fault  categories.  Subjects  first  learned  information  about  a  system  that 
they  were  going  to  troubleshoot  (i.e.,  a  satellite  refueler  or  a  glass  brick  maker,  both  fictional). 
All  96  subjects  in  the  experiment  learned  the  components  of  a  given  system.  Half  of  these 
subjects  also  learned  the  system’s  hierarchical  topography  (which  was  isomorphic  for  the 
satellite  refueler  and  glass  brick  maker).  Subjects  learned  the  system’s  components  plus 
topography  until  they  had  memorized  them.  Subjects  then  performed  troubleshooting.  On 
each  trial,  subjects  received  the  name  of  a  component  in  the  system  that  was  malfunctioning, 
and  their  task  was  to  select  from  a  list  of  other  components  the  component  that  was  the  cause 
of  the  malfunction.  In  a  sense,  this  is  a  categorization  task,  because  subjects  must  categorize 
each  symptom  into  a  fault  category.  We  manipulated  the  relation  between  the  symptom  and 
the  fault.  For  subjects  who  learned  the  topography,  the  symptom  either  occurred  before  or 
after  the  fault  in  the  topography  (direction),  crossed  with  the  symptom  being  either  close 
or  far  to  the  fault  (distance).  The  symptom  and  fault  always  occurred  within  the  same 
subsystem  in  the  hierarchical  topography.  All  experiments  are  constructed  with  subjects  via 
computer  and  take  around  2  hours  per  subject.  Subjects  participate  either  for  course  credit 
or  pay.  To  induce  subjects  to  perform  well,  we  pay  all  subjects  according  to  how  efficiently 
they  perform  troubleshooting.  For  subjects  who  are  being  paid  to  be  in  the  experiment,  this 
bonus  is  added  on  top  of  their  basic  wage. 

Three  robust  effects  demonstrated  the  effects  of  topography  on  troubleshooting.  First, 
subjects  preferred  to  select  faults  from  the  same  subsystem  as  the  symptom.  Second,  sub¬ 
jects  preferred  to  select  faults  that  occurred  before  the  symptom  in  the  topography.  Third, 
subjects  preferred  to  select  faults  that  were  close  to  the  symptom  within  the  same  subsys¬ 
tem.  All  three  effects  clearly  indicate  that  subjects  use  topography  to  construct  hypotheses 
about  the  cause  of  a  symptom.  Subjects  who  did  not  learn  topography  showed  no  such 
biases.  A  fourth  effect,  unexpected  but  quite  interesting,  was  that  subjects  were  better  at 
troubleshooting  the  satellite  refueler  than  at  troubleshooting  the  glass  brick  maker.  This  is 
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surprising,  because  both  systems  have  the  same  topography.  The  effect  suggests  that  causal 
knowledge  about  the  relations  between  particular  subsystems  and  components  also  affects 
subjects’  troubleshooting  hypotheses.  Because  the  causal  processes  are  different  for  these 
two  systems,  differences  in  troubleshooting  result. 

In  another  experiment,  we  explored  the  role  of  causal  processing  futher.  In  this  exper¬ 
iment,  the  topography  of  the  system  was  maintained,  but  the  components  were  scrambled 
within  it,  thereby  precluding  any  causal  understanding  of  the  system.  If  causal  processing 
is  a  factor,  then  troubleshooting  should  be  worse  than  in  the  unscrambled  condition.  We 
have  added  an  additional  condition  that  also  maintains  the  topography  but  only  has  letters 
indicating  the  components,  thereby  again  precluding  causal  understanding.  These  condi¬ 
tions  were  compared  to  a  standard,  unscrambled  topography  group,  along  with  a  group  who 
learned  no  topography. 

All  subjects  learned  the  same  system  components  (26  of  them)  and  the  same  abstract 
topography  prior  to  learning  diagnosis  (a  two  level  hierarchy,  with  one  level  of  6  components 
arranged  in  a  branching  graph,  with  4  of  these  components  decomposing  into  4  chains  of 
5  components  each).  But  whereas  half  of  the  subjects  received  the  components  in  their 
normal  positions  in  the  original  topography  (coherent  topography),  the  other  half  received 
the  same  components  placed  randomly  within  the  topography  (scrambled  topography).  In 
other  words,  both  groups  received  the  same  components  and  the  same  abstract  pattern  of 
connectivity  between  components,  but  one  group  received  the  components  inserted  in  their 
normal  meaningful  positions,  whereas  the  other  group  received  the  components  inserted 
randomly  into  positions.  If  subjects  simply  use  patterns  of  connectivity  (i.e.,  topography)  to 
learn  symptom-fault  pairs,  then  this  manipulation  should  not  affect  learning  in  the  diagnosis 
phase  of  the  experiment.  But  if  subjects  further  interrelate  symptoms  and  faults  according  to 
causal  knowledge,  scrambled  subjects  should  experience  difficulty  and  perform  poorer  than 
standard  topography  subjects.  Not  only  was  this  prediction  upheld,  scrambled  subjects 
performed  more  poorly  than  no  topography  subjects  (i.e.,  subjects  who  only  learned  the 
components  in  random  orders  and  learned  no  topography;  see  our  prior  progress  report). 
Consequently,  subjects  use  both  topography  and  causal  knowledge  to  learn  symptom  fault 
pairs. 

A  third  experiment  addresses  the  role  of  topography  in  learning  fault  categories  whose 
symptoms  vary  across  problems.  In  the  prior  two  experiments,  only  one  symptom  ever  occurs 
for  a  given  fault  category.  These  are  categories  in  the  limit,  because  only  one  exemplar  occurs 
per  category.  In  this  third  experiment,  we  create  variability  among  category  exemplars. 
Again,  we  manipulate  whether  subjects  know  a  topography,  and  we  look  for  subsystem 
and  distance  effects  (not  direction  effects  this  time).  Each  fault  category  is  defined  by 
the  presence  of  one  critical  symptom.  But  in  some  conditions,  irrelevant,  non-predicti\e 
symptoms  accompany  the  critical,  predictive  symptom.  Whereas  the  critical  symptom  stays 
constant  across  trials,  the  irrelevant  symptoms  vary  from  trial  to  trial.  Across  conditions,  we 
manipulate  whether  there  are  0,  1,  or  2  irrelevant  symptoms  associated  with  the  members 
of  a  fault  category. 
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We  expect  to  see  performance  drop  as  the  number  of  irrelevant  symptoms  increases, 
because  it  becomes  increasingly  hard  for  subjects  to  isolate  the  critical  symptom.  However, 
we  expect  much  less  of  a  drop  for  subjects  who  know  topography  than  for  subjects  who  do 
not.  The  reason  is  that  the  critical  symptom  is  always  close  to  the  fault  and  ahead  of  it  in  the 
same  subsystem,  whereas  the  irrelevant  symptoms  are  always  far  away  in  other  subsystems. 
If  subjects  know  the  topography,  they  can  use  it  to  isolate  the  critical  symptom,  such  that 
irrelevant  features  have  less  of  an  effect. 

Given  we  found  substantial  effects  of  topography  in  our  previous  two  experiments,  we  were 
quite  surprised  to  find  none  in  this  experiment.  In  trying  to  explain  this  unexpected  result, 
we  developed  several  hypotheses  concerning  conditions  that  produce  topography  effects. 
We  have  designed  a  series  of  three  experiments  to  test  these  hypotheses.  However,  these 
experiments  are  on  the  back  burner  while  we  address  more  pressing  issues  raised  by  the  first 
two  experiments. 


0.2  Why  does  topography  help? 

In  presenting  results  from  the  first  two  experiments  to  our  colleagues,  we  discovered  that  we 
had  glossed  over  a  critical  issue.  Topography  subjects  could  perform  better  for  either  of  two 
reasons  or  both: 

1.  Topography  enables  sophisticated  guessing  about  where  faults  are  likely  to  lie.  As 
described  in  the  previous  progress  report,  faults  in  our  experiments  are  likely  to  lie  in 
the  same  subsystem  as  a  symptom,  to  lie  after  the  symptom  in  a  temporal  sequence, 
and  to  lie  close  to  the  symptom  within  the  subsystem.  If  subjects  know  the  topography, 
they  can  restrict  search  considerably,  thereby  finding  faults  faster. 

2.  Topography  enables  subjects  to  develop  stronger  associative  relations  between  symp¬ 
toms  and  faults.  If  subjects  have  knowledge  about  connectivity  and  causal  processes, 
they  can  use  it  to  understand  why  a  fault  produces  a  symptom,  and  they  can  develop 
a  more  robust  memory  structure  that  promotes  faster  and  more  permanent  learning. 

Both  of  these  factors  are  central  to  diagnosis,  potentially  having  significant  implications 
for  learning  and  performance.  However,  our  previous  analyses  of  Experiments  1  and  2  did 
not  distinguish  which  of  these  two  factors  produced  the  topography  effects  we  observed. 
Consequently,  we  developed  a  simple  math  model  of  learning,  which  models  percent  correct 
during  diagnosis  as  a  function  of  a  parameter  for  learning  rate  and  several  parameters  for 
various  sources  of  guessing.  Because  we  know  the  percent  correct  from  our  data,  we  can 
estimate  values  for  learning  rate,  once  we  establish  all  of  the  guessing  parameters.  Of  in¬ 
terest  is  whether  the  guessing  parameters  and  learning  rates  differ  across  conditions.  By 
assessing  these  differences,  we  can  determine  which  of  the  above  two  factors  are  controlling 
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performance.  Nearly  all  of  the  data  necessary  for  assessing  this  model  existed  already  in 
Experiments  1  and  2.  However,  we  also  needed  to  collect  scaling  data  for  one  additional 
guessing  parameter  that  is  essential  to  the  model. 

Upon  applying  the  model  to  our  data,  we  found  that  topography  only  affected  guessing. 
Much  to  our  surprise,  topography  did  not  affect  learning.  Although  our  central  prediction 
had  been  that  topography  would  facilitate  learning,  and  although  our  preliminary  results 
had  indicated  this  to  be  true,  these  more  analytic  results  show  convincingly  that  topography 
is  only  affecting  guessing.  Still  more  surprisingly,  we  found  that  the  distribution  of  symptom 
and  faults,  not  only  facilitated  guessing,  but  also  facilicated  learning  (we  had  originally 
predicted  that  a  predictable  distribution  would  only  affect  guessing).  When  the  distribution 
of  symptoms  and  faults  across  problems  enabled  subjects  to  restrict  their  search  for  faults, 
they  learned  symptom-fault  rules  faster,  as  estimated  by  our  model. 

To  corroborate  these  surprising  findings,  we  ran  two  further  experiments  that  test  for 
possible  differences  in  learning  rates  more  directly.  Both  used  a  new  dependent  measure, 
trials  to  criterion,  which  is  a  more  direct  index  of  learning  rate.  Essentially,  these  experiments 
are  designed  to  rule  out  any  effect  of  guessing.  For  subjects  to  succeed  in  diagnosis,  they 
must  learn  the  associations  between  symptoms  and  faults.  If  different  conditions  produce 
different  learning  rates,  then  we  should  see  large  differences  in  performance  that  correspond 
directly  to  this  measure. 

Bather  than  estimating  learning  indirectly  through  our  model,  we  wanted  to  assess  it 
more  directly  from  an  observable  measure.  In  the  first  experiment,  we  manipulated  the 
presence  versus  absence  of  topography,  as  well  as  the  number  of  symptom-fault  rules  being 
learned  (4  or  8).  In  the  second  experiment,  we  manipulated  the  presence  or  absence  of 
topography  distribution,  together  with  the  distribution  of  symptom- fault  relations  (i.e.,  the 
extent  to  which  subjects  could  use  their  background  knowledge  to  restrict  search). 

The  paradigm  we  used  to  assess  learning  rates  directly  is  similar  to  our  previous  one  in 
that  subjects  learn  different  knowledge  about  the  system  prior  to  diagnosis  (e.g.,  coherent 
topography,  scrambled  topography,  no  topography).  Subsequently,  subjects  learn  symptom- 
fault  pairs  during  diagnosis.  The  key  difference  between  these  two  experiments  and  the 
previous  three  experiments  concerns  the  nature  of  the  test  during  diagnosis:  In  our  previous 
studies,  subjects  received  a  symptom  followed  by  a  set  of  possible  faults  in  a  forced  choice 
recognition  test.  Subjects  continued  to  select  a  possible  fault  from  the  forced  choice  list  until 
identified  the  correct  fault.  In  these  new  experiments,  subjects  generate  what  they  believe  is 
the  correct  fault-they  do  not  select  the  fault  from  a  forced  choice  list.  After  generating  what 
they  believe  is  the  correct  fault,  subjects  receive  feedback  about  whether  their  response  was 
correct  and  then  go  on  to  the  next  problem.  To  measure  learning  rate,  we  set  the  following 
criterion:  Subjects  meet  the  learning  criterion  for  a  particular  problem  once  they  generate 
its  fault  correctly  three  times  in  a  row.  The  critical  measures  include  the  average  trial  at 
which  criterion  is  reached,  the  average  ratio  of  correct  to  correct-plus-incorrect  trials,  the 
average  first  correct  trial,  the  average  number  of  correct  trials  prior  to  reaching  criterion, 
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and  so  forth.  Each  of  these  measures  tells  us  something  about  the  rate  at  which  subjects  are 
learning  associations  between  symptoms  and  faults.  Guessing  is  not  a  factor,  because  it  is 
extremely  unlikely  that  subjects  could  guess  the  correct  response  three  times  in  a  row.  To 
meet  the  criterion,  subjects  must  have  learned  the  symptom-fault  association. 

In  piloting  this  study,  we  found  the  largest  differences  between  conditions  that  we  have 
observed  so  far.  Specifically,  coherent  topography  produces  faster  learning  than  no  topog¬ 
raphy,  which  produces  faster  learning  than  scrambled  topography.  We  are  also  looking  at 
learning  rates  in  terms  of  direction  and  distance  (e.g.,  are  learning  rates  faster  for  backward 
than  for  forward  faults;  are  learning  rates  faster  for  close  faults  than  for  far  faults).  In  many 
ways  we  are  quite  pleased  with  this  new  paradigm;  it  replicates  our  previous  results  using  a 
fairly  different  learning  task;  it  seems  to  produce  stronger  and  cleaner  results;  and  it  provides 
direct  measures  of  learning  rate  uncontaminated  by  guessing. 

In  the  first  of  these  two  experiments  (our  fourth  experiment  overall),  we  also  manipulated 
the  number  of  symptom-fault  pairs,  with  half  of  the  subjects  learning  4  symptom-fault  pairs 
(as  in  our  previous  experiments)  and  the  other  half  learning  8  pairs.  As  in  our  previous 
experiments,  subjects  receive  all  of  their  4  or  8  problems  in  a  random  order  in  each  of  many 
blocks  (12  in  the  current  experiment).  We  expected  to  see  this  manipulation  magnify  our 
topography  effects:  The  more  problems  that  subjects  have  to  manage  and  learn,  the  more 
topography  helps. 

In  the  second  of  these  two  experiments  (our  fifth  experiment  overall),  we  manipulated  the 
distribution  of  problems  over  subsystems.  In  the  previous  four  experiments,  the  symptom 
for  every  problem  came  from  the  same  subsystem  in  the  topography  as  the  fault.  This 
biased  distribution  of  problems  is  what  enables  topography  subjects  to  have  an  advantage 
at  guessing  faults  (in  Experiments  1  and  2).  In  this  fifth  experiment,  we  wanted  to  see  if 
distribution  underlies  the  advantage  in  learning  rate  that  the  topography  condition  exhibits 
over  the  other  conditions.  To  assess  this  issue,  we  had  one  third  of  the  subjects  again  receive 
problems  whose  symptom  and  fault  always  lie  in  the  same  subsystem.  In  contrast,  for  another 
third  of  the  subjects,  the  symptom  and  fault  always  lie  in  different  subsystems.  Finally,  for 
the  remaining  third  of  the  subjects,  the  symptom  and  fault  lie  in  the  same  subsystem  half  of 
the  time  and  in  different  subsystems  the  other  half  of  the  time.  If  distribution  matters,  then  it 
should  moderate  the  topography  effects.  For  example,  topography  effects  might  disappear  for 
problems  that  cross  subsystems,  because  subjects  now  have  trouble  establishing  mediating 
relations  based  on  connectivity  and  causal  processes.  Alternatively,  there  may  still  be  a 
topography  advantage,  if  topography  subjects  use  the  topography  as  a  reference  system  for 
coding  the  symptom  and  fault  in  a  pair,  regardless  of  whether  they  come  from  the  same 
subsystem  or  not. 

As  in  the  first  two  experiments,  we  found  no  effect  of  topography  on  learning  rate.  Also, 
as  in  the  first  two  experiments,  we  found  an  effect  of  a  predictable  distribution  on  learning 
rate. 
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In  trying  to  explain  the  surprising  effect  of  distribution  on  learning  (as  well  as  on  guess¬ 
ing),  we  arrived  at  the  following  model:  As  the  number  of  potential  faults  increases,  the 
strength  of  the  strongest  incorrect  response  increases  (following  a  basic  statistical  property 
of  distributions).  Consequently,  the  correct  response  requires  higher  strength  to  exceed  its 
nearest  competitor,  as  the  set  of  possible  faults  increases.  If  subjects  can  reduce  the  scope  of 
search,  the  number  of  competitors  decreases,  thereby  requiring  less  strength  for  the  correct 
response  to  exhibit  learning. 

This  role  of  search  size  on  learning  strikes  us  as  a  novel  discovery.  The  importance  of 
search  in  memory  and  problem  solving  and  memory  is  well  known.  But  typically  it  s  effects 
are  assumed  to  occur  prior  to  learning,  when  an  intelligent  system  has  no  idea  of  what  the 
correct  response  might  be.  Under  these  conditions,  a  system  is  searching  for  a  novel  response 
it  has  never  made  before,  and  the  problem  is  the  number  of  incorrect  responses  that  must 
be  checked  initially.  In  contrast,  our  model  assumes  that  the  correct  response  has  already 
been  learned  through  previous  events  and  that  it  is  examined  on  every  trial.  The  problem 
is  not  that  the  subject  must  search  through  many  irrelevant  responses  before  finding  the 
correct  one.  Instead,  the  problem  is  the  strength  of  the  correct  response  is  weak  initially 
and  susceptable  to  interference  from  other  faults.  As  the  number  of  other  faults  considered 
decreases,  there  is  less  chance  that  an  incorrect  response  will  win  the  competition. 

Consequently,  our  account  views  search  in  a  fairly  novel  way,  much  like  the  relation  of 
signal  to  noise  in  signal  detection  theory:  As  the  noise  increases,  it  gets  harder  to  detect  the 
signal.  Learning  doesn’t  simply  amount  to  the  strengthening  of  responses.  Instead,  learning 
also  involves  discovering  constraints  on  search  that  make  it  easier  for  the  accumlated  strength 
of  the  correct  response  to  exceed  the  noise  and  control  processing. 

However,  our  colleagues  have  pointed  out  alternative  explanations  that  also  account  for 
out  data.  First,  subjects  may  be  more  likely  to  construct  explanations  between  symptoms 
and  responses  when  they  occur  predictably  near  each  other.  It  could  be  that  the  presence 
of  explanations  for  predictable  faults  versus  the  absence  of  explanations  for  unpredictable 
faults  accounts  for  our  distribution  effect.  Second,  subjects  may  be  following  Luce’s  choice 
rule  in  selecting  a  fault,  where  the  probability  of  a  particular  fault  is  the  ratio  of  its  strength 
to  the  sum  of  the  strengths  for  all  faults  in  the  search  set.  As  the  number  of  faults  in  the 
search  set  increases,  they  decrease  the  relative  probability  of  the  correct  fault. 

We  have  begun  designing  experiments  to  discriminate  among  these  possibilities.  For 
example,  we  can  assess  the  explanation  hypothesis  by  making  faults  predictable  but  never 
having  them  occur  in  the  same  subsystem  as  the  fault.  Because  this  view  assumes  that 
explanations  are  easiest  to  construct  within  the  same  subsystem,  it  predicts  that  performance 
should  be  worse  when  symptoms  and  faults  occur  in  different  subsystems  as  compared  to 
when  they  occur  in  the  same  subsystem  (holding  predictability  and  therefore  size  of  the 
search  set  constant).  On  the  other  hand,  our  competition  view  predicts  that  these  two 
conditions  do  not  differ,  because  the  size  of  the  search  set  does  not  change. 
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We  can  also  assess  the  explanation  hypothesis  by  seeing  if  the  strength  of  symptom-fault 
relations  is  weaker  when  search  sets  are  small  than  when  they  are  large.  Because  of  less 
competition  for  small  search  sets,  relations  don’t  need  to  be  as  strong  to  exhibit  criterial 
learning,  according  to  our  model.  In  contrast,  the  explanation  hypothesis  still  predicts  that 
relations  should  be  stronger  for  small  search  sets,  because  it’s  easier  to  construct  explanations 
under  these  conditions. 

To  assess  the  Luce  choice  hypothesis,  we  can  hold  the  strength  of  the  nearest  competitor 
constant  at  intermediate  strength  while  varying  the  number  of  weaker  responses.  Because 
our  max  hypotheses  states  that  only  the  strength  of  the  nearest  competitor  matters,  it  should 
not  matter  how  many  weaker  alternative  exist  in  the  search  set.  In  contrast,  the  Luce  choice 
hypotheses  assumes  that  the  probability  taken  away  from  the  correct  response  increases  with 
the  number  of  incorrect  responses,  no  matter  how  weak  they  are. 

Currently,  these  experiments  to  distinguish  explanations  of  our  distribution  effect  are 
being  designed  and  are  on  hold,  but  we  do  expect  to  continue  work  on  them  in  the  next 
year.  These  investigations  are  tied  in  closely  with  the  AI  work  supported  by  this  funding. 
Although  we  have  failed  to  find  effects  of  topography  thus  far  on  learning  (we  have  only 
found  them  on  guessing),  we  still  believe  that  topography  affects  learning.  The  problem  is 
that  our  previous  experiments  probably  do  not  induce  subjects  to  use  explanations  as  much 
as  they  might. 

This  brings  us  to  our  third  line  of  experimentation,  discussed  in  the  next  section;  assessing 
the  role  of  explanation  in  troubleshooting  and  learning  to  troubleshoot.  However,  we  believe 
that  Experiments  1,  2,  4  and  5  constitute  a  package  that  provides  compelling  and  informative 
results  about  the  role  of  topography  in  diagnosis.  Making  these  results  clear  and  presenting 
them  to  the  community  is  a  major  goal  in  year  two  of  this  project. 

0.3  Incorporation  of  third-party  explanations  into  understand¬ 
ing  a  system 

The  third  line  of  research  in  psychology  begins  to  ask  questions  that  bear  directly  on  the 
AI  work  funded  by  this  project.  Specifically,  we  are  interested  in  how  people  incorporate 
explanations  provided  by  an  external  source  into  their  understanding  of  a  system,  how  they 
use  this  incorporated  information  in  diagnosis,  and  how  various  factors  remind  people  of  this 
information  later. 

There  are  a  long  series  of  experiments  that  must  be  performed  to  explore  this  area,  and 
we  have  only  begun  the  series.  Under  what  conditions  is  explanation  most  effective  -  when 
subjects  infer  their  own  explanations,  or  when  they  are  provided  with  explanations  at  test 
time  (i.e.,  after  they  have  attempted  to  solve  the  problem)?  Are  third-party  explanations 
better  when  given  while  the  student  is  solving  a  problem  or  after  they  have  come  up  with  their 
own  best  solution?  What  types  of  explanations  are  there,  and  which  kinds  of  explanations 
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work  best  for  teaching  which  kinds  of  knowledge?  Three  particular  kinds  of  explanations  we 
investigate  are  functional  explanations,  topographical  explanations,  and  causal  explanations. 
From  this  set  of  studies,  we  should  learn  a  lot  about  the  effects  of  explanation  on  learning 
symptom-fault  associations,  as  well  as  about  how  particular  types  of  explanations  affect 
learning  at  particular  times. 

In  two  initial  studies,  we  simply  looked  at  whether  explanations  produce  faster  learning 
during  diagnosis.  As  in  the  previous  studies,  subjects  learn  various  types  of  information 
about  a  system  prior  to  learning  diagnosis  (i.e.,  coherent  topography,  scrambled  topography, 
no  topography).  In  the  first  of  these  studies,  half  of  the  subjects  learn  diagnosis  exactly  as 
described  for  Experiments  4  and  5.  The  other  half  produce  an  explanation  linking  each  symp¬ 
tom  and  fault  every  time  they  solve  a  problem.  Of  interest  is  how  generating  explanations 
affects  the  acquisition  of  symptom-fault  associations.  We  expected  to  see  a  general  benefit 
due  to  producing  explanations  (based  on  a  variety  of  well-known  phenomena  in  the  mem¬ 
ory  literature).  Of  more  interest,  however,  was  whether  generating  explanations  completely 
overrode  all  of  the  previous  effects.  Do  explanations  compensate  for  scrambled  topography 
or  no  topography?  Do  they  eliminate  direction  and  distance  effects?  We  control  for  learning 
time  by  presenting  symptoms  and  faults  for  the  same  amount  of  time  in  both  conditions 
(i.e.,  in  the  explanation  condition,  producing  explanations  will  add  time  to  the  task). 

Three  issues  were  of  interest:  First,  do  explanations  provided  to  people  while  they  are 
learning  a  system’s  structure  facilitate  the  later  learning  of  symptom-fault  associations?  Sec¬ 
ond,  do  explanations  provided  to  people  while  they  are  learning  symptom-  fault  associations 
(after  they  have  learned  the  system’s  structure)  facilitate  learning?  Third,  are  functional 
explanations  maximally  effective  in  facilitating  learning,  or  does  added  causal  information 
improve  learning  further? 

We  ran  approximately  60  subjects  in  the  two  experiments  that  address  the  first  two 
of  the  above  issues,  and  much  to  our  surprise,  we  observed  little  if  any  beneficial  effect 
of  explanations  of  any  kind  at  any  point  in  learning  (in  comparison  to  control  groups  who 
received  no  explanations).  Consequently,  we  stopped  performing  these  experiments  and  tried 
to  understand  why  the  explanations  weren’t  working. 

To  understand  the  hypothesis  we  developed,  consider  a  few  details  of  how  these  experi¬ 
ments  work.  During  the  initial  learning  of  a  system,  subjects  study  diagrams  of  the  system  s 
structure,  with  each  diagram  representing  a  set  of  physical  components  connected  by  their 
input-output  relations.  For  example,  one  of  the  diagrams  for  the  satellite  lefueler  might  rep 
resent  several  chemical  tanks,  which  are  connected  to  a  mixer  that  blends  the  chemicals  to 
form  fuel.  In  this  diagram,  subjects  would  learn  that  chemicals  flow  from  the  chemical  tanks 
to  the  mixer,  where  they  are  mixed.  Later,  during  symptom-fault  learning,  subjects  might 
learn  that  when  the  mixer  malfunctions,  it  is  typically  because  a  chemical  tank  is  broken. 
Consequently,  the  symptom  is  a  malfunctioning  mixer,  and  the  fault  is  a  broken  chemical 
tank.  In  the  experiments,  subjects  receive  ’’mixer  malfunctioning  as  the  symptom,  and 
’’chemical  tanks  broken”  as  the  fault.  The  way  to  think  about  this  kind  of  troubleshooting  is 
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a  real  world  situation  where  the  troubleshooter  is  dealing  with  a  modular  system,  for  which 
various  monitoring  and  diagnosis  systems  isolate  malfunctioning  and  broken  components. 
For  example,  a  monitoring  system  might  initially  warn  the  operator  that  the  mixer  is  mal¬ 
functioning.  The  operator  might  then  run  various  diagnosis  procedures,  which  specify  that 
a  chemical  tank  is  broken,  causing  the  mixer  to  malfunction.  At  that  point,  a  repair  person 
might  swap  out  the  malfunctioning  tank  with  a  replacement. 

Note  that  in  the  above  malfunction  and  diagnosis,  no  information  was  provided  about 
the  behavior  of  the  malfunction  (i.e.,  how  the  mixer  was  malfunctioning),  or  about  what 
was  wrong  with  the  chemical  tanks.  Instead,  the  operator  simply  receives  information  that 
the  mixer  is  malfunctioning,  and  that  a  chemical  tank  is  broken.  Our  hypothesis  about  why 
explanations  weren’t  helping  subjects  learn  symptom- fault  rules  was  as  follows:  Perhaps 
subjects  couldn’t  access  the  explanations  from  the  symptoms,  because  the  symptoms  were 
too  ’’barren,”  not  containing  any  behavioral  information  that  would  be  specific  enough  to  re¬ 
trieve  the  explanations.  For  example,  imagine  that  the  symptom  is  ’’malfunctioning  mixer, 
and  that  the  explanation  for  why  the  a  broken  chemical  tank  caused  this  malfunction  is  that 
’’the  mixer  is  malfunctioning  because,  a  chemical  tank  is  failing  to  send  a  necessary  chem¬ 
ical,  thereby  causing  the  mixer  to  produce  incorrect  fuel  mixture.”  Because  the  symptom 
(’’malfunctioning  mixer”)  fails  to  specify  its  behavioral  problem  (’’producing  incorrect  fuel 
mixture”),  the  learner  has  difficulty  accessing  the  explanation  that  contains  this  information. 
In  contrast,  when  the  symptom  is  elaborated  as  in,  ’’mixer  that’s  producing  an  incorrect  fuel 
mixture,”  the  match  is  higher,  and  the  explanation  is  more  likely  to  be  retrieved,  thereby 
providing  access  to  the  probable  fault.  To  summarize,  perhaps  we  weren’t  seeing  explanation 
effects,  either  at  learning  or  test,  because,  the  symptoms  weren’t  specific  enough  to  retrieve 
the  explanations. 

To  test  this,  we  ran  a  few  pilot  subjects  for  whom  we  provided  behavioral  information 
about  the  malfunctioning  component  in  the  symptom,  and  we  finally  found  explanation 
effects.  As  a  result,  we  redesigned  the  four  original  experiments  to  incorporate  this  critical 
variable,  namely,  whether  or  not  the  symptom  is  elaborated  behaviorally  or  not.  In  these 
experiments,  this  factor  is  crossed  fully  with  two  additional  factors:  (1)  whether  subjects 
receive  explanations  at  learning,  and  (2)  whether  subjects  receive  explanations  at  test.  Note 
that  explanations  at  learning  describe  how  the  system  works  as  subjects  study  and  memorize 
the  diagrams  for  the  system. 

The  implications  of  this  finding  appear  important  for  designing  troubleshooting  applica¬ 
tions  in  the  real  world.  Essentially,  it  suggests  that  whatever  symptom  information  subjects 
receive  should  be  specific  and  should  map  closely  onto  the  explanation  that  links  it  to  the 
associated  fault.  For  example,  many  modular  systems  nowadays  simply  instruct  the  oper¬ 
ator  that  a  particular  component  is  malfunctioning,  without  specifying  the  malfunctioning 
behavior.  If  the  operator  knows  an  explanation  linking  the  symptom  to  the  fault,  it  is  likely 
that  this  barren  error  message  will  not  activate  the  explanation  and  thereby  fail  to  take 
advantage  of  the  explanation’s  ability  to  generate  the  fault.  In  contrast,  if  the  error  mes¬ 
sage  states  the  behavioral  properties  of  the  symptom  in  a  way  that  maps  closely  onto  the 
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explanation,  the  explanation  is  likely  to  become  active  and  bring  the  fault  to  the  operator  s 
attention. 

We  have  also  begun  a  thorough  analysis  of  the  explanations  subjects  form  as  they  are 
solving  problems.  We  are  doing  this  through  a  protocol  study.  Subjects  go  through  the 
basic  learning  and  test  phases  of  our  standard  experiment.  But  rather  than  simply  collecting 
measurements  on  how  well  they  have  learned  the  system  or  on  how  well  they  have  learned 
symptom  fault  rules,  we  collect  online  protocols  of  what  subjects  are  thinking  throughout 
the  experiment.  During  learning,  subjects  explain  how  they  think  the  system  works.  During 
testing,  subjects  explain  why  they  believe  certain  faults  produce  certain  symptoms. 

We  collected  online  explanations  that  our  subjects  produced  as  they  learned,  first,  the 
structure  of  the  system,  and  second,  the  symptom-fault  rules.  In  contrast,  to  the  previous 
experiments,  we  did  not  provide  subjects  with  explanations  but  instead  observed  the  ones 
they  generated.  Of  interest  is  the  types  of  explanations  that  subjects  generate  and  how  these 
explanations  evolve  over  the  course  of  learning. 

We  have  finished  piloting  this  study,  and  the  results  are  quite  promising.  Subjects  con¬ 
struct  different  kinds  of  explanations  under  different  conditions  that  illuminate  our  previous 
work  and  provide  many  hypotheses  for  future  work.  We  expect  to  report  more  in  this  area 
next  year. 

We  are  also  planning  further  studies  that  assess  the  role  of  remindings  in  using  explana¬ 
tions.  Of  particular  interest  are  the  conditions  that  produce  the  best  remindings  of  previous 
explanations.  If  subjects  can  retrieve  prior  explanation  when  they  are  useful  to  solving  a 
current  problem,  we  will  see  benefits  in  problem  solving.  This  series  of  experiments,  too, 
builds  on  findings  of  the  AI  modeling  work. 
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atmetioa  ia  dowMBP  it  Ika  ptaaaplatioc  of 
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atodaatoL  Froaa  tkaaa  rtadiaa  baa  ariatn  tha  paradigm  ‘Learn* 
iif  UadMiaadiac  Explaaalinap*  (LBUE).  In  tkia  paradigm, 
tka  aladiali  kava  a  moalal  aodtl  of  can  and  other  unful 
ialMMkiaa  wkkk  tkay  kaaa  dapaiapad  from  book  knowi- 
adfi,  iaotoaciMa  pad  iTpwiwica.  Tka  naatal  modal  includes 
aMag  odkar  tkiapa,  caaaal  rodiriaaakipa.  Tba  atadonta  fol* 
Um  aioag  wi4k  tka  iaatoacloe,  makmg  talvaacaa  from  what  he 
daaa.  WVaa  Ika  iaatoailai  aapiaiaa  ftianthiag  tkat  dovtaUo 
froai  tkair  aadaartaadiag,  tkoy  dokag  tkoir  modal,  adding  or 
ckaapiap  iwiiBrwiliiiB.  la  oddUIno  Iko  oiu^iowU  roa  ponoroiB 
diappoatit  MmH  cala,  caiM  ipaplnai  fault  oota,  whkh  aooo- 
ctalp  a  fipaa  Ikak  wkk  ppniUa  kypoikaaaa.  Tkia  paradigm 
■tiawp  Ikp  pddkha  if  apw  caanl  kaowiadgp,  wharaaa  claaoic 
fiplipatiaa  ■■wii  (ZB)  (ZBL  [DaJUj  (DMS6|  ,  and  EBG 

A  gaapMl  andai  af  tkia  Uariiaf  paradigm  and  two  pro* 
Ikwury  iaiiwlMMitataaai  kava  ka«i  daralopad.  Tha  novtl 
ckaractacialaeaf  tka  pnatBi  approach  ia  iU  ability  to  use  new 
Imawladfi  tkak  ii  providid  by  an  iaatmctor  in  filling  a  gap  in 
aa  Mrpkmatiaa  wkila  datiagtiaf  prtriooa  information  in  the 
OMStal  aodaL  Tka  papw  will  praaant  tha  gtnarml  concept 
and  tka  two  biipliniMUtinBS 

3  Ganarml  Modal 


3*1  latroduction 

Tka  eorraal  raaaarck  approackee  tka  problam  of  learning  to 
dkgaaaa  by  aaawaaiag  wkat  is  Uaraad  from  aa  instructor's 
hypotkmm  aad  subaaqnent  OKplanatioas.  Conceptually,  this 
pro  CMS  iaoaiosa  itadawfsndtag  why  a  symptom  occurs,  why 
a  partieaiar  hypathsaia  ia  pcopoaad,  aad  why  a  particular 

Wkaa  a  systaa  ia  attsadipg  to  aa  expert's  diagnoetd,  it 
maat  anka  mhtmcm  from  tka  giraa  kfbrmatioa  to  fill  in  the 
omitted  infonaatina  One  wmf  to  do  this  ts  causal  chaining. 
Wkea  it  taaiiTm  a  ij^ipptsm,  it  bailda  backward  chains  to 
all  pnmihls  hdiap  that  caald  lead  to  tha  symptom.  When 
it  sam  a  hypathaaA  U  badda  larwaid  chaina  to  all  poaeible 
findings  that  caaU  ba  caaasd  by  tha  hyporkaatad  fault.  If 
forward  aad  backward  chaina  meat,  then  tha  atudent  hae  an 
explaaitiaa  Isr  tha  hypothasia.  It  can  coUapaa  tha  chain  into 
ite  fault  aad  eympiom,  aad  eava  it  in  a  symptom  fault  set  or 
in  the  meotal  medsl.  The  cellepeed  ckala  could  then  be  usmI 
mora  aAdeatly  ia  hiture,  aiaiier  ntuations. 


*Thb  rwgiwa  WM  MppeHto  by  Um  Afwr  awteitk  Zpaikuto  for  Um  Beheriorml 
Mid  SecbJ  ScbMM  uator  C«MMt  Hm.  MOiUlOS-ee-C'trS.  Tto  •uUuw*  wish  to 
theak  Jmm«  Ketodew  for  tor  tortn  aed  petoeta,  aed  Kay  Turaar  and  Mark 
CraTia  for  tolptol  mmmmM  m  aartor  raniaea  af  Um  papw. 
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Oflea^  howsTor,  Uia  ttndcsU  will  ao4  ka^  cauMfii 
matioB  to  axplaia  tko  hTpcikaeas.  Than  tka  iastract^e  tx« 
pUnation  can  1  i  uaafuL  If  tha  azpiaaaiioffi  n  X  e^ws  Y,  it 
can  b«  added  dixactiy  to  tka  nM&tal  modal  witk  ki^k  cradi* 
bility.  It  alao  may  allow  brid^iaf  a  gap  to  eoapiata  a  caoaai 
chainf  thua  enabling  EBG  by  adding  to  tka  caaaal  dcsnaia 
knowledge.  If  it  doea  ao4  do  ao,  the  eyetesa  etili  can  infer 
Uiat  th«  hy(>t)th«aifl«d  fault  cauMs  AT,  aad  tkat  Y  cauAM  ike 
syrnpiom,  though  there  may  be  iatermediata  causal  liaks. 

Aa  has  been  noted  by  many  reeearckem  [MKK96],  £B 
methode  do  not  generau  any  knowledge  that  tke  eyotsm  doee 
not  already  have;  exieting  kxtowiedge  »  reorganised  to  be 
more  uaefuJ.  In  coUapnng  the  ckaine,  tke  LBU£  meikod 
has  some  sunilahties  to  Explaaatioa-Baeed  Generalisatioa 
(EBG)  [MKK86J  and  Explanatioa-Baaed  Learning  (EBL)  [DMS€|. 
The  student  has  uatd  available  knowledge  to  form  an  expla¬ 
nation,  which  ii  then  stored^  somewhat  like  a  macro  operato 
in  STRIPS  [FHN72j,  for  later  uae.  The  LBUE  concept  goes 
beyond  explanation- based  methods  by  being  able  to  use  new 
information  to  create  a  chain  when  it  would  otherwiee  not  be 
possible. 

2.2  Algorithm 

1.  From  the  symptom,  chain  backward  toward  possible 
Endings 

2.  From  each  hypothesie,  chain  forward  toward  possibU 
eE'ects 

3.  If  the  symptom  chain  meets  a  hypotkeesa  chain,  then 

the  generalixatioo  that  ^ceese  kyyeXkesM  ie 

added  to  the  symptom  fisult  table  aad  to  tke  mental 
model 

4.  If  the  chains  do  not  meet 

(a)  Chain  backwards  from  the  explanataoB  toward  tke 
hypotheeee 

(b)  Chain  forward  from  the  explaaaUoo  toward  the 
symptom 

(r)  If  both  (lirvTlkjns  raa  b«  linh«d,  Ihea  the  must  gsn- 
«ral  rvUiioMflhip  (c9M9a  afmpimm)  ran 

be  iaarned 

5.  Add  explanation  to  the  mental  model 

2.Z  Inputs  and  Outputs 

A  system  implementing  thk  paradigm  should  be  given  a  air- 
rent  mental  model  of  the  domain,  a  set  of  likely  symptom- 
fault  pairings,  and  the  repreeentatioa  of  an  expert’s  diagn<»- 
tic  episode.  Fallowing  LaacMicr  and  Kolodser  [LK87|,  the 
mental  model  contains  kacmrtedge  structured  for  components 
and  processes,  with  eedt  structure  repreeentinf  information 
about  inputs,  outputs,  stracturai,  fusctimai,  aad  causal 
relationshipe  with  other  sbacturo.  The  structures  are  sizni- 
lar  to  frames  (Min75|,  with  the  above  knowledge  filling  appro¬ 
priate  slots.  In  one  of  the  implesneatatione,  tke  similarity  to 
framejiis  more  functional  tkan  structural  A  general  example 
of  part  of  the  mental  model  is  shown  in  Figure  1.  Other  rela¬ 
tionships  can  be  expresetd  through  levels  of  abstraction.  An 
initial  version  was  described  in  more  detail  in  Allison  [A11871, 

The  symptom-fault  pairings  were  suggested  by  Lancaster 
and  Kolodner  (LK87j,  who  observed  their  existence  in  human 


jmtocois.  Thsae  ssts  of  pakams  aeeec^  a  sympt^^  with 
a  prakien,  aad  are  wnd  to  derive  iastkl  bypotkeaes  during 
diagBosM,  aad  to  iada  iato  tke  Msatal  laadri  at  tke  appropri¬ 
ate  place.  Aa  iffiwipk  of  wkat  a  geaeralised  8ympt<»&-C^t 
set  Woks  kke  is  given  W  figure  1 

Since  aataral  laageege  peoceasiag  k  aot  ike  focus  of  this 
rteearck,  tbe  diagnostic  epiaodee  are  input  as  a  list  of  claueee, 
repreMoiing  symptom,  hypotkeesa,  iseie,  exp  Ian  at  ions,  or  in- 
fbroaiioA  (figure  1). 


ftarter: 

(lea  cwi^eaeat) 

;A  eSarUflr  is  a  cewpeaeaS. 

(part*ef  etartlag-flyeSea) 

:A  starter  Is  a  part  mi  tke  starting  systea. 
(input  electricity  battery  battery-cakles) 

;A  starter  receives  electricity  Xrea 
:tae  battery  via  battery  cables. 

(parte  startar-ptnalsa'^gaar  otarter-soter) 

;A  etartar  has  parts:  piaaioa  gear  sad 
;  starter  aster. 

(fsactiea  epla-actiaa  etarter-pinalaa-geer) 

;7hs  fwactlea  ef  tlis  etarter  is  to 
;spAa  tbe  piaaiea  gear. 

(casee  (evitek- action  soleaeid  oo) 

^  (adjaceot  otarter-plAlea'-gsar 

f  lyebeel*'rlag*>gear) } 
:8«ttiag  tke  soleaeid  evitek  caosee 
;tka  piaiea  gsar  aad  the  flyvkeel  gear 
;te  bsceae  adjaceat. 

(caaee  (cnak  starter-pialca-gear) 

(creak  flyskael-riag-gsar)} 
iCzeaklBg  tke  pAaioa  gear  caeeas  tke 
;flyvkasi  gear  te  creak. 


f  Igave  1:  A  CamnraMBed  MeptaJ  Medei  Deftaitiea  ot  a  Starter. 


Oeaeraliaed  gyaytea-  Pnalt  fieta 
Syeytea:  ((MT  (STAftT))  8AA} 

Faalts:((MAX.raMTX6V  raL-8TmO.  credibility  -  3) 

((MULrawnSfl  fTASnse-gnTtM) .  credibility  -  i) 
((MAAraWTXBff  AlX-INTAXS-eTVTai).  credibility  -  1) 

sr^teai  (GEusff  uteisa-ffTaTBa  slm) 

Paaito:  ((MAU’UMTXfUf  fTAATIH«-SmXk) .  credibility  «  4) 
((MAXrawniM  ClAMlXO-gTtTBIt) .  credibility  -  2) 

tyaptaa:  (MAUtWCnOk  raL-raTBI) : 

raalte:  iCUALSmSTUm  PUBL-LZBX) ,  credibiUty  -  4) 

((NALPtaenuX  raL-TJUnn,  credibility  -  2) 

((MALrasenOH  F«L-PUM!>).  credibility  -  1) 


figure  3i  Geflbarakaed  Symptofla/fault  Sets. 

repeeeeata  tke  Ukakkood  that 
a  particular  pair  heiids. 

Tke  output  is  aa  updated  mental  model  and  a  cognitive 
trace  oP  tke  learning  proceee.  The  following  things  may  be 

iearaed: 

1.  new  objects 

2.  new  relatWnskips  between  objects 

3.  new  causal  information 

4.  new  symptom  fault  knowledge 


525 


*pf*«#coi«lS*  ‘f(SYM  ((K^  Rnaim*  *yt— )) 

(XYP  HI  ((lf««  (CftirtwO 

(TUT  (CBiKriM  (Tt^  Vine4) 

(Mw^  ((Vm  (C«m^^)  P««^TMk  Ow«te«))) 
nrp  as  P^M4rrTir«tm>lw») 

■  XP  HI  <a«OT*4W  } 

(ixr  M3  Wmm  mrnutwr  T«WMtoiUw}  ((M«4  (CcMftoMtd^l) 

(TUT  (0«m4«4  aa«««fr-T«nBlMk|  (Tm  VUtui) 

(a«MM  (Corr»M  >»»»«y»TinM>«iili))) 

( ACTIO M  Bt^*W7^T*rmimmi»  Cafv^ia)) 

(TBST  (C4»cf»M  Bait«fr-Tmte»k»  (Ty^  VbooJ) 

(lUrail  ((N*«  (CoffTwMI)  ••AMvr^TarmiMia))) 

(HYP  U  (Ca«M**W  BMWvr-CftMn  a*««a4  L*«h)) 

(TUT  (C<MMMt«4  B*««««TwC*Mto»  (T7P« 

(Hm«H  (C«ttMc*«4  Om^ 

(HYP  H4  (Caawartid  BaMnirr  CftMaa  I ittaU  L >>■■!) 

(BXP  H4  (0mm  (CMMCf«4  Bliary  ObWot  Lmm^ 

((Nol  (A4}mm«H  >U»tMO«M  PlTirfcMlI)) 

(TUT  (CMMctW  B«M«n^CftMM  MmmM)  (TpM  VVsm^) 

(1U««1«  (Cmmcm4  B«M«riM2aMM  Lmm))) 

(HYP  HB  (Pmm  9mMMr 

(TUT  (Pmm  (Tp»«  YAT40)  (EMvit  (Pmm  BftUMy  Lm))) 

(HYP  H«  ((Mm  (aMMM«y)  BMMry^«tf  Pmm)) 

(BXP  KB  (Cmm  (SpUl  BteateMyiM) 

((Mm  (G«««rM*))  BM«wr^«il  p«»«*))) 

(PAULT  ((MM  (OmmM*!)  BMMryM:;«a  Pmm)) 


ri«sM  •«  Am  iuMwp^i 

AiUr  kftrxstas,  diB«ttoa»  ii  men  odSdcal  Bsci  won  pov- 
•rful  for  ih«  mum  or  ntnaiW  probWitM,  b«c»<ia«  tko  rytnpiom> 
fAult  M(  can  proTuk  laoro  rMBooabk  hypoikoM  ntor«  quickiy 
and  th«  nMHt&l  modal  k  axon  capakk  oi  Yahfyinf  an  axpkp 
DAtioa. 


3.4  ExAmpU 

Tlia  s«naul  nnemmg  BBB4kod  k  (kmaas^rs^  by  tba  foflo^ 
ing  exanipW  TIm  Ink  ol  thaw  axaiapka  Bjbows  karai^  wkk 
a  tympiora  aad  bypoiWk,  witboat  raqmhaf  aa  axpkaalioa. 
Tba  symptom  tkat  tba  iaBtructor  raporta  k  skar  craakaif  ci 
tba  ensiaa.  Tba  syatan  ebaina  baclrmrd  hypatbaakut^  that 
tha  crankshaft  k  spiaaiaf  iia«riy,  that  tba  atartar  mate?  k 
spiimins  slowly,  that  tba  battary  isn't  faaaaatias  nmcb  «kc^ 
tricity: 

(crank  anataa  Slav)  -•> 

(aplA  craakabafB  alav)  ;  eaaaa 

(aplA  Btartar^gaar  alov)  -->  ;  caosa 

(aplA  atartar-aatar  alav)  ;  caaaa 

(contalJU  Btartar-vlra  carrvat  lov)  — > 
(caaarata  battary  slactrlcity  lov) 

Tha  systam  adusYae  tbk  backmrd  ebaiaia^  by  tMng  mfo?- 
mation  about  BonBii  ftaactiaa  and  boar,  in  gsoarnl,  aodilp 
cation  of  that  ninn—il  fboetka  modiisfi  tba  raat  of  tba  aacb- 
anism.  * 

The  inatmeter  than  aaggaata  a  bypotbaak  that  a  cmckad 
wire  can  caaaa  Uhi  ahnsrred  symptefla  of  daw  crankinf  of 
tha  angina.  Tbt  jfSiiB  rbainw  foawnrd,  iakrri&A  ^bat  tba 
battary  cabk  nny  bo  easryisg  Ian  tbaa  nomal  current,  tbnt 
tbe  starter  recaivaa  kn  power,  and  that  tba  wire  in  tba  etartn 
^etB  kn  electricity: 

(cracked  battery- cable)  --> 

(conCalaa  bactery-cabla  carrent  lev)  --> 

(Input  starter  currant  lev)  — > 

(eontainn  atarter-vlra  current  lov) 

In  thk  can,  tbe  symptom  and  hypotbane  ebaiaa  meet,  so 
an  explanation  k  not  Beaded.  Tba  system  aaderstands  tbe 
instructors  hypotbeak,  aad  k  abk  to  kara  a  new  sympt<un- 
fault  Ml  xnd  add  tbe  raktiosebip 


(cauna  (cracked  battery-cable)  (crank  engine  slov)) 
to  tba  mental  model. 

3.5  Example  3 

As  already  mentioBed,  tha  syetam  doae  not  always  bava  eaough 
domain  knowledge  to  fully  understand  an  instructor’s  hy- 
pothaek.  When  an  explanation  k  giYan,  an  important  gap  in 
tba  system's  knowkdge  may  be  tiled,  thereby  allowing  com- 
pktion  of  a  catsaai  chain.  Additiraally,  tbe  explanation  may 
aakat  tbe  syatem  a  directiag  tbe  searck  for  rekrant  causal 
relatsonabipa.  Per  exampk,  tbere  are  potentially  many  causal 

chaing  that  might  be  coaatructed  whan  the  symptom  is  that 
tbs  car  k  stalisag.  Tbe  explanation  can  help  determine  which 
of  many  ebaina  k  relarast. 

Suppoaa  that  tba  inatructor  prsaanta  a  situatioa  in  which 
tba  car  has  etalkd.  Tba  system  chains  backward,  hypothe- 
sking  as  far  ea  that  tbere  migbt  not  be  combustion  occurring 
in  tbe  cylindan: 

(not  (run  eaglM))  — >  ;  stalled  engine 

(net  (apim  crunkskaft))  — > 

(sot  (dovn-etreke  cylinder))  --> 

(aat  (eewteMtlva  eyllndar)) 

:  cylinder  la  a  abatract  tern  tor  any  cylinder. 

Tbe  inatnsetor  then  premdes  tbe  bypotbaak  that  the  but- 
tardy  Talva  of  tba  choke  aaMBobiy  k  stuck.  Forward  chaining 
would  reveal: 

(set  (nasabla  buttarfly-TalTa) )  — > 

(tlov  air  cartanretar  lav) 

In  tbk  caaa,  tba  forward  and  backward  chains  do  not 
meet,  aad  tba  syseam  does  not  know  or  cannot  retrieve  any 
caneal  relati^wbipB  that  nngbt  coaxsaet  tha  chains.  However, 
if  tbe  inatructor  providea  tbe  explanation  that  low  air  Sow 
into  tbe  carbureter  lands  to  a  low  air/gaa  mixture  vi  the  air 
paaeee  tbe  fuel  float  bowl  then  tbe  following  revulte: 

(net  (aavable  bvt tartly- valw))  --> 

(llov  air  carbureter  lov)  --> 

(nix  air  gas  lees)  --> 

(not  (conbnatlen  cylinder))  — > 

(net  (dovn-stroka  cylinder))  --> 

(sat  (spin  crankshatt)) 

(aat  (ran  engine)) 

Tbk  exampk  of  expiaaaiion  use  dec^nstrates  how  a  new 
causal  relaticasbip  may  be  added,  (flow  air  carburetor  low) 
=w  (mix  air  g u  kse)  ,  aad  bow  an  existing  causal  relationship 
that  was  not  iocessed  or  was  net  known  to  apply,  (mix  air 
gas  leas)  ^  (net  (combuatioa  cylmdar)),  can  be  used.  The 
system,  UMsedore,  understands  tbe  instructor's  hypothesis, 
and  k  abk  to  kara  a  new  symptom-fault  set  and  add  the 
relatkaabips 

(eaasa  (floe  air  carbureter  low) 

(nix  air  gas  less)) 

(canae  (sot  (navablo  butterfly-valve)} 

(sat  (ran  engine))) 

to  tha  nMntal  model. 

3.6  Dubagsiiis 

Since  new  infexmatioA  k  being  added  to  the  mental  model 
tbere  is  a  possibility  that  a  contradiction  may  occur.  A  con* 
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trftdictioa  could  arifie  in  maax  difaroat  xmya.  Thm 
b«  two  piflccfl  of  koowiedge  oucix  that 

(coiTodad  battery* tnrainal a)  --> 

CeoaMct  battery  battery- terainelfl) 
ind  (corroded  battery-temlnale)  --> 

(not  (coaaect  battery  bettery-temlnele) ) 

A  nrruUr  rheln  miebt  be  p«jMiblo  frosn  knowa  inforiit»- 
itirfi  that 

(corroded  battery- tenlaale) 

—  >  (not  (coBMct  battery  battery-teralnalfl)) 
-->  (not  (spin  starter- »a ter)) 

•->  (not  (spin  starter- gear)) 

-->  (not  (corroded  battery-teraiaals)) 

There  are  actually  many  poasibilitiee.  For  eacampU, 

(corroded  bettery-teralaals)  --> 

((not  (connect  battery  battery- terminals)) 
*  (spin  starter- BO  tor)) 

(not  (connect  battery  battery-termiaalfl))  — > 
(not  (spin  starter- gear)) 

(spin  starter- Botor)  --> 

(spin  startsr-gear) 

CoQtradictioos  nuiy  not  be  detected  ifiaasedkteiy  becatnse 
the  causal  information  is  distributed  throagboat  the  model, 
and  because  an  arbitrary  amount  of  causal  chajaiag  may  be 
necessary.  In  casee  where  the  new  input  is  found  to  be  incoa- 
sistent,  the  source  of  the  inibrmatioQ  is  used  to  decide  what 
to  believe.  Knowledge  from  the  expert  is  given  precedence 
over  older  informs tioo.  Information  that  contradicts  the  ex¬ 
pert  is  either  removed,  as  in  impUmentation  two  below,  or 
its  strength  is  decreased,  as  in  implementatioa  oae. 

3  Implementationa 

Implementation  of  the  general  model  described  above  has  fol¬ 
lowed  two  parallel  paths.  This  decision  was  because  the 
rmei-rh  La  axploratory  and,  thoeelora  ohoeld  gooerate  oev- 
•  rai  oiiarnaUva  a()pro«,ch«a  to  the  probloA.  As  addiifoaal 
&<lvaalAf«  o(  Iha  ■«f>e^Ata  tmpUounutatio^  U  ihsi  the  dU- 
farent  programming  efforts  highlight  difforeat 
and  diSoxlties  with  the  model,  poenbly  prodi^ing  a  more 
general  theory  than  would  arise  from  a  mgk  impleomt^ 
tioQ. 

Z,X  First  Impleinentntk)s& 

One  of  the  implementations  is  based  upon  s  eimpie  active 
semantic  net,  similar  to  local  connectfoaist  models  such  as 
McClelland  azxd  Rumelhart^s  [MRSl]  interactive  scuvation 
model.  In  a  diagnosis  tniaiag  example,  this  architecture  re¬ 
ceives  input,  coosieting  at  symptoms,  hyp^hesn,  aad  esplB- 
nations  of  th  M  hypothsBts,  as  described  above  in  the  f»- 
erai  algorithm  soctiosu  The  symptom  will  trigger  backward 
chaining  through  the  existing  causal  koewUdge.  Tlib  search 
j  gx^ed  by  ^  Mghts  oa  the  causal  links  that  indkate  their 
credibility  or  likelihood.  The  underlying  causal  knowledge 
was  designed  with  reference  to  Kuipers  (Kuia4|  and  DeKker 
and  Brown  [dKBSlj,  but  is  not  as  principled  as  were  their 
approaches.  To  procMe  the  aymptom,  the  ayatem  attempts 
:o  discover  the  cause. 


As  the  msteuetor  progieaBsa  a  the  psobtesa,  a/he  will  sug¬ 
gest  possible  hypothsBBs.  For  each,  the  system  wiU  try  to  ex¬ 
plain  why  that  hypothsks  would  causa  the  symptom,  again 
the  search  k  guided  by  w^hts  lathe  causal  links.  Ifacausai 
chain  can  be  found  from  the  hypotheas  to  the  symptom  then 
a  "short  cut"  caum  k  added,  the  form  /cease  kypcMssis 
9fmp40m).  However,  if  the  eyetea  k  eaabk  to  find  a  causal 
rhaia,  it  atUfopte  i«  bekige  a  gap  betweoo  two  t»orlial  rhaina. 
Thk  ie  the  oituatlaa  depicted  la  eoctfoa  1.4.  Whan  m>  rhain 
ie  fouad,  several  poekhfa  lacomplete  paths  may  have  been 
coasftderad.  If  the  md  of  aa  iacanipkte  chain  can  be  con- 
aacted  to  the  begiaaing  of  a  chaia  from  the  symptom,  th^ 
that  cannal  gap  will  be  Ailed  and  the  entire  chain  coils  peed 
ae  in  section  3.4.  Gaps  will  be  Afied  oaly  if  there  k  an  expla- 
aatMtt  or  sonm  geaml  kaewiedgs  that  indkates  whether  a 
cauee  k  poeeabls.  Aa  caantpk  of  thk  second  possibility  k,  a 
crachad  wire  can  cause  kw  electndty  because  (a)  wires  con¬ 
duct  sketrkity,  and  (b)  a  conduit  affects  what  it  condiKts. 

When  axpkaatfomB  enter  the  system,  they  are  aesumed  to 
indicate  what  causal  gap  AUkg  k  requirad.  They  may  simply 
All  a  gap  thcmaslves,  sr  they  nay  rsfor  to  causal  knowledge 
that  the  syetem  already  has  ae  iadkatad  in  section  2.5.  The 
esplaaatioQ  k  handled  by  coatiauiag  to  procesa  the  previous 
hypothesis,  smphamiug  those  chains  that  contain  the  expla- 
aationT^iiiing  that,  the  system  atter&pta  to  All  caussi  gape 
from  the  end  <d  all  kypothssk  chains  to  ths  provided  expia- 
aaikn  and  from  that  esplaaatioa  to  the  start  of  ad  backward 
chaias  from  the  symptom. 

The  syetem  currently  karas  and  partkdy  debugs  infor- 
matioa  aecesaacy  for  diagaoetk  performoce.  It  acquirse  new 
rnMsiL]  codapses  of  nuisiiiiininiiTTiij  for  more  ef- 

Ackttt  use,  aad  redneas  the  welghta  of  esusas  that  coatradkt 
what  the  instructor  states  or  implies  k  a  trus  causal  relation¬ 
ship.  In  other  words,  the  system  kams  what  it  does  not  know 
and  spectAoafiy  what  k  kanis  depends  upon  the  infereeces 
that  can  be  made  frem  the  kstructor^s  statemeats. 

Future  dkuctione  will  include  addfog  more  principled  causal 
repgeeiwatntkntfi,  adowmg  more  learutag  about  the  instruc- 
ter's  strutegks  from  the  ei:pkBations,  aad  allowing  learning 
of  the  ahatract  kaowkdge  aeceesary  to  evaluate  gap  filling  in 
the  aheence  of  aa  aaplaaeifoa. 

3.3  Sacoad  ImpksBMatntioa 

The  second  impkeaentatiofi  uses  an  snhasced  versioa  of  the 
rwsftil  model  deacrihed  in  Alhsea  (AdA7|.  The  process  closely 
foffewu  the  gensrti  osnespl  presented  in  section  2.2.  A  dif¬ 
ference  k  that  the  system  karas  somsthmg  even  when  the 
«rplaAatio&  does  not  enahk  bridging  the  psp  between  chains. 
For  enampk,  after  steps  X  throi^k  4  have  been  followed,  the 
result  Miff  chaias  could  look  libs  thk: 

3  JLA  S  T  Z  S 

wheiu  the  uppercam  kitm  represent  pieces  of  knowledge 
that  are  involved  in  caasal  ckains: 

I  -  lypethenis 
8  -  Synpeen 
K  -  Sxplanatlen 

i  -  Edge  ef  chain  fervard  froa  hypothesis 
B  -  Edge  of  chain  back  frea  explanation 
Z  -  Edge  of  Chaim  back  Iran  syaptoa 
T  -  Edge  of  chain  forward  froa  explanation 
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If  «it  W  diroctm  of  k  ia  ciona^  a 

thes  a  caaaai  rkalWMiihiy  tern  b«  kwmd.  la  wagyk, 
knci  >4  aaW  J  raywwd  4ke  auM  Uimc»  tki  ckaks  fr«aa  1 
ii  aad  froia  E  U  S  Ma4,  aad  tk«  partial  causa  (ca%e€  H 
S)  caa  b«  Uaraod. 

In  tha  dixoctioB  vkkk  caaaot  ba  ckaad,  tha  ayatam  m/ars 
that  tba  jap  baavoos  tb«  ckalsa  caa  b«  flUad,  baaad  oa  iba 
«jcp«rt  iaainictar  batrisc  ^  kypoibaak  ao^  tka  aymp- 
tout  In  tka  axanpk,  ao4kijif  in  tka  ckaia  E  U  Y  maickaa 
anything  in  tha  chain  SUE.  Tka  iafaranca  k  macia  that 
ixnailast  gap  should  ba  fiUad  {(cavm  Y  SJ\. 

Tha  syttam  laaraa  diffsrant  in£on&aiioQ  whan  tha  mantal 
model  la  in  4  difoant  aiata.  Whan  tha  system  k  ra-nm 
using  tha  same  karaing  epiaoda  and  tha  modiilad  working 
model,  additional  inionBoatioA  k  laantacL  Tha  aysteai  k  ahk 
to  build  tha  cham  fkrthar  back  from  tha  symptom  bacauas  oi 
the  nawiy  iearsad  caimnl  kaowladfe,  and  simiiariy,  k  ahk  to 
forward  chain  frurthar  from  tha  hypothesis.  Thk  tnay  allow 
tha  chains  to  maat,  so  tha  hypothaak  can  ba  aaeodatad  with 
tha  symptom  in  tha  symptom-Caoil  table,  and  tha  sasnlai 
model  can  ba  updated  to  include  tha4  tha  hypothaak  caoaea 
tha  symptom.  Thk  ana  bias,  batter  dkgaosk  aa  well  as  mors 
future  laarnix^. 

The  sy steal  raaoWaa  coalradktioae  in  tha  meatal  modal 
by  checking  for  a  cootradkUoo  whaaavar  cauaai  ia/oroMtkm 
is  added.  Tha  cheek  k  only  done  for  tha  frania  wbara  tha 
infonnatioii  k  being  added;  no  causal  rkainkg  k  dona.  II 
a  conflict  axkte,  tha  piaca  ol  iafonnaikn  with  tha  hifkar 
credibility  will  ba  ratainaiil 

One  thing  showm  by  thk  impkraasteiloa  k  that  tha  pro¬ 
gram  should  have  aa  uadnnkiiiading  oi  tha  dkg&ostic  stent^ 
betag  used  by  the  iastracter  ta  order  to  ba  baUar  ahk  toaa- 
darstaad  tha  axpkanaloa. 

3.3  Snmmary  of  tha  Implamaataticeis 

It  k  surprkiag  that  the  two  impkcaatttatkns,  wbkh  began 
as  raatly  di&raat  rapraaantations  of  tha  same  prahkn,  have 
started  to  conTerfa  at  aaaay  Urak.  Tha  two  impkaaentakona 
tisa  dlfferest  ripe aaas tat iana,  one,  a  Asm  graiaed  rosiaactkig 
ist  syetem  and  tha  other,  saora  kaowicdga  baaed.  As  tha  im- 
piemanta-.oaa  procaadad,  howaear,  tha  Am  grained  approach 
has  coma  to  uaa  tha  conrantions  ol  fraasa-baaad  (ijirtiwns,  and 
the  knowladga-bnsad  approach  baa  eana  to  uaa  a  more  bo- 
moganaoua  raprasaninttea  for  all  system  knowiadgs.  Sim¬ 
ilarly,  through  iadapandant  darakspmsat,  both  appronchaa 
have  coma  to  uaa  waigbte  oa  cansal  raktknahipa  to  rapesaant 
tha  credibility  d  n  cwmo.  OI  mors  paactkal  iaportanea  for 
future  research,  biwmsta,  mo  tha  dsftmcaa.  Tbars  am  two 
general  difeeacao  la  tha  teehakai  ddtoik  d  how  tha  g^ 
aral  algorithm  wngjapknatad.  First,  whta  a  csasal  g«p 
is  present  but  bo  sapiumkea  fills  that  gap, 
one  uses  generic  kBaUsdgs  about  what  affaeto  wbat,  wbenas 
impkmaatatiaa  tsm  ama  a  kos  gaaasal  but  &r  eisi^r  aotkn 
of  filling  gape  batwsaa  rseaat  hypothasm  and  symptoms.  The 
^t  method  brings  mors  knowladga  to  bear  on  tha  postula¬ 
tion  of  a  new  causal  rkatknahip  and  should  therefore  l«d 
to  mors  rvliahk  reUtioaabipa  end  a  more  Aesibk  m«irk  for 
•  valualiiig  wiiather  a  gtvan  cmu4>mi  sap  should  be  filled.  The 
second  diffaranca  inaoivaa  wbara  cauasLl  information  k  stored 
and  how  it  con  ba  accassed.  Impkmws tatioa  one  does  not  od- 
dreas  tha  issue  d  Luxutad  availability  d  cauMi  relationahipa. 
Instead,  if  a  rclationahip  k  in  tha  systaat,  it  con  ba  used.  On 


tha  other  hand,  kspkmaatatka  two  allows  tha  more  realistic 
situatka  ia  wkkh  couass  are  not  maximally  indexed  when 
they  Mtar  tha  system.  That  k,  they  may  not  necesaoiily 
ba  ratriavad  wb«i  aaadad  unless  tha  prop^  cues  are  present. 
Thk  k  a  more  realistic  and  afidant  approach  for  a  system 
with  a  very  large  memory. 

A  major  diractioa  of  future  raaeorcb  will  involve  integrat¬ 
ing  tha  two  impkmentatioas  into  a  single  general  method. 

4  ReUtad  Work 

As  has  already  bean  noted,  tha  current  effort  usea  techniques 
that  are  ia  sosm  ways  kmikr  to  those  of  Dajong  and  Mooney 
[DM86j  aad  Mitchail  at  aL  [MKK83j.  It  is  similar  in  that  it 
racognisM  that  a  system  may  know  oil  tha  nacMsary  infor- 
matioa  to  solve  a  given  problem,  but  a  solution  path  through 
thk  infommtioe  may  ba  inafficiaat  to  calculate.  Instruction 
or  obaarv4tia&  saaght  allow  a  som^da  path  to  ba  generated 
aad  cofidaosdi  te  a  more  tMiiy  used  form.  Specifically,  in 
diagnosis,  a  causal  chain  m\m^  be  dkcoverad  in  a  potentially 
vary  large  network  d  causal  iafomatioa.  EBL  con  ba  prof¬ 
itably  used  to  pannit  iastnsctkm  to  produce  “short  cuts'*  in 
that  network. 

Claokcol  EBL,  however,  does  not  produce  enough  learn¬ 
ing  wbsQ  the  eawol  network  k  incomplete.  Thk  may  be 
refnadkd  by  the  leming  by  kihag  to  esplaia  (LBKE)  (IIilMfil 
techakua  d  kaktkg  the  ioformotioa  that  k  present  in  the 
iaput  but  k  Bag  uadarstood,  aad  subaaqueatly  adding  it  to 
tha  exktiag  EBL  system.  Althaugh  tha  currant  model  has 
aot  yet  bean  daoaibad  in  exactly  tbaaa  terms,  it  k  in  fact 
am  asampk  dLBFE.  It  diffm  from  Hill’s  work  by  proposing 
that  ths  mtemataoB  that  mwet  ba  added  in  e  absence  of 
IB  axpkaattea  k  sat  Bscassarily  sxpikitJy  raprasanted  in  the 
iapwt.  Instead,  tha  comat  aBsrt  alkwa  for  more  general  ae- 
sifUBaat  d  bkasa  by  dkamhtfuatiag  what  might  ba  implied 
by  tha  laatracter.  Aka,  tha  cumat  effort  praaaate  a  domain 
iadapaadanl  aotka  d  LBFE  that  daocribea  how  potentiaUy 
aay  coaaai  aat  oaght  grow,  whsraaa  Hill’s  effort  was,  in  his 
own  vkw,  dMDOM  spaciilc. 

Oaa  d  tha  awihoda  that  k  aaad  te  augment  incomplete 
oatworka  ia  tha  curraat  approach  k  te  uaa  reiationshipe  that 
ora  more  geoarol  thoa  cauoae  i«  order  te  infer  causation.  For 
exompk,  on  oetka  aad  a  state  choaga  that  relate  to  the  same 
object  tend  te  ha  causally  relatad.  Thk  technique  wae  orig¬ 
inally  used  by  Paasaai  [PasA7|  aad  a  similar  approach  was 
suggested  by  Rossall  (RustTj. 

Other  studies  that  have  shared  soma  d  the  goals  of  the 
curreal  reaeaich  ia  other  dofffiaka  iacluda,  Haas  and  Hendrix 
(  [HHS3|,  Leamkg  by  being  told),  aad  Sammut  and  Banerji 
(  [SBMj,  Coacapi  koraing  by  aakiag  quaetione). 

5  Concltuiona  and  Future  Directions 

Thk  paper  has  dkcussed  tha  Learning  by  Understanding  Ex¬ 
planations  parodigoi  that  was  obaervad  by  Lancaster  and 
Kolodaar  [LK37|  ia  tha  troiaiag  of  cor  mechanics.  The  main 
contribution  d  tbe  currant  effort  k  in  tha  ability  to  accept 
new  knowledge  and  make  it  part  of  the  mental  model,  while 
ueiiig  ii  to  uiideraiaiiii  an  expUnaiUtii  and  fitrni  e  now  gan- 
eralkatioD. 

There  ora  several  directions  for  future  research.  First, 
ia  diognoak,  cotmi  chaining  k  not  tha  only  strategy  used, 
though  it  woe  tha  most  common  in  tha  protocols.  The  expla¬ 
nations  used  by  tha  instructor  reflect  Mverol  different  strate- 


528 


gies.  For  txAmplo,  &  dttd  b&ttory  cooid  b«  ^Tpctbrnisfid  m 
&  probltm  bwauM  tbal  occurs  frcquoaily.  U  wmj  be  Ibat 
&  particular  model  of  car  has  a  daCKt.  Or  Um  erpUaata^ 
may  be  an  expianafaoa  of  a  aocmal  fuactioa  of  a  cocnponeAt 
that  the  inatmctor  thinks  Um  etodeiil  znay  noi  uadentand. 
For  this  reason,  and  to  aUoer  Urategiae  to  be  Uamed  and  im- 
rroY^,  diainoetic  etrategiee  must  be  explkitly  reprmnted. 

intiial  witrk  iiM  bean  <loita  on  ib*  rapraMniai {«!««. 

: :«<  oikJ,  batuir  repramiUtloQ  u(  the  caueai  kau«Yleilge  U 
needed  to  take  full  advantage  of  the  infereacing  poeeibk  frosa 
qualitative  models.  The  aim  is  to  use  more  krvele  of  abetrac* 
tioo  to  allow  reasoning  at  whatever  level  may  be  appropriate, 
and  so  that  knowledge  of  the  normal  fuactioa  of  a 
can  be  more  useful  in  infereacing.  Third,  more  learning  may 
be  poosible  in  this  p>aradigin  if  Case-Baead  Reasoning  [KJ84j, 
a  method  of  using  previous  episodes  *nd  evaiuatioa  of  thesr 
results  to  suggest  solutions  to  new  probiesns,  could  be  inte> 
grated.  Last  '/,  Larry  Barsaiou  and  Chris  Hals  of  the  Psy¬ 
chology  department  at  the  Georgia  Institute  of  Technology 
are  planning  experiments  to  further  investigate  how  people 
do  diagnosis  of  mechanical  devices.  Futi&re  vmions  of  the 
current  model  will  attempt  to  incorporate  those  ladings. 
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Abstract 

Causal  models  describe  some  part  of  the  world  to  allow  an  information  system  to  perform 
complex  tasks  such  as  diagnosis.  However,  as  many  researchers  have  discovered,  such  models 
are  rarely  complete  or  consistent.  As  well,  the  world  may  change  slightly,  making  a  previously 
complete  model  incomplete.  A  computational  theory  of  the  use  of  causal  models  must  allow  for 
completion  and  correction  in  the  face  of  new  evidence.  This  paper  discusses  these  issues  with 
respect  to  the  evolution  of  a  causal  model  in  a  diagnosis  task.  The  reasoner’s  goal  is  to  diagnose 
a  fault  in  a  malfunctioning  automobile,  and  it  improves  its  diagnostic  model  by  comparing  it 
with  an  inatructor’a.  A  general  proceaa  mode!  ia  prceontr<I  with  two  iinfdeiiiciitationn.  Related 
work  ill  explanation  baaed  learning  and  in  incorrect  causal  models  ia  discussed. 

Keywords;  Leaning,  Causal  Models,  Explanations,  Diagnosis 

INTRODUCTION 

A  causal  model  or  domain  theory  is  an  essential  ingredient  in  understanding  complex  sit¬ 
uations.  For  example,  in  order  to  diagnose  a  fault  in  a  complex  system,  the  diagnostician 
mtist  be  capable  of  making  guesses  about  what  might  be  wrong.  However,  without  ap¬ 
propriate  heuristic  knowledge  to  guide  and  make  those  guesses,  the  correct  hypothesis 
may  never  arise.  Although  many  researchers  have  acknowledged  the  need  for  such  causal 
models  (Kuipers,  1984)  [deKleer  &  Brown,  1981],  very  few  have  been  concerned  with  the 
possibility  that  the  domain  theory  may  be  incomplete  or  inconsistent.  Those  researchers 
who  have  recognized  this  problem  [Rajamoney  U  DeJong,  1987)‘have  not  yet  allowed  for 
modification  of  the  underlying  causal  theory. 

With  this  in  mind,  Lancaster  and  Kolodner  (1987]  took  protocols  of  the  diagnostic 
behavior  of  novice,  intermediate,  advanced,  and  expert  car  mechanics.  They  observed 
evidence  for  a  working  model,  a  set  of  symptom  fault  pairings,  and  diagnostic  strategies. 
They  also  observed  [Lancaster,  personal  communication]  that  less  experienced  mechanics 
had  inconsistent  and  incomplete  knowledge,  as  one  might  expect.  The  research  presented 
in  this  paper  represents  an  effort  to  discover  how  an  incomplete  catisal  model  (novice)  can 
ei^olve  to  a  more  complete  (experienced)  state  as  a  result  of  problem  solving  experience 
coupled  with  explanations  about  how  those  problems  are  solved. 

Our  model  is  implemented  in  two  computer  programs  called  EDSEL-1  and  EDSET/- 
2  (Explanation  in  Diagnodin:  the  unc  of  Symptonin,  liypotlionra,  aiul  FiXplaiiatioiut  for 
lit'iirtiiiig)  tlial  each  begin  with  a  novice  ineiiiory  aiui  are  pr«5ft<!iite<l  with  prohlemii 
explanations  of  how  to  solve  those  problems.  Specifically,  the  systems  “watch”  or  attend 
to  an  instructor  who  is  diagnosing  a  fault  in  an  automobile.  As  they  do  so,  they  attempt 

^Thi*  TBseATch  waa  aupported  by  tha  Army  Reaearch  Institute  for  the  Behavioral  and  Social  Sciences  under  Contract 
No.  MDA-903-86-C-173.  The  authors  wish  to  thank  Janet  Kolodner  for  her  advice  and  guidance,  and  Mark  Graves 
and  Hong  Shinn  for  helpful  comments  on  earlier  versions  of  the  paper. 
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to  identify  mining  information  of  variotis  types  or  to  identify  whether  there  is  an  incon¬ 
sistency.  If  one  of  these  problems  is  discovered,  the  systems  modify  their  causal  model  to 
prevent  the  difficulty  in  the  future.  The  recognition  and  modifications  are  based  upon  an 
attempt  by  the  systems  to  explain  their  input. 

The  paper  describes  a  general  algorithm,  presents  the  issues  involved  in  completing  and 
correcting  causal  models,  and  compares  the  two  implementations. 

GENERAL  PROCESS 

Completing  and  correcting  a  causal  model  requires  a  reasoner  to  recognize  when  it  is 
missing  a  piece  of  information  and  then  to  incorporate  that  information  into  the  model. 
This  notion  is  complicated  by  the  fact  that  there  are  different  types  of  information  in  the 
model  and  that  existing  knowledge  affects  how  new  information  is  incorporated. 

Redmond  and  Martin  [1988]  noted  in  the  protocols  from  Lancaister  and  Kolodner  [1987] 
that  an  instructor  provides  the  students  with  a  symptom,  a  series  of  hypotheses,  and 
explanations  for  those  hyp>othcsc8.  We  demonstrated  that  a  system  may  process  these 
inputs  by  nlleinpting  to  build  causal  cliaiiis  between  hypotheses  and  the  syini>torri,  usiiiK 
provided  explanations  if  no  causal  chain  is  obvious.  If  a  complete  chain  can  be  built,  it  can 
be  collapsed  and  be  used  more  efficiently  in  future  similar  situations.  If  a  complete  chain 
cannot  be  built,  then  the  instructor’s  explanation  can  be  helpful,  either  by  being  added 
directly  to  the  causal  model,  or  by  allowing  the  gap  in  the  chain  to  be  bridged.  Oi”-  name 
for  this  process  is  Learning  by  Understanding  Explanations  (LBUE).  The  causal  model 
contains  frames  [Minsky,  1975]  for  the  components  of  a  car,  with  slots  for  inputs,  outputs, 
connections,  parts,  functions,  and  causal  relationships  between  structures.  For  example, 
one  piece  of  the  current  model  is: 

Sts.rt«r: 

(lg&  co^>oziant)  ;A  startgr  la  a  cosponent. 

(part-of  at&rtl&g-sjstviA}  ;Is  a  part  of  the  atartlng  sjstaa. 

(input  alactrlcity  battary  battary-cabXaa)  jllactriclty  froa  battary  Tia  cablaa. 

(parta  atartar-plnaion-^ar  atartar-aotor)  ; PARTS:  plnnion  gaar  and  atartar  aotor. 

(function  apin-actlon  atartar-plnnion’-gaar)  ;FUHCTI0K:  apln  tha  plnnion  gaar. 

(cauaa  (avltcb-action  aolasoid  on)  iSolanoid  awltch  cauaaa  tha  tvo  g;aax3  to  intarloclc. 

(intarloek  8tartar*piaioA*gaar  flyvhaal-ring^gaar)) 

(cauaa  (crank  atartar-pinioa-gaar)  ; Cranking  ona  gaar  cauaaa  tha  othar  to  crank. 

(crank  flyvhaal -ring* gaar)) 

The  causal  chaining  process  uses  the  causal  relationships  and  some  of  the  related  knowl¬ 
edge.  Besides  the  causal  model  of  the  domain,  the  LBUE  approach  also  includes  a  set  of 
likely  symptom-fault  pairings,  as  observed  by  Lancaster  and  Kolodner  [1987]  .  These  sets 
of  pairings  associate  a  symptom  with  a  problem,  and  are  used  to  derive  initial  hypotheses 
during  diagnosis,  and  to  index  into  the  causal  model  at  the  appropriate  place.  The  general 
algorithm  for  the  process  is  as  follows: 

).  Fioiii  ihci  ayiiipioiii  (pmaanintl  by  ilio  iiiainictor),  cltikiii  backward^  iiiroiiittg  poanililn  (iiifliiiga  t.lial 
could  lead  to  the  aymptom. 

2.  From  each  hypotheaia  (preaented  by  the  instructor),  chain  forward,  inferring  possible  effects  that  could 
be  caused  by  the  hypoiheaised  fault. 

3.  If  the  aymptom  chain  meets  a  hypotheaia  chain,  then  the  reasoner  has  an  explanation  for  the  hypothesis, 
and  the  generaliaation  that  (caus®  hypothesis  symptom)  is  added  to  the  symptom  fault  table  and 
to  the  causal  mcnieL 
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4.  If  the  chains  do  not  meet  -  the  reaaoner  does  not  have  enough  information  to  explain  the  hypothesis. 

In  this  case,  it  uses  an  explanation  presented  by  the  instructor, 

(a)  Chain  backwards  from  the  explanation  toward  the  hypotheses  chain. 

(b)  Chain  forward  from  the  explanation  toward  the  symptom  chain. 

(c)  If  both  directions  can  be  linked,  then  the  most  general  relationship  {cause  hypothesis  symptom) 
can  be  learned. 

5.  Add  explanation  to  the  causal  modeL 

The  LBUE  process  resiilts  in  an  updated  causal  model.  As  discussed  in  following 
section,  the  things  that  may  be  learned  are, 

1.  new  oluects 

2.  new  relationships  between  objects 

3.  new  causal  information 

4.  new  symptom  fault  knowledge 

After  learning,  diagnosis  is  more  efficient  and  more  powerful  for  the  same  or  similar 
problems,  becaiise  the  symptom-fault  set  can  provide  more  reasonable  hypotheses  more 
quickly  and  the  causal  model  is  more  capable  of  verifying  an  explanation.  In  addition,  what 
the  reaNoiier  learns  depends  on  wliut  it  already  knowH,  Hiiice  the  reuMoiier’H  ability  to  cliaiti 
back  from  the  symptom  and  forward  from  the  hypothesis  is  affected  by  the  knowledge  in 
the  causal  model.  This  means  that  the  chains  could  meet  given  one  version  of  the  causal 
model,  and  have  an  unbridgable  gap  given  another  version. 

The  alternative  to  the  LBUE  approach  is  simply  to  remember  symptom-hypothesis 
pairs.  However,  this  would  require  a  system  to  have  already  experienced  a  fault  in  order 
to  diagnose  it;  no  general  knowledge  is  retained. 

ISSUES  FOR  COMPLETING  AND  CORRECTING  CAUSAL  MODELS 

As  outlined  above,  a  good  diagnostic  reasoner  tries  to  explain  why  an  hypothesis  causes 
a  symptom.  It  is  this  process  that  allows  for  the  recognition  of  different  types  of  missing 
information,  and  mediate  the  addition  of  knowledge  to  the  causal  model.  The  process 
of  explsuning  hypotheses  identifies  missing  information  that  might  be  useful  for  diagnosis 
because  diagnosis  is  itself  explanation,  and  hence  requires  the  same  information. 

TYPES  OF  MISSING  KNOWLEDGE 

In  general,  a  causal  model  may  be  missing  many  causal  relations  necessary  for  diagno¬ 
sis.  A  reasoner  will  recognize  that  a  causal  relationship  is  missing  if  an  explanation  of  a 
symptom  cannot  be  formed,  either  while  watching  an  instructor  or  while  doing  diagnosis. 
As  well,  there  are  situations  in  which  an  unknown  causal  relationship  will  be  presented  to 
the  reasoner.  Both  possibilities  are  simple  to  detect,  the  former  when  causal  chaining  fails 
of  no  reMonable  hypothesis  is  generated,  and  the  latter,  when  the  reasoner  is  actually  told 
that  something  is  missing. 

Another  form  of  knowledge  whose  absence  is  easily  detected  consists  of  refcrred-t<>  facts. 
Ill  otlicr  w«)r(lfi,  when  nn  object  or  general  relatioiiHlii|>  li<itwe«‘ii  ohjeetH  is  auuerted,  hiil.  i;i 
not  known,  then  it  is  missing  from  the  model.  Somewhat  more  interesting  are  implied 
facts.  The  reasoner  guesses  it  is  missing  an  implied  fact  when  a  causal  relationship  is 
stated  or  implied  by  an  instructor  that  the  reasoner  believes  requires  a  mediating  fact.  For 
example,  a  reasoner  may  know, 

(IHTERLOCXED  go&rl  t  (SPIH  g«arl  •cloclrei**)  — >  (SPIN  geara  'c-clockwlBe) 
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and  an  instructor  may  state, 

(SPIS  itart^r-s^mr  ‘clockvlBa)  — >  (SPIH  Jljatjaal-rlag-gtar  •c-clockwl««) 

From  this,  the  reasoner  will  recognize  that  it  is  missing  a  fact  (i.e.,  that  the  two  gears  are 
interlocked). 

The  final  type  of  information  that  a  reasoner  may  be  missing  is  essentially  efficiency 
information.  The  reasoner  must  be  able  to  arrive  at  a  reasonable  or  correct  hypothesis 
quickly.  If  it  czmnot,  the  causal  model  must  be  modified  to  ensure  timely  and  correct  diag¬ 
noses  in  the  future.  The  reasoner  can  recognize  that  it  is  missing  this  kind  of  information 
if  it  arrives  at  an  incorrect  hypothesis  during  diagnosis  or  if  its  hypotheses  differ  from  the 
instructor’s. 

METHODS  OF  HANDLHIG  INCOMPLETE  KNOWLEDGE 

An  instructor’s  explanation  of  a  given  hypothesis  can  lead  to  information  being  added 
in  three  different  ways.  The  explanation  itself  could  be  an  unknown  causal  relationship 
which  can  be  added  to  the  model  directly.  For  example,  if  the  instructor  explained 

CcftUflc  (corro4«4  (set  (coosoct  battary-tsrmlnala))) 

and  this  relationship  was  not  associated  with  either  battery  or  battery-terminails  in  the 
causal  model,  then  it  can  be  added  there.  A  second  way  that  the  instructor’s  explanation 
can  be  used  is  to  enable  filling  a  gap  in  a  causal  chain.  Either  the  explanation  filled  the 
gap,  or  it  was  a  better  cue  to  information  that  was  not  being  accessed  in  the  causal  model. 
If  the  causal  chun  that  can  be  built  from  the  symptom  (not  (run  engine))  is: 

(not  (rm  cscIm))  — >  (aot  (cpla  eruksbuCt))  — > 

(not  (dova-«trokB  — >  (not  (coBboatlon  cjlindor)) 

and  the  causal  chain  that  can  be  built  from  the  associated  hypothesis  (not  (movable 

BUTTERFLY- VALVE) ) is: 

(not  (noTEblo  bnttorriy-T&lTo))  — >  (flo«  tlr  carburotor  low) 

then  there  is  a  gap  in  the  causal  chain  —  the  hypothesis  is  not  fully  explained.  If  the 
instructor  provides  the  explanation  that  low  air  flow  into  the  carburetor  leads  to  a  low 
air/ gas  rnixtun  as  the  air  p&sses  the  fuel  float  bowl  then  the  following  results: 

(not  (nownUt  Mttssfly-nlT*))  — >  (flow  air  earbnrotor  low)  — > 

(nlz  air  gu  iMs)  — >  (aot  (coabnotlon  crllndor))  — > 

(not  (dooa-strafeB  cjllaeor})  — >  (not  (apln  crankshait) )  — >  (not  (run  onglno)) 

V 

Not  only  is  the  causal  relationship  given  in  the  explanation  used  in  filling  the  gap,  but 
the  relationship  that  (mix  aih  oao  less)  causes  (not  (combustion  cylinder))  is  accessible  when 
it  hadn’t  previously  been  accessible,  since  the  cue  of  carburetor  in  now  nvnila))l<?.  HelwiTii 
the  two,  the  gap  has  been  filled. 

The  third  way  in  which  the  instructor’s  explsmation  can  be  used  is  to  infer  a  relationship 
that  would  fill  a  gap  in  a  causal  chain.  If  the  explanation  doesn’t  allow  bridging  the  gap 
as  discussed  above,  causal  relationships  which  bridge  the  gap,  which  are  implied  by  the 
expert  instructor,  can  be  inferred.  The  instructor  implies  that  there  is  a  causal  relationship 
between  the  hypothesis  and  symptom  and  that  the  explanation  lies  along  this  causal  chain. 
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Gaps  will  be  filled  with  inferences  if  there  is  some  general  knowledge  that  indicates  a  cause 
is  possible.  For  example,  a  cracked  wire  can  cause  low  electricity  because  (a)  wires  conduct 
electricity,  and  (b)  a  conduit  affects  what  it  conducts.  This  would  be  given  lower  credibility 
than  other  learned  relationships.  There  may  be  several  plausible  but  inconsistent  inferences 
that  might  fill  a  gap;  the  one  chosen  could  depend  on  confirmation  from  a  human  observer. 

Knowledge  can  be  added  to  an  incomplete  causal  model  by  inferring  facts  from  a  cause. 
This  would  occur  as  a  result  of  the  starter-gear  ring-gear  example  mentioned  above.  In 
this  case,  the  reasoner  will  infer  that  the  starter  gear  and  ring  gear  are  interlocked. 

In  a  sense,  inefiiciently  represented  knowledge  is  a  type  of  incomplete  knowledge.  The 
information  that  is  needed  is  in  the  causal  model,  but  is  not  useful  because  it  cannot  be 
accessed,  or  it  is  given  insufficient  credibility,  or  it  leads  to  slow  processing.  For  instance, 
the  explanation  can  allow  the  access  of  knowledge  that  couldn’t  previously  be  accessed. 
Additionally,  filling  a  gap  in  a  causal  chain,  as  discussed  above,  is  a  way  of  dealing  with 
some  inefficient  knowledge.  This  allows  collapsing  the  chain  into  a  single  causal  relation¬ 
ship,  which  can  be  used  for  more  efficient  processing.  In  collapsing  the  chains,  the  LBUE 
method  has  some  ■imilaritimi  to  Explanatlon-naited  Learning  (FjIIT.)  [Mitchell,  Kellar,  k 
Kc<iar-Cabclli,  1980]  [DeJong  k  Mooney,  1980].  In  order  to  allow  for  proper  generalization 
of  variables  [DeJong  k  Mooney,  1986],  a  substitution  list  is  kept  that  indicates  to  what 
categories  each  feature  in  the  example  was  matched  in  order  to  instantiate  the  causal  re¬ 
lationships.  The  collapsed  chain  then  uses  the  most  general  category  for  a  feature  the 
variable  name  in  the  antecedent  or  consequent  of  the  new  causal  relationship. 

INCONSISTENT  KNOWLEDGE 

Since  new  information  is  being  added  to  the  causal  model,  there  is  a  possibility  that  a 
contradiction  may  occur.  A  few  types  of  contradiction  are  possible.  In  one  case,  the  same 
condition  could  be  believed  to  cause  contradictory  effects  such  as: 

Ceorrod«d  battszy-taralaali}  — >  (conaact  battarj  battary-taralnala) 
k  (eorrodad  battary-taralaala)  — >  (sot  (coaaact  battary  battary-tarainala) ) 

Alternatively,  a  chain  might  be  possible  from  known  information,  such  that  a  condition 
indirectly  causes  a  contradiction  of  the  condition. 

Contradictions  may  not  be  detected  immediately,  though,  because  the  causal  informa¬ 
tion  is  distributed  throughout  the  causal  model,  and  because  an  arbitrary  amount  of  causal 
chaining  may  he  necessary  to  detect  the  contradiction. 

In  cases  where  the  new  input  is  foxmd  to  be  inconsistent,  the  source  of  the  information 
can  be  used  to  decide  what  to  believe.  Knowledge  from  the  expert  is  given  precedence 
over  older  information.  Information  that  contradicts  the  expert  is  either  removed  or  its 
strength  is  decreased,  depending  upon  implementation. 

IMPLEMENTATIONS 

Iiiipluiiioiilallon  of  Ibo  gonural  iiiodol  duacribed  ubovo  liua  followttd  two  parallel  palliit. 
This  decision  was  made  because  the  research  is  exploratory,  and  therefore  should  generate 
several  alternative  approaches  to  the  problem,  and  highlight  different  inconsistencies  and 
difficulties  with  the  model. 

EDSEL-1  is  based  upon  a  simple  active  semantic  net,  similar  to  local  connectionist 
models  such  as  McClelland  and  Rumelhart’s  [1981]  interactive  activation  model.  EDSEL- 


MARTIN  <k  REDMOND 


2  uses  an  enhanced  version  of  the  causal  model  described  in  Allison  [1987]  .  Although  the 
process  in  both  implementations  closely  follows  the  general  model  presented  above,  there 
are  two  significant  differences.  First,  when  a  causal  gap  is  present  but  no  explanation  fills 
that  gap,  EDSEL-1  uses  generic  knowledge  about  what  affects  what,  whereas  EDSEL-2 
uses  a  less  general  but  far  simpler  notion  of  filling  gaps  between  recently  proposed  forward 
chains  from  hypotheses  and  backward  chains  from  the  symptom.  The  first  method  is 
a  more  flexible  metric  for  evaluating  whether  a  given  causal  gap  should  be  filled,  and 
therefore  should  lead  to  more  reliable  causal  relationships.  The  second  difference  involves 
where  causal  information  is  stored  and  how  it  can  be  accessed.  EDSEL-1  does  not  address 
the  issue  of  limited  availability  of  causal  relationships,  whereas  EDSEL-2  allows  the  more 
realistic  situation  in  which  causes  are  not  maximally  indexed  when  they  enter  the  system. 
That  is,  they  may  not  necessarily  be  retrieved  when  needed  unless  the  proper  cues  are 
present.  This  is  a  more  realistic  and  efficient  approach  for  a  system  with  a  very  large 
memory. 


RELATED  WORK 

Ilajamoney  and  DeJong  [1987]  has  specifically  addressed  the  problem  of  inconsistencies  or 
missing  information  in  a  causal  model  for  simulation.  If  more  than  one  simulation  is  possi¬ 
ble,  his  system  will  experimentally  search  for  disambiguating  features  in  the  envirc  iment. 
Although  this  approach  is  clearly  useful,  it  does  not  allow  for  modification  of  the  general 
causal  information  in  the  model.  It  concentrates  on  quantitative  values  for  the  current 
situation,  and  does  not  learn  any  general  knowledge. 

As  has  already  been  noted,  in  order  to  update  causal  models,  the  current  effc  rt  uses 
an  explanation  based  technique  that  is  in  some  ways  similar  to  those  of  DeJong  and 
Mooney  [1986]  and  Mitchell  et  al.  [1986]  .  Specifically,  in  diagnosis,  a  causal  chain  must 
be  discovered  in  a  potentially  very  large  network  of  causal  information.  EBL  can  be 
profitably  used  to  permit  instruction  to  produce  “short  cuts”  in  that  network. 

Classical  EBL,  however,  does  not  produce  enough  learning  when  the  causal  network  is 
incomplete.  This  may  be  remedied  by  the  learning  by  failing  to  explain  (LBFE)  [Hall,  1986] 
technique  of  isolating  the  information  that  is  present  in  the  input  but  is  not  understood, 
and  subsequently  adding  it  to  the  existing  EBL  system.  Although  the  current  model  has 
not  yet  been  described  in  exactly  these  terms,  it  is  in  fact  an  example  of  LBFE.  It  differs 
from  Hall’s  work  by  propo^ng  that  the  information  that  must  be  added  in  the  absence 
of  an  explanation  is  not  necessarily  explicitly  represented  in  the  input.  Also,  the  current 
effort  presents  a  domain  independent  notion  of  LBFE  that  describes  how  potentially  any 
diagnostic  causal  net  might  grow,  whereas  Hall’s  effort  was,  in  his  own  view,  domain 
specific. 

One  of  the  methods  that  is  used  to  augment  incomplete  networks  in  the  current  ap¬ 
proach  is  to  use  relationships  that  are  more  general  than  causes  in  order  to  infer  causation. 
For  example,  an  action  and  a  state  change  that  relate  to  the  same  object  tend  to  bo  causally 
related.  This  technique  was  originally  used  by  I’azzani  [1087]  and  a  Hirnilar  approacli  was 
suggested  by  Russell  [1987]  . 


REFERENCES 

CONCLUSIONS  AND  FUTURE  DIRECTIONS 


This  paper  has  discussed  the  LBUE  paradigm  for  dealing  with  an  incomplete  or  inconsistent 
causal  model  in  the  training  of  car  mechanics.  The  main  contribution  of  the  current  effort 
is  in  the  ability  to  accept  new  knowledge  and  incorporate  it  into  the  causal  model,  while 
using  it  to  understand  an  explanation  and  form  a  new  generalization. 

There  are  several  directions  for  future  research.  First,  in  diagnosis,  causal  chaining 
is  not  the  only  strategy  \ised,  though  it  was  the  most  common  in  the  protocols.  The 
explanations  used  by  the  instructor  reflect  several  different  strategies.  For  this  reason,  and 
to  allow  strategies  to  be  learned  and  improved,  diagnostic  strategies  must  be  explicitly 
represented.  Some  initial  work  has  been  done  on  this  representation. 

Second,  better  representation  of  the  causal  knowledge  is  needed  to  take  full  advantage 
of  the  inferencing  possible  from  qualitative  models.  The  aim  is  to  use  more  levels  of 
abstraction  to  allow  reasoning  at  whatever  level  may  be  appropriate.  Third,  more  learning 
may  be  possible  in  this  paradigm  if  Case-Based  Reasoning  (Kolodner  &  Simpson,  1984],  a 
method  of  using  previous  episodes  and  evaluation  of  their  rcsultfi  to  nuggent  nolutionH  to 
new  problemts,  could  he  Integrated. 
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Abstract 

LezLrning  by  Understanding  Explanations  (LBUE) 
can  be  an  important  tool  for  automatic  knowl¬ 
edge  acquisition  in  diagnostic  donnains.  It  takes 
fuller  advantage  of  an  expert’s  knowledge  than 
some  more  automatic  approaches  and  uses  model- 
based  reasoning  to  reduce  brittleness.  LBUE 
specifically  integrates  the  learning  of  efficiency 
information  as  in  Explanation  Based  Generaliza¬ 
tion  (EBG)  with  further  learning  of  the  causal 
model.  Expert  protocols  are  coded  into  a  ma¬ 
chine  readable  form  and  then  input  to  the  LBUE 
process.  The  result  of  learning  is  that  the  system 
becomes  capable  of  solving  the  same  problem  in 
the  future  and  is  also  able  to  apply  any  newly 
learned  causal  model  information  to  novel  but 
similar  cases. 

1  Introduction 

Experts  use  many  rules  to  easily  wade  through  the  com¬ 
plexities  of  their  domain.  However,  capturing  these 
rules  for  expert  systems  is  a  difficult,  time  consuming 
task.  Traditionally,  the  rules  have  been  handcoded  from 
problem  solving  protocols  or  through  some  other  inter¬ 
actions  with  the  expert.  A  natural  inclination  of  expert 
systems  practitioners  when  faced  with  this  task  is  to 
try  to  totally  automate  the  knowledge  acquisition  pro¬ 
cess.  For  example,  several  approaches  have  considered 

^This  r«March  wm  sappcffied  by  the  Anny  Research  Institnte 
for  the  Behavioral  and  Social  Sckaces  under  Contract  Na  MDA- 
d03-Se<C-173.  The  anthors  wiih  to  thank  Janet  Kolodner  for  her 
advice  and  guidance,  and  SUphes  Robinson  and  anonymous  re¬ 
viewers  for  helpful  commenU  on  earlier  versions  of  the  paper. 
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the  possibility  of  having  an  intelligent  learning  system, 
like  IDS  [Quinlan,  1983],  discover  the  appropriate  rules 
by  examining  solved  examples.  These  approaches,  how¬ 
ever,  ignore  the  value  of  the  expert  as  a  guide  for  learn¬ 
ing.  Having  a  Londoner  guide  one  through  the  streets  of 
London  is  far  superior  to  an  extensive  search  through  all 
possible  routes  from  one  point  to  another,  A  more  ap¬ 
propriate  automatic  solution  to  knowledge  acquisition 
should  take  advantage  of  an  expert’s  experience.  This 
paper  presents  such  a  system,  EDSEL  (Explanations 
and  Diagnosis:  Symptoms,  hypotheses,  and  Explana¬ 
tions  for  Learning),  that  acquires  diagnostic  knowledge 
through  a  process  termed  Learning  by  Understanding 
Explanations  (LBUE)  [Redmond  h  Martin,  1988;  Mar¬ 
tin  k.  Redmond,  1988]. 

The  obvious  analogy  of  this  type  of  knowledge  acqui¬ 
sition  with  human  learning  is  *  apprenticeship’,  where  a 
novice  becomes  more  expert  by  learning  from  watching 
an  instructor.  Learning  apprentice  systems  (Mitchell, 
1985;  Wilkins,  1988],  in  general,  allow  incremental  learn¬ 
ing  from  examples,  but  also  allow  the  instructor  to  guide 
what  is  learned.  This  means  that  the  system  learns 
more  than  simple  associations  between  problem  and  so¬ 
lution.  ODYSSEUS  [Wilkins,  1988],  for  example,  learns 
something  about  what  questions  to  ask.  This  extra 
learning  is  achieved  by  using  an  underlying  model  to 
explain  some  behavior  of  the  experts  and  to  use  that 
explanation  as  a  hint  for  learning.  Some  systems  use 
the  explanation  to  make  the  model  information  more 
efficient,  while  others  actually  allow  improvements  of 
the  model.  Both  approaches  arc  clearly  necessary;  in¬ 
creased  efficiency  leads  to  improved  performance  and 
a  flexible  model  permits  continuous  learning  and  less 
brittleness.  No  systems  besides  the  one  described  below 
have  yet  demonstrated  both  of  these  types  of  learning. 

The  apprenticeship  system  EDSEL  receives  input  of 
three  types:  symptoms,  an  expert’s  hypotheses,  and 
partial  expert  explanations.  Using  a  background  causal 
model,  it  attempts  to  explain  how  a  given  hypothesis 
can  literally  cause  the  symptom.  If  the  model  is  suf¬ 
ficiently  complete  to  allow  the  explanation,  then  that 
symptom  and  hypothesis  can  be  more  efficiently  paired 
to  improve  later  performance.  If,  on  the  other  hand,  the 
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model  is  incomplete,  the  system  uses  partial  explana¬ 
tions  and  known  constraints  to  augment  the  model  and 
allow  full  explanation  of  the  given  hypothesis.  EDSEL’s 
algorithm  allows  it  to  use  expert  guidance  to  increase 
efficiency,  to  permit  continuous  learning,  and  to  reduce 
system  brittleness. 

2  Protocols 

While  this  approach  shares  the  idea  of  using  verbal  pro¬ 
tocols  of  an  expert^s  problem  solving  with  many  knowl¬ 
edge  acquisition  efforts  (Johnson  1983),  the  use  of  the 
protocols  varies  substajitiaily  from  other  approaches. 
EDSEL,  and  the  learning  method  LBUE  which  it  em¬ 
bodies,  were  inspired  by  the  protocol  analysis  work  of 
Lancaster  and  Kolodner  (1987,  1988).  They  took  verbal 
protocols  of  car-mechanics  students  trying  to  solve  prob¬ 
lems,  and  of  the  instructor  solving  the  same  problems 
afterwards  for  the  students’  benefit.  This  is  the  normal 
mode  of  teaching  for  the  school,  after  background  class¬ 
room  instruction.  It  is  a  close  relative  to  apprenticeship 
learning.  The  statements  in  the  protocols  were  each 
coded  as  one  of,  hypotheses,  rules,  information  gather¬ 
ing,  observations,  and  restatements.  From  these,  Lan¬ 
caster  and  Kolodner  identified  five  types  of  learning  ob¬ 
served  in  the  students,  Learning  by  under  slanging  expla¬ 
nations^  Active  gap  filling^  Learning  from  interpreting 
feedbaehf  Abstraction,  and  Case*Based  Reasoning,  We 
have  focused,  to  this  point,  on  learning  by  understand¬ 
ing  explanations.  To  permit  LBUE  to  learn  from  the 
instructor  without  natural  language  processing  capabil¬ 
ity,  we  transform  the  instructor’s  protocols  into  machine 
analyzable  form,  specifying  symptoms,  hypotheses,  ex¬ 
planations  of  hypotheses,  tests,  and  faults  in  a  predicate 
notation.  This  serves  as  input  to  the  LBUE  process,  to 
allow  knowledge  to  be  added  to  the  background  causal 
model,  and  to  permit  collapsing  of  that  knowledge  into 
rules  for  greater  efficiency.  The  system  avoids  the  need 
to  manually  extract  rules  that  were  implicit,  and  the 
need  to  manually  infer  steps  that  were  skipped  in  the 
instructor’s  report  of  his/her  problem  solving. 

The  process  of  coding^  the  instructor’s  protocols  into 
machine  analyzable  fonn  is  a  manual  process,  but  not  a 
difficult  one.  The  moel  i^ijiortant  thing  is  to  establish  a 
vocabulary  of  predlcM^for  the  domain,  which  can  be 
used  for  expressing  niimal  function  and  malfunctions. 
For  example,  in  the  auto»mechanic  domain  some  of  the 
predicates  included:  adjacent,  amount,  available,  bent, 
brokeif^  charge,  clean,  click,  clogged,  closed,  compres¬ 
sion,  conduct,  connected,  contains,  corroded,  covered, 
cracked,  crank,  crossed,  generated,  hesitate,  pressure, 
resistance,  and  tension.  It  is  important  to  get  cover¬ 
age  without  redundancy,  so  that  the  relations  can  be 
expressed  and  that  similar  things  are  expressed  simi¬ 
larly.  The  predicate  vocabulary  can  then  be  used  in 
coding  the  protocols  and  the  initial  causal  model.  Given 
the  vocabulary,  coding  the  protocols  is  only  a  matter 
of  identifying  the  symptoms,  hypotheses,  and  explana¬ 


tions  of  hypotheses,  and  expressing  them  in  terms  of  the 
predicates  and  components.  As  will  be  seen,  the  com¬ 
ponents  do  not  even  necessarily  have  to  be  included  in 
the  model. 

We  will  show  one  example  from  our  domain  to  demon¬ 
strate  this.  One  protocol  contained  the  following: 

“Drivabiiity  complaint  is  that  the  engine  turns 
over  very  slow  while  cranking.  ...  See,  these 
connections  to  the  battery  could  be  loose, 
could  be  all  corroded,  right?  That’s  com¬ 
mon  with  battery  terminals.  You  might  have 
a  voltage  drop  between  post  and  clamp.  We 
may  have  a  loose  cable  on  the  starter  ...  So, 
the  problem  that  we  have  is  either  in  the 
charging  system  or  starting  ...” 

This  was  put  into  a  variable  for  input  to  EDSEL  as: 

(setq  *protocol#13* 

’((STM  (Slov  (Crank  EIngine  -  system) ) ) 

(HYP  HI  (Not  (Connected  Battery  Battery-Cables))) 
(HYP  H2  (Corroded  Battery-Terminals)) 

(EXP  H2  (High  (Frequency 

(Corroded  Battery-Terminals)))) 

(EXP  H2  (Cause 

(Corroded  Battery-Terminals) 

(Low  (Contains  Battery-Cables  Voltage)))) 
(HYP  H3  (Loose  (Connected  Battery-Cables  Starter))) 
(HYP  H4  (Malfunction  Charging-System)) 

(HYP  H5  (Malfunction  Starting-System)) 

)) 

The  success  of  this  approach  is  especially  encourag¬ 
ing  because  the  protocols  used  were  not  taken  with  this 
approach  in  mind.  In  future  efforts  to  use  this  tech¬ 
nique,  we  would  want  to  emphasize  to  the  instructor 
that  s/he  especially  report  all  hypotheses,  along  with  a 
brief  explanation  of  those  hypotheses. 

3  Causal  Model 

The  causal  model  represents  components  of  the  car  in 
a  manner  roughly  equivalent  to  frames  [Minsky  1975) 
or  objects  [Goldstein  1980).  Information  about  a  com¬ 
ponent  includes  what  it  is  part  of,  what  its  parts  are, 
its  inputs  and  outputs,  and  the  causal  relations  between 
it  and  other  components.  For  example,  Figure  1  shows 
a  representation  of  a  starter.  An  important  advantage 
of  using  the  model  is  that  besides  allowing  the  learning 
of  rules,  the  problem  solver  can  fall  back  on  the  model 
when  there  are  no  available  rules  for  a  particular  prob¬ 
lem,  thus  making  a  more  robust,  less  brittle  problem 
solver.  Chandrasekaran  and  Mittal’s  (1982)  MDX  was 
similar  in  that  it  generated  rules  from  a  model  of  normal 
function,  which  made  it  less  brittle.  However,  it  did  not 
continue  to  improve  its  model. 

The  system  is  given  an  initial  model  roughly  equiv¬ 
alent  to  the  classroom  instruction  given  the  technical 
school  students.  This  information  can  come  from  an  in- 
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trcductory  text,  and  is  mainly  information  aoout  nor- 


Starter: 

(iaa  component) 

;A  starter  is  a  component. 

(part-of  starting-system) 

;Part  of  the  starting  system. 

(input  electricity  battery  battery-cables) 
;A  starter  receives  electricity  from 
;the  battery  via  battery  cables. 

(parts  starter-pinion-gear  starter-motor) 

:A  starter  has  parts:  pinion  gear  and 
; starter  motor. 

(function  spin-action  starter-pinion-gear) 
;The  function  of  the  starter  is  to 
;apin  the  pinion  gear. 

(cause  (switch-action  solenoid  on) 

(adjacent  starter-pinion- gear 
flywheel-ring-gear) ) 

: Setting  the  solenoid  switch  causes 
ithe  pinion  gear  and  the  flywheel  gear 
;to  become  adjacent. 

(cause  (crank  atarter-pinion-gear) 

(crank  f lywheal-ring-gear) ) 

; Cranking  the  pinion  gear  causes  the 
; flywheel  gear  to  crank. 


Figure  1:  A  Generalized  Mental  Model 
Definition  of  a  Starter. 

mal  function.  It  is  expressed  using  the  vocabulary  of 
predicates  established  for  the  domain.  It’s  not  neces¬ 
sary  for  this  information  to  be  complete,  the  system  can 
learn  even  with  a  minimal  amount  of  knowledge.  There¬ 
fore  this  approach  does  not  assume  that  the  ‘student’ 
retains  all  the  knowledge  presented  in  the  classroom.  It 
does,  however,  follow  the  intuition  that  the  more  knowl¬ 
edge  the  ‘student’  has,  the  better  the  learning  will  be. 
A  student  with  more  knowledge  can  learn  more  specific 
new  knowledge  from  the  experts’  examples. 

In  the  initial  model,  several  types  of  knowledge  can 
be  missing.  These  include: 

«  Causal  relationships 

•  Other  relationships  between  objects 

•  Objects. 

This  also  includes  po^.iG^fganisation  of  the  knowledge 
that  would  lead  to  inefflli^cy  in  diagnosis.  The  LBUE 
process  allows  learning  of  each  of  these  types  of  knowl¬ 
edge,  a#  well  ais  allowing  retraction  of  incorrect  pieces 
of  knowledge. 

3.1  Causal  Relationships 

The  most  important  type  of  missing  knowledge  is  ‘causal 
relations’.  In  general,  a  causal  mode!  may  be  missing 
many  causal  relations  that  are  necessary  for  diagno¬ 


sis.  A  reasoner  wia  recognize  tiiat  a  causal  reialionsnip 
is  missing  if  an  explanation  of  a  symptom  cannot  be 
formed,  either  while  watching  an  instructor  or  while  ac¬ 
tually  doing  diagnosis.  As  well,  there  are  situations  in 
which  an  unknown  causal  relationship  will  be  presented 
to  the  reasoner.  Both  possibilities  are  simple  to  detect, 
the  former  when  causal  chaining  fails  or  when  no  rea¬ 
sonable  hypothesis  is  generated,  and  the  latter,  when 
the  reasoner  is  actuaJly  told  that  something  is  missing. 

For  instance,  suppose  that  the  instructor  presents 
a  situation  in  which  the  car  has  stalled.  The  reasoner 
attempts  to  determine  what  could  lead  to  the  symp¬ 
tom.  This  resembles  a  backward  chain.  In  a  particular 
circumstance,  the  reasoner  could  be  missing  causal  re¬ 
lations  and  hypothesize  only  as  far  as  that  there  might 
not  be  combustion  occurring  in  the  cylinders; 

(not  (run  engine))  -->  :stalled  engine 
(not  (spin  crankshaft))  --> 

(not  (down-stroke  cylinder))  --> 

(not  (combustion  cylinder)) 

The  instructor  then  provides  the  hypothesis  that  the 
butterfly  valve  of  the  choke  assembly  is  stuck.  The 
reasoner  works  forward  trying  to  determine  what  that 
would  cause.  This  resembles  a  forward  chain.  Because 
of  causal  knowledge  missing  from  the  reasoner’s  model, 
it  only  gets  as  far  as  a  lack  of  air  flow  into  the  carbure¬ 
tor; 

(not  (movable  butterf ly-valve) )  --> 

(low  (flow  air  carburetor)) 

In  this  case,  the  forward  and  backward  chains  do 
not  meet,  and  the  reasoner  does  not  know  or  cannot 
retrieve  any  causal  relationships  that  might  connect  the 
chains.  No  complete  explanation  has  been  found  for 
the  hypothesis.  However,  if  the  instructor  provides  the 
explanation  that  low  air  flow  into  the  carburetor  leads  to 
a  low  air/gaa  mixture  as  the  air  passes  the  fuel  float  bowl 
then  the  following  complete  explanation  could  result: 

(not  (movable  butterf ly-valve))  --> 

(low  (flow  air  carburetor))  --> 

(low  (mix  air  gas))  --> 

(not  (combustion  cylinder))  --> 

(not  (down-stroke  cylinder))  --> 

(not  (spin  crankshaft)) 

(not  (run  engine)) 

This  example  demonstrates  how  a  new  causal  rela¬ 
tionship  may  be  added,  (low  (flow  air  carburetor)) 
(low  (mix  air  gais)),  ajid  how  an  existing  causal  rela¬ 
tionship  that  WSL5  not  accessed  or  was  not  known  to 
apply,  (low  (mix  air  gas))  =>•  (not  (combustion  cylin¬ 
der)),  can  be  used.  The  system,  therefore,  understands 
the  instructor’s  hypothesis,  and  is  able  to  leam  a  new 
symptom-fault  association  and  add  the  relationships 
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(causo  (low  (flow  air  carburetor)) 

(low  (mix  air  gas))) 

(cause  (not  (movable  butterf ly-valve) ) 

(not  (run  engine))) 
to  the  mental  model. 

In  the  other  case,  when  the  explanation, 

(cause  (cracked  distributor-cap) 

(contains  distributor-cap  moisture)), 

contains  knowledge  that  the  mental  mode!  does  not  con¬ 
tain,  the  system  only  needs  to  check  the  model  to  realize 
that  the  information  is  missing. 

3.2  Other  Relationships 

Another  form  of  knowledge  whose  absence  is  easily  de¬ 
tected  consists  of  referred-to  facts.  These  facts  can 
involve  various  non-causal  relationships.  Specifically, 
when  an  object  or  general  relationship  between  objects 
is  asserted,  but  is  not  known,  then  it  is  missing  from 
the  model.  Somewhat  more  interesting,  though,  are 
when  such  relationships  are  merely  implied.  The  rea- 
soner  guesses  it  is  missing  an  implied  fact  when  a  causal 
relationship  is  stated  or  implied  by  an  instructor  that 
the  reasoner  believes  requires  a  mediating  fact.  For  ex¬ 
ample,  a  reasoner  may  know, 

(INTERLOCKED  gearl  gear2)  k 
(SPIN  gearl  'clockwl  se)  --> 

(SPIN  gear2  * c-clockwise) 

and  an  instructor  may  state, 

(SPIN  starter-gear  ^clockwise) 

(SPIN  flywheel-ring-gear  ’c-clockwise) 

From  this,  the  reasoner  will  recognize  that  it  is  missing 
a  fact  (i.e.,  that  the  two  gears  are  interlocked). 

3.3  Objects 

When  the  model  does  not  know  of  the  existence  of  an 
object,  such  as  a  component  to  the  car,  it  becomes  obvi¬ 
ous  when  a  hypotheais,  symptom  or  explanation  refers 
to  the  object  and  the  system  can  not  retrieve  any  infor¬ 
mation  about  the  object  when  it  tries  to  form  an  expla- 
nation.  As  long  ae  the  system  does  not  need  to  reason 
about  the  object  it  can  remain  blissfully  ignorant  of  its 
existence,  thus  avoiding  the  need  to  understand  atoms 
and  eioiecuJes. 

3.4  Inefficiency 

In  a  sense,  inefficiently  represented  knowledge  is  a  type 
of  incomplete  knowledge.  The  information  that  is  needed 
is  in  the  causal  model,  but  is  not  useful  because  it  can¬ 
not  be  accessed,  or  it  is  given  insufficient  credibility,  or 
It  leads  to  slow  processing.  In  this  situation,  the  model 
is  said  to  be  missing  efficiency  information.  The  rea¬ 


soner  miist  be  able  to  arrive  at  a  reasonable  or  correct 
hypothesis  quickly.  If  it  cannot,  the  causal  model  must 
be  modified  to  ensure  timely  and  correct  diagnoses  in 
the  future.  The  reasoner  can  recognize  that  it  is  miss¬ 
ing  efficiency  information  if  it  arrives  at  an  incorrect 
hypothesis  during  diagnosis.  Also,  if  it  can  build  a  com¬ 
plete  causal  chain  without  outside  help  during  learning 
then  it  has  enough  information  to  improve  its  efficiency 
by  including  a  new  association. 

4  LBUE  «  General  Process 

4.1  Introduction 

Learning  by  Understanding  Explanations  (LBUE)  stems 
from  the  notion  that  if  a  reasoner  can  explain  a  teacher’s 
actions,  then  s/he  can  more  appropriately  generalize 
what  is  learned.  There  is  a  problem,  however,  when 
the  reasoner  cannot  explain  such  input.  The  best  solu¬ 
tion  to  this  problem  is  to  add  the  information  necessary 
to  explain  a  given  case  and  depend  on  that  new  infor¬ 
mation  being  applicable  in  novel  but  similar  cases. 

The  EDSEL  LBUE  research  specifically  explores  sys¬ 
tem  understanding  of  an  instructor’s  hypotheses  and 
subsequent  explanations  in  a  diagnostic  domain.  The 
system  receives  the  expert’s  sequence  of  actions  as  an 
input,  a  partial  example  is  shown  in  Section  2.  When 
the  system  is  attending  to  an  expert’s  diagnosis,  it  must 
make  inferences  from  the  given  information  to  fill  in  the 
omitted  information.  In  general,  the  instructor  cannot 
explain  everything  at  every  level  of  detail.  One  way  to 
infer  the  missing  information  is  to  attempt  causal  chain¬ 
ing.  When  the  system  receives  a  symptom,  it  builds 
backward  chains  to  all  possible  findings  that  could  lead 
to  the  symptom.  When  it  receives  a  hypothesis,  it  builds 
forward  chains  to  all  possible  findings  that  could  be 
caused  by  the  hypothesized  fault.  If  forward  and  back¬ 
ward  chains  meet,  then  the  student  has  an  explanation 
for  the  hypothesis  and  thereby  has  filled  in  the  omitted 
information.  The  system  can  collapse  the  chain  into 
a  fault  and  symptom  pair  and  save  that  as  a  symp>- 
tom  fault  set  in  the  mental  model.  The  collapsed  chain 
could  then  be  used  more  efficiently  in  future,  similar 
situations. 

Often  a  system  will  not  have  enough  information  to 
explain  the  hypothesis.  In  this  case,  the  instructor’s 
explanation  can  be  useful.  First,  if  the  explanation  rep¬ 
resents  a  new  causal  relation,  such  as  X  causes  Y,  it  can 
be  added  directly  to  the  mental  mode!  with  high  credi¬ 
bility.  Second,  it  may  allow  bridging  &  gap  to  complete 
a  causal  chain,  thus  enabling  the  system  to  add  a  col¬ 
lapsed  causal  chain  as  a  new  association  in  the  causal 
knowledge,  like  in  EBG.  Third,  when  the  explanation 
does  not  complete  a  chain,  the  system  may  still  infer 
that  the  hypothesized  fault  causes  A',  and  that  Y  causes 
the  symptom,  though  there  may  be  intermediate  causal 
links. 

As  has  been  noted  by  many  researchers  [Mitchell  et 


SIGART  Newsletter,  April  1989.  Number  108.  Knowledge  Acquisition  Special  Issue 


Page  80 


ai.,  1986j,  EB  methods  do  not  generate  any  knowledge 
that  the  system  does  not  already  have;  rather,  existing 
knowledge  is  reorganized  to  be  more  useful.  In  collaps¬ 
ing  the  chains,  the  LBUE  method  has  some  similarities 
to  Explanation-Based  Generalization  (EBG)  [Mitchell 
et  al.,  1986)  and  Explanation-Based  Learning  (EBL) 
'DeJong  h  Mooney  1986),  The  student  has  used  avail¬ 
able  knowledge  to  form  an  explanation,  which  is  then 
stored  for  later  use,  somewhat  like  a  macro  operator  in 
STRIPS  [Fikes  et  al.,  1972).  The  LBUE  concept  goes 
beyond  explanation-bcised  methods  by  being  able  to  use 
new  information  to  create  a  chain  when  it  would  not  be 
possible  otherwise. 

4.2  Algorithm 

LBUE,  as  applied  to  learning  automobile  mechanics  from 
examples,  requires  a  very  straightforward  algorithm.  The 
algorithm  must  process  symptoms,  hypotheses,  and  ex¬ 
planations,  and  must  add  to  the  mental  model  when 
possible.  An  outline  of  this  algorithm  follows. 

1.  From  the  symptom,  chain  backward  toward  pos¬ 
sible  findings. 

2.  From  each  hypothesis,  chain  forward  toward  pos¬ 
sible  effects. 

3.  If  the  symptom  chain  meets  a  hypothesis  chain, 
then  the  generalization  that  (cause  hypothesis  symp¬ 
tom)  is  added  to  the  symptom  fault  table  and  to 
the  mental  model. 

4.  If  the  chains  do  not  meet, 

(a)  Chain  backwards  from  the  explanation  to¬ 
ward  the  hypotheses. 

(b)  Chain  forward  from  the  explanation  toward 
the  symptom. 

(c)  If  both  directions  can  be  linked,  then  the 
most  general  relationship  (cause  hypothesis 
symptom)  can  be  learned. 

5.  Add  explanation  to  the  mental  model. 

The  inputs  to  the  algorithm  are  the  coded  protocol 
and  an  initial  model.  The  output  is  an  updated  mental 
model  and  a  cognitive  trace  of  the  learning  process.  The 
following  knowledge  may  be  learned: 

1.  new  objects, 

2.  stnicturai  relationships  between  objects, 

3.  new  catisal  information,  and 

4.  new  symptom  fault  knowledge. 

After  this  type  of  learning,  diagnosis  is  more  effi¬ 
cient  and  more  powerful  for  the  same  or  similar  prob¬ 
lems,  because  the  symptom-fault  set  can  provide  better 
hypotheses  more  quickly  and  the  mental  model  is  more 


capable  of  verifying  an  explanation. 

4.3  Example  1 

The  general  reasoning  method  is  demonstrated  by  the 
following  two  examples.  For  clarity,  the  examples  will 
always  present  a  single  path  through  the  causal  model, 
rather  than  the  tree-like  search  that  is  more  typical.  The 
first  of  these  example  diagnoses  demonstrates  learning 
with  just  the  symptom  and  hypothesis,  without  requir¬ 
ing  an  explanation.  The  symptom  that  the  instruc¬ 
tor  reports  is  slow  cranking  of  the  engine.  The  sys¬ 
tem  chains  backward  hypothesizing  that  the  crankshaft 
is  spinning  slowly,  that  the  starter  motor  is  spinning 
slowly,  that  the  battery  is  not  generating  much  electric¬ 
ity: 

(slow  (crank  engine))  --> 

(slow  (spin  crankshaft)) 

(slow  (spin  starter-gear))  --> 

(slow  (spin  starter-motor))  --> 

(low  (contains  starter-wire  current))  --> 
(low  (generate  battery  electricity)) 

The  system  achieves  this  backward  chaining  by  using 
information  about  normal  function  and  how,  in  general, 
modification  of  that  normal  function  modifies  the  rest 
of  the  mechanism. 

The  instructor  then  suggests  the  hypothesis  that  a 
cracked  wire  can  cause  the  observed  symptom  of  slow 
cranking  of  the  engine.  The  system  chains  forward,  in¬ 
ferring  that  the  battery  cable  may  be  carrying  less  than 
normal  current,  that  the  starter  receives  less  power,  and 
that  the  wire  in  the  starter  receives  less  electricity: 

(cracked  battery-cable)  --> 

(low  (contains  battery-cable  current))  --> 
(low  (input  starter  current))  --> 

(low  (contains  starter- wire  current)) 

In  this  example,  the  symptom  and  hypothesis  chains 
meet,  so  an  explanation  is  not  required.  The  system 
understands  the  instructor’s  hypothesis,  and  is  able  to 
learn  a  new  symptom-fault  set  and  add  the  relationship 

(causa  (cracked  battery-cable) 

(slow  (crank  engine))) 

to  the  mental  model. 

4.4  Example  2 

A  second  example  will  further  illustrate  the  ideas.  The 
instructor  may  suggest  a  hypothesis  that  a  cracked  dis¬ 
tributor  cap  can  cause  the  observed  symptom  of  the  en¬ 
gine  cranking  but  not  starting.  The  system  may  know, 
from  whatever  sources,  that  for  a  car  to  start,  the  starter 
must  turn,  and  combustion  must  occur.  The  system 
may  further  know  that  for  combustion  to  occur,  there 
must  be  fuel  mixed  with  air  in  the  cylinder,  and  a  spark 
from  the  spark  plug.  The  system  might  chain  backwards 
from  the  symptom: 
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(not  (start  engine))  --> 

(not  (combustion  cylinder)) 

(not  (ignite  spark-plug)) 

It  might  not  know  what  a  cracked  distributor  cap  can 
cause,  so  the  system  does  not  understand  why  it  was 
hypothesized.  In  other  words,  the  system  might  not  be 
able  to  chain  anywhere  from  (CRACKED  DISTRIBUTOR- 
CAP). 

The  instructor  then  explains  that  a  cracked  distribu¬ 
tor  cap  can  allow  moisture  to  collect  inside  the  distrib¬ 
utor  cap.  This  causal  relationship  was  not  previously 
known  to  the  student,  and  it  could  not  have  been  gen¬ 
erated  without  outside  input.  The  system  might  be  able 
to  complete  a  causal  chain: 


(cracked  distributor-cap)  --> 

(contains  distributor-cap  moisture)  --> 
(low  (input  spark-plug  electricity)  --> 
(not  (ignite  spark-plug)) 

(not  (combustion  cylinder))  --> 
(not  (start  engine)) 


Now  the  system  understands  the  hypothesis  (and  the 
explanation).  It  can  learn  the  causal  relationship  of 
cracked  distributor  cap”  causes  “engine  cranks  but  won^t 
start”.  If  the  student  was  missing  the  fact  that  mois¬ 
ture  in  the  distributor  cap  can  cause  less  electricity  to 
reach  the  spark  plug,  he  may  still  be  able  to  infer  that 
fact  based  on  the  explanation  having  been  given  by  the 
trusted  expert  in  conjunction  with  general  knowledge 
about  water’s  effect  on  electricity.  In  this  case,  the 
explanation  not  only  extends  the  causal  chain,  it  also 
assists  the  system  in  directing  the  search  for  relevant 
causal  relationships. 

5  Related  Work 

Wilkins  [1988]  uses  a  somewhat  similar  method  of  learn¬ 
ing  from  instruction,  that  also  relies  on  a  model  to  ex¬ 
plain  the  instructor’s  problem  solving.  Both  LBUE  and 
Wilkin’s  approach  identify  an  opportunity  to  learn  by 
an  inability  to  find  such  an  explanation.  A  difference 
is  that  ODYSSEUS  e^qil&ins  actions  by  linking  them  to . 
hypotheses  while  explains  hypbtheses  by  linking 

them  to  symptoms^  Msil!©.  dramas  we  also  learn 
when  we  can  find  an  4^^siuiation,  by  collapsing  a  causal 
chain  into  an  associa^m  or  rule. 

Other  related  work  includes  Mitchell  et  al’s  [1985] 
Learning  Apprentice  (LEAP)  system.  LBUE  and  LEAP 
are  similar  in  that  they  both  use  explanations  to  prop¬ 
erly  modify  knowledge  when  given  instruction.  They 
differ  on  how  the  explanation  is  related  to  the  knowl¬ 
edge  that  is  learned.  LEAP  uses  two  distinct  types 
of  knowledge  “  domain  knowledge  and  implementation 
knowledge  -  whereas,  LBUE  has  a  single  type  that  is 
used  both  for  explanation  and  for  performance.  LEAP 
uses  its  domain  knowledge  to  learn  new  implementa¬ 


tion  rules,  LBUE  allows  the  system  to  improve  its 
explanation  capability  because  what  is  learned  can  be 
used  in  future  explanations.  A  related  difference  is  that 
LBUE  handles  incomplete/imperfect  domain  theories, 
while  LEAP  assumes  a  complete  theory. 

EBL  iDeJong  and  Mooney  1986]  and  [Mitchell  et 
ai.  1986]  also  uses  explanations  derived  using  a  domain 
model  in  order  to  learn  new  associations.  However,  it 
cannot  learn  any  new  domain  model  knowledge.  This 
means  that  EBL  is  not  appropriate  when  the  causal 
model  is  incomplete.  Hall’s  [1986]  learning  by  failing 
to  explain  (LBFE)  approach  was  an  attempt  to  rem¬ 
edy  this  problem.  The  technique  involves  isolating  the 
information  that  is  present  in  the  input  but  is  not  un¬ 
derstood,  and  subsequently  adding  it  to  the  existing 
EBL  system.  Our  approach  differs  from  Hall’s  work 
by  proposing  that  the  information  that  must  be  added 
in  the  absence  of  an  explanation  is  not  necessarily  ex¬ 
plicitly  represented  in  the  input.  Also,  the  current  ef¬ 
fort  presents  a  domain  independent  notion  of  learning 
by  attempting  to  explain  that  describes  how  potentially 
any  diagnostic  causal  model  might  grow,  whereas  Hail’s 
effort  was,  in  his  own  view,  domain  specific. 

Rajamoney  and  DeJong  [1987]  have  specifically  ad¬ 
dressed  the  problem  of  inconsistencies  or  missing  infor¬ 
mation  in  a  causal  model  for  simulation.  If  more  than 
one  simulation  is  possible,  their  system  will  experimen¬ 
tally  search  for  disambiguating  features  in  the  environ¬ 
ment.  Although  this  approach  is  clearly  useful,  it  does 
not  allow  for  modification  of  the  general  causal  infor¬ 
mation  in  the  model.  It  concentrates  on  quantitative 
values  for  the  current  situation,  and  does  not  learn  any 
general  knowledge.  It  also  does  not  address  improving 
efficiency  of  problem  solving  by  generating  any  associa¬ 
tions  or  rules. 

Chandrasekaran  and  Mittal  [1982],  used  a  causal 
model  of  a  medical  domain  to  generate  compiled  rules 
or  associations.  However,  as  in  EBL,  they  do  not  add 
any  truly  new  knowledge. 

6  Conclusion  and  Future 
Directions 

LBUE  is  an  important  tool  for  automatic  knowledge 
acquisition  in  diagnostic  domains.  It  takes  fuller  ad¬ 
vantage  of  an  expert’s  knowledge  than  some  other  ajy- 
proaches  and  uses  model-based  reasoning  to  reduce  brit¬ 
tleness.  LBUE  specifically  integrates  the  learning  of  ef¬ 
ficiency  information  as  in  EBG  with  causal  model  learn¬ 
ing. 

Protocols  can  be  taken  from  an  expert,  coded  into  a 
machine  readable  form  and  then  input  to  an  LBUE  pro¬ 
cess.  The  system  would  then  be  capable  of  solving  the 
same  problem  in  the  future,  but  would  also  be  able  to 
apply  new  causal  model  information  to  novel  but  similar 
cases. 

Future  directions  for  LBUE  research  include  extend- 
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-mfrEDSEL  *nd  applying  LBUE  to  other  domains.  First, 
increasing  the  number  of  behavioral  types  that  EDSEL 
is  capable  of  explaining  beyond  hypotheses  to  tests  will 
allow  the  system  to  learn  more  about  the  diagnostic 
situation.  Second,  applying  the  method  to  other  diag¬ 
nostic  domains,  possibly  a  design  domain,  will  help  in 
generating  a  truly  domain  independent  learning  process. 
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LEARNING  FROM  OTHERS’  EXPERIENCE: 
CREATING  CASES  FROM  EXAMPLES  ^ 


Michael  Redmond 

School  of  Information  and  Computer  Science 
Georgia  Institute  of  Technology 
Atlanta,  Georgia  30332-0280 


ABSTRACT 

Cases  used  for  case-based  reasoning  do  not  have  to  be  cases  that  the  reasoner  itself  has  solved,  or  that 
the  programmer  hw  entered.  Cases  can  be  acquired  by  observing  expert  problem  solving.  When  a  reasoner 
»ves  a  ca^  from  its  own  problem  solving,  the  reasoner  already  knows  what  it  was  trying  to  accomplish 
in  that  episode.  In  order  for  a  reasoner  to  use  examples  it  hhs  seen  as  cases,  it  must  actively  process  the 
examples  in  order  to  explain  and  understand  the  example.  The  reasoning  required  in  order  to  acquire  a  case 
depends  to  some  extent  on  how  a  case  is  to  be  represented.  Given  our  theory  of  case  structure,  several  tasks 
are  necessary  in  order  to  interpret  the  example  and  store  it  as  a  case:  inferring  the  goal  behind  the  observed 
actions;  inferring  the  relations  between  pieces;  and  keeping  track  of  how  the  actions  taken  affect  the  current 
problem  solving  context.  We  have  built  a  system  which  observes  a  expert  solve  a  problem  in  the  domain  of 
automobile  diagnosis.  Ainong  other  learning  techniques,  the  system  creates  cases,  in  pieces,  to  be  stored  for 
use  in  later  problem  solving. 


INTRODUCTION 

People  learn  much  of  what  they  know  from  instruction,  and  the  presentation  of  examples  is  an  important 
part  of  instruction  in  many  domains.  Students  who  actively  process  examples  reinforce  their  knowledge  and 
understanding  of  the  domain  principles.  They  learn  how  to  apply  the  domain  principles.  They  also  may 
retam  details  about  particular  examples,  that  they  can  later  use  to  solve  other  problems.  Thus  we  see  that 
cases  used  for  case-based  reasoning  do  not  have  to  be  cases  that  the  reasoner  itself  has  solved. 

When  a  reasoner  saves  a  case  from  iU  own  problem  solving,  the  reasoner  already  knows  what  it  was 
trying  to  accomplish  in  that  episode.  In  order  for  a  reasoner  to  use  examples  it  has  seen  as  cetses,  it  must 
actively  process  the  examples  in  order  to  explain  and  understand  the  example.  The  actions  taken  by  the 
instructor  and  seen  by  the  learner  do  not  necessarily  map  easily  and  directly  into  the  learner’s  representation 
structure  for  cases.  Some  inferencing  is  required  in  order  to  interpret  the  actions  and  to  save  them  in  a  form 
that  will  be  useful  for  solving  future  problems. 

The  reasoning  required  in  order  to  acquire  a  case  depends  to  some  extent  on  how  a  case  is  to  be  rep>- 
resented.  In  our  theory,  cas^  are  stored  in  pieces,  or  snippets  [Kolodner  1988].  This  aUows  the  reasoner 
to  use  small  fragments  of  cases  in  its  reasoning  rather  than  having  to  wade  through  large  monolithic  cases. 
Each  piece  is  organized  around  the  pursuit  of  one  particular  goal,  and  there  are  links  between  the  pieces 
that  perserye  the  structure  of  the  diagnosis.  Since  the  problem  solving  context  changes  during  the  diagnosis, 
each  case  piece  stores  the  problem  solving  context  as  it  was  at  that  time. 

Given  this  theory  ot  case  structure,  several  tasks  are  necessary  in  order  to  interpret  the  example  ^nd 
store  it  as  a  case: 

1.  Inferring  the  goad  behind  the  observed  actions,  in  order  to  break  into  pieces. 

2.  Inferring  the  nlmtiGm  between  pieces,  that  is,  the  structure  of  the  diagnosis. 

3.  Keeping  track  of  bow  the  actiotis  taken  affect  the  current  problem  solving  context  so  that  it  can  be 
correctly  stored  in  the  piece. 

We  ^ve  built  »  eyatem  which  observea  a  expert  solve  a  problem  in  the  domain  of  automobile  diagnosis. 
Among  other  learning  techniques,  the  system  creates  cases,  in  pieces,  to  be  stored  for  use  in  later  problem 

solving.  The  remainder  of  thu  paper  discusses  how  it  carries  out  the  necessary  tasks  listed  above,  in  order 
to  accomplish  this  objective. 

‘This  rcMarch  wm  supported  by  the  Army  Research  Institute  for  the  Behavioral  and  Social  Sciences  under  Contrit  No. 

903- 86-0*  173.  The  author  wiah«  to  thank  Janet  Kolodner  for  her  advice  and  guidance,  and  Joel  Martin  for  helpful 
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INFERRING  INSTRUCTOR’S  GOAL 

Since  case  pieces  are  organized  around  a  goal,  before  a  case  can  be  stored  the  goals  must  be  known,  and 
the  actions  supporting  the  goals  must  be  associated  with  them.  When  a  system  acquires  a  case  from  its  own 
problem  solving,  it  knows  what  goal  it  is  pursuing  at  a  given  time.  Acquiring  a  case  from  somebody  else’s 
problem  solving,  however,  is  different.  Since  the  instructor’s  goal  is  usually  not  explicitly  stated,  it  must  be 
inferred  from  his  actions.  Different  goals  result  in  different  types  of  actions  being  done.  The  student  actively 
following  the  example  may  predict  what  goal  will  be  pursued  next  by  the  instructor.  The  predicted  goal  is 
the  first  goal  considered  as  a  possibility.  If  the  instructor’s  actions  are  consistent  with  that  goal,  then  it  is 
inferred  that  that  is  the  goal  being  used.  Otherwise,  the  goal  must  be  inferred  bottom  up,  with  all  possible 
goals  being  possible.  This  means  that  if  the  student  gets  lost  in  the  example,  s/he  can  find  actions  that  make 
sense  and  get  back  to  following  along  from  there,  and  salvage  something  from  the  instructional  episode. 

In  a  diagnostic  domain  some  possible  goals  include  generating  a  hypothesis,  testing  a  hypothesis,  inter¬ 
preting  a  test,  fixing  a  fault,  verifying  a  complaint,  and  clarifying  a  complaint.  Figure  1  shows  a  portion  of 
the  instructor  s  actions  in  a  given  example.  The  complaint  had  been  that  the  engine  stalls,  and  the  instructor 
has  just  hypothesized  that  the  fast  idle  speed  is  set  too  low.  This  hyjxHhesis  must  be  tested.  The  instructor 
says  that  s/he  is  going  to  test  whether  the  fast  idle  speed  is  low.  Then,  using  his  hands,  s/he  removes  the  air 
cleaner.  S/he  disconnects  the  radiator  fan  and  connects  a  tachometer,  and  otherwise  prepares  for  the  test. 
Then  using  a  specific  tool  specified  in  a  reference  book,  s/he  carries  out  the  test,  reading  the  value  from  the 
tachometer  and  comparing  it  to  the  specifications.  These  actions  should  all  be  saved  in  a  piece  for  the  goal 
of  testing  a  hypothesis,  with  the  hypothesis  being  that  the  fast  idle  speed  is  low. 


(t««t  (low  “fMt-idld-ap«od) ) 

(oso  (hands)) 

(do  (opon  "hood)) 

(do  (ranovo  "nir-cl«an«r-caaing-top) ) 

(do  (raatova  "alr-filt»r) ) 

(do  (r«H»v«  "air-cloaner-caainj-botton) ) 

(do  (sot  (position  "gsar-shift  nsutral))) 

(uso  (sockst-orsnch)) 

(do  (disconnoct  "radiator-fan)) 

(do  (connsct  "tachosMtsr  "angina)) 

(do  (start  "angina-systaa)) 

(do  (run  "angina-systan)  until  (taaparature  " angina -systaa  wan)) 
(do  (disconnoct  " vacooa-advanca-hoso  "distributor)) 

(do  (plug  " vac uua-ad vane 0- hoso ) ) 

(do  (sMlX  (opon  "throttlo))) 

(oso  (c-4812-2c)) 

(do  (connoct  c-4«12-2c  "choko-caa-followor-pin)) 

(do  (roloaso  "throttlo-lavar)) 

(ask  (dosirod-fast-idlo-rpa  nil)  "hood-stickor  (rsply  2400)) 

(ask  ((rpa  "ongins-systan)  nil)  “tachoBotor  (roply  1600)) 


Figure  1:  Instructor's  Actions  to  be  explained 

The  representation  for  goals  in  our  system  includes  a  nKxlifiabie,  and  therefore  learnable,  structure 
^  specifying  what  types  of  actions  and  statements  are  reasonably  expected  for  fulfilling  that  goal.  Some  goab 
require  particular  types  of  actions.  Some  action  types  are  inappropriate  for  some  goals.  Some  action  types 
can  occur  multiple  times  in  the  pursuit  of  a  particular  goal,  some  can  only  occur  once.  Some  action  types 
belong  at  the  beginning  of  the  pursuit  of  a  particular  goal,  others  at  the  end.  To  give  one  example  of  the 
type  of  inference  involved,  testing  a  hypothesis  must  include  an  ask  type  action  in  order  for  results  to  be 
obtained. 

When  the  expected  goal  is  not  pursued,  the  other  known  goals  must  be  considered.  If  none  of  the 
diagnosis-specific  goals  are  appropriate  a  more  general  goal  can  be  considered,  which  could  result  in  a 
diagnosis-specific  specialization  of  the  goal  being  learned.  Once  the  system  knows  what  goal  is  being  pursued, 
the  student  can  recover  and  resume  following  the  instructor. 
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INFERRING  PLACE  IN  CURRENT  DIAGNOSIS 


We  have  said  that  a  diagnosis  has  structure,  and  that  part  of  acquiring  a  case  from  examples  is  determining 
that  structure.  What  is  this  ‘structure’?  The  instructor  in  most  cases  diagnoses  hierarchically.  People  doing 
diagnosis  don’t  hop  around  between  unrelated  hypotheses.  The  experienced  mechanic  considers  a  system  as 
a  potential  source  of  the  problem,  then  narrows  the  hypothesis  down  until  a  replaceable  or  fixable  unit  is 
determined  to  be  malfunctioning.  To  a  naive  observer  the  hierarchy  is  not  seen,  the  instructor’s  actions  are 
sequential,  a  straight  line  instead  of  a  tree.  People  can  see  this  hierarchy  easily.  The  rank  novice  observed 
by  Lancaster  and  Kolodner  [1987]  did  not  diagnose  hierarchically,  but  the  other  students,  even  the  one  with 
just  six  months  more  experience,  did.  A  system  requires  knowledge  in  order  to  see  this  hierarchy.  It  cannot 
rely  on  a  given  pattern  of  actions  from  the  instructor,  but  must  actually  explain  or  understand  what  is  going 
on.  Figure  2  demonstrates  this  with  an  example  diagnosis  sequence.  The  top  part  of  Figure  2  shows  the 
structure  of  the  instructor’s  actions  which  are  shown  in  the  bottom  part  of  Figure  2. 


Diagnosis  Actions  (in  order  presented) 


Hyp  «  Loose  Connected  Spark  Plug 

Tost  -  Loose  Connected  Spark  Plug  (Neg.) 

Hyp  -  Malfunction  Carburetor 

Hyp  •  Lean  Idle  Mixture 

Hyp  -  Low  Idle  Speed 

Hyp  •  High  Float  Level 

Test  -  Lean  Idle  Mixture  (Neg.) 

Test  -  Low  Idle  Speed  (Neg.) 

Hyp  -  High  Float  Level 
T«t  -  High  Float  Level  (Neg.) 

Hyp  -  Malfunction  Control  System 
Test  •  Malfunction  Control  System 


Figure  2:  Inferred  Diagnosis  Structure. 

Note  that  a  teat  doea  not  necessarily  follow  the  hypothesis  it  relates  to.  Another  complication  is  that 
there  are  at  least  two  different  reasons  that  a  hypothesis  can  directly  follow  another  hypothesis  -  it  is  a 
refinement  as  with  the  *ltan  xdlt  mixiurt^  hypothesis  following  ‘malfunction  carburtior\  or  it  is  another 
possibility  at  the  same  level,  such  as  with  the  ‘low  idle  speed*  hypothesis  directly  following  the  ‘lean  idle 
mixture  hypothesia.  Also  note  that  there  is  no  ‘syntactic’  cue  that  the  ‘high  float  level*  hypothesis  is  a 
refinement  of  the  malfunction  car6tincfor’ hyp>othe8i3  and  that  the  ‘malfunction  control  system  ’  hypothesis 
is  not.  '■A  case  representation  should  store  the  the  case  in  the  structure  of  the  diagnosis,  as  pictured  in  the 
top  part  of  Figure  2.  This  more  accurately  reflects  the  problem  solving  that  occurred  in  the  episode  than 
the  linear  order  shown  in  the  bottom  part  of  Figure  2.  This  will  make  the  case  easier  to  use  in  the  future. 

Knowledge  is  necessary  to  understand  the  hierarchy  being  used.  Causal  knowledge  and  structural  rela¬ 
tionships  from  the  model  are  both  useful  for  this  process.  A  hypothesis  can  go  under  a  previous  hypothesis 
in  the  hierarchy  if  it  causes  the  previous  hypothesis,  if  the  component  involved  is  part  of  the  previous  com¬ 
ponent,  or  if  the  predicate  is  more  refined.  We  have  established  a  set  of  heuristics  for  inferring  the  relations 
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between  case  pieces.  The  default  is  that  the  piece  follows  from  the  piece  that  immediately  preceeded  it,  but 
this  is  faur  from  always  the  case,  the  other  heuristics  deal  with  when  that  isn’t  appropriate. 

By  separating  cases  into  pieces,  we  have  made  the  system  more  flexible  than  it  would  be  with  monolithic 
cases.  When  the  reasoner  is  trying  to  acheive  a  goal  it  can  directly  access  a  piece  that  previously  pursued  that 
goal.  When  solutions  to  goals  are  independent,  this  makes  it  easier  to  find  the  best  solution  for  each  goal. 
It  also  means  that  generalizations  involving  a  particular  goal  can  be  more  easily  created,  since  information 
not  related  to  the  goal  is  not  confounded  with  relevant  information  in  the  knowledge  structure. 

At  the  same  time,  the  cases  are  reconstructable  because  the  structure  of  the  case  is  preserved  in  the  links 
between  the  case  pieces.  Therefore,  when  goals  are  tightly  interconnected,  a  previous  case  can  be  followed  as 
long  as  it  is  relevant,  by  following  the  links  as  long  as  the  findings  are  the  same.  The  diagnostician  following 
such  a  hierarchically  organized  case  will  diagnose  hierarchically  rather  than  haphazardly  like  a  novice. 


UPDAT^G  THE  CURRENT  CONTEXT 

In  order  for  the  stored  case  pieces  to  be  retrieved  when  most  appropriate,  the  context  when  it  was 
appropriate  in  the  expert’s  judgement  should  be  associated  with  the  piece.  The  problem  solving  context 
includes  the  initial  problem  description,  any  modifications  to  the  problem  description,  and  any  relevant 
actions  taken  during  the  current  problem  solving.  That  is,  in  the  terms  used  by  Barletta  and  Mark  [1988], 
it  includes  the  external  context  and  the  internal  context.  Since  part  of  the  context  changes  during  problem 
solving,  we  have  chosen  to  store  the  current  problem  solving  context  m  the  piece.  In  acquiring  a  case  from 
a  solved  example,  this  means  that  the  ^student’  must  take  an  active  role.  The  observer  must  infer  how  the 
instructor’s  actions  change  the  current  problem  solving  context.  This  is  necessary  so  that  the  case  pieces 
created  will  be  able  to  contain  the  correct  problem  solving  context.  Then  the  piece  will  be  able  to  be  retrieved 
at  the  appropriate  time  in  the  future,  and  the  correct  generalizations  will  be  able  to  be  made.  The  context 
must  be  updated  to  include  hypotheses  made  and  hypotheses  ruled  out,  tests  done  and  their  results,  and 
fixes  done,  plus  any  changes  in  the  problem  description.  Most  of  the  information  needed  can  come  directly 
from  the  observed  actions,  it  just  hats  to  be  linked  to  the  right  slot  in  the  context.  However,  a  student  that 
just  passively  watches  without  processing  will  not  get  the  benefit  that  the  student  that  does  this  processing 
will  get. 


CONCLUSION 

Case-based  reasoners  in  general  have  used  cases  that  they  acquired  through  their  own  problem  solving 
and/or  cases  that  were  entered  by  the  programmer.  An  alternative  is  to  acquire  caises  from  solved  example 
problems,  such  as  real  students  are  shown  as  part  of  the  normal  education  process.  We  have  described  the 
necessary  processing  and  inferences  for  acquiring  cases  from  examples  in  a  diagnostic  domain.  A  system  has 
been  constructed  which  uses  this  and  other  learning  techniques  in  order  to  improve  its  diagnostic  abilities. 
The  principles  behind  the  process  should  transfer  to  a  different  type  of  domain,  such  as  design,  but  the  set 
of  heuristics  will  probably  have  to  be  revised.' 
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Abstract 

Learning  from  instruction  is  a  powerful  technique  for  improving  problem  solving.  It  is  most 
effective  when  there  is  cooperation  between  the  instructor  and  the  student.  In  one  cooperative 
scenario,  the  instructor  presents  examples  and  paxtial  explanations  of  them,  based  on  the 
perceived  needs  of  the  student.  An  active  student  will  predict  the  instructor’s  actions  and  then 
try  to  explain  the  differences  from  the  predictions.  This  focuses  the  learning,  making  it  more 
efficient.  We  expand  the  concept  of  explanation  beyond  the  provably  correct  explanations  of 
explanation- based  learning  to  include  other  methods  of  explanation  used  by  human  students. 

The  explanations  can  use  deductions  from  causal  domain  knowledge,  plausible  inferences  from 
the  instructor’s  actions,  previous  ca^es  of  problem  solving,  and  induction.  They  involve  the 
goal  being  pursued  and  the  action  taken  in  support  of  the  goal.  The  explanations  result 
in  improved  diagnosis  and  improved  future  explanation.  This  combination  of  explanation 
techniques  leads  to  more  opportunities  to  learn.  We  present  examples  of  these  ideas  from  the 
system  we  have  implemented  in  the  domain  of  automobile  diagnosis. 

1  Introduction 

People  learn  much  of  what  they  know  from  instruction.  Presentation  of  examples  can  be  an 
important  part  of  instruction.  LeFevre  and  Dixon  [1986]  found  that  students  prefer  examples 
to  written  text  in  learning  a  procedural  task.  Reder,  Chamey  and  Morgan  [1986]  found  that 
instruction  that  included  examples  was  more  effective.  What  is  it  that  makes  examples  effective 
teaching  instruments? 

One  characteristic  that  makes  them  effective  is  that  active  students  that  try  to  explain  the 
examples  learn  through  the  process  of  explanation.  Lancaster  and  Kolodner  [1988]  and  Chi, 
Bassok,  Lewis,  Reimann,  and  Glaser  [in  press]  have  both  observed  this  in  protocol  studies.  This 
has  been  our  focus  -  learning  from  understanding  how  a  teacher  solves  an  example  problem. 

Figure  1  summarizes  the  general  process.  Essentially,  the  instructor  presents  the  problem, 
and  appropriate  actions  or  solutions.  The  student  uses  various  types  of  knowledge  to  predict  the 
instructor’s  actions,  and  then  to  understand  or  explain  why  the  instructor’s  action  or  solution  is 
appropriate. 

1.  The  insirucior  8ta,te&  the  proljem  description. 

2.  The  student  attempts  to  generate  an  appropriate  action  for  the  problem  and  current  context. 

3.  The  insirtictor  generate  a  correct  action  or  solution  for  the  problem  and  current  context, 

4.  The  student  then  attempts  to  explain  this  action,  learning  if  possible. 

5.  Continue  with  step  2  if  the  problem  is  not  solved. 

.  Figure  1:  General  LBUE  Algorithm. 

The  student  is  testing  his  ability  to  diagnose  when  s/he  predicts  what  the  instructor  will 
do.  The  same  techniques  s/he  would  use  if  s/he  were  actually  diagnosing  are  used  to  set  up  the 
prediction.  In  this  way,  when  an  opportunity  to  learn  occurs,  what  is  learned  will  be  useful  when 
the  student  actually  goes  about  diagnosing.  The  example  helps  focus  the  learning. 

^This  research  was  supported  by  the  Army  Research  Institute  for  the  Behavioral  and  Social  Sciences  under 
Contract  No.  MDA-903-86-C-173.  The  author  wishes  to  thank  Janet  Kolodner  for  her  advice  and  guidance,  and 
Joel  Martin,  Louise  Penberthy,  and  Chris  Hale  for  helpful  comments  on  earlier  versions  of  the  paper. 
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We  have  constructed  a  system  that  creates  explanations  using  deductions  from  causal  domain 
knowledge,  plausible  inferences  from  the  instructor’s  actions,  previous  cases  of  problem  solving, 
and  induction.  The  explanations  iavolve  the  goal  being  pursued  and  the  action  taken  in  support 
of  the  goal.  The  explanations  result  in  improved  diagnosis  and  improved  future  explanation.  This 
combination  of  explanation  techniques  leads  to  more  opportunities  to  learn.  This  paper  discusses 
the  different  types  of  explanations,  and  how  they  improve  future  problem  solving  and  explanation. 

2  Explanation 

In  our  approach,  explanation  follows  prediction  and  observation.  The  first  step,  therefore,  is  to 
compare  the  prediction  with  the  expert’s  problem  solving  for: 

•  Whether  the  instructor  appears  to  be  pursuing  the  predicted  goal 

•  Whether  pursuit  of  the  goal  leads  to  the  predicted  action  (e.g.  the  same  hypothesis,  or  the 
same  test  of  a  hypothesis) 

•  Whether  the  implementation  detail  is  the  same  as  was  predicted  (e.g.  the  same  way  of 
carrying  out  a  test  or  fix) 

For  each  of  these,  a  correct  prediction  is  essentially  a  successful  explanation.  Further  explanation 
is  required  where  the  prediction  isn’t  met.  There  can  be  many  different  ways  of  explaining 
differences.  In  this  paper  we  discuss  explanations  involving: 

•  Inferring  the  instructor’s  current  goal,  and  when  necessary  learning  a  new  goal. 

•  Inferring  the  place  of  the  current  goal  and  actions  in  the  diagnosis  episode. 

•  Adjusting  the  saliency  of  features  for  future  case  retrieval. 

•  Trying  to  causally  explain  actions. 

We  have  also  begun  to  deal  with  a  few  other  types  of  explanation  that  we  wiU  not  discuss  here.  For 
example,  explaining  differences  in  implementation  detail  may  rely  on  differences  in  car  models, 
available  tools,  or  in  the  current  state  of  the  car. 

The  types  of  explanations  we  make  use  of  overlap  with  the  types  of  explanations  observed  by 
Chi  et  al  [in  press].  They  observed  explanations  that: 

1.  Refine  or  expand  the  conditions  of  an  action 

2.  Explicate  or  infer  different  consequences  of  an  action 

3.  Determine  a  goal  or  purpose  for  an  action 

4.  Give  meaning  to  a  set  of  quantitative  expressions. 

Their  first  type  of  explanation  is  not  a  type  that  we  have  explored  as  yet.  Our  causal  chaining 
explanation  type  corresponds  to  their  second  type,  and  our  inferring  the  instructor’s  goal  expla¬ 
nation  type  corresponds  to  their  third  type.  Their  fourth  type  is  not  applicable  to  our  domain, 
though  really  it  is  a  more  specific  version  of  inferring  a  goal.  At  a  different  level,  Chi  et  al  [in  press] 
note  explanations  relating  example  actions  to  domain  principles  and  to  other  example  actions. 
Causal  chaining  can  be  seen  as  relating  the  observed  actions  to  the  domain  principles.  Inferring 
the  place  of  the  current  goal  and  actions  in  the  current  diagnosis  episode  is  one  part  of  relating 
actions  to  each  other. 

In  the  following  sections  we- will  discuss  in  more  detail  how  explanation  of  instruction  is  done, 
and  how  it  improves  the  system  through  what  is  learned. 

3  Inferring  Instructor’s  Goal 

Since  the  instructor’s  goal  is  usually  not  explicitly  stated,  it  must  be  inferred  from  his  actions. 
Different  goals  result  in  different  types  of  actions  being  done.  The  first  part  of  the  explanation 
process  is  to  compare  the  predicted  goal  to  the  instructor’s  goal,  so  the  instructor’s  goal  must  be 
inferred.  The  process  is  focused  by  the  student’s  prediction  of  the  instructor’s  goal.  The  predicted 
goal  is  the  first  goal  considered  as  a  possibility.  If  the  instructor’s  actions  are  consistent  with  that 
goal  then  it  is  inferred  that  that  is  the  goal  being  used.  Otherwise,  the  goal  must  be  inferred 
bottom  up,  with  aU  possible  goals  being  possible.  This  means  that  if  the  student  gets  lost  in  the 
example,  s/he  can  find  actions  that  make  sense  and  get  back  to  following  along  from  there,  and 
salvage  something  from  the  instructional  episode. 
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In  a  diagnostic  domain  some  possible  goals  include  generating  a  hypothesis,  testing  a  hypoth¬ 
esis,  interpreting  a  test,  fixing  a  fault,  verifying  a  complaint,  and  clarifying  a  complaint.  Figure  2 
shows  a  portion  of  the  instructor’s  actions  in  a  given  example.  The  complaint  had  been  that  the 
engine  stalls,  and  the  instructor  has  just  hypothesized  that  the  fast  idle  speed  is  set  too  low.  This 
hypothesis  must  be  tested.  The  instructor  says  that  s/he  is  going  to  test  whether  the  fast  idle 
speed  is  low.  Then,  using  his  hands,  s/he  removes  the  air  cleaner.  S/he  disconnects  the  radiator 
fan  and  connects  a  tachometer,  and  otherwise  prepares  for  the  test.  Then  using  a  specific  tool 
specified  in  a  reference  book,  s/he  carries  out  the  test,  reading  the  value  from  the  tachometer  and 
comparing  it  to  the  specifications. 


(test  (low  "fast-idle-speed) ) 

(use  (h&nds)) 

(do  (open  "hood)) 

(do  (re»ova  "air-cleaner-casing-top)) 

(do  (reBove  "air-filter)) 

(do  (resiove  " air-cleaner-casing-bo ttoai) ) 

(do  (set  (position  "gear-shift  neutral))) 

(use  (socket-wrench)) 

(do  (disconnect  "radiator-fan)) 

(do  (connect  "tachoneter  "engine)) 

(do  (start  "engine-systen)) 

(do  (run  "engine-systea)  until  (teaperature  "engine-system  warm)) 
(do  (disconnect  "vacuun- advance-hose  "distributor)) 

(do  (plug  "vacuua-advance-hose) ) 

(do  (small  (open  "throttle))) 

(use  (c-4812-2c)) 

(do  (connect  c-4812-2c  "choke-caw-follower-pin)) 

(do  (release  "throttle-lever)) 

(ask  (desi red-fast- idle- rpm  nil)  “hood-sticker  (reply  2400)) 

(ask  ((rpm  "engine-83r8teB)  nil)  "tachometer  (reply  1600)) 


Figure  2:  Instructor’s  Actions.  The  instructor’s  actions,  entered  into  the  system  either  interactively  or  by  batch 
in  a  variable,  are  predicate  forms  specifying  the  type  of  action,  and  the  ewrtion. 

The  representation  for  goals  in  our  system  includes  a  modifiable,  and  therefore  learnable, 
structure  specifying  what  types  of  actions  and  statements  are  reasonably  expected  for  fulfilling 
that  goal.  Some  goals  require  particular  types  of  actions.  Some  action  types  are  inappropriate  for 
some  goals.  Some  action  types  can  occur  multiple  times  in  the  pursuit  of  a  particular  goal.,  some 
can  only  occur  once.  Some  action  types  belong  at  the  beginning  of  the  pursuit  of  a  particular 
goal,  others  at  the  end.  To  give  one  example  of  the  type  of  deductive  inference  involved,  testing 
a  hypothesis  must  include  an  ask  type  action  in  order  for  results  to  be  obtained.  When  the 
expected  goal  is  not  pursued,  the  other  known  goals  must  be  considered.  If  none  of  the  diagnosis- 
specific  goals  are  appropriate  a  more  general  goal  can  be  considered,  which  could  result  in  a 
diagnosis-specific  specialization  of  the  goal  being  learned.  Once  the  system  knows  what  goal  is 
being  pursued,  then  the  same  explaining  is  done  as  if  the  goal  had  been  correctly  predicted.  The 
student  can  recover  and  resume  following  the  instructor. 

Figure  3  shows  an  aimotated  run  of  our  system  CELIA  (Cases  and  Explanations  in  Learning; 
an  Integrated  Approach),  reasoning  as  a  student  would,  realizing  that  it  needs  to  learn  a  new 
goal.  For  this  run  of  the  program  we  removed  knowledge  of  the  goal  G-TEST-HYPOTHESIS 
from  the  student.  This  is  equivalent  to  the  novice  student  observed  by  Lancaster  and  Kolodner 
[1987],  who  came  up  with  a  reasonable  hypothesis,  then  proceeded  directly  to  trying  to  fix  it 
without  testing  to  see  if  it  was  a  correct  hypothesis.  The  example  picks  up  after  the  instructor 
has  ipade  the  hypothesis  that  the  idle  speed  is  low.  The  student  retrieves  a  case  piece  suggesting 
the  repair  to  do  as  a  prediction  of  the  instructor’s  actions.  The  instructor,  however,  correctly  tests 
the  hypothesis.  These  actions  do  not  match  expected  action  types  for  carrying  out  a  repair,  and 
in  fact  are  not  consistent  with  action  types  expected  for  any  of  the  student’s  known  diagnostic 
goals.  It  does,  however,  on  further  inspection,  fit  with  expectations  for  a  more  general,  cross¬ 
domain  goal,  of  testing  a  decision.  This  enables  learning  a  new  diagnostic  goal  which  will  be  a 
specialization  of  the  more  general  goal. 

There  seems  to  be  a  difference  between  the  goals  that  Chi  et  al  [in  press]  talk  about  being 
inferred  and  the  goals  that  our  system  infers.  Specifically,  if  one  looks  at  a  goal  as  a  goal  type  plus 
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a  parameter,  our  main  effort  is  in  inferring  the  goal  type.  The  goal  type  would  be  our  goal,  for 
example,  G-REPLACE-FIX,  and  the  parameter  would  be  the  specific  instantiation,  for  example 
(INCREASE  (POSITION  IDLE-SPEED-SCREW)).  The  parameter  comes  pretty  easily  for  our 
system  due  to  the  input  representation.  Chi  et  al  [in  press]  observed  students  trying  to  infer  fuUy 
instantiated  goals  where  the  parameter  could  be  less  than  obvious.  However,  the  key  point  is  that 
the  student  must  understand  what  goal  is  being  pursued  in  each  part  of  the  example  as  part  of 
explaining  the  example.  Future  work  can  be  directed  towards  inferring  the  parameter  from  less 
well-tailored  input. 


Next  Task 

G-PREDICT-BXPERTS- ACTION 

Next  predicted  goal 
G-REPLACE-FIX 

Mentally  Simulating  strategy  S-RETRIEVE-MEMORY-PIECE  for  goal  G-REPLACE-FIX 
retrieve  a  piece  from  memory  now 
Matches  fragments  (pieces)  - 

(GEN-REPLACE-FIX-LOW-IDLE  7.6000004) 

(GEN- REPLACE-FIX-THERM-COIL-CHOKE  5.6) 

(GEN-REPLACE-FIX-LEAN-CHOKE  5.6) 

(GEN-REPLACB-FIX-TOO-RICH  1.3) 

Simulating  based  on  retrieved  piece  GEN-REPLACE-FIX-LOW-IDLE 
The  fault  has  been  determined  to  be:  (LOW  IDLE-SPEED) 

The  fix  usually  done  in  previous  similar  experiences  was:  (INCREASE  (POSITION  IDLE-SPEED-SCREW)) 
The  method  of  doing  the  fix  in  previous  similar  experiences  was;  ... 

Next  Task 

G-OBSERVE-EXPERTS-ACTION 

Expert’s  next  action  NOTE  -  test  if  engine  is  cold  when  it  stalls  *■*•»** 

(TEST  (TEMPERATURE  ENGINE-SYSTEM  (WHEN  (STALLS  ENGINE-SYSTEM))  COLD)) 

Expert's  next  action 

(DO  (DRIVE  CAR)  UNTIL  (STALLS  ENGINE-SYSTEM)) 

Expert's  next  action  »mmmmm  NOTE  -  read  engine  temperature  guagc  when  car  stalls  **•’•*• 

««««««  engine  is  cold  when  it  stalls 

(ASK  ((TEMPERATURE  ENGINE-SYSTEM)  NIL)  ENG INE-TEMP-GAUGE  (REPLY  (COLD))) 

Next  Task 

G-EXPLAIN-DIFFERENCE 

Comparing  instructors  actions  to  predicted  actions 
m»mm»mmmmjum»  using  a  different  goal  than  expected 

don’t  know  the  goal  being  used  or  know  it  incorrectly 

He's  probably  pursuing  a  specialization  of  the  goal:  G-TEST-DECISION 
«««)««««««««»  Create  that  specialization  »••*»»»»*«« 

NEW  GOAL:  G-DIAG-TEST-DECISION 
Add  new  goal  to  tables 
modify  goal-action  table 
modify  feature-saliency  table 
modify  goal  hierarchy 
modify  goal-slot  table 
modify  slot-action  table 
modify  slot-context  table 

reacting  to  observing  learned  goal  G-DIAG-TEST-DECISION 
making  new  case  piece  ...  C ASE-DIAG-TEST-DECISION-1 


Figure  3:  Realizing  the  need  to  Learn  a  Goal. 

4  Inferring  Place  in  Current  Diagnosis 

Inferring  the  place  of  the  current  goal  and  actions  in  the  diagnosis  episode  is  another  step  toward 
understanding  observed  problem  solving.  It  is  not  only  important  in  understanding  what  the 
instructor  is  doing,  it  is  also  necessary  for  saving  the  episode  in  a  useful  form  as  a  case  for  case- 
based  reasoning  (CBR)  [Kolodner  and  Simpson  1984).  A  case  will  be  more  useful  in  the  future  if 
it  reflects  the  problem  solving  done  in  the  episode. 

The  instructor  in  most  cases  diagnoses  hierarchically.  People  doing  diagnosis  don’t  hop  around 
between  unrelated  hypotheses.  The  experienced  mechanic  considers  a  system  as  a  potential  source 
of  the  problem,  then  narrows  the  hypothesis  down  until  a  replaceable  or  fixable  unit  is  determined 
to  be  malfunctioning.  To  a  naive  observer  the  hierarchy  is  not  seen,  the  instructor’s  actions  are 
sequential,  a  straight  line  instead  of  a  tree.  The  rank  novice  observed  by  Lancaster  and  Kolodner 
[1987]  did  not  diagnose  hierarchically,  but  the  other  students,  even  the  one  with  just  six  months 
more  experience,  did.  The  ability  to  diagnose  hierarchically  requires  knowledge  of  the  hierarchy 
involved.  A  system  cannot  rely  on  a  given  pattern  of  actions  from  the  instructor,  but  must 
actually  explain  or  understand  what  is  going  on.  Figure  4  demonstrates  this  with  an  example 
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diagnosis  sequence.  The  top  part  of  Figure  4  shows  the  structure  of  the  instructor’s  actions  which 
are  shown  in  the  bottom  part  of  Figure  4. 


Diagnosis  Actions  (in  order  presented) 


Hyp  -  Not  Connected  Spark  Plug 

Test  -  Not  Connected  Spark  Plug  (Neg.) 

Hyp  -  Malfunction  Fuel  System 

Hyp  -  Leak  Fuel  System 

Hyp  -  Clogged  Fuel  Lines 

Hyp  -  Clogged  Fuel  Filter 

Test  -  Leak  Fhiel  System  (Neg.) 

Test  -  Clogged  Fuel  Lines  (Neg.) 

Hyp  -  Clogged  Fuel  Filter 
Test  -  Clogged  Fuel  Filter  (Neg.) 

Hyp  -  Malfunction  Distributor 
Test  -  Malfunction  Distributor 


Figure  4:  Inferred  Diagnosis  Structure. 

Note  that  a  test  does  not  necessarily  follow  the  hypothesis  it  relates  to.  Another  complication 
is  that  there  are  at  least  two  different  reasons  that  a  hypothesis  can  directly  foUow  another 
hypothesis  -  it  is  a  refinement  as  with  the  ‘fuel  system  leak’  hypothesis  following  ‘malfunction  fuel 
system  or  it  is  another  possibility  at  the  same  level,  such  as  with  the  ‘clogged  fuel  fines ’hypothesis 
directly  following  the  ‘leak  fuel  system  ’  hypothesis.  Also  note  that  there  is  no  ‘syntactic’  cue  that 
the  ‘clogged  fuel  filter’  hypothesis  is  a  refinement  of  the  ‘malfunction  fuel  system’  hypothesis  and 
that  the  ‘malfunction  distributor’  hypothesis  is  not. 

Knowledge  is  necessary  to  understand  the  hierarchy  being  used.  Causal  knowledge  and  struc¬ 
tural  relationships  from  the  model  are  both  useful  for  this  process.  A  hypothesis  can  go  under 
a  previous  hypothesis  in  the  hierarchy  if  it  causes  the  previous  hypothesis,  if  the  component 
involved  is  part  of  the  previous  component,  or  if  the  predicate  is  more  refined. 

Chi  et  al  [in  press]  noted  that  one  type  of  explanation  is  relating  an  action  to  another  action. 
This  process  is  one  way  of  doing  that.  It  is  basically  a  linking  of  an  action  to  the  action  that  it 
follows  from,  which  may  not  be  the  most  recent  previous  action.  The  heuristics  we  use  are  geared 
for  diagnosis.  They  were  drawn  from  task  analysis  of  Lancaster  and  Kolodner’s  [1987]  protocols. 
They  are  the  set  that  were  necessary  to  establish  the  relationships  between  actions  that  we  saw  in 
the  instructor’s  examples.  We  .don’t  have  any  indication  whether  human  students  use  heuristics 
such  as  these  to  recognize  the  relationships.  Further  analysis  is  required  in  order  to  come  up  with 
heuristics  that  would  prove  useful  across  domain  types,  such  as  for  design  or  planning. 

A  partial  list  of  heuristics  used  by  our  system  to  explain  the  instructor’s  actions  in  terms  of 
hierarchical  diagnosis  is  shown  in  Figure  5.  The  default  expectation  is  that  a  hypothesis  or  test 
will  ^e  related  to  what  immediately  preceeded  it.  However,  as  has  been  noted,  this  isn’t  always 
the  case,  and  the  third,  fourth,  and  fifth  heuristics  are  controls  on  that.  The  new  action  must 
actually  be  related  to  the  previous  one,  by  being  more  specific  or  causally  related.  For  example, 
in  Figure  4,  the  hypothesis  ‘leak  fuel  system’ is  more  specific  than  the  hypothesis  ‘malfunction 
fuel  system’  because  the  predicate  is  more  specific  and  the  involved  component  is  the  same. 
The  hypothesis  ‘clogged  fuel  lines’  is  more  specific  than  the  hypothesis  ‘malfunction  fuel  system’ 
because  fuel  lines  is  below  fuel  system  in  the  partonomy  in  memory.  However  the  hypothesis 
‘malfunction  distributor’  did  not  qualify  on  either  count  so  it  had  to  go  in  a  different  place.  The 
third  way  to  satisfy  heuristic  3  is  for  the  later  hypothesis  to  be  causally  related  to  the  previous 
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hypothesis.  The  necessity  of  this  is  shown  by  an  example.  If  the  hypothesis  ‘clogged  spark  plug 
gap’  follows  the  hypothesis  ‘no  spark  from  spark  plug’  it  would  not  be  placed  beneath  it  because 
‘clogged’  is  a  different  predicate  than  ‘no  spark’,  and  isn’t  more  refined.  This  could  easily  be 
a  different  problem.  However,  causal  knowledge  allows  linking  the  one  to  the  other  so  that  the 
system  knows,  as  a  person  woidd,  that  ‘clogged  spark  plug  gap’  is  a  refinement  of  the  hypothesis 
'no  spark  from  spark  plug’. 


1.  Try  to  put  new  hypothesis  under  most  recent  previous  hyp>othesis  or  test. 

2.  Try  to  put  new  test  under  most  recent  previous  hypothesis. 

3.  New  hypothesis  can  go  under  a  previous  hypothesis  if 

•  its  component  is  below  the  previous  hypothesis’s  component  in  partonomy, 

•  if  the  component  is  the  same  and  the  new  predicate  is  more  specific, 

•  if  the  new  hypothesis  could  cause  the  previous  hypothesized  ffuilt 

4.  New  hypothesis  can  go  under  a  previous  test  if 

•  the  test  showed  results  indicating  abnormal  function  and 

•  the  hypothesis  is  more  refined  than  the  test  result  (component  is  below  the  test's  component  in  partonomy  or  if  the 
component  is  the  same  and  the  predicate  is  more  specific,  or  if  the  hypothesis  could  cause  the  test  result) 

5.  New  test  can  go  under  a  previous  hypothesis  if 

•  the  tested  component  is  the  same  or  below  the  hypothesis’s  component  in  partonomy  and  the  test  predicate  is  the  same 
or  more  refined  than  the  predicate  in  the  hypothesis, 

•  no  component  in  the  test  is  higher  than  any  component  in  the  hyp>othe8ia  in  partonomy 

•  or  if  the  tested  clause  could  be  a  result  of  the  hypothesis” ) 

6.  Don’t  add  anything  directly  imder  a  hypothesis  that  has  already  been  tested 

7.  Don’t  add  anything  under  a  test  whose  results  indicated  normal  function,  this  should  be  followed  by  backtracking 

8.  Don’t  add  a  new  test  directly  under  a  hypothesis  that  already  has  subhypotheses 


Figure  5:  Heuristics  for  inferring  the  structure  of  a  diagnosis. 

If  the  action  cannot  go  after  the  most  recent  action  then  the  system  must  search  for  its  proper 
place.  Many  of  the  other  heuristics  are  limitations  on  this  process,  either  avoiding  potential 
incorrect  placements,  or  cutting  off  search  that  will  prove  to  be  unfruitful. 

For  example,  Heuristic  7  allows  cutting  off  search  when  the  instructor  would  be  backtracking. 
If  in  Figure  4  the  malfunction  fuel  system  hypothesis  had  been  followed  by  a  test  that  showed 
normal  function  for  the  fuel  system,  then  future  hypotheses  from  the  instructor  should  involve 
other  hypotheses  that  aren’t  refinements  of  a  fuel  system  malfunction,  and  the  system  can  avoid 
wasted  effort  by  not  trying  to  see  if  they  fit  under  that  hypothesis. 

Once  the  structure  of  the  observed  diagnosis  has  been  determined,  the  case  can  be  stored  in 
memory  for  use  in  future  problem  solving  and  explanation.  The  case  is  stored  in  pieces  so  that 
the  particular  pieces  can  be  accessed  as  necessary,  and  so  the  representation  is  flexible  enough 
to  handle  diagnosis  that  doesn’t  have  a  set  pattern  of  hypotheses  and  tests.  There  are  pieces  for 
each  instance  of  each  goal  pursued  in  the  episode.  That  is,  for  each  hypothesis  made,  for  each 
test  of  a  hypothesis,  for  each  interpretation  of  a  test,  for  each  fix  attempted,  there  wiU  be  a  piece. 
These  pieces  are  linked  together  to  preserve  the  structure  of  the  case,  as  inferred  in  this  step.  This 
allows  a  future  diagnosis  using  the  current  case  to  follow  the  links  as  long  as  the  findings  are  the 
same.  The  diagnostician  following  such  a  hierarchically  organized  case  will  diagnose  hierarchically 
rather  than  haphazardly  like  a  novice.  The  case  pieces,  once  correctly  linked,  are  stored  beneath 
general  knowledge  in  the  model  for  the  car,  under  related  components. 

5  Adjusting  the  Salience  of  Features 

.4nother  important  explanation  type  is  adjusting  the  sahency  of  features  for  future  case  retrieval. 
It  m^y  not  seem  like  adjusting  the  saliency  of  features  is  really  explanation.  However,  when  two  or 
more  hypotheses  are  both  correct  hypotheses,  in  that  they  can  both  cause  the  observed  symptom, 
causal  EBL-Uke  explanations  do  not  provide  a  way  of  distinguishing  between  them.  The  instructor 
chooses  one  of  the  hypotheses  to  pursue  first.  The  student  predicts  a  particular  hypothesis  will 
be  pursued  first.  If  the  student’s  prediction  is  made  based  on  case  based  reasoning,  then  the 
hypothesis  predicted  first  depends  on  the  matching  function.  Retrieval  of  previous  cases  involves 
searching  for  a  case  or  generalization  piece  which  served  the  goal  currently  being  pursued.  The 
retrieved  case  piece  is  selected  from  the  candidate  pieces  based  on  a  comparison  of  the  feature 
\'alues  of  the  current  problem  solving  context  with  the  feature  values  of  the  problem  solving 
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context  at  the  time  of  the  previous  case  pieces.  So  adjusting  the  matching  function  by  adjusting 
the  importance  of  features  in  the  problem  solving  context  will  lead  to  the  prediction  being  correct 
in  the  future.  This  is  an  implicit  way  of  explaining  the  choice  between  the  hypotheses  without 
having  reason  to  say  that  one  is  more  likely  than  the  other.  The  intuition  is  that  such  weighting  of 
competitive  hypotheses  in  diagnosis  is  generally  inductive,  the  mechanic  doesn’t  know  for  a  fact 
that  X  fails  more  often  than  y,  statistics  aren’t  readily  available  or  used,  nor  can  such  preference  be 
explained  deductively.  The  weighting  is  inductive  from  experience,  and  from  instruction.  There  is 
no  evidence  of  this  type  of  explanation  in  Lancaster  and  Kolodner’s  and  Chi  et  al’s  observations. 
However,  it  isn’t  the  sort  of  thing  that  would  be  amenable  to  study  through  protocols. 

The  method  of  adjusting  the  saliency  of  features  is  fairly  simple.  It  is  bcised  on  the  idea  of 
making  features  that  match  when  the  problem  solver  is  successful  more  important,  and  features 
that  match  when  the  problem  solver  is  unsuccessful  less  important.  Since  the  salience  of  various 
features  varies  depending  on  the  goal  being  pursued  by  the  problem  solver,  separate  measures 
of  feature  importance  are  maintained  for  different  goals.  When  the  student  predicts  the  same 
action  the  instructor  makes,  the  student  has  been  successful.  The  features  of  the  current  problem 
solving  context  that  matched  the  features  in  the  previous  case  are  made  slightly  more  important. 
When  the  student  predicts  a  different  action  than  the  instructor,  presumably  the  student  has 
been  unsuccessful.  The  blame  assignment  is  best  made  by  retrieving  another  case  piece  in  which 
the  instructor’s  action  was  the  one  done.  Figure  6  shows  how  the  blame  assignment  is  done  on 
an  example  incorrect  prediction  of  a  hypothesis.  Those  features  of  the  current  context  that  more 
closely  match  the  context  of  the  newly  retrieved  case  piece  than  the  context  of  the  originally 
retrieved  case  piece  will  be  made  more  important.  Those  features  of  the  current  context  that 
more  closely  match  the  context  of  the  originally  retrieved  case  piece  than  the  context  of  the 
‘correct’  piece  are  made  less  important.  Thus  instuction  with  examples  helps  deal  with  the  feature 
saliency  problem,  by  giving  feedback  on  the  correctness  of  case  retrieval,  allowing  comparison  of 
the  matching  features. 


Goal  -  G-GEIERATK-HYPOTHKSIS 

Piece  retrieved  -  (CASE-HYP-CHQKK-TKEHJ!  14.280001) 

Hypothesis  -  (HALFUICTIOI  CHOKE- THEMOSTAT) 

Export’s  next  action  -  (HYP  (LOH  IDLE-SPKED) ) 

Piece  »ith  hypothesis  »  (LOH  IDLE-SPEED)  -  (GEI-HYP-EIGIIE-STALLS  11.6) 


Feature 

Student’s  piece 

Piece  Batching  Instructor 

Feature  Inportanco 

CAX-TYPE 

Partial  natch 

lo  Natch 

less  inportant 

CAR-OWIKR 

Hatch 

Bo  Natch 

less  inportant 

COHPLAIIT 

Hatch 

Hatch 

no  change 

FREQUEICT 

Partial  natch 

Ho  Hatch 

less  inportant 

HOV-LOIQ 

Natch 

Partial  natch 

less  inportant 

OTHKR-SYHPT 

Hatch 

Hatch 

no  change 

RULEI>-II 

Partial  natch 

Hatch 

nore  inportant 

aULED-OUT 

Partial  natch 

Hatch 

nore  inportant 

TKSTS-DOIK-I-RKSULTS 

Partial  natch 

Hatch 

nore  inportant 

FIXES-DOre 

Partial  natch 

Hatch 

nore  inportant 

CURREIT»HYPOTH 

Hatch  (none)  ^ 

Hatch  (none) 

no  change 

FAULT-DETERflIIATIOI 

Hatch  (none) 

Hatch  (none) 

no  change 

PARTICIPAITS 

Partial  natch 

lo  Hatch 

less  inportant 

LOCATIOB 

Hatch 

Hatch 

no  change 

VHEI 

Partial  natch 

Ho  Hatch 

less  inportant 

V 

Figure  6:  Example  Blame  Assignment. 

This  will  lead  to  the  correct  piece  being  retrieved  in  the  same  situation  in  the  future.  A 
combination  of  instruction,  case  retrieval,  and  induction  has  been  used  to  improve  the  performance 
of  the  CBR  part  of  diagnosis. 

6  Causal  Explanation  of  Actions 

Causal  explanations  of  actions  enable  filling  gaps  in  the  causal  domain  knowledge  through  the 
basic  LBUE  methods  described  in  Redmond  and  Martin  [1988].  These  were  an  extension  of 
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explanation-based  learning  (EBL)  [DeJong  1983;  DeJong  and  Mooney  1986;  MitcheU,  Kellar, 
and  Kedar-Cabelli  1986],  to  allow  learning  without  a  complete  and  consistent  domain  model.  An 
example  will  illustrate  the  ideas.  An  instructor  may  present  the  student  with  a  malfunctioning  car 
in  which  the  engine  cranks  but  does  not  start.  S/he  may  suggest  a  hypothesis  that  the  distributor 
cap  is  cracked.  A  complete  causal  explanation  would  be: 

(cracked  distributor-cap)  causes 

(contains  distributor-cap  moisture)  causes 
(loH  (input  spark-plug  electricity))  causes 
(not  (ignite  spark-plug))  causes 

(not  (combustion  cylinder))  causes 

(not  (start  engine)) 

If  the  student  can  complete  the  explanation,  s/he  can  learn  that  a  cracked  distributor  cap 
causes  the  symptom  of  the  engine  cranking  but  not  starting.  If  the  student  was  missing  some 
knowledge,  it  is  possible  that  the  knowledge  could  be  inferred  as  plausible.  For  example,  if  the 
student  was  missing  the  fact  that  moisture  in  the  distributor  cap  can  cause  less  electricity  to 
reach  the  spark  plug,  s/he  may  still  be  able  to  infer  that  fact  based  on  the  partial  explanation 
having  been  given  by  the  trusted  expert,  in  conjunction  with  the  partial  explanation  formed  by 
the  student  and  general  knowledge  possessed  by  the  student  about  water’s  effect  on  electricity. 

In  addition  to  enabling  filling  gaps  in  the  causal  domain  knowledge,  trying  to  causally  explain 
actions  can  make  causal  explanations  available  as  indices  to  the  new  case  containing  the  action. 
Hammond  and  Hurwitz  [1988],  and  Barletta  and  Mark  [1988]  both  use  this  approach,  which 
hasn’t  yet  been  implemented  in  the  current  system. 

7  Conclusion 

Explanation  of  solved  example  problems  is  an  effective  way  of  learning.  A  system  has  been 
constructed  that  uses  EBL-hke  deduction,  induction,  and  retrieval  of  previous  cases  in  creating 
explanations,  improving  future  diagnoses  and  future  explanations  of  observed  problem  solving. 

The  use  of  multiple  types  of  explanation  of  examples  follows  the  lead  of  the  studies  by  Lancaster 
and  Kolodner  [1987,  1988]  and  Chi  et  al  [in  press].  Their  observations  suggest  further  types  of 
explanation  that  could  be  exploited  in  making  our  system  a  better  student.  The  exploitation  of 
instruction  turns  out  to  be  a  powerful  way  of  learning,  and  integrates  several  learning  techniques. 
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Abstract 


A  case-based  reasoner  can  frequently  benefit  from  us¬ 
ing  pieces  of  multiple  previous  cases  in  the  course  of 
solving  a  single  problem.  In  our  model,  case  pieces, 
called  snippets^  are  organized  around  the  pursuit  of  a 
go2d,  and  there  2ue  links  between  the  pieces  that  pre¬ 
serve  the  structure  of  reasoning.  The  advantages  of 
our  representational  approach  include:  1)  The  steps 
taken  in  a  previous  case  can  be  followed  as  long  as 
they  are  relevant,  since  the  connections  between  steps 
are  preserved.  2)  There  is  easy  access  to  all  parts  of 
previous  cases,  so  they  can  be  directly  accessed  when 
appropriate. 

Introduction 

Case-based  Reasoning  (CBR)  (Kolodner  and  Simpson 
1984)  is  a  method  of  using  previous  episodes  to  sug¬ 
gest  solutions  to  new  problems.  CBR  edlows  a  rea¬ 
soner  to  solve  problems  efficiently  when  previous  sim¬ 
ilar  experiences  are  available.  Problem  solving  using 
case-based  reeisoning  usually  involves  retrieving  rele¬ 
vant  previous  cases,  adapting  the  8olution(8)  from  the 
previous  case(s),  if  necessary,  to  solve  the  new  prob¬ 
lem,  and  storing  the  current  episode  as  a  new  case  to 
be  used  in  the  future. 

A  case-based  reasoner  can  frequently  benefit  from 
using  pieces  of  multiple  previous  cases  in  the  course 
of  solving  a  single  problem.  For  example,  in  protocols 
taiken  by  Lamcaster  (Lancaster  and  Kolodner  1988), 
mechanics  doing  a  troubleshooting  task  used  pieces  of 
different  cases  to  suggest  different  hypotheses  to  con¬ 
sider  and  tests  to  perform. 

An  annotated  example  from  our  program  CELIA 
(Cases  and  Explanations  in  Learnin'g;  an  Integrated 
Approach)  (Redmond  1989b),  which  solves  problems 
in  the  domain  of  automobile  troubleshooting,  illus- 

*Thia  research  has  been  supported  by  the  Army  Re¬ 
search.  Institute  for  the  Behavioral  and  Social  Sciences  un¬ 
der  Contract  No.  MDA-90^86-C-173,  and  by  DARPA 
contr2u:t  F49620-88-C-0058  monitored  by  AFOSR.  The  au¬ 
thor  wishes  to  thank  Janet  Kolodner  for  her  guid2aice,  Ray 
Bareiss,  and  Ash  win  Ram  for  helpful  discussions,  and  Tom 
Hinrichs,  Steve  Robinson,  Louise  Penberthy,  and  Joel  Mztr- 
tin  for  helpful  comments  on  earlier  versions  of  the  paper. 


trates  the  successful  use  of  multiple  cases.  In  this  ex¬ 
ample,  the  car  is  stalling.  In  forming  an  initial  hypoth¬ 
esis,  the  reasoner  retrieves  part  of  a  previous  case  with 
the  same  symptoms  that  suggests  that  the  idle  speed  is 
low  and  that  the  mechanic  should  test  whether  the  en¬ 
gine  stalls  when  it  is  cold.  After  carrying  out  the  test 
the  mechanic  finds  that  the  engine  stalls  when  warm. 
Since  the  results  of  this  test  are  different  than  in  the 
previous  case,  the  rest  of  that  case  is  not  useful  for 
further  diagnosis. 


*****  Relevant  Caa«  Snippet  Retrieved  ♦♦♦♦ 

The  HYPOTHESIS  that  Caae  101,  Snippet  Ccwe- Generate- 
Hypothesia-SlS  suggests  is; 

(LOW  IDLE-SPEED) 

***♦  Continue  with  Linked  Case  Snippet 

The  TEST  that  Case  101,  Snippet  Case-Teat-Hypotheais-318 
suggests  is:  (TEMPERATURE  ENGINE-SYSTEM 

(WHEN  (STALLS  ENGINE-SYSTEM))  COLD) 
The  TEST-RESULT  predicted  is: 

(TEMPERATURE  ENGINE-SYSTEM  (COLD)) 

Result:  (TEMPERATURE  ENGINE-SYSTEM  (WARM)) 
*****  Abandoning  Case  101  ***** 


CELIA  recognizes  that  the  first  case  must  be  abein- 
doned,  and  retrieves  another  case  to  help  it  interpret 
the  test  result.  The  new  case  shares  hypotheses  and 
test  results  with  the  current  situation,  rather  them  just 
symptoms.  It  suggests  that  the  problem  is  a  low  idle 
mixture. 


*****  Continuing  with  Case  105,  Snippet  Case-Interpret-Test-SOS 
The  RULE-IN  that  Case  106,  Snippet  Case-Interpret-Test-SOS 
suggests  is;  (LOW  IDLE-MIXTURE) 

The  RULE-OUT  that  Case  105,  Snippet  Case-Interpret-Te8t-605 
suggests  is:  (LOW  IDLE-SPEED) 

***  Continuing  with  Case  102,  Snip.  Case-Generate-Hypothesis-ZSS 
The  hypothesis  that  Case  102,  Snippet  Caae-Generate- 
Hypothe8is-289  suggests  is: 

(SMALL  (DISTANCE  THROTTLE-DASHPOT-STEM 
THROTTLE-LEVER)) 

The  TEST  that  Case  102,  Snippet  Case-Teat- Hypothesis. 287 
suggests  is:  (DISTANCE  THROTTLE-DASHPOT-STEM 
THROTTLE-LEVER) 

The  TEST-RESULT  predicted  ia: 

(NOT  (SMALL  (DISTANCE  THROTTLE-DASHPOT-STEM 
THROTTLE-LEVER))) 


It  further  suggests  sictions  to  take  to  fix  the  problem 
(not  shown),  but  after  carrying  out  those  actions,  the 
car  still  stalls.  This  case,  too,  is  abandoned.  Another 


case  is  retrieved  that  suggests  a  new  hypothesis:  the 
throttle  dashpot  is  out  of  place.  It  suggests  checking 
if  the  distance  between  the  throttle  dashpot  and  the 
throttle  lever  is  too  short.  This  hypothesis  proves  to 
be  correct,  the  fix  it  suggests  is  carried  out  and  the 
problem  is  fixed. 

The  process  we  are  describing  is  one  of  using  pieces 
of  several  cases  to  solve  a  problem.  We  have  ob¬ 
served  this  happening  in  automobile  troubleshooting 
(Lancaster  and  Kolodner  1988),  medical  diagnosis,  and 
meal  planning  (Hinrichs  1988).  We  suspect  that  it  is 
common  to  any  problem  solving  task  that  is  solved 
by  addressing  subgoals  individually.  It  is  especially 
evident  when  planning  and  execution  are  interleaved, 
where  the  results  of  execution  are  not  always  as  pre¬ 
dicted.  In  order  for  several  cases  to  be  used  efficiently 
in  combination  with  each  other,  several  issues  must  be 
addressed. 

•  How  to  retrieve  a  case  when  some  part  of  it  could 
prove  useful. 

•  How  to  find  and  isolate  the  parts  of  the  previous 
case  that  will  be  useful  in  the  current  context. 

•  How  to  form  generalizations  to  reflect  commonalities 
in  peirts  of  the  problem  solving  experiences. 

In  this  paper  we  discuss  a  case  representation  that 
enables  effective  combination  of  multiple  cases  by  mak¬ 
ing  each  part  of  a  case  directly  accessible,  while  retain¬ 
ing  the  links  between  the  parts. 

Case  Representation 

When  more  than  one  case  is  used  to  solve  a  problem, 
frequently  only  parts  of  each  case  will  be  useful  in  the 
synthesis.  These  parts  might  be  buried  within  an  ex¬ 
tended  sequence  of  actions  serving  many  goads.  For 
example,  when  a  reasoner  is  trying  to  find  a  test  for  a 
particular  hypothesis,  the  relevant  test  part  of  a  case 
is  all  he  needs  to  focus  on.  The  actions  taken  and 
the  other  hypotheses  are  not  important  at  that  time. 
Cases  must  therefore  be  represented  such  that  their 
parts  can  be  eflSciently  accessed. 

Traditionally,  cases  used  by  case-based  reasoners 
have  been  treated  as  monolithic  entities  ^  That  is, 
an  episode  is  stored  as  a  single  instantiation  of  a  single 
knowledge  structure.  Aspects  of  a  case  are  specified 
as  slots  in  the  representation.  Although  many  of  these 
representations  have  structured  representation  within 
slots  and  reasoning  can  be  applied  to  parts  of  a  case, 
indexing,  in  general,  retrieves  the  ca^  as  a  whole. 

Treating  a  situation  as  a  monolithic  case  and  embed¬ 
ding  everything  in  it  creates  problems  for  using  parts 
of  multiple  cases  to  solve  one  problem: 

•  Retrieval  of  the  parts  of  the  case  that  can  be  help- 
fulVin  a  given  situation  has  to  be  a  two  step  pro¬ 
cess.  First,  the  appropriate  case  must  be  accessed, 
then  the  currently  useful  pairts  hidden  inside  the  case 
must  be  found.  It  can  take  a  lot  of  effort  to  find  them 
within  the  case,  even  given  the  right  indices  to  the 

^  See  Related  Work  section  for  some  exceptions. 


situation.  A  one  step  process  allowing  direct  access 
to  the  useful  parts  of  cases  would  be  more  efficient. 

•  Monolithic  cases  contain  too  much  information  for  a 
system  to  be  able  to  do  useful  generalization.  Since 
cases  have  many  parts,  some  of  which  should  be 
generalized  with  parts  of  other  ceises,  but  others  of 
which  are  unique,  generalization  of  commonalities 
may  be  delayed. 

In  order  for  the  appropriate  part  of  a  case  to  be  ac¬ 
cessed  when  it  can  be  useful,  in  the  middle  of  problem 
solving,  it  is  advantageous  to  divide  cases  into  pieces. 
In  our  model, 

•  Cases  are  stored  in  pieces,  or  snippets  (Kolodner 
1988).  This  allows  the  reasoner  to  use  small  frag¬ 
ments  of  cases  in  its  reasoning  rather  than  having  to 
wade  through  large  monolithic  cases. 

•  Each  snippet  is  organized  around  one  particular 
goal,  and  contains  information  pertaining  to  the  pur¬ 
suit  of  that  goal. 

•  Each  snippet  contains  the  current  problem  solving 
context  at  the  time  the  goal  was  initiated,  including 
the  initial  problem  description  and  results  of  actions 
taken  so  far. 

•  There  are  links  between  the  snippets  that  preserve 
the  structure  of  the  diagnosis.  Each  snippet  is  linked 
to  the  snippet  for  the  goal  that  suggested  it  and  to 
the  snippets  for  the  goals  it  suggests. 

Content  of  Snippets 

Each  snippet  can  be  thought  of  as  a  scene  of  the  larger 
episode.  A  snippet  has  three  main  types  of  informa¬ 
tion.  First,  is  the  problem  solving  context  at  the  time 
of  the  snippet’s  occurrence.  Second  is  information  re¬ 
lated  to  the  goal  that  the  snippet  is  centered  around. 
Last  is  information  linking  the  snippet  to  other  re¬ 
lated  snippets.  Figures  1,  2,  and  3  together  comprise 
an  example  of  the  internal  representation  of  a  snippet 
representing  the  goal  of  testing  the  hypothesis  that  the 
carburetor  float  bowl  haul  too  high  a  fuel  level. 

Context.  Problem  solving  context  includes  actions 
and  results  of  actions  taken  earlier  in  the  problem  solv¬ 
ing,  as  well  as  features  of  the  problem.  Global  context  is 
the  features  given  for  the  overall  problem  situation,  in* 
temal  context  is  the  circumstances,  state  or  knowledge 
established  by  the  actions  already  taken  as  part  of  the 
problem  solving.  In  the  automobile  troubleshooting 
domain,  internal  context  includes  tests  that  have  been 
done  and  their  results;  information  or  hypotheses  that 
have  been  ruled  out  or  ruled  in  during  problem  solving; 
fixes  that  have  been  made  during  problem  solving;  and 
the  current  hypothesis.  The  global  context  includes 
the  chief  complaint;  other  symptoms;  how  frequently 
the  symptoms  occur;  how  loag  the  problem  has  been 
going  on;  any  particular  ambient  temperature  range 
when  failure  occurs;  any  particular  weather  conditions 
when  fzdlure  occurs;  the  car  model;  the  customer;  the 
mechanics  involved;  and  where  and  when  the  problem 
solving  occurred.  Global  context  remains  the  same 
2u:ross  snippets  of  a  case,  but  internal  context  changes. 


Figure  1  shows  an  example  of  the  problem  solving  con¬ 
text  part  of  a  snippet. 
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CONTEXT 


Internal 

Ruied-In  (Lean  (Pocition  (Idle-Mixture-Screw))) 

Ruled-Out  (Low  (Poaition  (Idle-Speed-Screw))) 

(Lean  (Poaition  (Idle-Mixtura-Screw))) 

(Incorrect  (Poaition  (Throttie-Daahpot))) 
Teata-Done-N-Reaulta 

(Temperature  Engina-Syitem 

(When  (Stalla  Engine- Sy item))  Cold) 

(Hot  (Temperature  Engine-Syatem)) 

(St^la  Engine-Syatem) 

(Stalla  Engine-Syatem) 

(Small  (Diatance  Throttle- Daahpot- Stem  Throttle-Lever)) 
(Not  (Small 

(Diatance  Throttle-Daahpot-Stem  Throttle- Lever)) 
Fixes-Done  (Increase  (Poaition  (Idle-Mixture-Screw))) 

Solution:  NIL 

Current-Hypoth  (High  (Containa  Carburetor- Float- Bowl  Fuel)) 

Global 
Complaint 
Other-Sympt 
Frequency 
How-Long 
Amb- Temp.  O- Fail 
Weath-0*Fail 
Car-Type 
Car-Owner 
Participanta 
Location 
When 


Figure  1:  Example  Case  Snippet  Context. 

The  problem  solving  context  of  a  snippet  is  used 
for  matching  during  retrieval.  As  Barletta  and  Mark 
(1988)  have  suggested,  both  internal  and  global  prob¬ 
lem  solving  context  are  necessary  to  maintain  coher¬ 
ence  and  consistency  of  actions.  Since  snippets  include 
both  internal  and  global  problem  solving  context,  re¬ 
trieval  results  in  usefully  similar  case  pieces. 

This  form  of  context  creates  advantages  for  combin- 
ing  multiple  cases  to  find  a  solution.  When  there  is 
a  need  to  access  part  of  another  case,  having  the  in¬ 
ternal  context  available  allows  matching  on  results  of 
previous  problem  solving.  Thus  a  snippet  which  fol¬ 
lowed  from  similar  steps  and  results  can  be  favored. 
In  this  way  both  access  issues  are  addressed:  access¬ 
ing  a  case  that  is  relevantly  similar,  and  accessing  the 
part  of  the  previous  case  that  will  be  useful  in  the  cur¬ 
rent  context.  An  appropriately  relevant  snippet  can 
be  directly  accessed.  With  monolithic  cases  the  inter¬ 
nal  context  at  each  point  in  the  problem  solving  would 
not  be  available  to  make  accessing  parts  easy.  By  sav¬ 
ing  the  context  with  each  piece  we  are  trading  speure 
for  flexibility.  Any  iMthod^  in  order  to  be  as  flexible, 
would  have  to  either  represent  the  internal  context  at 
each  point,  or  be  able  to  recompute  it  at  retrieval  time, 
an  expensive  proposition. 

In  Edition,  though  not  currently  implemented,  rep¬ 
resenting  the  internal  context  enables  analytical  rea¬ 
soning  that  could  determine  that  the  current  context  is 
incompatible  with  something  already  done  prior  to  the 
snippet  in  the  previous  situation,  thus  averting  failure. 


Pursuit  of  Goal.  Each  snippet  is  centered  around 
the  pursuit  of  one  goal.  It  is  here  that  the  actions 
taken  in  pursuit  of  a  goal  and  the  results  of  those  ac¬ 
tions  are  recorded.  When  a  snippet  is  retrieved  during 
problem  solving,  these  slots  suggest  the  actions  to  take 
and  the  results  to  expect  if  the  situation  is  the  same 
as  in  the  previous  case.  We  have  identified  7  types  of 
goals  involved  in  troubleshooting,  Table  1  lists  those 
goal  types  and  their  associated  slots.  Figure  2  shows 
the  slots  for  a  test:  the  test  that  was  done,  the  method 
of  carrying  it  out,  the  tools  used,  and  the  result.  In 
general,  the  goal-related  psirt  of  a  snippet  needs  to  in¬ 
clude  the  actions  carried  out  to  achieve  the  goal  and 
the  effects  of  the  actions. 


CASE-TEST-HYPOTHESIS.130 


PURSUIT  OF  GOAL 


Goal  G-TEST-HYPOTHESIS 

Test  (High  (Contain*  Carburetor-Float- Bowl  Fuel)) 

Teat-Method 

(Turn-Off  Engine-Syatem) 

(Remove  Carburetor- Air- Horn- Screw) 

(Remove  Carburetor- Air- Horn) 

(Aak  (Level  Fuel  Carburetor-Float- Bowl) 

Scale- On- Carburetor- Float- Bowl) 
Teat-Toola  Screw- Driver 

Teat-Result  (High  (Level  Fuel  Carburetor-Float-Bowl)) 


Figure  2:  Example  Case  Snippet  Pursuit  of  Goal. 


Goal  Type 

SloU  for  Goal  Type 

Generating  a  hypothesis 

hypothesis  generated 

Clarifying  a  complaint 

actions  taken, 
information  gathered 

Verifying  a  complaint 

actions  taken 

Testing  a  hypothesis 

test  that  was  done, 
method  of  carrying  it  out, 
tools  used,  result 

Interpreting  a  test 
(either  of  hypotheses 
or  repairs) 

hypotheses  ruled  out, 
hypotheses  suggested 
or  ruled  in 

Making  a  fix  or 
replacement 

replacement  or  fix  done, 
method  of  carrying  it  out, 
tools  used 

Testing  a  fix  or 
replacement 

test  that  was  done, 
method  of  carrying  it  out, 
tool*  used,  result 

Table  1:  Goal  Types  and  Their  Slots. 

Linkage.  While  it  is  important  to  divide  cases  into 
snippets  so  that  parts  of  cases  can  be  easily  and  di¬ 
rectly  accessible,  it  is  also  important  to  be  able  to  re¬ 
construct  the  case.  Sometimes  a  number  of  steps  in  the 
same  case  can  provide  useful  guidance.  A  hypothesis 
suggests  a  test,  the  result  suggests  an  interpretation, 
the  interpretation  suggests  a  fix,  and  the  fix  is  associ¬ 
ated  with  a  test  of  the  fix.  As  long  as  the  expectations 
from  a  previous  case  are  upheld  in  the  new  situation, 
the  reasoner  can  benefit  by  following  the  sequence  of 
reasoning  steps  from  the  recalled  case.  In  order  to  en- 


(St&ll«  Engine-Syitem) 

(Rough  (Run  Engine-Syitem)) 

Weekly 

2monthi 

Any 

Rainy 

(1981  Ford  Granada) 

Davii  Cable 

Mark  Graves,  David  Wood 
Mikes- Repair- S  hop 
2843569149 


able  such  reconstruction,  snippets  include  links  to  the 
snippets  for  the  goals  they  follow  from  and  the  goals 
that  follow  from  them.  Briefly,  the  idea  is,  first,  retain 
the  links  so  that  in  the  future  use  of  the  snippet,  the 
step  that  it  suggested  will  be  suggested.  Second,  save 
the  value  of  the  main  slot  of  the  preceding  snippet  to 
facilitate  making  generalizations  involving  the  previ¬ 
ous  step  taken.  Note  that  the  portion  of  the  snippet 
shown  in  Figure  3  has  a  slot  for  the  previous  hypoih- 
esis  because  it  was  preceded  by  a  generate  hypothesis 
snippet,  whose  main  slot  was  a  hypothesis. 
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LINKAGE 

Link-Down  CASE-INTERPRET-TEST.140 

Link-Up  C  ASE-GENERATB-HYPOTHESIS- 1 25 

Prev-Hypothesis  (High  (Contain!  Carburetor-Float-Bowl  Fuel)) 


Figure  3:  Example  Case  Snippet  Linkage. 

Links  Between  Snippets 

As  mentioned  above,  snippets  are  linked  together  in  a 
manner  that  preserves  the  underlying  structure  of  the 
goals  pursued  in  the  case.  Figure  4  shows  the  linkages 
between  snippets  for  a  case  of  a  stalling  car.  This 
case  illustrates  the  differences  that  can  occur  between 
temporal  order  and  the  underlying  structure  of  which 
snippets  follow  from  which.  Each  node  represents  a 
case  snippet  for  a  particular  goal  pursued  in  the  case. 
Each  link  represents  a  relationship  between  goals  in 
the  case.  Arrows  point  from  a  snippet  to  the  snippets 
that  it  suggests. 

Preserving  these  intrarcase  links  is  important  for  fu¬ 
ture  use  of  the  case.  For  example,  in  diagnosis,  the  case 
structure  preserves  which  hypothesis  suggested  a  test, 
and  what  test  result  suggested  a  hypothesis,  even  if 
they  were  not  contiguous  in  the  processing.  To  demon¬ 
strate  this,  in  Figure  4,  step  6  follows  from  step  3,  since 
it  is  a  refinement  of  the  previous  hypothesis.  Step  7 
.  follows  from  step  4,  since  it  is  a  test  of  the  hypothe¬ 
sis.  Step  11  does  not  follow  from  any  of  the  previous 
hypotheses  or  tests,  it  is  the  start  of  a  new  direction 
after  a  dead  end  was  reached.  This  means  that  the  im¬ 
portant  structure  in  a  case  is  not  the  temporal  order 
of  the  actions  taken.  Rather,  it  is  which  goals  follow 
from  which  other  goab. 

For  example,  in  automobile  troubleshooting,  a  hy¬ 
pothesis  that  the  altamator  belt  is  16oee  could  follow 
from  a  hypothesis  that  the  battery  is  not  charging  since 
it  is  a  potential  root  cause.  Or  a  hypothesis  that  the 
radiator  hose  is  leaking  could  follow  from  a  hypothesis 
that  there  is  a  leak  in  the  cooling  system,  since  it  is  a 
narri^wing  of  a  hypothesis. 

Preserving  this  linkage  enables  a  case  to  provide 
guidance  as  to  what  to  pursue  next  as  long  as  the  re¬ 
sults  continue  to  be  the  same  as  in  the  previous  case. 
In  troubleshooting,  this  allows  retrieval  of  a  case  frag¬ 
ment  with  a  particular  hypothesis  to  yield  a  connection 
to  the  test  to  do  next.  The  guidance  is  not  affected  by 


any  idiosyncratic  temporal  ordering  that  does  not  re¬ 
flect  the  underlying  structure  of  the  previous  case. 


Diagnottit  Action*  (in  order  presented) 


1.  Hyp  -  Loom  Connected  Spark  Plug 

2.  Test  •  Loom  Connected  Spark  Plug  (Neg.) 

3.  Hyp  -  Malfunction  Carburetor 

4.  Hyp  •  Lean  Idle  Mixture 

5.  Hyp  -  Low  Idle  Speed 

6.  Hyp  -  High  Float  Level 

7.  Te*t  -  Lean  Idle  Mixture  (Neg.) 

8.  Test  -  Low  Idle  Speed  (Neg.) 

9.  Hyp  -  High  Float  Level  (restate) 

10.  Test  -  High  Float  Level  (Neg.) 

11.  Hyp  -  Malfunction  Control  System 

Figure  4:  Case  Structure. 

Snippet  Access 

Snippets  can  be  accessed  two  ways: 

•  Directly,  through  retrieval,  matching  the  current  sit¬ 
uation  to  the  snippet’s  goal  and  context. 

•  Sequentially,  by  following  links  between  snippets. 

In  CELIA,  retrieval  via  direct  access  is  first  restricted 
to  snippets  that  are  centered  around  the  goal  type  be¬ 
ing  considered.  Then  a  weighted  similarity  metric  is 
used,  with  matching  occurring  for  all  features  within 
both  the  internal  and  global  context.  An  empirical 
adjustment  of  the  weight  on  a  feature’s  importance  is 
made  based  on  the  success  or  failure  of  prediction  dur¬ 
ing  learning  (Redmond  1989b).  As  would  be  hoped, 
the  similarity  metric  quickly  comes  to  favor  many  of 
the  features  in  the  internal  context,  and  give  less  im¬ 
portance  to  features  in  the  global  context  that  seem 
spurious,  such  as  the  car  owner,  the  participants,  and 
the  location.  These,  however,  are  not  eliminated,  so 
they  can  play  a  part  in  some  unusual  situation  in  which 
they  are  important.  Further  work  will  investigate  us¬ 
ing  some  form  of  explanation  based  indexing  (B arietta 
and  Mark  1988)  in  conjunction  with  this. 

Retrieval  by  sequential  access  is  easy  given  our  case 
representation.  Snippets  have  links  to  other  snippets 
that  follow  from  them.  When  a  snippet  has  been  used 
to  suggest  an  action,  if  the  result  is  the  same  as  in  the 
snippet’s  execution,  the  reasoner  can  follow  the  link  to 
the  next  goal  and  its  actions.  Retrieval  by  sequential 
access  is  favored  over  direct  access  when  it  is  appro¬ 
priate.  This  retains  coherence  and  avoids  unnecessary 
processing. 

Advantages  of  the  Approach 
Our  system,  CELIA,  learns  from  observing  an  expert’s 
actions  (Redmond  1989b,  1989a).  It  uses  parts  of  mul¬ 
tiple  cases  for  two  tasks 


#  To  predict  and  explain  the  instructor’s  actions  as 
it  is  learning.  The  experience  is  then  saved  in  the 
distributed  form  we  have  described  here.  Redmond 
(1989c)  explains  how  this  distributed  case  represen¬ 
tation  can  be  constructed  from  observing  raw  input. 

•  To  provide  guidance  during  problem  solving. 

The  distributed  case  representation  has  advantages  for 
both  processes.  Here  we  discuss  the  advantages  for 
problem  solving. 

♦  There  is  easy  au:ces8  to  all  parts  of  previous  cases,  so 
they  can  be  directly  accessed  when  a  snippet’s  goal 
is  to  be  pursued. 

•  The  structure  of  the  case  is  retained  so  it  can  be 
reconstructed  as  a  whole  or  in  part  when  necessairy. 
The  actions  taken  in  the  previous  case  can  continue 
to  provide  guidance  as  long  as  the  situation  remains 
usefully  similar  to  that  of  the  previous  case.  Opera¬ 
tionally,  in  the  current  system  this  means  as  long  as 
the  same  results  are  obtained  in  the  step  as  in  the 
corresponding  step  in  the  previous  case. 

♦  Generalizations  of  case  snippets  can  be  formed  for 
the  pursuit  of  a  particular  goal,  but  not  hindered  by. 
the  pursuit  of  other  goals  in  the  cases. 

While  empirical  measures  of  the  learning  part  of  the 
system  have  been  made,  our  evaluation  of  the  represen¬ 
tational  approach  is  based  on  the  fact  that  it  enables, 
without  much  cost,  flexible  problem  solving  that  would 
,  otherwise  be  difficult.  With  monolithic  cases,  not  only 
might  the  reasoner  not  have  the  right  indices  for  the 
case,  flnding  the  rigkt  part  of  a  case  to  use  for  the 
current  task  situation  is  effortful.  Even  if  the  case  is 
indexed  so  that  it  will  be  accessed  when  any  of  its 
parts  are  relevant  (c.^.  by  important  features  of  the 
internal  context  at  each  and  every  point  during  the 
case  -  the  tests  done  and  their  results,  the  fixes  done 
...),  once  that  case  is  accessed  it  is  necessary  to  find 
the  point  in  the  case’s  problem  solving  where  its  con¬ 
text  best  matches  the  current  context.  Making  this 
process  as  simple  as  CELIA ’s  process  would  require 
including  ^dl  the  same  information  that  CELIA ’s  cases 
have  -  the  context  at  each  point  during  the  case  (for 
indices),  directly  associated  with  the  step  in  the  case. 
This  case  representation  content  would  not  be  distin¬ 
guishable  from  our  theory  except  that  our  represents^ 
tion  preserves  the  underlying  order  of  the  steps. 

The  ideas  discussed  raise  some  issues.  First,  as  snip¬ 
pets  become  smaller^  the  distinction  between  cases  and 
situation/action  nilM  may  seem  to  blur.  If  problem 
solving  does  not  bensfit  from  the  overall  context  pro¬ 
vided  by  a  whole  case,  then  the  case  representation 
might  be  equivalent  to  individual  decision  rules.  A  re- 
lated^question  one  might  ask  is  whether  problem  solv¬ 
ing  behavior  constructed  from  relatively  local  decisions 
can  be  globally  consistent,  or  will  unforeseen  interac¬ 
tions  between  goals  creep  in.  An  advantage  of  tradi¬ 
tional  case-based  reasoning  techniques  is  that  a  whole 
case  has  a  coherency  that  holds  together  the  problem 
solving  behavior.  We  do  not  want  to  lose  coherency 


when  we  break  cases  into  pieces.  We  have  discussed  a 
number  of  important  ways  in  which  our  snippet  rep¬ 
resentation  differs  from  decision  rules.  First,  the  links 
between  actions  are  retained,  so  a  case  can  be  followed 
as  long  as  the  results  of  actions  are  as  predicted  by  the 
previous  case.  Sequential  access  of  snippets  leads  to 
a  goal-directed  coherence  that  is  not  inherent  in  a  set 
of  individual  decision  rules.  Second,  snippets  include 
in  their  context  both  the  initial  problem  description 
and  the  results  of  actions  taken  up  to  that  point.  This 
means  that  when  direct  access  is  used  the  choice  of  ac¬ 
tions  to  take  is  directly  influenced  by  the  problem  solv¬ 
ing  that  has  already  occurred.  Third,  the  case  snippet 
can  provide  useful  suggestions  even  when  there  is  only 
a  partial  match  to  the  current  situation  (t.e.  when  a 
rule  may  not  apply). 

Another  issue  we  must  address  is  what  size  snippet 
is  most  useful  for  problem  solving.  There  is  a  trade-off 
between  the  efficiency  of  being  able  to  match  and  use 
a  single  case  as  the  solution  to  the  problem,  and  the 
generality  of  matching  to  the  parts  that  are  applicable 
in  the  current  situation.  We  have  suggested  that  the 
appropriate  division  is  for  each  snippet  to  concern  a 
single  goal.  We  should  clarify  that  this  means  that 
they  are  concerned  with  a  leaf  goal,  A  high  level  goal 
such  as  explain  anomaly  would  be  broken  down  into 
subgoals  using  knowledge  of  goals  and  subgoals.  The 
lowest  level  goals  are  the  ones  that  the  reasoner  would 
look  for  guidance  in  achieving.  It  is  this  level  of  goals 
that  the  case  snippets  are  organized  around.  Applying 
this  to  the  advantages  suggested  above,  the  approsu:h 
has  these  advantages: 

•  Direct  access  is  to  the  parts  of  previous  cases  in¬ 
volved  in  the  pursuit  of  the  types  of  goals  that  the 
problem  solver  seeks  guidance  in  achieving. 

•  When  generalization  of  case  snippets  is  added,  it  can 
be  done  for  the  pursuit  of  a  particular  low-level  goal 
for  which  the  reasoner  might  later  want  guidance. 

It  might  be  argued  that  the  number  of  indices  nec¬ 
essary  increases  as  the  cases  are  divided  into  smaller 
chunks  and  each  chunk  requires  indices.  However,  if 
pwts  of  the  larger  chunks  are  to  be  accessible,  then 
equivalent  numbers  of  indices  are  necessary  in  order 
to  be  able  to  get  an  indication  that  some  part  of  the 
larger  chunk  would  be  of  value  in  the  current  circum¬ 
stances.  Thus,  snippet  size  and  number  of  indices  are 
independent  of  each  other. 

This  division  of  cases  into  multiple  snippets  based 
on  goals  pursued  is  important  when  multiple  cases 
ate  used  to  solve  different  parts  of  a  problem.  When 
changes  lead  to  the  need  to  access  a  different  case  to  get 
help  pursuing  a  goal,  the  part  of  the  case  that  should 
be  accessed  is  available  such  that  it  can  be  found  in  a 
timely  manner.  Such  division  would  not  be  important 
in  a  domains  in  which  cases  can  only  be  considered  as 
a  whole  (as  in  e.g,  HYPO  (Ashley  II  Rissland  1987)). 


Related  Work  and  Conclusions 

Moet  CBR  approaches  have  represented  cases  as  single 
units  and  reasoned  based  on  one  case.  MEDIATOR 
(Simpson  1986)  made  use  of  parts  of  multiple  cases  in 
coming  to  a  solution.  However)  MEDIATOR  had  to 
first  choose  a  case,  then  access  the  relevant  part.  More 
recently,  several  CBR  approaches  have  separated  cases 
into  pieces. 

JULIA’S  (Kolodner  1989;  Hinrichs  1988)  case  pieces 
represent  scenes  that  are  related  partonomically  and 
tuonomically.  Its  snippets,  lilte  CELIA ’s,  facilitate 
synthesizing  parts  of  multiple  cases  to  form  a  solution, 
and  effective  generalization.  JULIA  does  not  need 
the  type  of  links  used  in  our  representation,  however, 
because  of  the  relatively  low  amount  of  difference  in 
structure  of  cases,  and  a  relatively  static  set  of  goals 
across  problems,  with  limited  need  to  pursue  them  in 
any  particular  order. 

L^erivational  Analogy  (Carbonell  1986)  is  somewhat 
similar  to  our  approach  in  that  it  saves  the  problem 
trace,  including  generation  of  subgoal  structures  and 
generation  of  alternatives.  A  key  difference  is  that  om 
approach  provides  both  direct  and  sequential  access 
to  parts  of  the  problem  solving.  Derivational  Analogy 
only  accesses  a  trace  at  the  begimiing  of  a  problem.  If 
a  case  can  no  longer  provide  guidance  a  different  case 
must  be  accessed  from  the  top  and  the  reasoning  fol¬ 
lowed  from  there.  The  start  of  the  problem  trace  is 
accessed  when  it  shares  a  subgoal  chain  with  the  cur¬ 
rent  situation.  Therefore,  derivational  analogy  cannot 
retrieve  a  case  or  part  of  a  case  with  a  similar  current 
subgoal  but  a  different  way  of  getting  to  it. 

Barletta  and  Mark  (1988)  group  their  cases  into 
pieces  such  that  the  actions  that  are  used  to  recover 
from  each  of  the  hypothesized  faults  are  in  the  same 
piece.  This  serves  part  of  the  purpose  of  divi<^g  the 
cases  into  pieces,  direct  access  to  relevant  actions.  It 
appears  to  be  specific  to  the  particular  goal  of  fixing  a 
known  fault,  however.  It  is  not  as  flexible  as  organiza¬ 
tion  by  goals,  in  that  it  serves  a  particular  gold  type, 
fixing  a  problem,  but  does  not  allow  easy  direct  access 
to  all  the  goals  pursued  in  the  previous  case. 

Kopeikina,  Bandau,  and  Lemmon  (1988a,  1988b) 
suggested  the  need  for  cases  that  represent  how  a  situ¬ 
ation  develops  over  time.  Their  approach  was  to  divide 
a  case  into  problem  description;  action  plan;  descrip¬ 
tion  of  effect  of  implement^  action;  description  of  the 
‘no  need  for  treatment  state’;  remove  controls;  and  de¬ 
scription  of  a  ‘no  problem  state’.  Such  a  case  is  always 
accessed  at  the  beguming,  and  aU  of  the  main  actions 
are  within  the  second  piece.  If  the  results  ate  not  as 
expected,  another  case  can  be  used  to  recover  from 
that  new  problem,  however,  it  is  accessed  from  the  be¬ 
ginning  as  a  whole  case.  They  argue  against  dividing 
cases  up  into  unconnected  individual  cases,  but  do  not 
consider  an  approach  such  as  ours.  Our  use  of  snip¬ 
pets  which  retain  both  the  internal  cont^,  and  the 
internal  structure  of  the  case  addresses  this  need. 


The  use  of  parts  of  multiple  cases,  and  the  division 
of  cases  into  linked,  goal-centered  fragments  provides 
flexibility  to  recover  from  changes  or  unexpected  re¬ 
sults,  while  retaining  goal-driven  processing.  The  case 
representation  enables  direct  access  to  usefully  similar 
parts  of  previous  cases,  while  retaining  the  opportu¬ 
nity  to  follow  significant  portions  of  a  previous  case. 
When  generating  a  multi-step  solution  and  the  solu¬ 
tion  can  be  synthesized  from  multiple  cai^,  our  di^ 
tributed  case  representation  provides  significant  flexi¬ 
bility  advantages.  This  is  important  in  numerous  do¬ 
mains,  including  automobile  troubleshooting,  medical 
diagnosis,  many  design  problems,  and  we  suspect  any 
problem  solving  task  that  is  solved  by  addressing  sub¬ 
goals  individuidly. 
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Abstract 

Many  problems  require  multi-step  solutions.  This  is  true  of  both  planning  and  diagnosis.  How 
can  a  problem  solver  best  generate  an  ordered  sequence  of  actions  to  resolve  a  problem?  In  many 
domains,  complete  pre-planning  is  not  an  option  because  the  results  of  steps  can  vary,  thus  a  large 
tree  of  possible  sequences  w’ould  have  to  be  generated.  We  propose  a  method  that  integrates  the  use  of 
previous  plans  or  cases  unth  use  of  knowledge  of  relationships  between  goals,  and  the  use  of  reasoning  using 
domain  knowledge  to  incrementally  suggest  the  actions  to  take.  The  suggestion  process  is  constrained 
by  heuristics  that  specify  the  circumstances  under  which  an  instance  of  a  particular  reasoning  goal  can 
follow  from  an  instance  of  other  reasoning  goals.  We  discuss  the  general  approach,  then  present  the 
suggestion  methods  and  the  constraints. 

1  Introduction 

There  are  many  problems  for  which  a  multi-step  solution  must  be  generated.  Such  problems  occur  both 
in  planning  and  in  diagnosis.  For  instance,  in  automobile  troubleshooting,  a  possible  sequence  of  actions 
includes  clarifying  the  complabt,  verifying  the  complaint,  generating  hypotheses  in  some  order,  testing 
hypotheses,  interpreting  the  test  results,  carrying  out  repairs,  and  testing  the  repairs.  Complete  pre-planning 
of  troubleshooting  steps  may  be  inefficient.  The  number  of  possible  choices  and  the  variety  of  possible  results 
of  the  actions  can  lead  to  a  large,  very  bushy  tree  of  possible  paths.  Generation  of  the  complete  trouble-tree 
for  the  given  car  and  problem  would  be  an  expensive  task  to  do,  and  might  not  even  be  possible.  In  addition, 
one  action  may  not  directly  follow  from  the  previous  action.  The  question  raised  is  how  to  best  generate  an 
ordered  sequence  of  actions  to  resolve  a  problem. 

For  example,  for  a  stalling  car,  a  possible  sequence  of  actions  is  shown  in  Figure  1.  The  problem  solver 
first  hypothesizes  a  loose  spark  plug  and  a  test  of  the  hypothesis  finds  it  not  to  be  true.  The  problem  solver 
hypothesizes  that  the  carburetor  is  malfunctioning,  then  refines  that  guess  to  the  more  specific  hypothesis  of 
the  idle  mixture  being  lean.  This  is  tested  and  the  result  suggests  that  the  idle  mixture  is  probably  not  the 
problem.  Next,  the  problem  solver  generates  a  hy'pothesis  that  the  carburetor  is  flooding,  refines  that  to  a 
hypothesis  that  the  float  level  has  become  set  too  high,  and  tests  for  that.  However,  the  test  result  indicates 
that  that  is  not  the  problem.  The  problem  solver  generates  another  refinement,  that  the  carburetor  needle 
valve  is  leaking,  allowing  fuel  in  when  it  should  not.  This  is  tested,  and  is  found  to  be  true.  A  repair  is  done, 
and  is  tested,  and  results  in  the  elimination  of  the  problem. 

These  actions  arc  not  independent.  Results  of  early  actions  influence  future  actions,  and  results  cannot  be 
predicted  with  certainty.  If  the  spark  plugs  turned  out  to  be  loose,  a  repair  would  be  done  at  that  point  and 
the  problem  solving  would  be  complete  if  that  is  the  only  problem.  If  the  needle  valve  is  not  leaking,  further 
steps  would  be  necessary  beyond  those  in  Figure  1.  If,  as  a  by-product  of  the  test  of  the  float  level 
high,  it  was  determined  that  the  fuel  level  in  the  carburetor  was  not  too  high,  a  different  hypothesis  wou 
have  been  pursued  opportunistically,  instead  of  continuing  to  pursue  the  carburetor  flooding  hypothesis. 

This  example  illustrates  several  points.  First,  it  shows  a  situation  where  complete  pre-planning  ^'Ould 
be  inefficient.  Not  only  can  the  number  of  possible  choices  and  the  variety  of  possible  results  of  the  aetK^s 
lead  to  a  large,  very  bushy  tree^of  possible  paths,  but  in  many  problems  much  of  the  tree  would  not  be  us 
Second,  it  illustrates  that  when  choosing  the  next  action  to  take,  the  next  action  may  not  follow  from  the 

1  This  research  has  been  supported  by  the  Army  Resewrh  Institute  for  the  Behavior&l  and  Social  Sciences  under 
No.  MDA-903-86-C-173,  and  by  DARPA  contract  F49620-88-C-0058  monitored  by  AFOSR.  Tlie  author  wishes  to  iha 
Kolodncr  for  her  advice  and  guidance,  and  Tom  IHnrichs,  Steve  Robinson,  and  Joel  Martin  for  liclpful  comments  on  ear 
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970 


most  recent  action.  For  example,  step  7  follows  from  step  3.  In  addition,  following  a  trouble-tree  w’ould  not 
suggest  taking  advantage  of  unexpected  opportunities,  such  as  following  up  of  the  by-product  of  a  test  as 
seen  above.  ’ 


Figure  1:  A  Multi-step  Solution  in  Automobile  Troubleshooting. 
The  problem  to  be  addressed  in  this  paper  is  three-fold: 


o'  fc*  problem  solver  efficiently  generate  successive  goals  and  actions  in  a  multi-step  solution? 

2.  What  knowledge  is  needed  to  generate  the  succeeding  goals  and  actions? 

J.  How  should  the  generation  process  be  controlled  and  suggestions  selected? 


We  address  this  problem  in  the  task  domain  of  automobile  troubleshooting.  Our  program,  CELIA 
(Cases  and  Explanations  in  Learning;  an  Integrated  Approach),  solves  problems  by  generating  and  achieving 
re^oning  goals.  As  in  the  example  above,  often  later  goals  cannot  be  generated  until  earlier  ones  have  been 
achieved.  ^In  addition,  the  program  learns  by  understanding  and  explaining  the  statements  and  actions  of 
a  teacher.  The  same  process  that  generates  goals  during  problem  solving  generates  them  during  learning, 
where  they  act  as  expectations  of  what  the  teacher  will  do  or  say  next. 

As  we  will  show,  our  approach  integrates  the  use  of  four  important  types  of  knowledge  to  generate 
goa  s.  preyioiis  solutions  or  cases  (as  in  Case-based  Reasoning  (Kolodner  and  Simpson  1984]),  knowledge  of 
relationships  between  reasoning  goals  (in  this  case,  knowledge  of  the  troubleshooting  process),  and  causal 
knowledge,  mcludmg  structural  and  functional  knowledge  of  the  domain.  We  will  discuss  generation  of 
suggested  actions,  and  control  of  the  process,  and  then  present  an  example. 


2  Generation  of  New  Siibgoals  and  Actions 

We  have  found  four  types  of  knowledge  useful  for  generating  subgoals  and  actions: 


1.  Case  knowledge. 

2.  Causal  knowledge  of  components,  mainly  functional  knowledge. 

3.  Structural  knowledge  of  component  parts,  including  part/whole  and  adjacency  relationships. 

4.  Knowledge  of  how  to  do  the  task,  or  the  relationships  between  reasoning  goals. 

^  Not  natural  language. 
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Case  Knowledge:  Case-based  Reasoning  (CBR)  is  a  method  of  using  previous  episodes  to  suggest 
solutions  to  new  problems.  CBR  is  an  important  problem  solving  technique  because  it  allows  a  reasoner 
to  solve  problems  efficiently  when  previous  similar  experiences  are  available  and  complete  knowledge  is  not 
present.  In  this  type  of  problem,  a  case  provides  an  ordered  set  of  actions  that  have  w’orked  in  the  past. 
Thus  remembering  a  part  of  a  case,  or  snippety  suggests  the  next  action.  A  next  action  can  be  suggested  by 
the  case  the  reasoner  is  currently  reasoning  from,  or  if  context  changes,  by  another  case  that  becomes  more 
relevant. 

Causal  knowledge:  A  next  action  or  subgoal  can  also  be  suggested  by  causal  knowledge.  A  causal 
link  from  a  previous  action  can  make  the  suggestion.  Some  aspect  of  the  previous  goal,  for  example  the  test 
done,  the  test  result,  the  hypothesis  generated,  the  fix  done,  something  ruled  out,  is  the  starting  point  for 
the  reasoning.  The  reasoning  can  proceed  from  that  point  forward  toward  effects  of  that  aspect,  or  back’ward 
toward  causes  of  that  aspect.^  The  furthest  point  of  progress  in  the  causal  reasoning  is  suggested  as  the 
value  for  the  instance  of  the  reasoning  goal  to  be  suggested.  The  causal  reasoning  uses  both  functional  and 
structural  knowledge  of  the  domain. 

Structural  knowledge  of  components:  Part/whole  and  topological  knowledge  of  components  involved 
in  a  previous  action  can  suggest  the  next  action.  For  example,  a  problem  with  the  electrical  system  might 
be  due  to  a  problem  with  the  battery.  If  the  most  recent  instance  of  a  generate  hypothesis  goal  was  that  the 
electrical  system  is  faulty,  the  next  appropriate  goal  instance  might  be  the  generation  of  a  h>TDOthesis  that 
the  battery  is  faulty. 

Knowledge  of  how  to  solve  problems  in  the  domain:  How  problems  are  normally  solved  is  also 
important  to  generating  goal  and  action  sequences.  Our  method  uses  heuristic  knowledge  in  the  form  of  a 
set  of  the  types  of  reasoning  goals,  or  goal  iyptSy  which  can  follow  from  each  reasoning  goal  t^qpe,  called  goal 
sequiiur  knowledge,  or  sequitur  knowledge  for  short.**  ^  For  example,  hypothesis  generation  goals  can  be 
followed  by  tests  of  hypotheses,  or  by  further  hypothesis  generation. 

In  general,  there  are  many  possible  succeeding  goals  a  problem  solver  might  generate  at  any  time.  Good 
problem  solvers  generate  goals  that  can  lead  them  toward  their  final  destination  in  the  most  opportune  way. 
In  the  remainder  of  this  paper  we  'will  present  a  way  to  choose  the  next  goal  or  step  wisely.  We  will  show 
that  the  fourth  type  of  knowledge  listed  above,  kno'wledge  of  the  problem  solving  task,  is  primary  to  this 
endeavor,  providing  guidance  for  moving  toward  a  solution. 

Our  method  uses  three  main  types  of  heuristics  for  this  task:  suggtsior  heuristics  suggest  new  steps, 
res/nefor  heuristics  constrain  the  behavior  of  the  suggestors,  and  selector  heuristics  choose  the  best  of  the 
suggested  next  steps. 

We  begin  by  presenting  the  four  main  types  of  suggestor  heuristics: 

1.  Case  Sequential  Access 

2.  Case  Direct  Access 

3.  Causal  link 

4.  Refinement  (Part/Whole) 

The  suggestor  heuristics,  or  suggestors,  indicate  ways  to  generate  possible  instances  of  the  consequent 
goal  type.®  Running  these  heuristics  results  in  a  set  of  possible  succeeding  reasoning  goals  and  actions. 

^Reasoning  Is  uncoupled  from  the  reasoning  go&l  involved.  Given  a  hypothesis  tliat  the  fuel  mixture  is  too  lean,  reasoning 
proceeds  from  the  state  that  the  fuel  mixture  is  too  lean  (which  may  or  may  not  be  true),  not  from  the  kypoihesii  that  the 
fuel  mixture  is  too  lean.  Thus  the  causal  reasoning  does  not  depend  on  the  reasoning  goals  involved  in  the  domain,  or  vary 
depending  on  those  involved. 

*  Goal  types  arc  general  types  of  reasoning  goals  such  as  clarifying  the  complaint,  verifying  the  complaint,  generating  hy¬ 
potheses,  testing  hypotheses,  interpreting  the  test  resulU,  carrying  out  repwrs,  and  testing  the  repairs.  They  could  also  be 
considered  subtasks  of  troubleshooting.  Goal  instances  are  specific  instantiations  of  goal  types,  such  as  the  specific  test  used  to 
test  a  specific  hypothesis. 

*  As  non  sefttifnr  means  an  inference  or  conclusion  that  does  not  follow  from  established  premises  or  evidence,  we  use  sequitur 

to  refer  to  a  goal  or  action  tliat  follows  from  a  previous  goal  or  action. 

®The  borrowing  of  the  logical  terms  antecedent  and  consequent  should  not  be  taken  as  an  indication  that  the  second  goal 
logically  follows  from  the  first.  The  consequent  only  plausibly  follows  from  the  antecedent. 
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2.1  Case  Suggestors 

As  noted  above,  a  case  provides  an  ordered  set  of  actions  that  have  worked  in  the  past.  Thus  remembering 
a  case  appropriate  to  the  current  context  suggests  the  next  action.  Multiple  parts  of  multiple  cases  can  be 
useful  in  solving  a  particular  problem.  Useful  parts  can  be  accessed  directly,  6y  retrieving  the  relevant  part 
of  a  relevant  case,  or  sequentially,  by  continuing  to  follow  a  previous  case  while  it  continues  to  be  relevant. 
The  two  suggestors  that  use  parts  of  previous  cases  are  based  on  these  two  methods. 

2.1.1  Sequential  Access 

If  the  results  of  running  a  step  in  the  new  situation  match  those  obtained  when  it  was  run  in  the  previous 
case,  the  next  step  in  sequence  in  that  case  can  be  suggested.  The  Continue- folio  wing- link  suggestor  does 
this. 

2.1.2  Direct  Access 

If  the  results  are  different,  however,  the  Ccise-snippet  suggestor  uses  direct  access  to  part  of  a  different  case 
that  can  provide  a  suggestion  of  what  to  do  next.  Retrieval  involves  matching  the  current  situation  to  the 
case  part,  or  snippet’s  goal  and  context.  In  our  system,  CELIA,  retrieval  via  direct  access  is  first  restricted 
to  snippets  that  are  centered  around  the  goal  type  being  considered.  Then  a  weighted  similarity  metric  is 
used,  with  matching  occurring  for  ail  features  within  the  context.  The  context  includes  the  internal  context, 
the  results  of  actions  taken  up  to  that  point  in  problem  solving,  so  the  retrieved  piece  is  influenced  by  the 
results  of  goals  pursued  so  far  in  this  problem. 

2.2  Causal  Link  Suggestors 

Causal  link  suggestors  use  domain  knowledge  of  function  and  structure  to  reason  either  forward  or  backward 
from  a  clause  in  the  preceding  goal  instance  in  order  to  suggest  the  main  clause  for  the  consequent  goal 
instance. 

Variations  in  these  heuristics  include: 

•  Whether  reasoning  is  forward  or  backward  from  the  initial  clause.  For  instance,  reasoning  backwards 
can  lead  toward  suggesting  hypotheses  that  could  be  root  causes.  Reasoning  forw'ard  can  lead  to 
suggesting  tests  of  hypotheses  based  on  their  potential  effects. 

•  Which  aspect  of  the  previous  goal  instance  to  use  as  the  initial  clause.  For  instance,  when  reason¬ 
ing  from  a  test  of  a  hypothesis  a  useful  starting  point  is  the  test  result.  When  reasoning  from  the 
interpretation  of  a  test  useful  starting  points  include  things  ruled  in  or  ruled  out. 

•  Whether  the  initial  clause  is  returned  as  a  result  when  no  progress  is  made  in  the  causal  chaining. 
When  the  consequent  goal  type  is  the  same  as  the  antecedent  goal  type,  this  is  not  appropriate. 

•  Whether  to  return  a  contradiction  of  the  linked  clause,  or  just  the  linked  clause.  For  instance,  a  test 
for  a  contradiction  of  something  that  follows  from  a  hypothesis  can  be  a  good  test  of  the  hypothesis. 

2.3  Refinement  Suggestors 

Refinement  suggestors  use  part/whole  knowledge  to  suggest  a  new  goal  instance  through  refinement  of  the 
preceding  goal  instance.  Either 

•  Its  component  is  below  the  previous  goal  instance’s  component  in  the  partonomy,  (a  leak  in  ike  fuel 
line  is  more  refined  than  a  leak  in  the  fuel  system).  The  previous  goal  instance’s  component  is  refined 
to  a  component  that  is  part  of  the  previous  component,  or 

•  The  component  is  the  same  and  the  new  predicate  is  more  specific,  (the  ECi\f  not  being  grounded 
properly  \s  more  refined  than  a  malfunction  in  the  EC^f),  This  requires  use  of  knowledge  of  the  functions 
of  the  involved  components.  If  the  predicate  is  ‘malfunction’,  then  those  predicates  that  are  involved 
in  obstacles  to  the  component’s  function  are  considered  as  refinements  of  the  previous  predicate. 
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Variations  in  these  heuristics  include: 


•  VVTiether  a  clause  that  is  equally  as  refined  is  acceptable.  When  the  consequent  goal  type  is  the  same 
as  the  antecedent  goal  type,  this  is  not  appropriate. 

•  VVTiich  aspect  of  the  previous  goal  instance  to  use  as  the  initial  clause.  For  instance,  refining  the 
interpretation  of  a  test,  useful  starting  points  include  things  ruled  in  or  ruled  out. 

3  Controlling  Suggestions:  Restrictors 

There  are,  in  general,  large  numbers  of  possible  next  steps  that  could  be  generated  by  the  methods  above. 
Restrictors  constrain  the  suggestion  process  so  that  effort  is  not  expended  trying  to  generate  actions  in 
directions  that  will  not  prove  fruitful.  In  general,  restrictors  rule  out  goal  sequences  that  are  sometimes 
possible,  but  are  not  appropriate  in  the  particular  current  circumstance.  For  instance,  a  test  should  not 
follow  from  a  hypothesis  that  has  already  been  tested,  and  a  hypothesis  should  not  follow  from  a  hypothesis 
that  has  already  been  tested.  However,  a  hypothesis  can  follow  from  a  hypothesis  that  has  already  been 
refined,  it  could  be  another  refinement.  These  examples  suggest  two  of  the  restrictor  heuristics. 

No-sibs  restricts  a  goal  following  from  a  previous  goal  to  contexts  in  which  no  action  has  already  followed 
from  the  antecedent. 

Only.same-type-sibs  restricts  a  goal  following  from  a  previous  goal  to  contexts  in  which  either  no 
action  has  already  followed  from  the  antecedent,  or  contexts  in  which  only  actions  fulfilling  the  same  goal 
type  have  already  followed  from  the  antecedent. 

Because  some  goal  types  should  only  follow  from  the  most  recent  instance  of  some  other  goal  types, 
restrictors  are  necessary  for  that  purpose.  For  example,  an  interpretation  of  a  test  should  follow  from  the 
most  recent  test  instead  of  some  previous  test.  This  is  clearly  not  the  case  for  all  goal  sequences.  For 
example,  a  number  of  hypotheses  could  be  advanced,  then  tested  in  order,  thus  the  test  would  not  follow 
from  the  most  recent  hypothesis. 

Most-recent  restricts  a  goal  following  from  another  goal  to  contexts  in  which  the  previous  goal  was  the 
most  recent  instance  of  that  goal  type. 

Also  needed  are  restrictors  that  constrain  what  can  follow  from  the  interpretation  of  a  test.  After  a 
test  result  has  been  interpreted,  what  follows  depends  on  the  interpretation.  If  the  hypothesis  that  is  being 
pursued  has  been  ruled  in,  either  the  hypothesis  can  be  refined  further,  or  a  repair  can  be  made.  If  nothing 
has  been  ruled  in,  and  something  ruled  out,  it  is  possible  that  the  complaint  should  be  further  clarified.  The 
following  two  restrictors  are  used. 

Prev-r\iled-out  restricts  a  goal  following  from  a  previous  action  to  contexts  in  which  the  previous 
actions  included  ruling  out  some  condition. 

Prev-rnled-in  restricts  a  goal  foUow’ing  from  a  previous  goal  to  contexts  in  which  the  previous  actions 
included  ruling  in  some  condition. 

4  Selectors 

Even  with  restriction,  several  steps  might  plausibly  follow  the  current  situation.  Selector  heuristics  choose 
the  best  of  those  generated.  Selectors  work  in  two  stages.  Before  suggestors  are  run,  some  selectors  specify 
allocations  of  computational  effort  to  the  different  suggestors  associated  with  each  of  the  possible  future  goal 
sequences.  Then,  after  generation  of  plausible  next  steps,  the  best  next  step  is  chosen  based  on  the  rest  of 
the  selectors,  and  the  amount  of  the  allocation  used. 

The  selectors  that  influence  allocations  include: 

I 

1.  Allocate  more  effort  to  generating  possibilities  following  from  more  recent  goals  pursued. 

2.  Allocate  more  effort  to  generating  possibilities  following  from  a  leaf  node  of  problem  solving. 

3.  Allocate  more  effort  to  generating  possibilities  following  from  a  problem  solving  node  closer  to  the 
most  recent  goal  pursued. 
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These  allocations  serve  to  limit  the  processing  suggestors  can  do  before  cutting  ofT  search.  This  is 
important  because  it  keeps  the  slowest  heuristics,  such  as  causal  chaining,  which  can  be  intractable,  from 
slowing  the  process  down  too  much/ 

When  suggestions  have  been  made,  the  choice  of  what  goal  and  action  to  take  is  based  on  the  percentage 
of  allocated  effort  used  in  conjunction  with  the  following  preferences: 

1.  Favor  possibilities  generated  using  continue-following-link,  then  case-snippet,  then  other  methods  such 
as  causal  chaining. 

2.  Favor  possibilities  generated  using  goal  sequences  judged  more  likely  in  our  analysis  of  the  diagnostic 
task. 

3.  Favor  possibilities  generated  from  reasoning  goals  with  more  restrictor  heuristics.  These  are  less  likely 
to  have  inadvertently  escaped  restriction. 

4.  Favor  possibilities  generated  from  reasoning  goals  with  fewer  suggestor  heuristics.  These  are  less  likely 
to  be  low  quality  ‘shots  in  the  dark*. 

The  combined  effect  of  the  selectors  is  to  favor  continuing  following  along  from  the  most  recent  goal, 
using  a  previously  retrieved  case  snippet,  or  a  newly  retrieved  case  snippet.  The  preference  is  not  absolute, 
however.  It  does  not  make  the  easiest  suggestor  heuristics  dominant,  because  the  allocated  effort  can  vary 
widely  based  on  the  factors  discussed  above. 

5  Example 

We  will  illustrate  the  process  of  choosing  the  next  action  using  the  example  shown  in  Figure  2.  This  is  an 
English-ized  version  of  a  sequence  of  problem  solving  steps  generated  by  our  program  CELIA.®  The  problem 
solver  first  clarifies  the  complaint,  then  verifies  the  complaint  to  make  sure  that  the  problem  can  be  recreated. 
The  problem  solver  hypothesizes  that  the  carburetor  is  malfunctioning,  then  refines  that  guess.  The  idle 
speed  is  considered,  and  rejected.  The  idle  mixture  is  considered,  tested,  and  repaired,  and  yet  the  problems 
remain.  A  further  hypothesis  of  the  throttle  dashpot  being  out  of  place  is  generated,  and  tested. 

1.  Clarify  the  complaint 

2.  Verify  the  complaint 

3.  Generate  a  h>po thesis  -  carbiiretor  malfunction 

4.  Generate  a  hypothesis  -  low  idle  speed 

5.  Test  hypothesis  -  temperature  of  engine  when  stalling  occurs  (warm) 

6.  Interpret  Test  -  idle  speed  not  a  problem;  idle  mixture  possible  problem 

7 .  Repair  -  Adjust  idle  mixture  screw 

8.  Test  Repair  -  engine  still  stall?  (yes) 

9.  Interpret  Test  -  idle  mixture  not  the  problem 

10.  Generate  a  hypothesis  -  throttle  dashpot  out  of  place 

11.  Test  hypothesis  -  distance  between  throttle  dashpot  stem  and  throttle  lever  small?  (no) 

Figure  2:  Exami^le  Multi-step  Solution  in  Automobile  Troubleshooting. 

After  step  11,  the  problem  solving  can  be  illustrated  by  the  large  nodes  of  the  tree  shown  in  Figure  3. 
Nodes  represent  goab  that  have  been  pursued  so  far.  Links  represent  the  sequencing  relationships  between 
the  goals.  S-Verify-Complaint-118  corresponds  to  the  first  step,  S-Gen-Hypoth-145  corresponds  to  step  3  - 
Generating  a  hypothesis,  in  this  instance  a  carburetor  malfunction.  The  most  recently  completed  action  is 
in^uded  in  S-Test-Hypoth-151.  At  this  point  the  next  action  must  be  generated. 

The  small  ovals  in  Figure  3  show  types  of  possible  succeeding  goals  that  can  follow  from  the  parts  of  the 
problem  solving  to  this  point.  The  key  for  the  different  goal  types  is  given. 

The  set  of  possibilities  can  be  reduced  significantly  using  the  restrictor  heuristics.  Shaded  ovals  in  Figure 
3  show  the  effects  of  the  restrictors.  These  are  the  directions  restrictors  have  determined  not  to  be  fruitful. 

^Causal  chaining  is  constrained  both  by  the  strategy  of  trying  to  form  a  connection  between  actions  rather  than  trying  to 
form  a  connection  over  the  large  space  between  complaints  and  root  causes,  and  by  selection  allocations. 

*  Actually,  it  was  generated  as  predictions  of  what  an  expert  would  do  by  the  learning  component  of  CELIA  using  the  same 
methods  as  described  for  the  problem  solving  component.  The  problem  solving  component  Iras  not  yet  had  the  equivalent 
upgrade  from  the  previous  version. 
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GOAL  TYPES 

Y  -  Verify  Complaint  I  *  Interpret  a  test  (result) 

C  -  Clarify  Complaint  K  -  Make  a  repair  (replace/fix) 

G  -  Generate  a  Hypothesis  TR  -  Test  a  repair  (replace/fix) 

TH  -  Test  a  Hypothesis _ _ _  - _ _ _  - 

The  nodes  represent  the  different  goals  that  have  been  pursued  so  far.  The  links  represent  the  sequitur  relationships 
between  the  goals.  The  small  o\-als  connected  to  nodes  with  striped  arrows  represent  the  possible  goal  types  that  can 
follow  from  the  goal  types  of  the  nodes. 

Figure  3:  Rem&inizig  Possible  Next  Goal  Typies  after  restriction. 


For  each  of  the  remaining  possibilities  there  are  several  applicable  suggestors,  these  are  able  to  generate 
26  possibilities  including: 


Goal  Typ« 

lutancn 

Following  from  Pioco 

Using  Suggostor 

C-Int«xp-T«»t 

G-Gon-Hypoth 

G*-T«st-R«p«ir 

G*Ttst-R«pair 

G“T€»t“Repoir 

G-Roplaco-Fix 

C-Cen-Hypoth 

G-C«n-Hypoth 

(Xncorrnct  (Position  Throttlo-Dashpot)) 

(High  (Contain*  C4rburotor-Flo4t-Bo»l  FuoD) 

(Small  (Di»t  Throttlo-Da»hpot~Stom  Threttlo-Lavor) > 
(Low  (Position  Idlo-Mixturo-Scrow) ) 

(Incroaso  (Position  Idlo“Mixturo*Scrs») ) 

(Loan  (Position  Idlo-Mixturo-Scrow) ) 

(Holo  Carburetor-Barrol) 

(Cloggod  Carbur^tor*Pip«“To-V*nturi) 

S-T**t-Hypotho*is-151 

S-Vorify-Complaint-1 18 

S“R*plac*-Fix-126 

S“R*placo-Fix-126 

S“R*plac«“Fix-l26 

S“Int*rpr*t-To*t**X71 

S-G*n-Hypoth-145 

S-Gon-Hypoth-145 

Caso-snippot 

Caso'snippot 

Caso-snippot 

Un-Improvo 

Equivalent 

Fault- Do termination 

Horo-Ref ined 
Moro-Ref ined 

From  among  these,  the  selector  heuristics  choose  tlie  first  action,  the  interpretation  of  the  test  ruling  out 
tlic  liypolhcsis  of  tlic  throttle  dashpot  being  out  of  place.  This  suggestion  was  clio.scn  clue  to  sc\cra  actors 
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1.  It  was  generated  from  the  most  recent  previous  goal  and  actions.  Therefore,  the  suggestor  which 
generated  it  was  allocated  a  high  amount  of  processing,  of  which  not  much  was  used  in  retrieving  the 
case  snippet  that  suggested  the  interpretation, 

2.  It  was  generated  from  a  case  snippet.  Therefore  it  was  favored  at  selection  time. 

3.  Tests  (of  hypotheses  or  of  repairs)  need  to  be  interpreted,  so  the  judged  likelihood  of  an  interpretation 
of  a  test  following  from  a  test  of  a  hypothesis  is  high,  favoring  this  suggestion. 

6  Related  Work  and  Conclusions 

A  number  of  other  efforts  share  some  flavor  with  our  approach.  Koton  [1988]  combines  use  of  a  number 
of  reasoning  methods.  First,  associations  formed  from  generalizations  of  cases  are  tried,  then  cases,  and 
lastly  model  knowledge.  However,  the  strict  ordering  of  methods  used  is  less  flexible.  More  importantly, 
her  approach  does  not  generate  steps  for  a  multi-step  solution,  but  rather  a  classification.  Carbonell  [1986] 
generates  steps  for  a  multi-step  solution  using  a  previous  case.  Domain  knowledge  is  used  in  adapting  the 
solution,  but  one  case  will  either  provide  a  whole  solution  or  have  to  be  abandoned  or  adapted.  Parts  of 
multiple  cases  cannot  be  used.  Allen  and  Langley  [1989]  generate  multi-step  solutions  using  a  combination 
of  generalizations,  cases,  and  domain  knowledge  (in  the  form  of  operators).  However,  they  do  not  retain 
relations  between  problems  and  subproblems,  so  their  DAEDALUS  system  cannot  use  an  entire  previous 
plan  from  memory. 

Our  approach  combines  the  use  of  several  types  of  knowledge  and  reasoning  techniques.  It  takes  advantage 
of  knowledge  about  the  relationships  between  goal  types  to  provide  constraint  on  the  problem  of  coming  up 
with  the  next  action  to  do.  The  problem  solving  is  flexible  and  can  take  advantage  of  the  results  of  previous 
actions  when  deciding  what  to  do  next,  while  remaining  goal  directed.  The  approach  has  three  phases  - 
restrictors  limit  the  number  of  possibilities  to  be  considered,  suggestors  generate  possible  next  actions,  and 
selectors  chose  the  aotion  to  take.  There  are  several  advantages  to  the  approach.  It  combines  multiple 
reasoning  methods  in  a  flexible  manner.  Problem  solving  is  flexible  enough  to  use  whatever  knowledge  is 
available,  using  cases  when  appropriate  cases  can  be  found,  domain  knowledge  when  it  can  be  useful.  It  is  a 
flexible  way  of  using  parts  of  multiple  cases  in  forming  a  solution  that  is  a  synthesis  of  steps.  Problem  solving 
can  change  directions  when  the  results  of  the  problem  solving  make  that  necessary.  A  major  side  benefit 
is  that  many  of  the  suggestor  heuristics  can  benefit  when  further  knowledge  is  added  to  the  system,  in  the 
form  of  new  cases  or  new  domain  knowledge.  Our  system,  CELIA,  is  a  learning  system,  and  is  designed  to 
acquire  such  knowledge.  This  makes  problem  solving  more  effective  without  having  to  learn  new  heuristics. 
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Abstract 

As  case- based  reasoners  gain  experience  in  a  domain, 
they  need  to  improve  their  case  retrieval  so  that  more 
useful  cases  are  retrieved.  One  problem  in  doing  this 
is  that  the  reasoner  who  most  needs  to  learn  is  least 
able  to  explain  successes  or  failures.  A  second  problem 
is  that  uncontrolled  pursuit  of  an  explanation  could  be 
very  expensive.  There  are  three  keys  to  the  approach 
presented.  First,  the  student  observes  expert  problem 
solving  and  sets  up  expectations  for  what  the  expert 
will  do  next.  When  expectations  fail,  the  reasoner  has 
its  failure  isolated  to  a  single  step,  and  the  correct  ac¬ 
tion  for  the  situation  has  been  provided.  Second,  if  the 
student  can  retrieve  part  of  a  case  that  would  have  sug¬ 
gested  a  correct  prediction,  then  that  case  snippet  can 
be  used  to  limit  the  explanation  process,  making  the 
process  more  efficient.  Third,  when  no  explanation  can 
be  found,  the  reasoner  resorts  to  empirical  adjustment 
of  feature  importance. 

Case-based  reasoning  (CBR)  is  based  on  the  observa¬ 
tion  that  experience,  retained  in  the  form  of  cases,  can 
be  used  to  efficiently  and  effectively  solve  future,  sim¬ 
ilar  problems.  A  case-based  reasoner  can  improve  in 
a  number  of  different  ways.  It  can  acquire  new  cases. 
Or  it  can  improve  its  case  retrieval,  so  that  more  useful 
cases  are  retrieved.  In  Redmond  (1989b)  we  discussed 
our  approach  to  acquiring  new  cases  through  appren¬ 
ticeship.  Part  of  apprenticeship  involves  observing  and 
understanding  expert  problem  solving.  This  same  kind 
of  experience  can  be  used  to  improverretrieval  of  cases. 

Improving  ceise  retriev2d  is  one  of  the  key  issues  in  case- 
based  reasoning.  Novice  reasoners  are  frequently  most 
influenced  by  surface  features  in  retrieving  previous  ex¬ 
periences  (Ratterman  and  Centner  1987;  Ross  1987).  In 
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becoming  more  expert,  a  reasoner  must  learn  to  retrieve 
usefully  similar  cases. 

Much  of  the  work  on  improving  case  retrieval  has  fo¬ 
cused  on  learning  indices  though  explaining  a  reasoner’s 
own  successful  or  unsuccessful  problem  solving.  Learn¬ 
ing  indices  based  on  explanations  requires  at  least  three 
things: 

1.  Realizing  the  need  to  learn. 

2.  Determining  what  the  correct  result  should  be. 

3.  Assigning  credit  for  successes  or  blame  for  failures. 

The  problem  is  that  these  can  be  hard.  A  novice  rea¬ 
soner  is  the  most  in  need  of  improvement  and  the  least 
prepared  to  learn.  A  novice  may  not  be  able  to  gener¬ 
ate  the  correct  result.  A  novice  may  also  have  trouble 
assigning  credit  or  blame.  How  can  a  novice  get  around 
these  problems? 

Apprenticeship  can  provide  assistance  with  this  prob¬ 
lem.  A  novice  can  observe  an  expert  solving  a  problem. 
A  good  student,  who  actively  follows  along  with  the  ex¬ 
ample,  sets  up  expectations  at  each  point  in  the  expert’s 
problem  solving.  When  the  expectations  are  incorrect 
then  he  hats  a  failure.  The  student  thus  has  immediate 
feedback.  The  student  realizes  the  need  to  learn.  The 
student  has  been  given  the  correct  result.  Most  impor¬ 
tant,  the  failure  has  been  isolated  to  a  single  step.  This 
tighter  feedback  loop  enables  learning  when  it  otherwise 
might  not  be  possible,  and  makes  learning  more  efficient. 

An  example  will  illustrate  some  of  the  issues  involved 
in  improving  case  retrieval  through  observing  an  expert. 
A  student  is  observing  an  instructor  solve  an  automobile 
diagnosis  problem.  This  is  part  of  an  ongoing  mentor 
relationship.  The  instructor  has  checked  whether  the 
car  stalls  when  cold.  The  instructor  has  adjusted  the  idle 
mixture  screw  and  determined  that  the  car  still  stalls. 
The  instructor  has  tightened  any  loose  spark  plugs,  and 
determined  that  the  car  still  stalls.  He  has  checked  if  the 
throttle  dashpot  is  out  of  place  (it  wasn’t),  and  if  the  fuel 
level  in  the  carburetor  was  too  high  (it  was).  Figure  1 
shows  the  effect  of  all  this  on  the  problem  solving  context 
and  also  shows  some  of  the  more  general  features  of  the 
problem  that  were  elicited  by  the  instructor.  At  this 
point  the  reader  need  only  note  that  there  are  a 
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Current  Context 

Complaint:  Car  Stalls  Out 

Other  Symptoms:  None  Reported 

Frequency  of  Problem:  intermittent 
Temperature  When  Fail:  Cold 
Type  of  Car:  1980  Chrysler  LeBaron 

Car  Owner:  Julie  Crider 

Mechanics  Involved:  Tom  Davis 

Ruled  In: 

Spark  Plug  Connections  Ok  Idle  Mixture  Ok 

Carburetor  Fuel  Level  High  *** 

Ruled  Out: 

Low  Idle  Speed  Lean  Idle  Mixture 

Incorrect  Position  Throttle  Dcishpot 
Tests  Done: 

Car  Stalls  When  Cold? 

Spark  Plugs  Loose? 

Car  Still  Stalls? 

Too  Small  a  Distance  Between  Throttle 

Dashpot  Stem  and  Throttle  Lever? 

Too  High  Level  of  Fuel  in  Carburetor  Float  Bowl? 

Test  Results: 

Car  Stalls  When  Warm 

All  Loose  Spark  Plug  Connections  Tightened 
Car  Still  Stalls 

Distance  Between  Throttle  Dashpot  Stem 
and  Throttle  Lever  =  2cm 
Distance  Between  Carburetor  Float  and 

Choke  Chamber  Surface  =  3cm 

Fixes  Done: 

Increase  Position  Idle  Mixture  Screw 

All  Loose  Spark  Plug  Connections  Tightened 

Figure  1:  Part  of  Current  Context, 
number  of  contextual  features,  including  complex  values 
for  things  that  had  been  ruled  in  and  ruled  out,  tests 
done  etc. 

At  this  point,  the  student  has  set  up  an  expectation 
using  a  part  of  a  case  from  his  episodic  memory.  The 
student  had  previously  been  a  participant  or  an  observer 
of  that  step.  Figure  2  shows  most  of  the  context  at  the 

Incorrect  Context 

Complaint:  Car  Stalls  Out 

Other  Symptoms:  None  Reported 

Frequency  of  Problem:  intermittent 

Temperature  When  Fail:  Cold 

Type  of  Car:  1979  Chrysler  Cordova 

Car  Owner:  Bill  Moss 

Mechanics  Involved:  Tom  Davis,  Kevin  Cousins 

Ruled  In: 

Spark  Plug  Connections  Ok  Idle  Mixture  Ok 

Idle  Speed  Ok 
Ruled  Out: 

Lean  Idle  Mixture  Low  Idle  Speed 

Incorrect  Position  Throttle  Dashpot  Idle  System  Leak  Air 
Testa  Done: 

Car  Stalls  When  Cold? 

Spark  Plugs  Loose? 

Car  Still  Stalls? 

Too  Small  a  Distazice  Between  Throttle 

Dashpot  Stem  and  Throttle  Lever? 

Idle  System  Leak  Air? 

Teat  Reaultsi 

Car  Stalls  When  Cold 

All  Loose  Spark  Plug  Connections  Tightened 
Still  Stalls 

Distance  Between  Throttle  Dashpot  Stem 
and  Throttle  Lever  =  2cm 
No  Apparent  Air  Leaks 
Fixes  Done: 

Increase  Position  Idle  Mixture  Screw 

Increase  Position  Idle  Speed  Screw 

All  Loose  Spark  Plug  Connections  Tightened 

Figure  2:  Portions  of  incorrect  context. 


Correct  Context 

Complaint:  Car  Stalls  Out 

Other  Symptoms:  None  Reported 

Frequency  of  Problem:  daily 

Temperature  When  Fail:  Cold 

Type  of  Car:  1981  Chrysler  Cordova 

Car  Owner:  Paul  Crider 

Mechanics  Involved:  Kevin  Cousins 

Ruled  In: 

Spark  Plug  Connections  Ok  Idle  Mixture  Ok 

Carburetor  Fuel  Level  High  Idle  Speed  Ok 
Ruled  Out: 

Lean  Idle  Mixture  Idle  System  Leak  Air 

Teats  Done: 

Car  Stalls  When  Cold? 

Spark  Plugs  Loose? 

Car  Still  Stalls? 

Idle  System  Leak  Air? 

Teat  Results: 

Car  Stalls  When  Cold 

All  Loose  Spark  Plug  Connections  Tightened 

Car  Still  Stalls 

No  Apparent  Air  Leaks 
Fixes  Done: 

Increase  Position  Idle  Speed  Screw 

All  Loose  Spark  Plug  Connections  Tightened 

Figure  3:  Portions  of  correct  context. 

time  of  the  predicted  action’s  previous  occurrence.  For 
short,'  we  call  this  the  ^incorreci^  context.  The  student’s 
experience  suggests  the  hypothesis  that  the  choke  link¬ 
age  is  sticking.  We  call  this  the  'incorrect'  prediction 
to  indicate  that  it  is  not  an  appropriate  prediction  for 
the  current  situation.  The  instructor  makes  a  different 
hypothesis,  that  the  carburetor  needle  valve  leaks.  The 
student  could  have  made  this  prediction,  which  we  call 
the  'correct'  prediction.  In  the  past  he  had  observed  the 
instructor  taking  that  action.  The  context  from  that 
previous  time  is  shown  in  Figure  3.  We  will  call  that  the 
'correct  ’  context.  Why  is  the  instructor’s  action  a  better 
choice  for  the  current  problem  solving?  The  incorrect 
context  matches  a  good  number  of  the  features  of  the 
current  problem.  The  key  difference  favors  the  instruc¬ 
tor’s  action,  however.  The  information  in  the  current 
context  that  the  carburetor  fuel  level  is  high  is  the  key 
difference.  This  information  favors  the  correct  hypothe¬ 
sis  that  the  carburetor  needle  valve  leaks.  How  can  the 
student  improve  his  case  retrieval  so  that  he  will  make 
the  correct  prediction  in  the  future? 

When  the  student’s  expectations  are  not  met,  then 
the  student  realizes  the  need  to  learn.  Apprenticeship 
also  takes  care  of  the  need  for  the  student  to  know  the 
correct  action.  The  action  taken  by  the  instructor  is  as¬ 
sumed  to  be  correct.  The  student  still  must  determine 
what  features  of  the  current  situation  make  the  correct 
prediction  appropriate,  and/or  make  the  incorrect  pre¬ 
diction  inappropriate.  The  student’s  exposure  to  that 
action  in  a  previous  example  helps.  He  knows  the  con¬ 
text  in  which  the  action  wets  previously  taken.  There 
are  a  number  of  similarities  and  differences  among  the 
contexts.  A  purely  empirical  approach  will  place  some  of 
the  credit  or  blame  on  some  spurious  features  that  don’t 
make  a  difference.  On  the  other  hand,  if  the  student 


tries  to  analyze  all  of  the  feature  values  in  the  contexts 
and  explain  why  one  prediction  is  more  relevant  than  the 
other,  that  will  be  expensive.  Also,  we  certainly  can't 
assume  that  a  student  will  always  be  able  to  explain 
why  one  prediction  is  more  appropriate.  How  can  these 
opposing  forces  be  reconciled? 

Our  solution  makes  use  of  a  combination  of  analyt¬ 
ical  and  empirical  methods.  Similarity- based  methods 
are  used  to  focus  explanation.  When  the  student  is  able 
to  explain  the  appropriateness  or  inappropriateness  of  a 
prediction,  the  associated  case  part  is  marked  with  that 
indication.  The  indication  can  be  positive,  that  the  pre¬ 
diction  made  by  that  part  of  the  case  is  appropriate  in 
a  situation,  in  which  case  we  call  it  an  index.  The  in¬ 
dication  can  also  be  negative,  that  the  prediction  is  not 
appropriate  in  a  situation.  We  call  the  latter  a  censor. 
In  addition,  the  student  empirically  adjusts  the  impor¬ 
tance  of  matching  different  features.  We  first  present 
the  analytical  approach  to  learning  indices  and  censors. 
Then  we  discuss  the  empirical  adjustment. 

Analytical  Approach  -  Learning  Indices 
and  Censors 

The  purpose  of  learning  indices  and  censors  is  to  im¬ 
prove  prediction  and  diagnosis  when  they  are  carried 
out  through  CBR.  Redmond  (1990a)  discussed  our  case 
representation.  Briefly,  cases  are  divided  into  snippets, 
each  of  which  contain  the  information  relevant  to  the 
pursuit  of  one  primitive  goal.  Predictions  are  generated 
by  retrieving  a  case  snippet  from  memory.  Each  snip¬ 
pet  contains  the  context  in  which  it  occurred.  This  en¬ 
ables  similarity  assessment,  as  well  as  the  comparisons 
between  correct  and  incorrect  contexts  mentioned  above. 
An  index  is  a  particularly  salient  set  of  features  of  the 
context  in  which  the  snippet  occurred.  During  retrieval, 
if  a  situation  matches  some  of  the  indices,  then  that  sig¬ 
nificantly  increases  the  possibility  that  that  snippet  will 
be  retrieved  to  provide  guidance.  The  indices  can  be 
parts  of  contextual  features.  For  example,  one  of  the 
test  results  found  in  the  problem  solving  leading  up  to 
the  snippet  might  be  marked  as  an  index.  A  censor  is  a 
state  (part  of  a  feature)  that  suggests  that  a  case  snippet 
is  not  appropriate  in  that  situation.  If  in  a  future  situ¬ 
ation  that  state  exists,  then  the  snippet  can  be  rejected 
during  retrieval. 

We  call  our  method  analfiical  feature  comparison.  It 
has  five  steps  which  involve  distinguishing  responsible 
features  through  first  comparing  feature  values,  then  try¬ 
ing  tc^- explain  the  relevance  of  differences.  The  initial 
feature  comparisons  are  similarity- based,  the  analysis 
comes  into  play  in  latter  steps.  The  opportunity  to  ap¬ 
ply  the  process  occurs  when  the  student,  observing  the 
instructor,  uses  a  case  snippet  to  incorrectly  predict  the 
instructor’s  action.  The  process  starts  out  by  retrieving 
a  snippet  that  would  have  predicted  the  instructor’s 


Current  Context  Ruled  In: 

Spark  Plug  Connections  Ok  Idle  Mixture  Ok 

Carburetor  Fuel  Level  High 

(a):  Part  of  the  current  problem  solving  context. 


Correct  Snippet  (case- generate- hypoth-305)  Context 
Ruled  In: 

Spark  Plug  Connections  Ok  4*+*+*  Idle  Mixture  Ok  +++ 
Carburetor  Fuel  Level  High  Idle  Speed  Ok 

(b) :  Part  of  the  correct  snippet’s  problem  solving  context. 

Incorrect  Snippet  (case-generate-hypoth-312)  Context 
Ruled  In: 

Spark  Plug  Connections  Ok  4-1-+  Idle  Mixture  Ok  4"4‘4" 
Idle  Speed  Ok 

(c) :  Part  of  the  incorrect  snippet’s  problem  solving  context. 

Figure  4:  Portions  of  snippets  involved  in  learning 
an  index. 

action.  For  short,  we  will  call  this  snippet  the  ^correct' 
snippet  The  action  itself  is  an  effective  additional  cue 
that  enables  the  correct  snippet  to  be  retrieved  now.  We 
will  call  the  snippet  that  the  student  used  to  make  the 
incorrect  prediction  the  ^incorrect  ^  snippet  After  the 
correct  snippet  has  been  retrieved,  the  process  is  ready 
to  begin. 

1.  Eliminate  from  consideration  features  which 
are  the  same  in  both  snippets^  contexts.  Features 
compared  include  aspects  of  the  diagnosis,  such  ais  the 
tests  done  and  their  results,  things  ruled  out,  etc.,  ais  well 
cLS  domain  dependent  features,  such  as  car  type.  Given 
the  contexts  in  Figures  2  and  3,  the  complaint,  the  other 
symptoms,  and  the  ambient  temperature  when  the  fail¬ 
ure  occurs  are  the  same  in  both  snippets.  Therefore, 
they  don’t  provide  a  way  of  distinguishing  why  the  cor¬ 
rect  snippet  is  appropriate  in  the  current  context.  These 
are  therefore  no  longer  considered  candidates  for  expla¬ 
nation. 

2.  Compare  the  remaining  features  with  the 
current  problem  solving  context.  Features  in  which 
the  current  context  better  matches  the  correct  context 
than  the  incorrect  context  are  selected  els  candidates.  It 
is  more  likely  that  something  in  those  features  would 
indicate  that  the  correct  snippet  is  appropriate.  For  ex¬ 
ample,  in  Figure  1  the  current  context’s  ‘ruled  in’  feature 
had  the  value  shown  in  Figure  4(a).  The  correct  context 
and  the  incorrect  context  had  the  ‘ruled  in’  values  shown 
in  Figure  4(b)  and  4(c).  Matches  to  the  current  context 
are  shown  by  ‘4— 1— h’s.  The  incorrect  context’s  ‘ruled 
in’  WEIS  not  els  close  a  match  sis  the  correct  snippet’s 
‘ruled  in’.  Thus  ‘ruled  in’  will  continue  to  be  included 
in  the  candidates.  At  the  same  time,  the  incorrect  snip¬ 
pet’s  ‘fixes  done’  is  a  better  match  to  the  current  context 
than  the  correct  snippet’s  ‘fixes  done’.  Therefore,  ‘fixes 
done’  will  be  eliminated  from  consideration  for  explana¬ 
tion.  In  the  example,  this  step  eliminates  the  frequency 
of  the  problem,  the  items  ‘ruled  out’,  and  the  mechanics 
involved,  since  they  favor  retrieval  of  the  incorrect  piece. 


Correct  Snippet  (case-generate-hypothesis-305)  Context 
Type  of  Car  1981  Chrysler  Cordova 

Car  Owner  Paul  Crider  *** 

Ruled  In: 

Spark  Plug  Connection*  Ok 
Idle  Mixture  Ok 
Idle  Speed  Ok 
Carburetor  Fuel  Level  High 
Tests  Done: 

Car  Stalls  When  Cold? 

Spark  Plugs  Loose? 

Car  Still  Stalls? 

Idle  System  Leak  Air? 

Too  High  Level  of  Fuel  in  Carburetor  Float  Bowl?  *** 

Teat  Results; 

Car  Stalls  When  Cold 

All  Loose  Spark  Plug  Connections  Tightened 
Car  Still  Stalls 
No  Apparent  Air  Leaks 
Distance  Between  Carburetor  Float  and 
Choke  Chamber  Surface  =  2cm 

Figure  5:  Remaining  portions  of  correct  snippet 
after  second  step  of  analytical  feature  comparison. 

3.  Isolate  the  parts  of  the  correct  snippet’s  fea¬ 
ture  values  that  cause  the  remaining  features  to 
better  match  the  current  context.  This  is  to  nar¬ 
row  the  responsibility  to  parts  of  features  which  favor 
the  retrieval  of  the  correct  snippet  in  the  current  con¬ 
text.  These  parts  of  features  are  the  best  candidates  for 
distinguishing  why  the  correct  snippet  is  appropriate  in 
the  current  context.  In  the  current  example,  for  items 
‘ruled  in’,  the  isolated  part  is  that  the  carburetor  fuel 
level  is  high.  This  is  the  clause  that  makes  the  correct 
snippet’s  ‘ruled  in’  better  match  the  current  ‘ruled  in’. 
Figure  5  shows  the  features  remaining  after  the  second 
step  of  the  process.  The  parts  of  features  isolated  by  this 
third  step  are  marked  with  ‘***'s.  This  is  where  the  ex¬ 
planation  process  will  be  focussed.  This  completes  the 
initial  feature  comparison,  which  limits  the  analytical 
reasoning  done. 

4.  Try  to  explain  the  significance  of  each  of 
the  remaining  parts  of  features.  The  learner  can 
try  to  relate  each  to  the  current  action  taken  by  the  in¬ 
structor.  The  student  in  the  example  tries  to  explain  the 
relationship  between  the  ‘Ruled  In’  that  the  carburetor 
fuel  level  is  high  and  the  hypothesis  that  the  carbure¬ 
tor  needle  valve  leaks.  An  explanation  that  the  student 
could  (depending  of  his  level  of  knowledge)  construct  is 
that  a  leaking  carburetor  needle  valve  could  enable  fuel 
to  keep  flowing  into  the  carburetor  float  bowl,  thus  caus¬ 
ing  the  fuel  level  to  become  high. 

For  learning  censors  a  greater  variety  of  relationships 
are  useful.  The  learner  can  try  to  relate  each  remaining 
feature  part  to  the  current  action  taken  by  the  instruc¬ 
tor,  to  the  action  suggested  by  the  incorrect  snippet. 
The  relationships  themselves  can  be  different.  A  part  of 
the  current  context  relating  to  a  ‘contradiction’  of  the 
incorrect  action  is  a  good  indication  of  a  need  for  a  cen¬ 
sor.  For  example,  if  in  a  second  problem  Carburetor  Fuel 
Level  Normal  has  been  ‘ruled  in’,  that  contradicts  an  in¬ 
correct  snippet’s  hypothesis  that  the  carburetor  needle 


valve  leaks. 

5.  If  such  a  relationship  can  be  found,  then 
the  partial  feature  value  is  marked  as  an  index 
or  censor.  In  the  main  example,  Ruled  In:  Carburetor 
Fuel  Level  High  can  be  saved  as  an  index  to  the  correct 
snippet.  In  the  same  or  similar  situation  in  the  future 
the  snippet  will  then  be  more  likely  to  be  retrieved  as  a 
source  of  predictions  or  diagnostic  actions. 

In  the  second  example,  the  incorrect  snippet  can  be 
annotated  with  the  censor  Ruled  In:  Carburetor  Fuel 
Level  Normal.  In  the  same  or  similar  situation  in  the 
future  the  snippet  will  not  be  retrieved  as  a  source  of 
predictions  or  diagnostic  actions. 

We  should  note  some  limitations  of  our  approach 
to  learning  indices  and  censors.  First,  the  matching 
of  parts  of  features  hats  to  be  exact.  Some  form  of 
knowledge-bcised  matching  like  that  used  by  Bareiss 
(1989)  and  Koton  (1988)  is  needed.  Fortunately,  sub¬ 
stituting  knowledge-baised  pattern  matching  for  simple 
matching  doesn’t  affect  the  method.  It  just  substitutes 
better  reasoning  capability  in  steps  1  through  3.  Sec¬ 
ond,  there  is  no  attempt  to  learn  indices  that  involve  a 
conjunction  of  feature  parts.  There  are  certainly  situa¬ 
tions  in  which  such  an  index  would  be  necessary.  With 
better  explanatory  capability,  the  student  could  learn 
more  sophisticated  indices.  Some  of  the  limitations  on 
explanation  may  need  to  be  relaxed  though,  costing  the 
process  some  efficiency.  Both  of  these  limitations  will  be 
addressed  in  future  work. 

Empirical  Feature  Comparison 

Sometimes  a  learner  may  not  be  able  to  explain  why  a 
prediction  is  wrong,  or  why  another  one  might  be  bet¬ 
ter.  The  learner  is  not  an  expert.  When  he  cannot,  he 
needs  to  resort  to  less  powerful,  less  knowledge-intensive 
methods.  He  can  attempt  an  empirical  approach  to  im¬ 
proving  cdise  retrieval.  As  with  learning  indices  and  cen¬ 
sors,  apprenticeship  helps  identify  the  need  to  learn.  It 
also  isolates  the  problem  to  a  single  step,  and  provides 
the  correct  action  for  the  situation.  As  with  learning 
indices  and  censors,  the  learner  can  attempt  to  retrieve 
part  of  another  caise  that  would  have  suggested  a  cor¬ 
rect  prediction.  If  such  a  case  snippet  can  be  retrieved, 
then  the  contexts  can  be  compared.  The  differences  can 
be  used  to  empirically  adjust  the  weights  on  features  in 
the  matching  function.  The  adjustment  method  places 
greater  importance  on  features  that  match  and  lead  to 
correct  predictions.  It  places  less  importance  on  features 
that  match  and  lead  to  incorrect  predictions.  We  should 
note  that  there  are  results  that  suggest  that  people  can 
learn  to  distribute  their  attention  among  features,  giving 
different  weights  to  each  (Nosofsky  1987).  We  originally 
discussed  this  approach  in  (Redmond  1989a).  We  have 
now  integrated  it  with  the  analytical  approach  discussed 
in  the  previous  section. 


Feature 

‘Incorrect’ 

‘Correct’ 

Change  in  Importance 

CAR-TYPE 

Pa^ti^d 

No  Match 

leas  important 

CAR-OWNER 

Match 

No  Match 

less  important 

COMPLAINT 

Match 

Match 

no  change 

HOW-LONG 

Match 

Partial 

less  important 

RULED-OUT 

Partial 

Match 

more  important 

TESTS-DONE 

Partial 

Match 

more  important 

FIXES-DONE 

Partial 

Match 

more  important 

CURRENT-HYP 

Match 

Match 

no  change 

WHEN 

Partial 

Slight 

less  important 

Figure  6:  Example  empirical  saliency  adjustment. 


Figure  6  shows  how  the  empirical  change  is  done  on 
an  example  incorrect  prediction.  Those  features  of  the 
current  context  that  match  the  context  of  the  correct 
snippet  more  closely  than  the  context  of  the  incorrect 
snippet  are  made  more  important.  Those  features  of  the 
current  context  that  match  the  context  of  the  incorrect 
snippet  more  closely  than  the  context  of  the  correct  piece 
are  made  less  important. 

The  student  can  also  make  empirical  adjustments 
when  he  is  successful.  When  the  student  correctly  pre¬ 
dicts  the  instructor's  action,  the  features  of  the  current 
problem  solving  context  that  matched  the  features  in 
the  previous  case  are  made  slightly  more  important.  In 
future  problem  solving  these  empirical  adjustments  lead 
to  the  features  considered  important  by  the  instructor 
having  more  influence  on  the  case  pieces  retrieved. 

Related  Work 

We  have  addressed  the  issue  of  making  case  retrieval 
better.  We  use  a  form  of  apprenticeship  to  isolate  a  fail¬ 
ure,  and  to  obtain  the  correct  solution  step.  Retrieval 
of  other  previous  case  snippets  and  comparison  of  fea¬ 
tures  is  used  to  focus  explanation.  Through  explanation, 
indices  and  censors  are  learned. 

Other  approaches  have  been  suggested  for  learning 
indices  and  censors.  Hammond  (1986),  and  Simpson 
(1985)'s  approaches  explained  instances  of  their  own  suc¬ 
cessful  problem  solving.  This  requires  a  significantly 
more  expert  reasoner  because  the  correct  steps  must  be 
generated.  Hammond  and  Simpson  also  emphasized  cre¬ 
ating  indices  to  avoid  failures.  However,  in  trying  to 
explain  failures  their  approaches  had  to  consider  all  fea¬ 
tures.  Our  approach  limits  the  consideration  of  features 
to  a  smaller  set.  In  addition,  our  approach  avoids  hav¬ 
ing  to  match  the  situation  to  an  abstraction,  as  in  Ham¬ 
mond's  approach,  an  expensive  proposition.  Therefore, 
our  approach  saves  explanatory  effort. 

In  Barletta  and  Mark’s  (1988)  Explanation-Based  In¬ 
dexing  approach,  the  reasoner  attempts  to  explain  the 
relationships  of  features  of  the  case  to  the  actions  taken. 
Those  features  for  which  an  explanation  can  be  formed 
are  made  indices  of  the  case.  Our  approach  takes  more 
information  into  account  in  order  to  limit  explanatory 
effort.  Thus  our  approach  is  more  efficient. 

Bareiss  (1989)'s  PROTOS  created  both  censors  that 
specified  when  a  case  was  not  appropriate,  and  ‘differ¬ 


ence  links’  which  specified  the  condition  in  which  one 
solution  should  be  avoided  and  another  used.  But  the 
instructor  did  all  the  distinguishing  of  which  features 
should  be  considered  in  explaining  the  failure.  PRO¬ 
TOS  doesn’t  include  the  initial  consideration  of  an  extra 
case  that  our  approach  does.  So  our  approach  offers  the 
benefit  of  increased  efficiency  of  learning  through  initial 
similarity-based  comparison  to  other  cases. 

At  a  high  level,  our  approach  shares  similarity  with 
Lebowitz  (1986)’s  suggestion  to  use  similarity  based 
measures  to  focus  explanation.  However,  we  have  ap¬ 
plied  an  instantiation  of  that  general  idea  to  learning 
indices  and  censors. 

Empirical  adjustment  of  feature  importance  was  also 
suggested  by  Aha  (1989)  and  Salzberg  (1988)  in  the  con¬ 
text  of  purely  empirical  instance-based  learning.  The 
contribution  here  is  its  use  in  conjunction  with  analyti¬ 
cal  approaches,  as  a  fallback  strategy  when  the  reasoner 
doesn’t  possess  the  knowledge  necessary  to  distinguish 
why  an  action  is  appropriate  or  inappropriate. 

Evaluation 

Through  the  process  of  observing  an  expert,  a  reasoner 
can  significantly  improve  its  ability  to  predict  the  ex¬ 
pert’s  actions,  and  thus  its  ability  to  diagnose.  The 
improvement  comes  through  acquisition  of  new  cases, 
learning  indices  and  censors,  and  through  adjusting  fea¬ 
ture  salience.  Our  system,  CELIA,  which  is  based  on 
the  model,  has  been  evaluated  through  presentation  of 
a  sequence  of  24  examples  of  expert  problem  solving. 
Twenty  random  orders  of  the  examples  were  presented. 
The  performance  measure  was  the  average  accuracy  of 
the  system’s  predictions  of  the  expert’s  actions.  The 
improvement  over  the  course  of  exposure  to  examples  is 
seen  in  the  data  presented  in  Figure  7. 

An  ablation  study  showed  that  the  by  the  end  of 
the  example  sequences,  the  effect  of  the  learning  meth¬ 
ods  is  starting  to  be  seen.  We  lesioned  the  functions 
which  learn  indices  and  censors,  and  which  adjust  fea¬ 
ture  saliency.  By  the  last  6  examples  in  the  sequences, 
the  average  performance  advantage  for  including  these 
approaches  was  two  percent.  This  difference  is  not  that 
large,  but  for  some  problems  the  advantage  was  as  high 
as  10  percent. 

We  expect  that  the  effects  will  be  larger  with  greater 
experience.  To  this  experience  level,  not  that  many  in¬ 
dices  are  learned.  ^  Many  of  these  are  learned  late  in  the 
sequences,  leaving  little  time  for  them  to  be  useful.  The 
system  doesn’t  have  a  strong  domain  model,  so  in  many 
instances  it  cannot  explain  the  importance  of  different 
feature  values.  With  greater  experience,  this  problem 
will  gradually  become  less  of  a  factor.  In  addition, 

^  An  average  of  1.2  are  learned  per  observed  example.  An 
average  example  has  37  steps,  which  become  37  snippets. 
The  range  is  from  18  steps  to  79  steps. 


Example 

Figure  7:  CELIA:  Average  results  of  exposure  to 
sequence  of  examples.  Average  accuracy  for  reasoner 
predicting  observed  expert  prooiem  solving  actions. 

the  student  will  have  opportunities  to  use  the  indices 
and  censors  learned  late  in  the  test  period.^ 

The  approach  has  several  advantages  over  previous 
approaches.  The  use  of  instruction  through  worked  out 
examples,  in  conjunction  with  the  student  making  pre¬ 
dictions,  shortens  the  feedback  cycle,  making  learning 
more  likely  and  more  efficient.  The  retrieval  and  com¬ 
parison  of  an  additional  case  helps  limit  efforts  at  expla¬ 
nation.  Third,  the  use  of  empirical  adjustment  of  feature 
importance  allows  the  student  to  become  better  at  re¬ 
trieving  appropriate  case  pieces  even  when  he  is  unable 
to  explain  failures. 

Conclusions 

In  order  for  a  case-bzised  reasoner  to  improve  its  perfor¬ 
mance,  it  must  acquire  more  cases  and  improve  its  ceise 
retrieval  so  that  the  right  cases  are  retrieved  at  the  the 
right  times.  When  the  reasoner  uses  part  of  a  previous 
ccLse  to  suggest  an  incorrect  action,  that  case  snippet 
needs  to  be  marked  as  to  what  makes  it  not  relevant  in 
the  current  situation.  If  a  part  of  a  case  would  have  sug¬ 
gested  the  correct  action,  that  caise  snippet  should  be 
marked  with  the  features  of  the  current  situation  that 
make  it  relevant.  The  student  must  try  to  form  an  ex¬ 
planation  based  on  the  incomplete  knowledge  that  he 
has. 

Our  approach  to  learning  indices  and  censors  offers  the 
benefit  of  increased  efficiency  of  learning  through  initial 
similarity  based  comparison  to  other  caises  and  through 
immediate  direct  feedback  available  through  observation 
of  expert  problem  solving.  Our  case  representation  fa¬ 
cilitates  the  learning  process.  Each  snippet  contains  the 
pursuit  of  one  primitive  goal  and  the  context  in  which 
it  occurred.  This  enables  the  necessary  comparisons  be¬ 
tween  correct  and  incorrect  contexts.  The  general  ap- 
proacB  allows  the  student  to  obtain  the  correct  action  for 
the  current  situation  from  the  instructor,  and  attempts 

^It  should  be  noted  that  some  orders  of  presentation  of 
examples  will  facilitate  index  learning.  This  ablation  study 
did  not  take  that  into  account.  If  example  order  can  be 
controlled  then  learning  can  have  a  greater  effect. 


to  distinguish  when  the  correct  and  predicted  actions  are 
appropriate  or  not. 

Learning  indices,  learning  censors,  and  adjusting  fea¬ 
ture  salience  result  in  improving  case  retrieval.  All  three 
of  these  types  of  learning  fit  neatly  within  our  general  ap¬ 
proach  of  learning  by  observing  expert  problem  solving. 
Much  of  the  power  of  CBR  comes  from  retrieving  useful 
cases,  so  this  learning  improves  the  case-based  reasoner. 
Indices  help  the  reasoner  retrieve  case  snippets  when 
they  would  be  particularly  relevant.  Censors  help  the 
reasoner  avoid  being  misguided  by  a  snippet  which  may 
seem  to  be  relevant  but  isn’t.  Improved  knowledge  of 
feature  salience  will  lead  to  less  consideration  of  superfi¬ 
cial  and  spurious  features  during  similarity  measurement 
prior  to  use  of  indices  and  censors. 
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Abstract 

Past  experience  is  a  major  source  for  improving  predictions  in  a  reasoning  system. 
These  predictions,  however,  cannot  be  retrieved  haphazardly.  They  must  be  retrieved 
when  they  are  most  likely  to  be  correct  and  useful.  Retrieving  a  prediction  based  on 
overall  similarity  between  a  past  case  and  a  current  one  is  useful  when  nothing  is  known 
about  a  domain,  but  it  is  not  enough  in  general.  Even  ranking  different  features  by  their 
importance  is  insufficient,  because  it  does  not  take  the  retrieval  goals  or  the  context  into 
account.  A  retrieval  method  is  proposed  that  uses  a  form  of  context  dependent  importance 
ranking  of  features.  This  method  actually  learns  the  importance  ranking  appropriate  for 
dilflferent  goals  and  contexts.  The  learning  provides  a  justification  for  the  predictions  made, 
and  provides  flexibility  in  changing  domains.  Further  characteristics  of  the  method  for 
complex,  abstract  features  are  presented.  Finally,  possible  future  extensions  are  discussed. 


1  Introduction 

Any  AI  system  that  is  to  autonomously  improve  its  performance  must  be  able  to  learn  from 
its  experience,  that  is,  from  instances  or  cases.  Presumably,  information  from  certain  past 
cases  will  somehow  help  predict  portions  of  futtire  caaes  or  experiences.  If,  for  example, 
Sarah  became  sick  the  last  time  she  ate  scallops,  she  may  wish  to  avoid  them  in  the  future 
predicting  that  they  again  will  make  her  sick.  This  example  prediction  seems  reasonable  but 
there  are  conceivable  predictions  that  are  not  reasonable.  Sarah,  for  instance,  would  not 
conclude  that  orange  juice  would  make  her  sick  just  because  scallops  once  made  her  sick. 
The  first  prediction  is  reasonable  because  there  is  some  relation  between  the  past  and  current 
cases.  Reasonable  predictions  do  not  come  from  simple,  haphazard  use  of  past  experience. 
Therefore,  to  make  reasonable  predictions  from  experience,  an  AI  system  must  specify  what 
characterizes  good  predictions  and  use  those  characteristics  for  retrieval. 

A  naive  method  for  reasonable  retrieval  would  search  for  the  overall  most  similar  past  case 
and  project  some  of  its  information  to  the  current  sitxiation.  The  overall  most  similar  past 
case  is  one  that  shares  the  liiost  features  with  the  current  case.  This  is  certainly  a  reasonable 
approach  when  little  is  known  about  the  domain  (Russell,  1987).  When  something  is  known, 
however,  overall  similarity  can  generate  unreasonable  predictions  (Kolodner,  1989;  Russell, 
1987).  For  example,  although  453  +  789  =  1242  is  very  similar  to  453  -r  789  =?,  neither 
t^e  answer  nor  the  reasoning  method  can  be  correctly  projected  to  the  new  case.  A  more 
appropriate  retrieval  method  would  find  the  most  similar  match  by  primarily  considering 
the  important  features  of  the  present  and  past  cases,  such  as  the  arithmetic  operator  in  the 
above  example.  Actually,  even  this  is  not  enough,  because  the  important  features  can  change 
depending  upon  the  retrieval  goal.  For  instance,  when  trying  to  predict  whether  Frajik  has 

^The  author  wishes  to  thank  Janet  Kolodner  and  Mike  Redmond  for  helpful  comments  on  this  manuscript. 
This  research  was  supported  by  the  Army  Research  Institute  under  Contract  No.  MDA-903-86-C-173. 
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aji  accent,  his  first  language  and  birthplace  are  important  aspects;  whereas  when  trying  to 
guess  his  age,  hair  color  and  wrinkles  become  important.  The  importance  ranking  of  features 
then,  must  be  dependent  upon  the  retrieval  goat^  (Kolodner,  1989;  Russell,  1987;  Seifert, 
1988) .  There  is  one  additional  requirement  for  reasonable  retrieval.  Even  when  the  retrieval 
goal  is  the  same,  the  current  context  can  influence  feature  importance.  For  example,  when 
someone  buys  books  as  gifts,  features  of  the  intended  recipient  can  help  determine  which 
other  features  are  important.  When  choosing  a  book  for  a  child,  the  reading  level  or  difficxilty 
is  very  important,  while  the  binding  and  copyright  date  are  less  important.  However,  when 
choosing  a  book  for  a  book  collector,  binding  and  date  become  very  important,  while  reading 
level  is  less  so.  To  summarize  the  above,  reasonable  retrieval  requires  identifying  similarities 
between  the  past  and  current  cases.  However,  these  similarity  measures  should  only  consider 
features  that  are,  in  some  sense,  important.  Feature  importance  is  dependent  on  both  the 
retrieval  goal  and  the  retrieval  context. 

In  order  to  actually  retrieve  reasonable  predictions  using  importance,  there  must  be  some 
justification  or  rationale  that  defines  which  features  are  most  important  for  prediction  in  any 
given  situation.  There  are  possibly  many  such  rationales,  but  one  that  may  be  particularly 
useful  is  a  probabilistic  justification.  In  this  view,  feature  importance  depends  on  the  con¬ 
ditional  probability  between  values  of  the  retrieval  goal  and  the  cxirrent  context.  The  use 
of  probabilities  potentially  allows  identification  of  the  most  probable  predictions.  This  view 
also  allows  learning  of  feature  importance  to  reduce  the  burden  on  a  progranomer  and  to 
allow  flexibility  for  domains  in  which  feature  importance  varies  over  time.  This  paper  argues 
for  a  retrieval  method,  embodied  in  a  system  called  CORA-L,  that  learns  context  dependent 
importance  values  from  cases. 

2  CORA-L 

Briefly,  CORA-L  maintains  conditional  probabilities  between  all  pairs  of  feature  values;  and 
if  those  conditional  probabilities  are  found  to  give  poor  predictions  in  some  contexts,  new 
features  that  are  conjimctions  of  values  are  formed  (Martin,  1988).  This  is  essentially  a  dis¬ 
tributed  memory  representation,  not  unlike  some  PDF  approaches  (McClelland  &  Rumelhart, 
1986).  Input  cases  are  stored  distributed  across  many  features;  and,  if  the  given  features  are 
inadequate  to  predict  aspects  of  the  cases,  then  combinations  of  features  are  learned.  Al¬ 
though  this  depiction  of  CORA-L  is  an  oversimplification  that  ignores  the  complexity  of 
realistic  domains,  it  is  argued  that  this  simple  notion  is  all  that  is  needed  to  describe  the 
retrieval  of  reasonable  predictions  from  past  cases.  The  next  section  discusses  how  CORA-L 
deals  with  more  complex,  realistic  representations. 

In  CORA-L,  predictions  are  retrieved  from  memory  by  using  the  known  values  to  find 
the  most  probable  unobserved  value  of  a  particular  attribute.  Specifically,  stored  conditional 
probabilities  between  values  of  the  target  attribute  and  the  context  are  compared  and  the 
most  likely  prediction  is  made.  For  instance,  suppose  that  a  doctor  sees  a  patient  with  a  severe 
fftver  and  a  hacking  cough,  and  that  she  wants  to  hypothesize  what  the  underlying  disease 

is  important  to  distinguish  the  retrieval  or  prediction  goal  from  possible  problem  solving  goals.  The 
retrieval  goal  is  essentially  a  specification  on  the  type  of  value  to  predict.  For  example,  a  retrieval  goal  might 
direct  retrieval  to  predict  the  value  of  a  particular  attribute.  The  problem  solving  goal,  on  the  other  hand,  may 
be  a  goal  that  the  retrieval  goal  is  serving.  CORA-L  treats  problem  solving  goals  and  constraints  as  any  other 
attribute  in  the  givens.  The  problem  solving  goal  is  not  a  priori  given  special  status,  but,  in  general,  the  goal 
will  be  highly  informative  and  therefore  more  important. 
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might  be.  CORA-L  would  combine  P{strepthroat  |  cough)  and  P{strepthroat  \  fever)  by 
the  following  formxila: 

.  P[strepthroat  |  cough)  ■  P{strepthroat  |  fever) 

Pyatrepthroat  |  coughSc fever)  - - - - 

This  formula  uses  a  version  of  an  arithmetic  average  to  estimate  the  probability  with  multiple 
givens  (Meirtin,  1988).  In  general,  the  formula  is, 


P{B  I  Ai^cA2^Az,...)  = 

n 

For  the  above  example,  CORA-L  would  use  this  formula  to  perform  similar  calculations  for 
alternative  diseases,  and  the  one  with  the  highest  probability  woxild  be  predicted. 

When  the  conditional  probabilities  with  only  one  given  feature,  such  as  P{strepthroat  \ 
fever),  do  not  allow  the  generation  of  good  predictions  by  the  above  formula,  then  new 
features  are  created  by  combining  two  previous  features.  In  the  above  example,  if  ‘fever’  alters 
the  importance  or  predictivity  of  ‘cough’  or  vice  versa,  then  a  new  conditional  probability 
would  be  formed  to  explicitly  keep  track  of  P[strepthroat  \  cough&cf  ever). 

CORA-L’s  method  has  all  the  characteristics  of  reasonable  retrieval  outlined  in  the  intro¬ 
duction.  The  use  of  similarity  is  weighted  by  feature  importance  and  this  weighting  depends 
both  on  the  present  context  and  on  the  value  or  values  to  be  predicted.  Importance  is  im¬ 
plicitly  defined  as  a  kind  of  informativeness.  Informativeness  is  basically  the  ability  of  a 
particular  value  to  distinguish  between  the  multiple  possible  values  of  the  target  attribute. 
A  very  informative  value  will  provide  strong  support  for  one  or  two  of  the  values  of  that  at¬ 
tribute  while  providing  very  weak  support  for  other  possible  values.  For  example,  a  yellowing 
of  the  whites  of  the  eyes  is  very  informative  of  hepatitis.  In  this  scheme,  those  values  that  are 
most  informative  and  hence  most  important  with  respect  to  the  retrieval  goal  automatically 
have  a  greater  effect  on  which  value  will  be  predicted  than  would  less  informative  values. 
This  definition  is  very  similar  to  Swaminathan’s  (1988)  proposal  of  choosing  indices  that 
increase  associativity  and  discriminability,  except  that  in  CORA-L,  these  ideas  are  defined 
in  terms  of  conditional  probabilities.  Sensitivity  to  the  retrieval  goal  is  possible,  because 
multiple  conditional  probabilities  and  hence  importance  values  are  stored.  That  is,  when  the 
goal  is  to  find  a  veilue  for  attribute-A,  different  conditional  probabilities  are  used  than  when 
the  goal  involves  attribute-B.  Finally,  becaxise  of  CORA-L’s  learning  of  compound  features, 
the  present  context  can  alter  the  informativeness  of  a  given  value,  even  if  the  retrieval  goal 
remains  the  same. 

CORA-L,  therefore  uses  feature  importance  to  retrieve  predictions.  As  well,  the  impor¬ 
tance  ratings  are  dependent  on  both  the  retrieval  goal  and  the  context  of  the  present  case. 
Not  only  does  CORA-L  meets  these  necessary  conditions  for  reasonable  predictions,  but  it 
also  uses  empirically  justified  importance  values.  The  law  of  large  numbers  implies  that  eis 
the  size  of  the  case  bzise  increases  so  will  the  accuracy  of  CORA-L’s  conditional  probabilities. 
“Hie  prediction  accuracy  will  likewise  increase. 

3  Abstract  Features 

Most  real-world  domains  have  more  complex  structures  than  was  implied  by  the  simplifying 
assumptions  in  the  last  section.  The  JULIA  (Hinrichs,  1988)  domain  of  catering,  for  example. 
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uses  multiple  hierarchies  to  describe  food  items  and  requires  ways  to  describe  combinations  of 
food  items.  The  texture  of  chocolate  liqueurs  might  be  described  as  some  type  of  combination 
of  ‘soft-chewy’  and  ‘thin-liquid’.  This  example  assumes  combining  relationships,  like  ‘inside’, 
and  hierarchies  of  solid  and  liquid  textures.  To  capture  these  more  complicated  structures, 
CORA-L  allows  hierarchies  of  features  in  which  each  parent  describes  a  set  of  mutually  ex¬ 
clusive  alternatives  (XOR),  a  set  of  alternatives  (OR),  or  a  combination  of  values  (AND)^. 
The  AND  type  of  hierarchy  corresponds  roughly  to  the  CORA-L’s  learned  combinations  as 
described  above,  but  it  also  includes  information  about  the  relationship  between  the  ANDed 
features.  The  OR  and  XOR  hierarchies  have  probabilities  associated  with  the  children  to 
allow  for  fuzzy  or  probabilistic  concept  definition.  The  use  of  these  hierarchies  greatly  com¬ 
plicates  the  updating  of  probabilities  and  retrieval  of  predictions  described  above.  However, 
it  allows  the  use  of  the  most  informative  features,  at  any  level  of  abstraction,  when  retrieving 
predictions.  Also,  it  allows  the  prediction  of  abstract  features  when  more  specific  predictions 
are  not  well  supported. 


4  Concluding  Remarks 

A  method  is  proposed  for  the  retrieval  of  predictions  and  is  shown  to  find  reasonable  and 
empirically  justified  predictions.  Additional  characteristics  of  the  method  for  complex  rep¬ 
resentations  are  presented.  The  complete  paper  will  expand  each  of  the  above  sections  and 
in  particular  will  present  a  rxmning  example  to  illustrate  the  method  and  its  extension.  The 
concluding  section  will  suggest  future  directions  such  as  learning  about  continuous  numeric 
values  and  learning  temporal  sequences. 
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Abstract 

When  learning  language  or  natural  category  structure,  humans  do  not 
need  instruction  or  explicit  feedback;  they  learn  through  active  obser¬ 
vation.  Computational  models  of  this  type  of  human  learning  not  only 
aid  in  the  description  of  human  learning  but  also  suggest  possibilities  for 
machine  learning.  A  significant  component  of  human  observational  learn¬ 
ing  is  the  ability  to  focus  attention  toward  important  or  relevant  input 
features.  An  attention  mechanism  with  thb  capability  can  serve  as  an 
inductive  bias  to  facilitate  learning.  Past  attempts  to  model  attentional 
focus  for  human  learning  have  postulated  a  single  salience  value  for  each 
feature.  Features  with  greater  salience  command  more  attention.  How¬ 
ever,  these  models  assume  that  the  feature’s  salience  is  not  dependent 
on  context,  whereas  studies  of  human  attention  show  sensitivity  to  con¬ 
text.  As  well,  sensitivity  to  context  can  allow  more  complex  learning. 

This  paper  presents  a  mechanism  for  contextually  focused  attention  in 
observational  learning.  The  new  mechanism  is  compared  to  the  salience 
method.  Discussion  of  the  results  includes  predictions  for  human  behavior 
and  implications  for  machine  learning. 

Observational  learning  is  a  form  of  inductive  knowledge  acqtiisition  in  which 
there  is  no  external  guidance,  such  as  explicit  feedback.  However,  some  guid¬ 
ance  or  learning  bias  is  required  to  make  general  induction  tractable  (eg.  Van- 
Lehn,  1987).  Since  humans  do  engage  in  some  observational  learning  (Biliman, 
Heit,  &  Dorfman,  1987),  there  must  be  a  method  for  internally  guiding  this 
learning.  Discovering  what  this  method  is  will  prove  useful  both  for  under¬ 
standing  human  learning  and  for  designing  computer  programs  that  learn  from 
observation.  Zeaman  and  House  (1963)  and  Biilman  and  Heit  (1988)  have  ar¬ 
gued  that  attention  directed  by  ieamable  feature  saliences  may  provide  some 

^The  author  wishes  to  thank  Doirit  Biilman  for  providing  constructive  comments  on  all 
aspects  of  this  research,  and  Janet  Kolodner  for  assistance  with  earlier  versions  of  this  paper. 
This  research  was  supported  by  the  Army  Research  Institute  for  the  Behavioral  and  Social 
Sciences  under  Contract  No.  MDA-903-86-C-173. 
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internal  guidance  for  human  learners.  They  each  proposed  a  mechanism  for 
doing  this  and  were  able  to  confirm  the  approach  for  simple  learning.  Neither 
method  used  context,  or  what  is  already  known  about  an  example,  to  help 
focus  attention.  Other  researchers,  however,  have  found  that  human  attention 
and  other  cognitive  processes  vary  with  context  (Loftus  &  Mackworth,  1978; 
Barsalou  k.  Medin,  1986).  As  well,  the  use  of  context  can  allow  learning  of  more 
complex  examples.  The  non  context  approach  assumes  that  there  is  only  one 
important  subset  of  features  that  are  always  salient.  As  will  be  demonstrated 
below,  when  this  assumption  is  violated,  learning  is  not  facilitated. 

Given  that  attention  is  useful  for  human  and  machine  observational  learn¬ 
ing,  it  is  important  to  ensure  that  proposed  attentional  mechanisms  support  a 
useful  type  of  learning.  Human  observational  learning  is  most  clearly  useful  for 
natural  language  and  concept  acquisition.  Additionally,  many  machine  learn¬ 
ing  studies  of  observational  learning  have  concentrated  on  concept  or  category 
acquisition  (Schlinuner,  1986;  Fisher,  1987).  These  types  of  knowledge  have 
frequently  been  described  as  capturing  correlational  feature  structure  (Rosch, 
1978;  Medin  k  Schaffer,  1983;  Fisher,  1987).  In  other  words,  category  struc¬ 
ture  and  linguistic  structure  can  be  represented  partially  by  correlational  rules 
or  conditional  probabilities  of  the  form:  P{featurel  =  valuel  \  feature2  = 
value2).  Thus,  a  “rule”  such  as,  P{covering  =  feathers  |  locomotion  = 
wings),  records  the  frequency  with  which  ‘feathers*  occur  given  that  ‘wings’  is 
true.  Anderson  (1988)  has  further  argued  that  even  if  human  category  struc¬ 
ture  is  not  implemented  using  conditional  probabilities,  it  and  other  phenom¬ 
ena  are  best  described  and  explained  by  probabilities.  Similarly,  recent  machine 
learning  models  of  concept  acquisition  have  proposed  that  categories  can  be 
best  learned  by  maintaining  conditional  probabilities  (Schlinuner,  1986;  Fisher, 
1987).  These  psychological  and  machine  learning  studies  suggest  that  an  ad¬ 
equate  model  of  human  and  machine  attentional  learning  should  demonstrate 
how  the  attention  mechanism  can  facilitate  learning  of  conditional  probabilities 
or  estimates  thereof. 

This  paper  presents  a  new  model  of  the  use  of  attention  for  observational 
learning.  This  model,  called  Contextually  Focused  Sampling,  introduces  a 

P 

context  controlled  attention  mechanism,  and  is  proposed  as  a  method  both  for 
hxunan  observational  learning  and  for  machine  learning.  This  use  of  context 
was  partially  motivated  by  the  need  for  dynamic  .learning  biases  (eg.  Rendell 
et  al.,  1987)  and  machine  learning  studies  of  the  use  of  probabilistic  context 
f  u  generalization  (eg.  Fisher,  1987).  CFS  is  compared  to  an  important  non¬ 
context  alternative.  Focused  Sampling  (Billman  k  Heit,  1988),  to  demonstrate 
its  similar  behavior  for  simple  learning  and-  its  superior  behavior  for  more 
complex  learning  in  which  there  are  multiple  important  subsets  of  features. 
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Focused  Sampling 

Billman  and  Kelt’s  (1988)  CARI  implementation  of  the  Focused  Sampling 
(FS)  method  describes  how  attention  can  be  used  to  facilitate  observational 
learning.  Put  simply,  FS  allocates  more  attention  to  those  features  that  par¬ 
ticipate  in  strong  correlations  or  rules.  The  ‘rules*  and  ‘correlations’  referred 
to  by  Billman  and  Kelt  are  simply  the  conditional  probability  relationships 
between  features. 

In  CARI,  two  features,  such  as  color  and  size,  are  sampled,  and  a  pre¬ 
diction  of  the  value  of  the  second  feature  is  made  on  the  basis  of  the  value 
for  the  first  feature.  All  training  examples  were  assumed  to  be  collections  of 
featme/ value  pairs,  and  sampling  a  feature  reveals  that  feature’s  value.  For 
example,  the  color  feature,  when  sampled,  might  be  found  to  have  the  value 
‘green’.  If  the  prediction  of  the  second  value  is  correct,  then  the  saliences  of 
the  features  and  the  strength  of  the  prediction  are  incremented.  Otherwise, 
I  'lese  values  are  decremented.  The  adjustment  of  the  values  is  based  on  an 
estimator  of  conditional  probabilities  called  the  delta  rule.  This  estimator,  in 
similar  forms,  has  been  used  in  many  psychological  learning  models  (Rescorla, 
1972;  Rumelhart,  Hinton,  &  Williams,  1986).  CARI  updates  the  rule  strength 
and  feature  saliences  by. 


5„  =  5„.i  +  a(r-5„_i] 

Sn  =  Strength  or  Salience;  a  =  learning  rate  parameter 
T  =  1,  if  prediction  is  correct;  T  =  0,  otherwise. 

FS  is  an  attentional  learning  mechanism  that  supports  learning  of  corre¬ 
lational  struct\ire  (Billman  et  al.,  1987;  Billman  ic  Kelt,  1988);  and  there  are 
two  major  learning  behaviors  of  the  model  that  amy  viable  alternative  must 
also  demonstrate. 

•  First,  FS  produces  a  facilitation  in  learning  as  compared  to  random  sam¬ 
pling  of  features  (Billman  &  Heit,  1988); 

•  Second,  particular  rules  are  learned  faster  when  they  are  part  of  a  sys¬ 
tem  of  interrelated  rules  than  when  they  occur  in  isolation.  Billman  and 
her  colleagues  term  this  efifect  clustered  feature  faeilitatton.  Human  sub¬ 
jects  have  demonstrated  this  effect  for  obsenrational  learning  of  a  novel 
language  (Billman  et  al.,  1987). 

M 

Contextually  Focused  Sampling 


Humans  are  able  to  use  information  that  they  already  know  about  an  exam¬ 
ple  to  direct  their  attention  to  unusual  aspects  of  the  same  example  (Loftus  & 
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Mackworth,  1978).  Secondly,  some  multiple-look  attention  models  (Trabasso 
&  Bower,  1968)  suggest  an  averaging  method  for  taking  what  is  known  into 
account  for  response  generation.  A  final  reason  to  suspect  that  context  can  be 
important  for  focusing  attention  in  learning  is  that  algorithms  like  FS  would 
not  allow  a  human  or  machine  learner  to  focus  on  different  cohesive  subparts 
of  an  example.  For  instance,  there  are  many  subsets  of  animal  features  that 
internally  cohere,  like  food-type  and  size  or  habitat  and  means-of-locomotion. 
FS,  however,  assumes  that  there  is  only  one  important  subset.  An  alternative 
model  will  be  proposed  that  introduces  a  limited  form  of  context  for  feature 
sampling.  The  use  of  the  word  ‘context’  in  this  work  refers  specifically  to  known 
feature  values  of  a  particular  example.  Using  context  for  attention  therefore 
refers  to  using  those  feature  values  that  have  already  been  observed  to  help 
choose  other  featmes  to  which  to  attend. 

The  method  proposed  by  this  paper,  Contextually  Fociised  Sampling  (CFS), 
based  on  their  estimated  predictability.  It  calculates  those  estimates  based  di¬ 
rectly  upon  estimates  of  conditional  probability  between  feature  values.  In  CFS 
(Figure  1)  then,  choosing  a  feature  depends  upon  that  feature’s  predictability 
given  what  value  are  already  known.  This  method  allows  the  probability  of 
sampling  a  particiilar  feature  to  vary  with  the  context. 


•  Choose  a  starling  feature  .  The  probability  of  sampling 

a  feature  is  that  feature's  no-context  salience  divided  by 
the  sum  of  the  no-context  saliences  for  all  features. 

•  Sample  the  value,  v  ^ ,  tor  . 

•  Loop  for  i  -  2 ..  n  (where  n  is  a  parameter) 

•  Choose  feature  F| .  Features  are  chosen  that  are  best 
predicted  by  what  is  already  known  about  an  example 
(v.|  . . .  vj  ).  An  estimate  is  made  of  each  feature's 
predictability,  and  this  is  used  to  probabilistically 
choose  a  feature. 

-  Find  the  value,  Vj ,  for  Fj  in  the  example. 

-  Increment  the  estimate  of  conditional  probability  for  all 
of  the  form:  P(Vj  |  v^),  where  j  and  k  ■  1 . .  i,  j  k. 

-  When  U2,  Increment  the  no-context  saliences  as  described 
by  BiMman  &  Heit  (1988). 


Figure  1 :  Contextually  Focused  Sampling  Algorithm 

The  CFS  algorithm,  like  the  FS,  uses  the  delta  rule  to  update  the  estimates 
of  conditional  probabilities  and  no-context  feature  saliences.  The  no-context 
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feature  saliences  are  used  for  sampling  when  nothing  is  yet  known  about  an 
example.  Feature  saliences  m  context,  because  they  are  based  solely  on  the 
estimates  of  the  conditional  probabilities,  are  indirectly  updated.  An  important 
difference  between  CFS  and  FS  is  that  CFS  allows  multiple  samples  to  be  taken 
from  each  example  in  order  to  provide  context. 

CFS,  unlike  FS,  requires  an  algorithm  for  estimating  predictiveness  in  con¬ 
text,  i.e.,  when  several  features  have  already  been  sampled.  It  is  not  reasonable 
to  maint^n  all  such  higher  order  probabilities,  because  there  are  exponentially 
many  of  them.  The  most  straightforward  alternative  is  to  use  a  Bayesian  es¬ 
timate  assuming  independence  (Martin,  1988).  However,  pilot  studies  have 
shown  that  an  arithmetic  average  (Trabasso  &  Bower,  1968)  is  better  corre¬ 
lated  to  actual  higher  order  conditional  probabilities  for  the  types  of  training 
example  being  used.  Davis  (1985)  gives  an  argiunent  for  the  use  of  a  geometric 
average  in  a  similar  machine  learning  system. 

Experimental  Tests  of  CFS 


CFS  was  compared  to  FS  in  three  experiments.  The  first  two  experiments 
were  performed  to  demonstrate  that  CFS  is  a  viable  alternative  to  FS.  Exper¬ 
iment  III  was  conducted  to  determine  whether  CFS  is  superior  to  FS  for  more 
complex  inputs. 

Algorithms.  The  experiments  performed  comparisons  between  three  al¬ 
gorithms,  Random  Sampling  (RS),  FS,  and  CFS.  In  general,  it  is  difficidt  to 
compare  algorithms  because  they  often  differ  in  more  than  one  characteristic. 
For  instance,  CFS  and  FS  differ  not  only  by  how  a  feature  is  sampled  but 
also  by  how  many  features  are  processed  per  example.  FS  samples  exactly 
two  features,  while  CFS  can  sample  several.  These  extraneous  differences  can 
confound  a  comparison  on  the  characteristic  of  interest.  It  is  therefore  impor¬ 
tant  to  remove  as  many  extraneous  differences  as  possible  before  comparisons 
are  made.  The  FS  algorithm  was  modified  to  incorporate  the  loop  from  the 
CFS  algorithm.  The  only  difference  between  the  FS  and  CFS  algorithms  was 
that  the  former  always  used  salience  to  select  features  for  sampling.  The  RS 
algorithm  was  like  the  CFS  algorithm,  except  that  it  selected  features  indepen¬ 
dently  of  salience  and  estimates  of  conditional  probabilities.  These  versions  of 
the  RS,  FS,  and  CFS  algorithms  were  used  in  all  experiments. 

General  Method.  The  general  method  iised  for  all  three  experiments  was 
very  similar  to  that  used  by  Billman  and  Heit  (1988).  The  input  was  provided 
as  lists  of  digits  in  the  form,  (1  2  3  2),  to  represent  that  the  features  1  through 
4  have  the  values  1, 2,  3, 2  respectively.  These  number  vectors  are  used  for  sim¬ 
plicity  but  are  meant  to  represent  vectors  such  as,  (covering=fur,  habitat=land. 
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size=big,  locomotion=legs).  In  all  three  experiments,  the  inputs  consisted  of 
eight  features  (Figure  2).  These  inputs  were  presented  one  at  a  time  as  exam¬ 
ples.  Each  trial  consisted  of  presenting  one  example  that  was  randomly  selected 
from  all  available  inputs.  These  trials  were  divided  into  blocks  of  50.  As  in  Bill- 
man  and  Heit  (1988),  the  strengths  between  the  values  of  the  first  two  features 
were  averaged  to  measure  learning  after  each  block  of  trials.  In  all  sets  of  train¬ 
ing  examples,  the  first  two  features  were  strongly  related.  The  test  strengths 
were,  {/^  =  1  -♦  /,  =  =  1  ^  A  =  l,/i  =  2  /j  =  2,/2  =  2  A  =  2}. 

Statistical  comparisons  were  made  bzised  on  the  average  target  strength  after 
a  criterion  number  of  trial  blocks.  The  criterion  was  set  for  each  experiment 
when  the  mean  strength  for  RS  was  equal  to  0.50  ±  2,  zus  in  Billman  and  Heit 
(1988). 


(111112  11)  (11112  12  1) 
(2  2  2  2  1  1  2  1)  (2  2  2  2  2  2  1  1) 
(1  1  1  1  1  2  2  2)  (1  1  1  1  2  1  1  2) 
(2  222111  2)  (2  222222  2) 
a 


(1  112111  1)  (2  211122  1) 
(1  112222  2)  (2  211211  2) 
(1  1  2  1  1  1  2  2)  (2  2  2  2  1  2  1  2) 
(1  1  2  1  2  2  1  1)  (2  2  2  2  2  1  2  1) 
b 


Figure  2:  Input  Vectors  used  In  the  Experiments. 


For  all  experiments,  the  variable  parameters  were  set  to  the  values  used  by 
l.illman  ic  Heit  (1988)  and  were  held  constant  for  all  experiments.  The  initial 
strength  values  were  set  to  0.01,  initial  feature  saliences  were  set  to  0.125, 
and  delta  learning  rates  were  set  to  0.02.  CFS  and  the  modified  FS  and  RS 
algorithms  have  one  additional  parameter,  the  number  of  features  sampled  per 
example.  Pilot  studies  demonstrated  that  as  this  parameter  raises,  learning 
facilitation  increases.  This  parameter  was  set  at  3  samples  per  example  for 
all  algorithms  throughout  the  experiments  to  reflect  the  limited  capacity  of 
attention  and  to  achieve  some  benefit  of  context  for  CFS. 

Fifteen  simulated  subjects  were  run  in  each  condition.  These  subjects  varied 
due  to  probabilistic  sampling  and  random  example  selection. 

Experiment  I  &:  II 


CFS  should  be  able  to  demonstrate  the  significant  behaviors  of  Focused 
Sampling.  The  first  of  the  two  important  FS  behaviors  is  a  facilitation  of 
learning  as  compared  to  random  sampling.  In  Experiment  I,  CFS  was  predicted 
to  produce  a  learning  facilitation  because,  like  FS,  CFS’s  focusing  mechanism 
leads  it  away  from  irrelevant  features. 

CFS  should  also  show  increasing  facilitation  for  greater  numbers  of  inter¬ 
related  features.  As  noted  above,  FS  predicts  facilitated  learning  for  greater 
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numbers  of  clustered  feetures.  In  Experiment  II,  CFS  is  predicted  to  show  clus- 
ered  feature  facilitation  because  the  CFS  sampling  is  biased  toward  features 
that  are  interpredictive. 

Method.^  experiment  I,  the  subjects  received  the  inputs  presented  in 
Figure  2a.  These  inputs  were  chosen  to  maximize  FS  benefit  by  interrelating 
half  the  features  (Billman  k  Heit,  1988,  experiment  3).  The  remaining  four 
features  were  termed  irrelevant  because  they  are  each  randomly  related  to  any 
other  feature.  Experiment  I  compared  between  the  different  attention  methods, 
random  sampling,  FS,  and  CFS. 

The  method  for  Experiment  11  was  the  same  as  for  Experiment  I,  except 
that  the  both  sets  of  inputs  from  Figure  2a  and  Figure  2b  were  used.  Fifteen 
simulated  CFS  subjects  received  inputs  with  two  clustered  features  and  15 
received  inputs  with  four  clustered  features.  The  learning  measure  used  for 
each  set  of  inputs  was  the  difference  in  learning  between  using  the  CFS  and 
RS  algorithms. 

Results.  The  learning  rates  depicted  in  Figure  3  show  clear  effects  of  at¬ 
tention  method. 

An  ANOVA  was  performed  using  the  strength  values  at  the  criterion  num¬ 
ber  of  trials  as  defined  above.  Attention  method  showed  a  significant  effect, 
F(2, 42)  =  33.66,  p  <  0.01.  Tukey’s  HSD  was  used  to  compare  means  for  the  at¬ 
tention  method  to  determine  significant  differences:  HSD{Z^  42)  —  0.079,  p  < 
0.01.  The  comparisons  revealed  that  both  CFS  and  FS  showed  facilitation  over 
the  random  method.  Although  CFS  produced  a  greater  facilitation  than  FS, 
this  difference  was  not  significant.  These  data  demonstrate  that  CFS  produces 
the  same  type  of  learning  facilitation  as  FS. 

In  Experiment  II,  there  was  an  greater  facilitation  for  clusters  of  four  fea¬ 
tures  rather  *han  two.  A  t-test  was  performed  at  the  learning  criterion  for 
the  four  clustered  feature  condition,  t(28)  =  2.73,  p  <  0.01.  The  test  showed 
that,  as  with  FS  and  in  accord  with  human  data,  CFS  demonstrated  clustered 
feature  facilitation. 


Blocks  of  50  Trials 

Figure  3:  Learning  with  Different  Attention  Methods 


Experiment  III 

As  predicted,  CFS  produces  two  findings  which  motivated  the  FS  model. 
It  was  assumed  that  because  it  was  sensitive  to  context,  CFS  would  predict 
greater  learning  facilitation  for  more  complex  inputs  than  would  FS.  Both 
Experiment  I  and  II  and  the  experiments  of  Billman  and  Heit  (1988)  have 
used  inputs  in  which  there  was  only  one  important  cluster  of  features.  That  is, 
there  are  some  relevant  features  and  some  irrelevant  features,  and  all  relevant 
features  are  intercorrelated.  However,  more  realistic  inputs  would  allow  for 
multiple  clusters  of  relevant  features.  For  example,  in  humans,  hair-color  and 
eye-color  are  somewhat  intercorrelated  as  are  arm-length  and  height.  All  four 
of  these  features  are  relevant  to  feature  clusters,  but  are  not  all  intercorrelated. 

Context  is  important  for  attentional  learning  in  domains  with  multiple  clus¬ 
ters  because  it  allows  the  human  or  machine  learner  to  concentrate  on  a  sin¬ 
gle  subcluster  at  a  time.  The  non-context  approach  used  by  FS  would  set 
the  saliences  of  the  features  independently  of  the  cluster,  permitting  sampling 
across  clusters.  For  example,  if  hair-color  was  the  most  salient  and  height 
the  second  most  salient  then  the  most  frequent  sampling  pair  would  be  across 
clusters.  CFS  can  help  alleviate  this  problem,  because  it  allows  the  feattire 
saliences  to  vary  depending  on  what  has  already  been  sampled.  In  the  above 
example,  hair-cclo’"  'vas  sampled,  then  the  most  salient  feature  became 
eye-color.  The  saliences  in  CFS  are  modified  to  have  the  learning  focus  on  one 
cluster  at  a  time. 

Because  of  these  considerations,  it  was  predicted  that  CFS  would  be  found 
to  be  superior  to  FS  when  there  were  multiple  unrelated  clusters  of  features  in 
the  input.  As  well,  FS  was  expected  to  have  a  decreased  learning  facilitation 
as  compared  to  random  sampling. 

Method.  The  method  was  the  same  as  for  Experiment  I  and  II,  except 
that  the  inputs  had  three  clusters  of  three  features  each  and  three  irrelevant 
features.  The  three  clusters  of  features  were  independent  of  each  other.  All 
three  algorithms  were  compared  on  these  inputs.  The  learning  measure,  as  in 
Experiment  I,  was  the  average  strength  of  the  rules  relating  features  one  and 
two;  and  statistical  comparisons  were  made  at  the  criterion  number  of  trials. 

Results.  Figure  4  shows  the  learning  curves  for  each  block  of  100  trials. 
There  was  an  increased  facilitation  for  CFS  over  FS  and  RS.  An  ANOVA  was 
performed  that  indicated  a  significant  difference  between  algorithms:  ^(2, 42)  = 
31.21,  p  <  0.01.  Tukey’a  HSD,  HSD{3,42)  =  0.082,  p  <  0.01,  revealed  a  sig¬ 
nificant  difference  between  CFS  and  both  other  groups.  FS  was  not  found  to 
be  significantly  different  from  random  sampling. 

As  predicted,  CFS  was  superior  to  FS  and  RS  for  -inputs  with  multiple  clus¬ 
ters.  As  well,  the  multiple  clusters  prevented  a  significant  learning  facilitation 
'  for  FS  over  RS, 
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Blocks  of  100  Trials 

Figure  4:  Learning  for  Examples  with  Multiple  Clusters 
Discussion 

Attention  can  serve  as  an  important  learning  bias  for  learning  by  obser¬ 
vation.  The  type  of  attention  mechanism  used,  however,  should  be  sensitive 
to  context  if  the  training  examples  are  complex,  i.e.,  have  multiple  clusters. 
Contextually  Focused  Sampling  (CFS)  was  proposed  to  be  a  better  match  to 
human  attentional  processes  than  eMlier  models  that  were  not  sensitive  to 
context  (Biilman  &  Heit,  1988).  CFS  is  also  an  important  candidate  for  an 
attentional  bias  in  machine  learning  systems. 

These  computational  experiments  suggest  several  interesting  predictions 
about  human  learning.  First,  if  humans  use  either  FS  or  CFS,  then  they 
must  show  faster  learning  than  random  sampling  (RS)  would  permit.  Second, 
if  humans  use  CFS  and  not  FS,  they  should  demonstrate  faster  learning  of 
multiple  clusters  than  either  FS  or  RS  would  permit.  Finally,  CFS  would 
predict  that  humans  would  show  different  probabilities  of  sampling  particular 
features  depending  upon  what  they  had  already  sampled. 

For  machine  learning,  the  results  imply  that  CFS  can  be  used  to  make 
induction  more  feasible.  Additionally,  the  results  of  Experiment  III  suggest 
how  CFS  might  be  used  to  divide  a  set  of  training  examples  into  appropriate 
categories  of  interpredictive  features.  Because  CFS  is  capable  of  finding  and 
learning  about  multiple  subclusters  of  interrelated 'features,  it  can  provide  a 
method  for  constructing  a  hierarchy  of  probabilistic  concepts.  The  use  of 
focused  attention  to  eaislly  isolate  these  concepts  may  result  in  an  algorithm 
that  is  more  efficient  and  more  powerful  than  current  concept  learning  methods 
(Fisher,  1987).  Such  concept  acquisition  would  also  allow  a  CFS  system  to 
learn  higher  order  conditional  probabilities  to  improve  its  inference  capabilities 
(Chalnick  &  Biilman,  1988;  Davis,  1985). 
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